STATEMENT OF BASIS

Joe Baker
Marathon Ashland Petroleum LLC

Tampa Light Products Terminal

Facility ID No. 0570080

Hillsborough County

Title V Air Operation Permit Revision

PROPOSED Title V Air Operation Permit Revision No.:  0570080-022-AV

Incorporates Project No.:  0570080-018-AC
The initial Title V Air Operation Permit, No. 0570080-003-AV, was issued/effective on September 26, 2000, revised on January 29, 2002 under 0570080-017-AV, and revised on July 1, 2003 under 0570080-019-AV.  This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This permit revision incorporates all of Project No. 0570080-018-AC and only part of Project No. 0570080-021-AC.  This revision is for the installation of a 9.6 MMBtu/hour asphalt heater, four (4) asphalt cement tanks, two (2) asphalt additive tanks, and an asphalt loading rack consisting of three (3) loading bays, which were all installed on Project No. 0570080-018-AC.  The revision also incorporates an increase in the annual tank throughput for the Gasoline Floating Roof Tanks (E.U. ID No. 12) from 1,300,506,000 to 1,560,607,200 gallons and the loading of a maximum of five (5) million gallons per year of “off-spec” product into marine vessels, which were included in Project 0570080-021-AC.  However, the revision does not incorporate the construction of two (2) asphalt cement storage tanks and the installation of an 8 MMBtu/hour natural gas-fired oil heater, which were also included in Project No. 0570080-021-AC.  According to the facility, the tanks and heater may be installed later this year or next year or not at all.
The above modifications change several Specific Conditions established in Title V Air Operation Permit, No. 0570080-019-AV.  The changes are as follows:
Section I.  Subsection A.  Facility Description 
CHANGE FROM:

This facility stores and handles petroleum products and petroleum product additives.  Gasoline and distillates are received via barge/tanker into above ground storage tanks and are subsequently loaded into trucks or delivered into the Central Florida Pipeline.  The regulated emissions units (E.U.) at this facility include two loading racks (a total of ten loading bays) with pollution control equipment, 34 storage tanks, and equipment leaks.

CHANGE TO:

This facility is a bulk terminal that stores and handles petroleum products and petroleum product additives.  Gasoline, distillates, and asphalt are received via barge/tanker into above ground storage tanks.  Additives are received via tanker trucks into above ground storage tanks.   Gasoline, distillates, and asphalt are subsequently loaded into trucks.  Gasoline and distillates can also be delivered into the Central Florida Pipeline.  

The regulated emissions units (E.U.) at this facility include two loading racks (a total of 10 loading bays) with pollution control equipment, 34 storage tanks, equipment leaks, an asphalt heater, and barge loading.  The asphalt terminal’s 4 asphalt cement storage tanks, 2 asphalt additive storage tanks, and asphalt loading rack (a total of 3 loading bays) are considered to be insignificant emissions units.

ADD:

E.U. 019 is a 9.6 MMBtu/hr asphalt heater that is used to heat four asphalt cement tanks and two additive tanks.  This E.U. is subject to opacity and fuel throughput restrictions.
Barge loading (E.U. 020) includes the loading of “off-spec” product into marine vessels.  This E.U. is subject to a product throughput restriction.
Section III.  Emissions Unit(s) and Conditions.  Subsection B
CHANGE FROM:

B.4. The maximum allowable VOC emissions from the Gasoline Floating Roof Group Tanks (Tanks 55-04, 96-06, 55-10, 55-14, 96-15, 96-16, 96-17, 96-18, 55-03, 35-07, 27-23, 43-21, 80-19, and 17-31) shall not exceed 55.2 tons per twelve consecutive month period (calculated using Tanks 3.1) as restricted below: 

(a)  Maximum product throughput:  1,300,506,000 gallons per twelve consecutive month period

(b)  Allowable product storage:  gasoline, aviation gasoline, transmix, kerosene, and No. 2 fuel oil.

(c)  Maximum weighted average annual Reid vapor pressure: 11 psia 

(d)  All tanks shall be clearly identified by number
Each tank shall be maintained to retain the structure, roof type, and color characteristics described in the application dated June 29, 2000.
[Construction Permit 0570080-015-AC]

CHANGE TO:

B.4. The maximum allowable VOC emissions from the Gasoline Floating Roof Group Tanks (Tanks 55-04, 96-06, 55-10, 55-14, 96-15, 96-16, 96-17, 96-18, 55-03, 35-07, 27-23, 43-21, 80-19, and 17-31) shall not exceed 62.3 tons per twelve consecutive month period (calculated using Tanks 4.0) as restricted below: 

(a)  Maximum product throughput:  1,560,607,200 gallons per twelve consecutive month period

(b)  Allowable product storage:  gasoline, aviation gasoline, transmix, kerosene, and No. 2 fuel oil.

(c)  Maximum weighted average annual Reid vapor pressure: 11 psia 

(d)  All tanks shall be clearly identified by number
Each tank shall be maintained to retain the structure, roof type, and color characteristics described in the application dated June 29, 2000.
[Construction Permit 0570080-021-AC]

Section III.  Emissions Unit(s) and Conditions.  Subsection D
ADD:

Subsection D.  This section addresses the following emissions unit(s):

E.U.

ID No.

Brief Description
-019

Asphalt Heater
{Permitting note(s):  The asphalt heater is regulated under Rule 62-296.320, F.A.C. and 40 CFR 63, Subpart DDDDD.  Because this subpart has been signed but not yet promulagated, the recordkeeping requirements under 40 CFR 63.7555 and 63.7560 for the asphalt heater have not been included and cited under Recordkeeping and Reporting Requirements.  The 9.6 MMBtu/hr asphalt heater is used to heat asphalt cement Tanks 120-A, 60-A, 50-A, and 20-A, and asphalt additive Tanks AA-8-1 and AA-8-2.}

The following conditions apply to the emissions unit(s) listed above:

Enforceable Potential to Emit (PTE) Parameters

D.1.
The following restrictions and limitations shall apply in order to ensure compliance with Specific Condition No. 4:  [Rule 62-4.070(3), F.A.C. and Construction Permit 0570080-018-AC]

A)  The permittee is allowed to operate 8760 hr/yr

B)  Maximum heat input rate:  9.6 MMBtu/hr
C)  Primary fuel:  Natural gas with a total maximum throughput of 84 MMCF per twelve consecutive (12) months

D)  Secondary fuel:  No. 2 or No. 6 fuel oil with a total maximum throughput of 28,000 gallons per twelve consecutive (12) months.

Emissions Limitations and Standards

D.2.
The amount of particulate matter and sulfur dioxide emissions from the asphalt heater shall be limited by the firing of natural gas, and No. 2 or No. 6 Fuel Oils with a maximum sulfur content not to exceed 0.05 percent by weight for No. 2 Fuel Oil and 7.68% by weight for No. 6 Fuel Oil for no more than 400 hours in any twelve (12) consecutive month period. [Rule 62-296.406, F.A.C.]

D.3.
The permittee shall annually perform a visual inspection of the fuel supply line, asphalt cement tanks, asphalt additive tanks, asphalt loading rack, piping system, valves and meters for rust, cracks or leaks, and ensure that these are working properly.  The permittee shall document the findings and corrective action taken and shall retain the records for at least five years.  [Rule 62-4.070(3), F.A.C.]

Test Methods and Procedures

D.4.
In order to demonstrate compliance with Specific Condition No. 4, test the asphalt heater for opacity on or within 60 days of January 1st. A copy of the opacity test shall be submitted to the Air Compliance Section of the Environmental Protection Commission of Hillsborough County within forty-five (45) days of testing.   The opacity observation shall be conducted using EPA Method 9 and shall be at least thirty minutes in duration.  [Rule 62-297.310, F.A.C.]

D.5.
Compliance with Specific Condition No. D.2 shall be demonstrated by either of the following and kept on file for a minimum of five years:

    A)
A Certificate of Fuel Oil Analysis* from a fuel oil vendor or a vendor shipment receipt (bill of lading) showing delivery of fuel oil containing a maximum of 0.05% sulfur by weight for No. 2 Fuel Oil and 7.68% sulfur by weight for No. 6 Fuel Oil shall be obtained for each shipment of fuel oil.

    B)
Certificate of Fuel Oil Analysis* for a fuel oil sample taken during operation shall be obtained after each delivery.

*  According to the most current version of ASTM Method D-396. [Rule 62-297.440, F.A.C.]

D.6.
Compliance testing of the asphalt heater required by Specific Condition No. D.4 must be accomplished during a period when it is cycling up to a normal high firing rate, or is continuously operated at capacity.   Capacity is defined as 90-100% of rated capacity of 9.6 MMBtu/hr.  If it is impracticable to test at capacity, then the unit may be tested at less than capacity; in this case subsequent operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  The permittee shall submit to the Air Compliance Section of the Air Management Division of the Environmental Protection Commission of Hillsborough County a statement of the operating mode as part of the compliance test within 14 days of such testing.  Failure to submit an operation mode statement or operating at conditions which do not reflect the normal operating conditions may invalidate the data. [Section 403.161(1)(c) Florida Statutes and Rule 62-4.070(3), F.A.C.]
D.7.
If No. 2 and/or No. 6 fuel oil is burned for a total of more than 400 hours during any federal fiscal year (October 1 – September 30), then the permitee shall test the asphalt heater for opacity.  This test will be conducted while burning either No. 2 or No. 6 fuel oil and within 15 days of exceeding the 400 hour limit.  A copy of the opacity test shall be submitted to the Air Compliance Section of the Environmental Protection Commission of Hillsborough County within forty-five (45) days of testing. The opacity observation shall be conducted using EPA Method 9 and shall be at least thirty minutes in duration.  [Rule 62-297.310(7)(a), F.A.C.]
Recordkeeping and Reporting Requirements

D.8.
In order to demonstrate compliance with Specific Condition Nos. D.1 and D.2, the permittee shall maintain a monthly recordkeeping system for the natural gas and fuel oil usages for the most recent five-year period.  The records shall be available to the Environmental Protection Commission of Hillsborough County, state, and federal air pollution agency upon request.  The record shall include, but not limited to the following:

A)  Month and Year.

B)  Monthly summary of natural gas or fuel oil usages.

C)  Monthly summary of asphalt cement throughput from each storage tank and loading rack.

D)  Monthly summary of additive tank throughput from each storage tank.
E)  Rolling twelve (12) month total of natural gas and fuel oil usages.

F)  Rolling twelve (12) month total of asphalt cement stored and loaded from each tank and loading rack.
G)  Rolling twelve (12) month total of additive stored and loaded from each tank.
Section III.  Emissions Unit(s) and Conditions.  Subsection E
ADD:

Subsection E.  This section addresses the following emissions unit(s):

E.U.

ID No.

Brief Description
-020

Barge Loading

{Permitting note(s):  Barge loading is regulated under 40 CFR 63, Subpart Y – National Emission Standards for Marine Tank Vessel Loading Operations.}

The following conditions apply to the emissions unit(s) listed above:

Enforceable Potential to Emit (PTE) Parameters
E.1.
Hours of Operation. This emission unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rule 62-4.160(2), F.A.C., and Rule 62-210.200, F.A.C., Definitions – (PTE)]

E.2.
The maximum allowable VOC emissions for barge loading shall not exceed 4.5 tons per twelve consecutive month period as restricted below:

   a)
maximum “off-spec” product throughput:
5,000,000 gallons

   b)
“Off-spec” product is defined as either gasoline or diesel product that is contaminated in such a way that it does not meet the States specification to be sold.

[Rule 62-4.070(3), F.A.C.]

Emission Limitations and Standards

E.3.
The permittee shall comply with the following requirements:

   (a)
A representative of the facility shall be present to monitor the entire loading process and to take appropriate actions to minimize emissions and immediately respond to any problems.

   (b)
Reasonable effort shall be taken to load into a vessel previously containing a nonvolatile (i.e., true vapor pressure less than or equal to 1.5 psia) cargo.

   (c)
All cargo tank openings shall be closed to the maximum extent practical.

   (d)
Notification of when loading starts and ends shall be provided by phone or fax to the Environmental Protection Commission of Hillsborough County.

[Rule 62-4.070(3), F.A.C.]

E.4.
Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.  No barges shall be hooked up for filling once the equipment or process failure is recognized.  Barge loading shall restart only after the problem is completely resolved.

[Rule 62-210.700, F.A.C.]

E.5.
For barge loading, the Environmental Protection Commission of Hillsborough County deems necessary for the permittee to use submerged filling techniques (bottom loading).  The Environmental Protection Commission of Hillsborough County finds the submerged filling technique as known and existing vapor emission controls.

[Rule 62-296.320(1)(a), F.A.C.]

Recordkeeping and Reporting Requirements

E.6.
The owner or operator shall calculate an annual estimate of HAP emissions from marine tank vessel loading operations.  Emission estimates and emission factors shall be based on measurement or estimating techniques generally accepted in industry practice for operating conditions at the source.

[40 CFR 63.565(l)]

E.7.
The owner or operator shall retain records of the emissions estimates determined in E.6 for 5 years.

[40 CFR 63.567(j)(4)]

E.8.
Compliance with the emission limitations of Specific Condition E.2 shall be demonstrated through use of a monthly recordkeeping system.  This system shall contain the following information and be made available for inspection by the Environmental Protection Commission of Hillsborough County for the most recent 5 year period.

   (a)
Month, Year

   (b)
“Off-Spec” Product(s) Loaded

   (c)
“Off-Spec” Product Throughput (gallons)

   (d)
Most recent twelve month rolling total of “Off-Spec” Product Throughput (gallons)

[40 CFR 63.567(j)(4) and Rule 62-213.440(1)(b)2.b., F.A.C.]
Appendix I-1: List of Insignificant Emissions Units and/or Activities
ADD:

5.  Tank WA8-2 for the storage of storm water accumulated from the barge off-loading area

6.  Tank WA20-1 for the storage of effluent from the oil/water separator

7.  Tanks 120-A, 60-A, 50-A, and 20-A for the storage of asphalt cement

8.  Tanks AA-8-1 and AA-8-2 for the storage of asphalt cement additives

9.  Loading of asphalt onto tank trucks
Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the Title V Operation Permit Revision application received May 10, 2004, this facility is a major source of hazardous air pollutants (HAPs).
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