Continuous Monitoring Device Failure Plan

INCINERATOR PROCEEDURE 

LOSS OF CONTINUOUS DATA LOGGER 

Pro #2     (rev#2)


NOTIFY MANAGEMENT OF THIS CONDITION PRIOR TO ACTIVATION

If during the operation of the incinerator the Honeywell Trend Pro continuous data logger fails to record or freezes up the permit information (listed in the chart below) must be manually logged from the operators control panel in order to continue to process (burn) material.  The readings must be recorded Per the Operating Permit (Title V) with the EPC. 

DATE:_____________________________




Operators Name & Employee Number:___________________________________

	TIME

Use Military time


	Bag house

Inlet

Temperature

1 x Minute


	Upper

Chamber 

Outlet Temp.

1 x Minute
	Lime

Feed 

Rate

1 x Minute
	Stack  Cap

or  Bypass 

Activated

Per Occurrence


	Incinerator 

Pressure

 (negative)

1x Minute



	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


NOTE #1: only a single operator on each sheet.  

NOTE #2: Write any abnormalities or comments on the reverse side of this manual log and initial them.
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