FINAL DETERMINATION
PERMITTEE
Mr. Michael Miller
Operations Manager
Buckeye Terminals-Tampa North 
848 McCloskey Blvd 
Tampa, FL 33605

PERMITTING AUTHORITY
The Environmental Protection Commission of Hillsborough County 
3629 Queen Palm Drive
Tampa, FL 33619

PROJECT
Title V Air Operation Permit Revision
Permit No. 0570123-035-AV
Buckeye Terminals-Tampa North 

The purpose of this permitting project is for the revision of the existing Title V air operation permit for the above referenced facility to incorporate the Air Construction Permit Nos. 0570123-033-AC and 0570123-034-AC. The AC Permit (-033-AC) authorized the blending of butane into the gasoline in the gasoline storage tanks in order to increase the RVP of the gasoline at a bulk gasoline terminal. The AC Permit (-034-AC) authorized the replacement of the floating roof of Tank No. 1812 and increased the VOC emissions from Tank No. 1812 and the fugitive sources (pumps, valves, flanges, etc.).

NOTICE AND PUBLICATION
The Environmental Protection Commission of Hillsborough County (EPCHC) distributed an Intent to Issue Air Permit package on October 21, 2015.  The applicant published the Public Notice of Intent to Issue Air Permit in the Tampa Tribune on October 28, 2015.  The EPCHC received the proof of publication on November 2, 2015.  A proposed permit was issued for EPA review on October 21, 2015.

COMMENTS
No comments on the proposed permit were received from the EPA Region 4 Office. However, Buckeye submitted comments, after publishing the draft/proposed permit, as detailed below. 
Mr. Bob Baker, P.E., the facility consultant, commented on October 27, 2015. Listed below is each comment in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comment(s) will not be restated but are summarized.  Where duplicative comments exist, the original response is referenced.  
Comment 1: On Pages 3 and 10, the average RVP may be higher than 11 psi based on the most recent tank calculations submitted for the Butane blending application.

Response: Based on Permit No. 0570123-033-AC, the VOC PTE was based on an average RVP of 11.5 psi for the gasoline/ethanol storage tanks which equates to 42.7 tons per year, as stipulated in Specific Condition A.1. Therefore, Pages 3 and 10 were updated accordingly to reflect the changes done under the above referenced construction permit, as follows:

From:
Pages 3: The VOC emissions from all the tanks storing gasoline are calculated by using Tanks 4.09d under a maximum allowable RVP of 11 psi (weighted 12-month RVP average).

Page 10: 
A.1.   Permitted Capacity.  The following restriction and limitations shall apply for any 12 consecutive month period to ensure compliance with Facility-Wide Condition No. 10.  [Rules 62-4.070(3), 62-4.160(2) and 62-210.200(PTE), F.A.C. and Permit No. 0570123-028-AC]
A) 
	Tank No.
	Product
	Throughput maximum (gallons per consecutive
12 month period)
	VOC Emissions (tons per consecutive 12 month period)

	1801
	Gasoline/Ethanol
	n/a
	n/a

	1802
	Gasoline/Ethanol
	n/a
	n/a

	1803
	Gasoline/Ethanol
	n/a
	n/a

	1806
	Gasoline/Ethanol
	n/a
	n/a

	1812
	Gasoline/Ethanol
	n/a
	n/a

	Total of 5 Tanks
	Gasoline/Ethanol
	700,000,000
	42.7*


B) The above tanks are authorized to store gasoline having an annual weighted average RVP of 11 psi or less and authorized to store lower RVP fuels, such as denatured ethanol.

To:  
Pages 3: The VOC emissions from all the tanks storing gasoline are calculated by using Tanks 4.09d under a maximum allowable RVP of 11.5 psi (weighted 12-month RVP average).

Page 10:
A.1.   Permitted Capacity.  The following restriction and limitations shall apply for any 12 consecutive month period to ensure compliance with Facility-Wide Condition No. 10.  [Rules 62-4.070(3), 62-4.160(2) and 62-210.200(PTE), F.A.C. and Permit No. 0570123-028-AC]
A) 
	Tank No.
	Product
	Throughput maximum (gallons per consecutive
12 month period)
	VOC Emissions (tons per consecutive 12 month period)

	1801
	Gasoline/Ethanol
	n/a
	n/a

	1802
	Gasoline/Ethanol
	n/a
	n/a

	1803
	Gasoline/Ethanol
	n/a
	n/a

	1806
	Gasoline/Ethanol
	n/a
	n/a

	1812
	Gasoline/Ethanol
	n/a
	n/a

	Total of 5 Tanks
	Gasoline/Ethanol
	700,000,000
	42.7*


B) The above tanks are authorized to store gasoline having an annual weighted average RVP of 11.5 psi or less and authorized to store lower RVP fuels, such as denatured ethanol.
Comment 2: On Page 7, it is requested to show the PTE for the total facility and each individual emission unit. This would be a help for future permitting.

Response: Subsequent to the above comment, on November 6, 2015, the facility withdrew the original request to add PTE limits to the Specific Conditions. Therefore, no changes are required to the permit.

[bookmark: _GoBack]Comment 3: On Page 10, the calculation for the tanks' PTE may be low at 42.7 tpy if the most recent tank calculations for the Butane blending application are used.

Response: The PTEs for the tanks were based on the latest Tanks Software (Tanks 4.09d.) and the average RVP of 11.5 psi (see response to Comment 1). Therefore, no changes are required to the permit. 

Comment 4: On Page 29, the 100 hour restriction should be for the non-emergency usage only. Also, the emission limits in D.4 may not be correct and should be reviewed. 

Response: After review of 40 CFR 60, Subpart IIII, it was verified that the 100 hour of operations limitation is for non-emergency and maintenance periods. However, in order to provide better clarification of the emergency generator operating hours, Specific Condition D.1 was revised to be consistent with the rule language of 40 CFR 60, Subpart IIII, as follows:

From:
D.1.     Hours of Operation and Fuel Specifications:  The hours of operation shall not exceed 100 hours in any consecutive 12 month period.  The generator shall burn ultralow sulfur diesel fuel oil (0.0015% sulfur).
[Rule 62-210.200(PTE), F.A.C.; 40 CFR 60 Subpart IIII]

To:
D.1. Hours of Operation and Fuel Specifications:  The hours of operation for maintenance checks and readiness, or emergency demand response shall not exceed 100 hours in any consecutive 12 month period (this includes maximum of 50 hours of non-emergency operation per year).   The generator shall burn ultralow sulfur diesel fuel oil (0.0015% sulfur). [Rule 62-210.200(PTE), F.A.C.; 40 CFR 60 Subpart IIII]

Additional Comments
On November 4, 2015, Mr. Bob Baker, P.E. and EPC staff had a meeting to discuss some minor comments regarding the proposed/draft permit. Consequently, Mr. Baker submitted additional comments on November 6, 2015. Listed below is each comment in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comment(s) will not be restated but are summarized.  Where duplicative comments exist, the original response is referenced.  

Comment 5: The facility withdraws the original request to add PTE limits to the Specific Conditions. However, they are requesting to add a reference in the process description to the PTEs.

Response: As requested by the applicant, the facility-wide VOC PTE of 186.9 tons per year is reflected in the process description stated in the permit and in the Statement of Basis (SOB). 

Comment 6: Since the Emergency Generator was manufactured pre-2007, then the emission standards of the Emergency Generator should be in accordance with 40 CFR 60, Subpart IIII-Table 1.

Response: In accordance with 40 CFR 60.4201, the emergency generator shall be in compliance with emission standards in 40 CFR 89.112 which are correctly stated in the permit. Therefore, the values in Specific Condition D.4 remain the same; however, the rule reference has been revised to 40 CFR 89.112 to accurately cite the correct rule citation.  

Additional Comments
On December 1, 2015, Mr. Bob Baker, P.E., emailed the specifications of the emergency generator to the EPC. Based on this information, the emergency generator is a 566 kw Doosan P-180FE and not a 499 kw Doosan emergency generator.  Based on this updated information, the emergency generator standards should be revised to reflect the emission standard for engines rated at greater than 560 kw.  Therefore, the NMHC+NOx emission standard in Specific Condition D.4 was revised as follows:

From:
D.4. Emissions Limits:  The emergency generator shall comply with the following emission limits and demonstrate compliance in accordance with the procedures given in 40 CFR 60, Subpart IIII the language of which is given in Appendix IIII.  Manufacturer certification can be provided to the Department in lieu of actual stack testing.
	Source (model year) a
	CO
(g/hp-hr)
	PM
(g/hp-hr)
	NMHC
(g/hp-hr)
	NOX
(g/hp-hr)

	Subpart IIII (2006 and later)
	3.5
	0.2
	4.0  (NMHC b+ NOX)


a. As per 40 CFR § 89.113.
b. g/hp-hr = grams per hoursepower-hour.
c. NMHC = Non-Methane Hydrocarbons.
[Rule 62-4.070(3), F.A.C.; 40 CFR 60, Subpart IIII; Permit No. 0570123-031-AV]

To:
D.4. Emissions Limits:  The emergency generator shall comply with the following emission limits and demonstrate compliance in accordance with the procedures given in 40 CFR 60, Subpart IIII the language of which is given in Appendix IIII.  Manufacturer certification can be provided to the Department in lieu of actual stack testing.
	Source (model year) a
	CO
(g/hp-hr)
	PM
(g/hp-hr)
	NMHC
(g/hp-hr)
	NOX
(g/hp-hr)

	Subpart IIII (2006 and later)
	3.5
	0.2
	6.4  (NMHC b+ NOX)


a. As per 40 CFR § 89.112.
b. g/hp-hr = grams per hoursepower-hour.
c. NMHC = Non-Methane Hydrocarbons.
[Rule 62-4.070(3), F.A.C.; 40 CFR 60, Subpart IIII; Permit No. 0570123-031-AV]


CONCLUSION
This project revises Title V air operation permit No. 0570123-031-AV, which was effective on February 1, 2013.  This Title V air operation permit revision is issued under the provisions of Chapter 403, Florida Statues (F.S.), and Chapters 62-4, 62-210, and 62-213, F.A.C. 
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