A ALCOA EXTRUSIONS, INC. - PLANT CITY, FL
DAILY & WEEKLY OXIDIZER INSPECTION & PM

VISUALLY CHECK OF THE FOLLOWING ON A DAILY BASIS:

· Check stack for smoke (contact EHS Dept immediately if smoke is present)

· Check for accurate destruct temp (at least average temp from last test while painting)

PERFORM THE FOLLOWING DAILY PREVENTATIVE MAINTENANCE (PM):

· Check process blower for unusual noise or vibration – check belts for tightness, guards in place?

· Check combustion blower for unusual noise or vibration – check belts for tightness, guards in place?

· Check level of automatic grease cups and refill if below ½ full.  Drain excess water.

· Check operation of paddle shifting valve and note any unusual noises.

· Drain moisture from air line water trap

· Check oil level in the air line lubricator, refill if below ½ full 

· Check all door seals for leaks 

· Check gas system

· Document any openings of by-pass damper on control system during coating operation

	SUN 
	MON 
	TUES 
	WED 
	THU 
	FRI 
	SAT

	Date:
	
	Date:
	
	Date:
	
	Date:
	
	Date:
	
	Date:
	
	Date:
	

	Time:
	
	Time:
	
	Time:
	
	Time:
	
	Time:
	
	Time:
	
	Time:
	

	Initials:
	
	Initials:
	
	Initials:
	
	Initials:
	
	Initials:
	
	Initials:
	
	Initials:
	


CHECK TIME BETWEEN PADDLE SHIFTS (minimum 120 seconds when oxidizer is in destruct mode while painting) & STACK EXIT TEMP SETTING POINT (should be ~260°)

	
	SUN
	MON 
	TUES 
	WED 
	THU 
	FRI 
	SAT 

	Time (sec)
	_______
	_______
	_______
	_______
	_______
	_______
	_______

	Temp
	_______
	_______
	_______
	_______
	_______
	_______
	_______

	Destruct Mode?
	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N


IS THERE SMOKE COMING OUT OF THE STACK? (If Yes, Contact EHS Dept Immediately.)
	SUN
	MON 
	TUES 
	WED 
	THU 
	FRI 
	SAT 

	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N
	Y  /  N


ROXIDIZER WEEKLY PM (must be completed one time per week, Monday-Sunday)
Date:_______
Time:_______
Signature:_____________________________

· Inspect flame sensing devices for good condition, proper location, and clean if needed:_______________________________________________________________________

· Check valve motors, control valves, and dampers for free, smooth action.  Lubricate if needed:________________________________________________________________________

· Check conditions of top layer of filters, replace and rotate second and third layers if needed:________________________________________________________________________

· Check condition of valve seat seals and paddles.  Note condition as found:___________________

· Brush off the valve seat seals with whisk broom.________________________________________

· Test normal shut-down of roxidizer

Passed________
Failed________

· Test normal start-up of roxidizer

Passed________
Failed________

· Inspect and document over-all condition of roxidizer:____________________________________
COMMENTS?  ANYTHING IN NEED OF REPAIR? __________________________________

______________________________________________________________________________

____________________________________________________________________________________________________________________________________________________________
BRN 5/3/04
*TURN ONE COPY OF INSPECTION SHEET IN AT THE END OF THE WEEK TO THE EHS DEPARTMENT.

