STATEMENT OF BASIS



Joe Clemis/Gardner Asphalt Corporation

Gardner Asphalt

Facility ID No.:  0570292

Hillsborough County



Initial Title V Air Operation Permit

DRAFT Permit No.:  057029-005-AV



This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.



The main operation is the four asbestos mixing tanks at an asphaltic architectural and roof coating manufacturing facility.  The company uses asbestos in the manufacturing of roofing materials. Asbestos, asphalt, mineral spirits, limestone, flyash, silica sand, aluminum and talc are mixed in the tanks at a maximum process rate of 36 tons/hr.  The asbestos maximum mixing rate is 3.6 tons/hr. The operation is subject to the asbestos NESHAP (40CFR61, Subpart M) for manufacturing.



Second, there are two storage silos for dry material storage.  The existing silo stores either limestone or flyash.  The new silo to be constructed under 0570292-004-AC will handle limestone, flyash, or silica sand.  The maximum process rate for silo loading is 25 tons/hr at a maximum truck tank pressure of 12 psig.  As requested by the permittee in order to exempt the silos from Particulate RACT, the silos are allowed to emit less than 1 ton per year of particulate matter per emission unit. Solid materials are pumped pneumatically from the bottom of the silos through a hose to a weight hopper and then to any of the four liquid asphalt mixing tanks. Liquid asphalt is received by tank truck and stored in the tank farm located on the west side of the building.  Tanks are heated with a petroleum heating unit fired with #2 fuel.



Particulate matter, including asbestos, emissions from the loading and mixing of the four mixing tanks are vented to a 2,000 ACFM Mikro Pulsaire Model 36310 baghouse.  The mixer charging area is cleaned with a HEPA vacuum.  Particulate matter emissions generated from each of the two silos and the handling system are controlled by a 700 ACFM Flex-Kleen Corporation, Model #58BVS1677 baghouse.



Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.  Based on the initial Title V permit application received November 21, 1997, this facility is not a major source of hazardous air pollutants (HAPs).
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