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Permittee:	 				DRAFT Permit No.:  0570292-005-AV

Joe Clemis/Gardner Asphalt   			Facility ID No.:  0570292

4001 East 7th Avenue				SIC Nos.: 29,2952			

Tampa, Florida 33605				Project: Initial Title V Air Operation Permit



This permit is for the operation of the asphaltic architectural and roof coating manufacturing facility which utilizes asbestos.  This facility is located at 4001 East 7th Avenue, Tampa,  Hillsborough County; UTM Coordinates:  Zone 17-360.8 km East and 3093.3 km North; Latitude:  27( 57’ 32.6” North and Longitude:  82( 24’ 54.4” West.



Statement of Basis:  This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.



Referenced attachments made a part of this permit:

Appendix I-1, List of  Insignificant Emissions Units and/or Activities 

Appendix TV-1, Title V Conditions 

Appendix GP-1, General Provisions of 40CFR61 Applicable to Subpart M

Operation and Maintenance Plan for Asbestos Particulate Matter, Draft 1/28/98







				Effective Date:  *

				Renewal Application Due Date: *

					Expiration Date: *



					Environmental Protection Commission

					  of Hillsborough County



					* to be entered upon final issuance

				___________________________ 

					Roger P. Stewart

					Executive Director

RPS/AHH/pg									

�Section I.  Facility Information.



Subsection A.  Facility Description.



This facility consists of  four asbestos mixing tanks equipped with a baghouse and two material storage silos.  Solid material are blended with liquid asphalt to produce roof seal, cement and coating products.



The main operation is the four asbestos mixing tanks at an asphaltic architectural and roof coating manufacturing facility.  The company uses asbestos in the manufacturing of roofing materials. Asbestos, asphalt, mineral spirits, limestone, flyash, silica sand, aluminum and talc are mixed in the tanks at a maximum process rate of 36 tons/hr.  The asbestos maximum mixing rate is 3.6 tons/hr. The operation is subject to the asbestos NESHAP (40CFR61, Subpart M) for manufacturing.



Second, there are two storage silos for dry material storage.  The existing silo stores either limestone or flyash.  The new silo to be constructed under 0570292-004-AC will handle limestone, flyash, or silica sand.  The maximum process rate for silo loading is 25 tons/hr at a maximum truck tank pressure of 12 psig.  Solid materials are pumped pneumatically from the bottom of the silos through a hose to a weight hopper and then to any of the four liquid asphalt mixing tanks. Liquid asphalt is received by tank truck and stored in the tank farm located on the west side of the building.  Tanks are heated with a petroleum heating unit fired with #2 fuel.



Particulate matter, including asbestos, emissions from the loading and mixing of the four mixing tanks are vented to a 2,000 ACFM Mikro Pulsaire Model 36310 baghouse.  The mixer charging area is cleaned with a HEPA vacuum.  Particulate matter emissions generated from each of the two silos and the handling system are controlled by a 700 ACFM Flex-Kleen Corporation, Model #58BVS1677 baghouse.



Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.



Based on the initial Title V permit application received November 21, 1997, this facility is not a major source of hazardous air pollutants (HAPs).



Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).



E.U.  ID No.�

Brief Description��-001�Four asphalt mixing tanks��-002�Storage Silo No. 1��-003�Storage Silo No. 2��

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.



Subsection C.  Relevant Documents.



The documents listed below are not a part of this permit, however, are specifically related to this permitting action.



These documents are provided to the permittee for information purposes only:

�PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History / ID Number Changes

Figure 1: Records of Visible Emissions Monitoring from 40CFR61 Subpart M

Figure 2: Air Cleaning Device Inspection Checklist from 40CFR61 Subpart M

Figure 4: Waste Shipment Record from 40CFR61 Subpart M



These documents are on file with permitting authority:

Initial Title V Permit Application received November 21, 1997



Additional Information Request dated  January 20, 1998

Additional Information Response received March 3, 1998

Additional Information Request dated April 2, 1998

Additional Information Response received July 2, 1998

�Section II.  Facility-wide Conditions.



The following conditions apply facility-wide:



1.  APPENDIX TV-1, TITLE V CONDITIONS is a part of this permit.

{Permitting note:  APPENDIX TV-1, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}



2.  Not Federally Enforceable :General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]



3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.

Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to Chapter 62-297. F.A.C..

[Rule 62-296.320(4)(b)1. & 4, F.A.C.]



4.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]



5.  Not Federally Enforceable: General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department or its’ delegated agent, the Environmental Protection Commission of Hillsborough County:



Maintain tightly fitting cover, lids, etc. on all containers when they are not being handled, tapped, etc.

Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, etc. of VOC so that it can be covered when not in use.

Immediately attend to all spills/waste as appropriate.



[Rule 62-296.320(1)(a), F.A.C.; Proposed by applicant in the initial Title V permit application received November 21, 1997]



6. Not Federally Enforceable: Reasonable precautions to prevent emissions of unconfined particulate matter at this facility.  These provisions are applicable to any source, including, but not limited to, vehicular movement, transportation of materials, construction, alterations, demolition or wrecking, or industrial related activities such as loading unloading, storing and handling.  Reasonable precautions shall include, but are not to be limited to, the following:



Mist with water all empty bags and wrapping materials that contained commercial asbestos in the asbestos loading area.  The wet empty bags and wrapping should be bagged as direct in Specific Condition Nos. A.6 and A.7. after loading is complete.  Bags then shall be moved to the waste storage area.

Manufacturer’s bags containing commercial asbestos that have been opened and the asbestos is not to be used in the coating manufacturing process is considered waste.  As waste, it must be misted with water and bagged as directed in Specific Condition Nos. A.6 and A.7 and then shall be moved to the waste storage area.

Start baghouse at least 15 minutes prior to charging mixing tanks and turn off at least 15 minutes after charging and mixing has ceased.

All asbestos material handling from opening the bags to charging the mixers be done in a contained area under negative pressure.  The containment area shall comply with the following:

A static pressure measuring device shall be installed to demonstrate that negative pressure is maintained within the containment area.

The area is to be HEPA vacuumed after each loading of asbestos.

Maintain enclosure in good repair at all times so as to insure its integrity.

[Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received November 21, 1997]



7. When appropriate, any recording, monitoring or reporting requirements that are time-specific shall be in accordance with the effective date of this permit, which defines day one. 

[Rule 62-213.440(1), F.A.C.]



8.  Submit to the Environmental Protection Commission of Hillsborough County each calendar year on or before March 1, completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility", for the preceding calendar year.

[Rule 62-210.370(2), F.A.C.]













9.  The permittee shall submit all compliance related notifications and reports required of this permit to the Environmental Protection Commission of Hillsborough County at:

Environmental Protection Commission

Air Management Division

1410 North 21st Street

Tampa, FL  33605 

Telephone: 813/272-5530

	Fax: 813/272-5605



10.  Any reports, data, notifications, certifications and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency Region 4

Air, Pesticides & Toxics Management Division

Operating Permits Section

61 Forsyth Street

Atlanta, Georgia 30303

Telephone:  404/562-9099

Fax:  404/562-9095





�Section III.  Emissions Unit(s) and Conditions.



Subsection A.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-001�Four asphalt mixing tanks��

This emission unit is regulated under  40CFR 61 Subpart M, National Emission Standard for Asbestos.



Note:  Select Definitions for Reference from 40CFR61 Subpart M:

Adequately wet means sufficiently mix or penetrate with liquid to prevent the release of particulates. If visible emissions are observed coming from asbestos-containing material, then that material has not been adequately wetted. However, the absence of visible emissions is not sufficient evidence of being adequately wet.

Asbestos-containing waste materials means mill tailings or any waste that contains commercial asbestos and is generated by a source subject to the provisions of this subpart. This term includes filters from control devices, friable asbestos waste material, and bags or other similar packaging contaminated with commercial asbestos. As applied to demolition and renovation operations, this term also includes regulated asbestos-containing material waste and materials contaminated with asbestos including disposable equipment and clothing.

Asbestos waste from control devices means any waste material that contains asbestos and is collected by a pollution control device.

 Facility means any institutional, commercial, public, industrial, or residential structure, installation, or building (including any structure, installation, or building containing condominiums or individual dwelling units operated as a residential cooperative, but excluding residential buildings having four or fewer dwelling units); any ship; and any active or inactive waste disposal site. For purposes of this definition, any building, structure, or installation that contains a loft used as a dwelling is not considered a residential structure, installation, or building. Any structure, installation or building that was previously subject to 40CFR61 Subpart M is not excluded, regardless of its current use or function.

Facility component means any part of a facility including equipment.

Leak-tight means that solids or liquids cannot escape or spill out. It also means dust-tight.

Malfunction means any sudden and unavoidable failure of air pollution control equipment or process equipment or of a process to operate in a normal or usual manner so that emissions of asbestos are increased. Failures of equipment shall not be considered malfunctions if they are caused in any way by poor maintenance, careless operation, or any other preventable upset conditions, equipment breakdown, or process failure.

Manufacturing means the combining of commercial asbestos-or, in the case of woven friction products, the combining of textiles containing commercial asbestos-with any other material(s), including commercial asbestos, and the processing of this combination into a product. Chlorine production is considered a part of manufacturing.

Particulate asbestos material means finely divided particles of asbestos or material containing asbestos.

Regulated asbestos-containing material (RACM) means (a) Friable asbestos material, (b) Category I nonfriable ACM that has become friable, (c) Category I nonfriable ACM that will be or has been subjected to sanding, grinding, cutting, or abrading, or (d) Category II nonfriable ACM that has a high probability of becoming or has become crumbled, pulverized, or reduced to powder by the forces expected to act on the material in the course of demolition or renovation operations regulated by this subpart.

Visible emissions means any emissions, which are visually detectable without the aid of instruments, coming from RACM or asbestos-containing waste material, or from any asbestos milling, manufacturing, or fabricating operation. This does not include condensed, uncombined water vapor.



The following specific conditions apply to the emissions unit(s) listed above:



Enforceable Potential to Emit (PTE) Parameters



A.1.  Capacity.  All mixing shall be done in the existing four mixing tanks.  The maximum mixing process rate for the combination of the four mixing tanks shall not exceed 36 tons/hr. for asbestos, asphalt, mineral spirits, limestone, flyash, silica sand, aluminum, and talc. The  maximum mixing rate for asbestos shall not exceed 3.6 tons/hr.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



A.2.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 3120 hours/year.  If more than one tank operates in any given hour, that shall count as a single hour.

 [Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards

{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



A.3.  As requested by the permittee and in order to exempt the source from particulate RACT, the maximum allowable particulate emissions shall not exceed 0.43 pounds per hour and 0.67 tons per year.

[Rules 62-4.160(2), F.A.C. and 62-213.440(1), F.A.C.]



A.4.  Standard for manufacturing: Each owner or operator of any of the manufacturing operations shall either:

Discharge no visible emissions to the outside air from these operations or from any building or structure in which they are conducted or from any other fugitive sources; or

Use the methods specified by § 61.152 (Specific Condition A.16.) to clean emissions from these operations containing particulate asbestos material before they escape to, or are vented to, the outside air.

[40CFR61.144(b)(1)&(2)]



A.5.  All mixing tanks and shedders shall be maintained under a negative pressure while any asbestos containing material is contained therein.

[Rule 62-4.070(3), F.A.C.]



A.6. Standard for waste disposal:  For any source covered under the provisions of 61.144, 61.145, 61.146 or 61.147,  the permittee shall discharge no visible emissions to the outside air during the collection, processing (including incineration), packaging, or transporting of any asbestos-containing waste material generated at the facility and use one of the emission control and waste treatment methods specified in 40CFR61.150(a)(1) below:

1.  Adequately wet asbestos-containing waste material as follows:

Mix control device asbestos waste to form a slurry; adequately wet other asbestos containing waste material; and

Discharge no visible emissions to the outside air from collection, mixing, wetting, and handling operations, or use the methods specified by § 61.152 (Specific Condition A.16.) to clean emissions containing particulate asbestos material before they escape to, or are vented to, the outside air; and 

After wetting, seal all asbestos-containing waste material in leak-tight containers while wet; or, for materials that will not fit into containers without additional breaking, put materials into leak-tight wrapping; and

Label the containers or wrapped materials specified in paragraph (iii) using warning labels specified by Occupational Safety and Health Standards of the Department of Labor, Occupational Safety and Health Administration (OSHA) under 29 CFR 1910.1001(j)(2) or 1926.58(k)(2)(iii). The labels shall be printed in letters of sufficient size and contrast so as to be readily visible and legible.

For asbestos-containing waste material to be transported off the facility site, label containers or wrapped materials with the name of the waste generator and the location at which the waste was generated.

[40CFR61.150(a)(1)&(4)]



A.7.  All asbestos-containing waste material shall be deposited as soon as is practical at:

A waste disposal site operated in accordance with the provisions of § 61.154, or 

An EPA-approved site that converts RACM and asbestos-containing waste material into nonasbestos (asbestos-free) material according to the provisions of § 61.155.

[40CFR61.150(b)(1) &(2)]



A.8.  Mark vehicles used to transport asbestos-containing waste material during the loading and unloading of waste so that the signs are visible. The markings must conform to the requirements of §§ 61.149(d)(1)(i), (ii), and (iii) as follows:

Be displayed in such a manner and location that a person can easily read the legend.

Conform to the requirements for 51 cm x 36 cm (20 in x 14 in) upright format signs specified in 29 CFR 1910.145(d)(4) and this paragraph; and

Display the following legend in the lower panel with letter sizes and styles of a visibility at least equal to those specified in this paragraph.



Legend							Notation

DANGER	2.5 cm (1 inch) Sans Serif, Gothic or Block

ASBESTOS DUST HAZARD	2.5 cm (1 inch) Sans Serif, Gothic or Block

CANCER AND LUNG DISEASE HAZARD	1.9 cm (3/4 inch) Sans Serif, Gothic or Block

Authorized Personnel Only	14 Point Gothic

Spacing between any two lines must be at least equal to the height of the upper of the two lines.

[40CFR61.150(c) and 40 CFR61.149(d)]



Test Methods and Procedures

{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



A.9. Compliance with the emission limitations of Specific Condition Nos. A.3. and A.4. shall be determined using EPA Methods 1, 2, 4, 5, 9, and 22 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C. and 40CFR60, Appendix A.  

[Rule 62-297.310(4), F.A.C.]



A.10. Test the baghouse for visible emissions annually on or within 60 days prior to December 15 of each year of this permit.  The EPA Method 9 test interval on this source shall be thirty (30) minutes.  Submit 2 copies of test data to the Air Compliance Section of the Air Management Division of the Environmental Protection Commission of Hillsborough County within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.

[Rules 62-297.310(7) and (8), F.A.C.]



A.11. Test the western most door of the building for visible emissions annually on or within 60 days prior to December 15 concurrent with the testing of the baghouse exhaust.  The EPA Method 22 test interval on this source shall be one hour.  Submit 2 copies of test data to the Air Compliance Section of the Air Management Division of the Environmental Protection Commission of Hillsborough County within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.

[Rules 62-297.310(7) and (8), F.A.C.]



A.12.  The permittee shall conduct testing of visible emissions while operating at a rate that is representative of the normal process mixing rate.  The maximum process weight rate is 36 tons/hr. for all four tanks.  Based on the December 15, 1997 test, the facility is limited to 12.0 tons/hr. for four tanks (10.9 tons/hr. plus 10%).  The tanks are so limited until such time as another test is submitted at a higher rate.  Each test report shall state the actual process or production rate during emissions testing.

[Rules 62-297.310(2) and (8), F.A.C.]



A.13.  The permittee shall notify the Environmental Protection Commission of Hillsborough County at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9., F.A.C]



Monitoring of Operations



A. 14.  Monitor each potential source of asbestos emissions from any part of the manufacturing facility, including air cleaning devices, process equipment, and buildings housing material processing and handling equipment, at least once each day during daylight hours for visible emissions to the outside air during periods of operation. The monitoring shall be by visual observation of at least 15 seconds duration per source of emissions.

[40CFR61.144(b)(3)]



A.15.  Inspect each air cleaning device at least once each week for proper operation and for changes that signal the potential for malfunctions, including, to the maximum extent possible without dismantling other than opening the device, the presence of tears, holes, and abrasions in filter bags and for dust deposits on the clean side of bags.

[40CFR61.144(b)(4)]



A.16.  Use an alternative emission control and waste treatment method that has received prior written approval by the Administrator. To obtain approval for an alternative method, a written application must be submitted to the Administrator demonstrating that the following criteria are met:

The alternative method will control asbestos emissions equivalent to currently required methods.

The suitability of the alternative method for the intended application.

The alternative method will not violate other regulations.

The alternative method will not result in increased water pollution, land pollution, or occupational hazards

[40CFR61.149(c)(2)]



A.17. Air-cleaning:  Operation and Maintenance Plan for Asbestos Particulate Control:

[40 CFR 61.152(a)(1)& (2) and 40 CFR 61.144(b)(3)& (4)]



The owner or operator who uses air cleaning, as specified in §§ 61.142(a), 61.144(b)(2), 61.145(c)(3)(i)(B)(1), 61.145(c)(4)(ii), 61.145(c)(11)(i), 61.146(b)(2), 61.147(b)(2), 61.149(b), 61.149(c)(1)(ii), 61.150(a)(1)(ii), 61.150(a)(2)(ii), and 61.155(e) shall:

Use fabric filter collection devices, except as noted in paragraph (b) of this section, doing all of the following:

Ensuring that the airflow permeability, as determined by ASTM Method D737-75, does not exceed 9 m3/min/m2 (30 ft3/min/ft2) for woven fabrics or 11 m3/min/m2 (35 ft3/min/ft2) for felted fabrics; and

Ensuring that felted fabric weighs at least 475 grams per square meter (14 ounces per square yard) and is at least 1.6 millimeters (one-sixteenth inch) thick throughout; and

Avoiding the use of synthetic fabrics that contain fill yarn other than that which is spun.

Properly install, use, operate, and maintain all air-cleaning equipment authorized by this section. Bypass devices may be used only during upset or emergency conditions and then only for so long as it takes to shut down the operation generating the particulate asbestos material.



	B)	Process Parameters:

Source Designators:  Four (4) Mixing Tanks and Associated Shredders

Baghouse Manufacturer:  Mikro Pulsaire

Model Name and Number:  36S10

Flow Rate:  2,000 ACFM

Efficiency Rating at Design Capacity:  99%

Number of Bags:  36

Pressure Drop:  6.0 inches w.g. maximum

Bag Material:  16 oz. felt filter fabric  (0.067" ±0.007" fabric thickness)

Filter Ratio:  4.7 ft3/min/ft2 filter media

Bag Cleaning Conditions:  Pulsing; variable frequency

Exhaust Height Above Ground:  15 ft.

Exit Diameter:  0.8 ft.

Process Controlled by Collection System:

				     a.  Addition of asbestos, flyash, silica sand and limestone to tanks

				     b.  Mixing of raw materials

Production Rate:  3.6 tons per hour of asbestos up to 36 tons/hour of the combined materials

Operation Schedule:  10 hrs./day; 6 days/wk.; 52 wk./yr.



	C)	The following observations, checks and operations apply to this source and shall be conducted on the schedule specified:



		Daily

Check and record pressure drop across baghouse.

Visual system check for proper operation.

Audible check of systems for proper operation.

Check and record west door of building to assure no visible emissions. 

Check and record baghouse exhaust to assure no visible emissions.



		Weekly

Check bag cleaning cycle and compressed air system.

Check dust removal system to assure it is working adequately.

Record any unusual operational occurrence which affects baghouse performance.

Check baghouse and ductwork for excessive dust build-up.

Check bag tension.



		Monthly

Check all belt tensions.

Check all belts for signs of wear.

Inspect fans for signs of corrosion.



		Quarterly

Inspect baffle plates for wear.

Check all gaskets for proper seal on all doors.

Check damper valves.

Inspect all bags.



		Annually

Check and tighten all flange bolts and seals, re-caulk as needed.

Tighten all bolts on structural members.



Properly install, use, operate, and maintain all air-cleaning equipment. Bypass devices may be used only during upset or emergency conditions and then only for so long as it takes to shut down the operation generating the particulate asbestos material.



Recordkeeping and Reporting Requirements



A.18.  Records for Manufacturing:  Maintain records of the results of  process rate, hours of operation, visible emission monitoring and air cleaning device inspections using a format similar to that shown in Figures 1 and 2 of 40CFR61 Subpart M (attached) and include the following:

Date and time of each inspection.

Presence or absence of visible emissions.

Condition of fabric filters, including presence of any tears, holes and abrasions.

Presence of dust deposits on clean side of fabric filters.

Brief description of corrective actions taken, including date and time.

Daily hours of operation for the mixers.

Maximum hourly process rate achieved during the day.

Rolling twelve month totals of No. 6 above.

[40CFR61.144(b)(5) and Rule 62-4.070(3), F.A.C.]



A.19.  Retain a copy of all monitoring and inspection records for at least 5 years.

[40CFR61.144(b)(7) and Rule 62-213.440(b), F.A.C.]



A.20.  Submit quarterly a copy of the visible emission monitoring records to the Administrator if visible emissions occurred during the report period. Quarterly reports shall be postmarked by the 30th day following the end of the calendar quarter.

[40CFR61.144(b)(8)]



A.21.  Records for Waste Disposal:  For all asbestos-containing waste material transported off the facility site maintain waste shipment records, using a form similar to that shown in Figure 4 from 40CFR61 Subpart M (attached), and include the following information:

The name, address, and telephone number of the waste generator.

The name and address of the local, State, or EPA Regional office responsible for administering the asbestos NESHAP program.

The approximate quantity in cubic meters (cubic yards).

The name and telephone number of the disposal site operator.

The name and physical site location of the disposal site.

The date transported.

The name, address, and telephone number of the transporter(s).

A certification that the contents of this consignment are fully and accurately described by proper shipping name and are classified, packed, marked, and labeled, and are in all respects in proper condition for transport by highway according to applicable international and government regulations.

[40CFR61.150(d)(1)]



A. 22.  Provide a copy of the waste shipment record, described in 40CFR61.150(d)(1) (Specific Condition A.21.), to the disposal site owners or operators at the same time as the asbestos-containing waste material is delivered to the disposal site.

[40CFR61.150(d)(2)]



A.23.  For waste shipments where a copy of the waste shipment record, signed by the owner or operator of the designated disposal site, is not received by the waste generator within 35 days of the date the waste was accepted by the initial transporter, contact the transporter and/or the owner or operator of the designated disposal site to determine the status of the waste shipment.

[40CFR61.150(d)(3)]



A.24.  Report in writing to the Environmental Protection Commission of Hillsborough County if a copy of the waste shipment record, signed by the owner or operator of the designated waste disposal site, is not received by the waste generator within 45 days of the date the waste was accepted by the initial transporter. Include in the report the following information:

A copy of the waste shipment record for which a confirmation of delivery was not received, and 

A cover letter signed by the waste generator explaining the efforts taken to locate the asbestos waste shipment and the results of those efforts.

[40CFR61.150(d)(4)]



A.25.  Retain a copy of all waste shipment records, including a copy of the waste shipment record signed by the owner or operator of the designated waste disposal site, for at least 5 years.

[40CFR61.150(d)(5) and Rule 62-213.440(b), F.A.C.]



A.26.   Furnish upon request, and make available at the affected facility during normal business hours for inspection by the Administrator, all records required.

[40CFR61.144(b)(6) and 40CFR61.150(e)]



A.27.  Reporting:  Any changes in the information, Operations and Maintenance Plan for Asbestos Particulate Control dated January 1998, shall be provided to the Administrator, postmarked or delivered, within 30 days after the change.  Any changes in the control system which may cause an increase in actual emissions shall be submitted to the Environmental Protection Commission of Hillsborough County for approval prior to making the change.

[40CFR61.153(a)(3)&(4)]



A.28.  The information required by 40CFR61.153(a) (Specific Condition A.27.) must accompany the information required by § 61.10. (Subpart A for 40CFR61 Subpart M attached). The information described in this section must be reported using the format of 40CFR61 Appendix A Compliance Status Information as a guide.

[40CFR61.153(b)]



A.29.  The permittee shall comply with the Part 61 general provisions as referenced in Appendix GP-1, General Provisions Applicable to Subpart M.

[40CFR61, Subpart A]

�Subsection B.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-002�Storage Silo No. 1 (limestone or flyash)��-003�Storage Silo No. 2 (limestone, flyash or silica sand)��

These emission units are regulated under Rule 62-296.320, F.A.C.  These emission units are not subject to RACT for Particulate Matter under Rule 62-296.700, F.A.C.  Storage Silo No. 2 is authorized for construction under Permit 0570292-004-AC. 



The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



B.1.  Capacity. Only the two silos designated as Silo Nos. 1 and 2 shall be utilized.  The amount of limestone, flyash, and silica sand collectively loaded into silos shall not exceed 481,800 tons for any consecutive twelve (12) month period.

[Permit 0570292-004-AC, Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE), Permit 0570292-004-AC]



B.2.  Silo No. 1 shall store only limestone or flyash, and Silo No. 2 shall store only limestone or flyash or silica sand.

[Rules 62-4.160(2), F.A.C. and 62-213.440(1), F.A.C., Permit 0570292-004-AC]



B.3.  Hours of Operation. These emissions units are allowed to operate continuously, i.e., 8,760 hours/year.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



Emission Limitations and Standards

{Permitting note:  �PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.4. As requested by the permittee, in order to exempt each emission unit from Particulate RACT, maximum allowable particulate emissions shall not exceed 0.18 lb/hr per emission unit and shall be less than 1 ton per year per emission unit.

[Rule 62-296.700(2)(a), F.A.C. and Permit 0570292-004-AC]



B. 5.  Visible emissions from each unit shall not exceed 5% opacity.

[Rule 62-296.711(3)(c) and Rule 62-297.620(4), F.A.C. and Permit 0570292-004-AC]



B.6.   Pneumatic loading of each silo shall be conducted at a pressure not to exceed 12 psig.  A suitable gauge shall be in place to measure such pressure during silo loading operations.

[Rule 62-4.070(3), F.A.C. and  Permit 0570292-004-AC]



Test Methods and Procedures

{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.7.  Test the emissions of Silo No. 1 for opacity annually on or within 60 days prior to April 20.  Test the emissions of Silo No. 2 for opacity within 30 days of start-up in accordance with Permit 0570292-004-AC and annually thereafter.  Submit 2 copies of test data to the Air Compliance Section of the Air Management Division of the Environmental Protection Commission of Hillsborough County within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Chapter 62-297, F.A.C.

[Rules 62-297.310(7) and (8), F.A.C.]



B.8.  Compliance with the emission limitations of Specific Condition Nos. B.4. and B.5. shall be determined using EPA Methods 5 and 9, respectfully, contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The minimum period of observation for a compliance test shall be thirty (30) minutes or equal to the duration of the silo loading time.

[Rule 62-297.310(4), F.A.C.]



B.9.  The permittee shall conduct testing of visible emissions while filling the silos at a rate that is representative of the normal filling rate.  The minimum silo filling rate while conducting emissions testing is 25 tons/hr. and shall not exceed 12 psig truck tank pressure.  The loading shall be conducted during the visible emissions testing of Silo No. 1 and Silo No. 2.  Each test report shall state the actual silo loading rate and loading pressure during emissions testing.  [Rule 62-297.310(2) and (8), F.A.C.]



B.10.  The maximum allowable emission rate for particulate matter for this source is set by Specific Condition No. B.4.  Because of the expense and complexity of conducting a stack test on minor sources of particulate matter, the Environmental Protection Commission of Hillsborough County pursuant to the authority granted under Rule 62-297.620(4), F.A.C. hereby allows the particulate testing to be waived in lieu of a visible emission standard not to exceed an opacity of 5%.  If the EPC of Hillsborough County has reason to believe that the particulate weight emission standard applicable to such an emissions unit is not being met, it shall require that compliance be demonstrated by the Test method specified in the applicable rule.

[Rule 62-297.620(4), F.A.C.]



B.11.  The permittee shall notify the Environmental Protection Commission of Hillsborough County at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9., F.A.C]

Recordkeeping and Reporting Requirements



B.12. In order to demonstrate compliance with Specific Condition Nos. B.1, B.3, and B.6, the permittee shall maintain monthly records of operations for the most recent five year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following:

[Rule 62-4.070(3), F.A.C. and Permit 0570292-004-AC]



	A)	Date

	B)	Type and amount of material loaded into the silos (in tons)

	C)	Rolling total for the previous 12 months of amount of bulk material handled in the two silos combined (in tons).
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