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FINAL Permit No.: 0570417-010-AV

International Paper
Facility ID No.: 0570417

2104 Henderson Way
SIC Nos.: 26, 2657



Plant City, FL  33566
Project: Initial Title V Air Operation Permit


Plant City  Liquid Packaging Company Facility

This permit is for the operation of a liquid packaging paper carton manufacturing plant .  This facility is located at 2104 Henderson Way in Plant City, Hillsborough County: UTM Coordinates:  Zone 17, 391.7 km East and 3099.3 km North; Latitude:  28( 1’ 1” North and Longitude:  82( 06’ 04” West.

Statement of Basis: This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
Appendix I-1, List of Insignificant Emissions Units and/or Activities

Appendix KK, Standard Conditions for Subpart KK--National Emission Standards for the 

                       Printing and Publishing Industry.

Appendix B, USEPA VOC Data Sheet: Properties of the Coating “As Supplied”

Appendix TV-3, TITLE V CONDITIONS (version dated 04/30/99)

Appendix SS-1, STACK SAMPLING FACILITIES(version dated 10/7/96)




        
Effective Date:   02/14/2000



                    
Renewal Application Due Date:  08/14/2005

Expiration Date:   02/14/2005


FLORIDA DEPARTMENT OF 


ENVIRONMENTAL PROTECTION


___________________________            

               
W.C. Thomas, P.E.                


District Air Program Administrator


Southwest District

Section I.  Facility Information

Subsection A.  Facility Description
This facility manufactures paper cartons for liquid packaging which involves printing on the exterior of the carton.  Roll stock is purchased and transported to the facility by train or truck.  The rolls are run through a series of web offset presses.  The presses sequentially apply six colors of ink (using offset lithography printing) and a varnish coating (using wide-web flexography) to the paper. At abhesive stations abhesive solution is applied by rotogravure printing to a portion of the paper to facilitate opening of the finished carton by the consumer.  Once the continuous web of paper is printed and dried, it is converted into flat cartons.  A rotary scoring head creases the paper for folding and a rotary die cutting head cuts the cartons from the paper.  The flat cartons, called blanks, are then moved on a series of belts to a automatic stacking section.  These stacks are then removed from the press and placed onto metal pallets.  The cartons are checked for printing quality and carton integrity throughout the entire process. 

After the commercial product has been placed and palletized, it is transported to the sealing department.  The cartons are fed through a series of belts, folding the scores.  Then they are fed through a burner section (flame treaters), activating the polyethylene, then fed through a final fold section where the side seam (seal) is ironed (sealers).  Once side seamed, the cartons are shingle fed into an auto-packer where they are counted and cased (glue stations).  Each case is printed with an ink jet printer to include the date and time of production and the name of the operator and product.  The cases are conveyed to a palletizer where they are automatically placed onto pallets.  A full pallet is ejected onto a conveyor and carried to an auto stretch wrapper in the warehouse.  

The paper carton production equipment at this facility consists of five (5) flame treaters, four (4) 28" E-beam web offset lithographic presses and dryers, one (1) 40-inch electron beam web offset lithographic press and dryer, five (5) abhesive (rotogravure) stations, six (6) ink jet units, six (6) glue stations, and six (6) sealers.*  The facility uses various cleaners, quality control chemicals and miscellaneous solvents throughout the process.  The flame treaters and sealers are fired by natural gas.

Volatile organic compound (VOC) emissions from the presses will be controlled through the use of a) "low solvent content coating technology" electron-beam inks and coatings, and b) restrictions on the utilization rates and VOC contents of the inks and coatings.  VOC emissions from the videojet stations, cleaning solutions, and quality control will be controlled by restrictions on the utilization rates and/or VOC contents.

* Construction Permitting Note:  This facility currently has an active construction permit (0570417-007-AC) which authorizes construction and intial operation of the following additional equipment: one (1) flame treater, one (1) 28" E-beam web offset lithographic presses and dryers, one (1) abhesive gravure station, six (6) videojet stations, two (2) ink jet units, two (2) glue stations, and two (2) sealers.

-- -- -- -- -- -- -- -- --

MACT/NESHAPS Applicability Note:  The printing press lines at this facility are subject to the requirements of 40 CFR Part 63 Subpart KK (National Emission Standards for Hazardous Air Pollutants  (NESHAPS) for the Printing and Publishing Industry.

-- -- -- -- -- -- -- --

Also included in this permit are miscellaneous insignificant emissions units and/or activities.   (See Appendix I-1)
-- -- ( -- -- ( -- -- ( -- --

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

Regulated Emissions Units and/or Activities

E.U. ID No.*
Brief Description

003
Presses and Dryers



004
Abhesive Stations




006
Sealers


007
Ink Jet Stations


008
Glue Stations


011

QC/Cleaning Solutions
(* Emission Unit ID Note:  Emission unit (E.U.) ID Nos. 001, 009, and 010 were previously assigned but are now inactive.  E.U. 002 was assigned to five (5) flame treaters (used to preheat and precondition the paper before the application of inks in the coating line), each fired with natural gas at a maximum design heat input rate of 0.3 MMBtu/hour), which have been determined to be insignificant emission sources.  E.U. 005 is assigned to six (6) videojet stations (used to print manufacturing codes on the bottom of the cartons), which have construction approval but have not yet been installed at the time of issuance of this permit (see Construction Permitting Note above).)

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Transfers

These documents relating to this facility are on file with permitting authority:
    Initial Title V Permit Application received January 28, 1998

* * * * * * * * * * * * 

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

Essential Potential to Emit (PTE) Parameters

2.  Hours of Operation   All of the emissions units/activities at this facility are permitted for continuous operation (i.e., 8,760 hours/year).

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE); construction permit 0570417-007-AC; and as requested by applicant in the Title V application ]

3.  The maximum VOC emissions from the entire facility shall not exceed a total of 234.0 tons for any 12 consecutive month period.  

[Construction permit 0570417-007-AC; and as requested in Title V permit application]

4.  NESHAPS/MACT Standard - This facility is subject to and shall meet the applicable requirements of 40 CFR Part 63, Subpart KK - National Emission Standard for Hazardous Air Pollutants  (NESHAPS) for the Printing and Publishing Industry (40 CFR 63.820 - 63.839), as adopted by reference in Rule 62-204.800(10), F.A.C.   Specifically this subpart applies to E.U. 003 (where wide-web flexographic printing is used to apply a varnish coating as part of the Presses and Dryer lines process), and to E.U. 004 (the abhesive stations, where abhesive solution is applied using a rotogravure printing process).  (See Appendix KK to this permit for specific requirements). 

(NESHAPS Permitting Note:  The permittee has indicated their intent to comply with the applicable hazardous air pollutant (HAP) emission standards of 40 CFR 63.825  (Product and packaging rotogravure and wide web flexographic printing) by demonstrating compliance with the provisions of 40 CFR 63.821(b)(2), (i.e. by demonstrating that the facility applies no more than 400kg  (881.84 pounds) per month of organic HAP on packaging rotogravure or wide-web flexographic printing presses - based on this, the permittee is subject only to the recordkeeping requirements of 40 CFR 63.829(e) and the reporting requirements of 40 CFR 63.830(b)(1)).  The permittee may alternately opt at any time to comply with this NESHAPS by demonstrating compliance in accordance with any of the  methods specified in 40 CFR 63.825 (b)(1) - (6).  In order to comply with this NESHAPS through use of the provisions of 40 CFR 63.825 (b)(7) - (10) (i.e. installation and operation of a capture system and control device) the permittee shall first obtain the appropriate approvals from the Department prior to initiating construction of the capture/control system.     

[Rule 62-204.800(1), F.A.C. and 40 CFR 63 Subpart  KK]

General Pollutant Emission Limiting Standards

4.  [Not federally enforceable.]  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor. An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.

[Rules 62-210.200, and 62-296.320(2), F.A.C.]

5.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).

[Rule 62-296.320(4)(b)1., F.A.C.]

6. [Not federally enforceable.]    General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. 

      Such controls include the following:  ^DELETE ALL THAT DO NOT APPLY AND DELETE ABOVE IF NONE APPLY

(
Maintain all pipes, valves, fittings, etc., which handle VOCs in good operating condition.


( 
Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal.

[Rule 62-296.320(1)(a), F.A.C.]

7.  Prevention of Accidental Releases (Section 112(r) of CAA).

a. 
The permittee shall submit to the Chemical Emergency Preparedness and Prevention Office (CEPPO) Records Center a risk management plan (RMP) when, and if, such requirement becomes applicable; and


b.  
The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C. 

[40 CFR 68]

Operation Requirements

8.  Insignificant Emissions Units and/or Activities:  

Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

Facility-wide Compliance Testing Requirements

9.  Compliance with the facility-wide general visible emission limitation (Specific Condition No. 5.) shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-204.800, F.A.C.  The minimum requirements for stationary point source emissions test procedures and reporting shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.   

[Rule 62-297.401, F.A.C.] 

10.  Special Compliance Tests:  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of equipment) to believe that any applicable emission standard in Rules 62-204 through 62-297 or in a permit issued pursuant to those rules is being violated, it shall require the permittee of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.       

[Rule 62-297.310(7)(b), F.A.C.]

If compliance tests are required by the Department then the following conditions 11. through 14. will be applicable:

11.  Visible emissions (VE) tests shall be conducted by a certified observer and be a minimum of thirty (30) minutes in duration.  The test shall be conducted during a period of continuous operation and shall include the period in which the highest opacity can reasonably be expected to occur.

[Rule 62-297.310(4)(a)2, F.A.C.]

12.  Test Notification.  The permittee shall notify the Air Management Division of the Environmental Protection Commission of Hillsborough County (EPC) at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9, F.A.C]
13.  The requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C., Stationary Sources - Emission Monitoring, and 40 CFR 60, Appendix A.  (See attached Appendix SS-1 - Stack Sampling Facilities.)

[Rule 62-297.401, F.A.C.]

14.  Test Reports


a.
The owner or operator of an emissions unit for which a compliance test is required shall file a report on the results of each such test with the Air Management Division of the Environmental Protection Commission of Hillsborough County (EPC), with a copy to the Air Compliance Section of the SWD Office of the Department.


b.
The required test report shall be filed with the EPC, with an additional copy to Department, as soon as practical but no later than 45 days after the last sampling run of each test is completed or with the operating permit application, whichever is earlier.


c.
The report shall provide sufficient detail on the emissions unit tested (at a minimum, the "Project", "Facility ID" and "Point ID"), the test procedures used to allow the Department to determine if the test report was properly conducted and the test results properly computed.  Testing procedures shall be consistent with the requirements of Rule 62-297.310(7), F.A.C.


d.
The test report, other than for an EPA or DEP Method 9 test, as a minimum, shall provide the following information:



1.
The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run.



2.
The normal operating parameters of air pollution control devices installed on each emission unit (e.g., pressure drop, scrubber liquid flow rate, scrubber liquid pressure, total current, etc.), and the operating parameters of air pollution control devices during each test run.

Failure to submit the rates and actual operating conditions in the test report  may invalidate the test and fail to provide reasonable assurance of compliance.

[Rules 62-297.310(8), F.A.C., and 62-4.070(3), F.A.C.]

Excess Emissions

15.  Excess emissions resulting from startup, shutdown or malfunction of any source shall be permitted providing (1) best operational practices to minimize emissions are adhered to (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.]

{Permitting Note:  This rule is not applicable to sources subject to PSD, NSPS, or NESHAP regulations.}

16.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.   [Rule 62-210.700(4), F.A.C.]

17.  A statement that a situation arising from sudden and unforeseeable events beyond the control of the source which causes an exceedance of a technology-based emissions limitation because of unavoidable increases in emissions attributable to the situation and which requires immediate corrective action to restore normal operation, shall be an affirmative defense to an enforcement action in accordance with the provisions and requirements of 40 CFR 70.6(g)(2) and (3).   [Rule 62-213.440(1)(d)5, F.A.C.]

18.  Malfunction Reporting.  In case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.    [Rule 62-210.700(6), F.A.C.]
Additional Recordkeeping and Reporting Requirements

19.  NESHAPS/MACT Recordkeeping Requirements:  The permittee shall keep records in accordance with the requirements of 40 CFR 63.829, and of 40 CFR 63 Subpart A as listed in Table 1 of 40 CFR 63 Subpart KK.   (See the end of Appendix KK to this permit for Table 1.)
[Rule 62-204.800(1), F.A.C. and 40 CFR 63.829]

20.  NESHAPS/MACT Reporting Requirements:   The permittee shall comply with the reporting requirements of 40 CFR 63.830, and of 40 CFR 63 Subpart A as listed in Table 1 of Subpart KK. (See the end of Appendix KK to this permit for Table 1.)
[Rule 62-204.800(1), F.A.C. and 40 CFR 63.830]

21.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

(Permitting note:  Where required, quarterly reports are to be submitted by calendar quarter.)
22.  The permittee shall provide timely notification to the Environmental Protection Commission of Hillsborough County and the Southwest District Office of the Department prior to implementing any changes that may result in a modification to this permit pursuant to Rule 62-210.200, F.A.C., Modification.  The changes do not include normal maintenance, but may include, and are not limited to, the following, and may also require prior authorization before implementation:

    
a.
alteration or replacement of any equipment or major component of such equipment listed on page 2 and 3 of this permit.

    
b.
Installation or addition of any equipment which is a source of air pollution.

[Rule 62-210.300, F.A.C., and construction permit 0570417-007-AC]

23.  Annual Operating Report (AOR).  The permittee shall submit to the Air Compliance Section of Southwest District Office of the Department each calendar year, on or before March 1, a completed DEP Form 62-213.900 (5), an “Annual Operating Report for Air Pollutant Emitting Facility” (AOR), for the preceding calendar year containing the following information pursuant to Subsection 403.061(13), F.S.:


a
Annual amount of materials and/or fuels utilized;


b.
Annual emissions (note calculation basis);


c.
Hours of operation;


d.
Any changes in the information contained in the permit.

[Rule 62-210.370(3), F.A.C.]

Administrative Requirements

24.  The "Statement of Compliance" required to be submitted to the Southwest District Office of the Florida Department of Environmental Protection, the Environmental Protection Commission of Hillsborough County (EPC), and the EPA shall be submitted at the same time as the Annual Operating Report.  

[Rules 62-213.420(4), 62-213.440(3), and 62-4.070(3), F.A.C.]

(Note to Permittee: see Appendix TV-3, Title V Conditions, Condition Nos. 23 and 51.)

25.  The permittee shall submit all compliance test related notifications and reports (including those referenced as “to the Administrator”) required of this permit to the Air Management Division of the Environmental Protection Commission of Hillsborough County (EPC):

Environmental Protection Commission of Hillsborough County

Air Management Division

1410 N. 21st Street

Tampa, FL  33605

Telephone:  (813/272-5530       Fax 813/272-5605

and all compliance test reports (including those referenced as “to the Administrator”) required of this permit to the Department’s Southwest District office:

Department of Environmental Protection
Southwest District Office

Air Compliance Section

3804 Coconut Palm Drive

Tampa, Florida 33619-8218

Telephone:  813/744-6100           Fax:  813/744-6458

25.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency, Region 4

Air, Pesticides, & Toxic Management Division

Air & EPCRA Enforcement Branch

61 Forsyth Street

Atlanta, Georgia  30303

Telephone:  404/562-9155, Fax: 404/562-9095
-- -- -- -- -- ( -- -- -- -- -- 

NOTES TO PERMITTEE:
Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

Permit Renewal - see Appendix TV-3, item 5

-- -- ( -- -- ( -- --  ( -- --
Section III.  Emissions Unit and Conditions.

Subsection A.  This section addresses the following emission unit.

E.U. ID No.
Brief Description 


003
Presses and Dryers (5)*


This emission unit consists of one (1) 40-inch and four (4) 28-inch electron-beam lithographic presses and (non- fuel combustion) dryers used to perform offset lithography continuous web printing using low-VOC inks and solutions (electron-beam inks, electron-beam coatings, ink reducers and fountain solutions). 

(*Construction Permitting Information Note:  This facility currently has an active construction permit (0570417-007-AC) which authorizes construction and intial operation of one (1) additional 28-inch electron-beam lithographic presses and dryers (for a total of 6 presses/dryers).)

The following specific conditions apply to the emission unit listed above:
Essential Potential to Emit (PTE) Parameters

A1.    Usage rates and maximum VOC contents for the following materials used in the Electron-Beam Web Offset Lithographic Presses* shall not exceed the following:


a.
Electron-Beam Inks:  A combined total of 78,000 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 1.5 percent by weight as applied. (0.15 lbs./gal. less water);


b.
Electron-Beam  Lacquer (varnish):  A combined total of 260,000 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 4.5 percent by weight ;


c.
Fountain Solution (concentrate):  A combined total of 13,000 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 35% by weight;


d.
Ink Reducer:  A combined total of 250 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 0.20% by weight.

(* Note:  These usage limitations, taken from construction permit 0570417-007-AC, are totals for all permitted E-Beam Lithographic Presses, including those permitted on the above AC but not yet constructed (for a total of 6).) 

[Construction permit 0570417-007-AC]

Recordkeeping/Compliance Documentation Requirements

A2.  This emission unit is subject to the recordkeeping requirements contained in 

“Subsection G.  Common Conditions - Recordkeeping/Compliance Documentation Requirements”.

[Rule 62-213.440(1)(b)1.b., F.A.C.; and construction permit 0570417-007-AC]

-- -- ( -- -- ( -- -- (  -- --

Subsection B.  This section addresses the following emission unit.

E.U. ID No.
Brief Description

004
Abhesive Gravure Stations (5)*

This emission unit consists of abhesive stations where abhesive material (to prevent sealing) is applied using rotogravure printing to sections of the carton to facilitate the opening of the carton by the consumer.  Primarily water-based abhesive solution is used, but solvent-based abhesive solution is also used when required.  Abhesive solution can be a source of VOC and glycol ether (a HAP (H096)).

(*Construction Permitting Information Note:  This facility currently has an active construction permit (0570417-007-AC) which authorizes construction and intial operation of one (1) additional abhesive station (for a total of 6).)

The following specific conditions apply to the emission unit listed above:
Essential Potential to Emit (PTE) Parameters

B1.    Usage rates and maximum VOC contents for the following materials used in the Abhesive Gravure Stations* shall not exceed the following:


a.
Water-based Abhesive Solution:  A combined total of 20,000 gallons per any 12 consecutive month period, with VOC content not to exceed 15.3% by weight;


b.
Solvent-based Abhesive "A":  A combined total of 1,700 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 93.5% by weight;


c.
Solvent-based Abhesive "B":  A combined total of 200 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 80% by weight;


d.
Solvent (Ethyl acetate):  A combined total of 7,550 gallons (100% VOC).

(* Note:  These usage limitations, taken from construction permit 0570417-007-AC, are totals for all permitted Abhesive Gravure Stations, including those permitted on the above AC but not yet constructed (for a total of 6).)

[Construction Permit 0570417-007-AC]
Recordkeeping/Compliance Documentation Requirements

B2.  This emission unit is subject to the recordkeeping requirements contained in “Subsection G.  Common Conditions - Recordkeeping/Compliance Documentation Requirements”.

[Rule 62-213.440(1)(b)1.b., F.A.C.; and construction permit 0570417-007-AC]

-- -- ( -- -- ( -- -- (  -- --

Subsection C.  This section addresses the following emission unit.

E.U. ID No.
Brief Description
 006
Sealers (6)* 




The six (6) sealers are located at the end of the carton manufacturing process and are used to heat the polyethylene on the cartons to approximately 600 degrees F so that it is tacky.

The sealers are fired with natural gas at maximum design heat input rates of 1.5 MMBtu/hour (Sealer Nos. 1 and 5), or 1.6 MMBtu/hour (Sealer Nos. 2, 3, 4 and 6).

(*Construction Permitting Information Note:  This facility currently has an active construction permit (0570417-007-AC) which authorizes construction and intial operation of two (2) additional sealers (for a total of 8).)
The following specific conditions apply to the emission unit listed above:
Essential Potential to Emit (PTE) Parameters

C1.  The sealers are permitted to fire natural gas only at a maximum heat input rate not to exceed a total of 12.6 MMBtu/hour for all sealers combined*.

[Construction permit 0570417-007-AC]

(* Note:  This maximum total heat input rate, taken from construction permit 0570417-007-AC, is a total for all permitted sealers, including those permitted on the above AC but not yet constructed (for a total of 8).) 

(Compliance Documentation Note:  The above maximum permitted heat input rate from the construction permit represents the maximum nameplate design capacity of the sealers and as such recordkeeping to document compliance with this limit is not required.)
-- -- ( -- -- ( -- -- (  -- --

Subsection D.  This section addresses the following emission unit.

E.U. ID No.
Brief Description

007
Inkjet Stations (6)*

The six (6) inkjet stations are located at the delivery end of the sealers and are used to print customer and manufacturing codes on both sides of the cardboard shipping boxes which contain the finished cartons.  The ink jet stations are the last step before palletizing.  The inks used contain small percentages of VOCs and HAPs (glycol ether (H096) and ethylene glycol (H090)).

(*Construction Permitting Information Note:  This facility currently has an active construction permit (0570417-007-AC) which authorizes construction and intial operation of two (2) additional inkjet stations (for a total of 8).)
The following specific conditions apply to the emission unit listed above:
Essential Potential to Emit (PTE) Parameters

D1.  Usage rates and maximum VOC contents for the following materials used in the Inkjet Stations* shall not exceed the following:

a.
Inks:  A combined total of 550 gallons per any 12 consecutive month period, with the VOC content of the material not to exceed 40.0% by weight as applied.


b.
Ink Conditioner:  A combined total of 100 gallons per any 12 consecutive month period, with the VOC content of the material not to exceed 40.0% by weight as applied.

(* Note:  These usage limitations, taken from construction permit 0570417-007-AC, are totals for all permitted Inkjet Stations, including those permitted on the above AC but not yet constructed (for a total of 8).) 

[Construction permit 0570417-007-AC]

Recordkeeping/Compliance Documentation Requirements
D2.  This emission unit is subject to the recordkeeping requirements contained in “Subsection G.  Common Conditions - Recordkeeping/Compliance Documentation Requirements”.

[Rule 62-213.440(1)(b)1.b., F.A.C.; and construction permit 0570417-007-AC]

-- -- ( -- -- ( -- -- (  -- --

Subsection E.  This section addresses the following emission unit.

E.U. ID No.
Brief Description
     008
Glue Stations (6)*

The six (6) glue stations are used to close and seal the packaging cartons.  The glue used contains a small percentage of VOCs.

(*Construction Permitting Information Note:  This facility currently has an active construction permit (0570417-007-AC) which authorizes construction and intial operation of two (2) additional glue stations (for a total of 8).)
The following specific conditions apply to the emission unit listed above:
Essential Potential to Emit (PTE) Parameters

E1.   Usage rates and maximum VOC contents for the following materials used in the Glue Stations* shall not exceed the following:

a.
Glue:  A combined total of 17,500 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 0.6% by weight as applied (0.146 lbs./gal. less water).

(* Note:  These usage limitations, taken from construction permit 0570417-007-AC, are totals for all permitted Glue Stations, including those permitted on the above AC but not yet constructed (for a total of 8).) 

[Construction permit 0570417-007-AC]

Recordkeeping/Compliance Documentation Requirements
E2.  This emission unit is subject to the recordkeeping requirements contained in “Subsection G.  Common Conditions - Recordkeeping/Compliance Documentation Requirements”.

[Rule 62-213.440(1)(b)1.b., F.A.C.; and construction permit 0570417-007-AC]

-- -- ( -- -- ( -- -- (  -- --

Subsection F.  This section addresses the following emission unit.

E.U. ID No.
Brief Description
 
011
QC/Cleaning Solutions

This emission unit addresses the Quality Control (QC) and Cleaning Chemicals used in paper carton manufacturing, as well as miscellaneous other chemicals used in small quantities in several locations.




The following specific conditions apply to the emission unit listed above:
Essential Potential to Emit (PTE) Parameters

F1.   Usage rates and maximum VOC contents for the following materials used as QC/Cleaning Solutions* shall not exceed the following:

a.
Quality Control Chemicals


1.
Ethanol:  A combined total of 2,200 gallons per any 12 consecutive month period (100% VOC);


      
2.
Spirits of Turpentine:   A combined total of 200 gallons per any 12 consecutive month period (100% VOC);


     
3.
Iodine Solution:  A combined total of 200 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 55% by weight.

  
b.
Cleaning Solutions


1.
Blanket Wash:  A combined total of 10,000 gallons per any 12 consecutive month period (100% VOC);


      
2.
Gum:  A combined total of 2,400 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 75.0% by weight;


     
3.
Floor Cleaner:  A combined total of 2,000 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 20.0% by weight;


     
4.
Plate Cleaner:  A combined total of 1,000 gallons per any 12 consecutive month period, with VOC content of the material not to exceed 45.0% by weight;


     
5.
Isopropanol:  A combined total of 9,000 gallons per any 12 consecutive month period (100% VOC).

[Construction permit 0570417-007-AC]

Recordkeeping/Compliance Documentation Requirement
F2.  This emission unit is subject to the recordkeeping requirements contained in “Subsection G.  Common Conditions - Recordkeeping/Compliance Documentation Requirements”.

[Rule 62-213.440(1)(b)1.b., F.A.C.; and construction permit 0570417-007-AC]

-- -- ( -- -- ( -- -- (  -- --(  -- --(  -- --

Subsection G.   Common Conditions
The following conditions are applicable to some or all of the emission units of this facility as specified in the above emission units sections.
Facility-wide Recordkeeping/Compliance Documentation Requirements
G1.   VOC Content

a. 
Compliance with the VOC content limitations for printing inks and abhesives of Specific Condition Nos. B1.a., b., and c., and D1.a. shall be determined using EPA Method 24A contained in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-297, F.A.C.  The enclosed EPA VOC DATA SHEET (Properties of the Coating "AS SUPPLIED" by the manufacturer), designated APPENDIX B, shall be maintained on site for each coating and made available for inspection upon request of the Department or the EPC.


b.
Compliance with the electron-beam coating(s) and varnish(s) VOC content limit of Specific Condition Nos. A1.a. and A1.b. shall be demonstrated by use of a modified EPA Method 24.  In said modified EPA Method 24, samples shall first be prepared and weighed consistent with EPA Method 24, then be exposed to normal electron-beam radiation curing conditions, and then be heated consistent with EPA Method 24. 


c.
Compliance with VOC content limitations for all other VOC containing materials In Specific Condition Nos. A1., B1., D1., E1., and F1. shall be demonstrated using Material Safety data Sheets for materials “as supplied” from the manufacturer.

[Construction permit 0570417-007-AC]

G2  In order to document compliance with the facility VOC limitation of Specific Condition No. 3, and the material usage limitations of Specific Condition Nos. A1., B1., D1., E1., and F1., and document that the facility is in compliance with the requirements of 40 CFR 63 (NESHAPS) in accordance with 40 CFR 63.829 (Recordkeeping Requirements) , International Paper shall maintaining the following monthly records:

    
a.
Month, Year;

    
b.
Natural Gas Usage (cubic feet);

   
c.
Electron-Beam Ink Usage (gallons);

   
d.
Electron-Beam Coating Usage (gallons);

    
e.
Fountain Solution Usage (gallons);

    
f.
Ink Reducer usage (gallons);

    
g.
Abhesive Solution: Water-based and solvent-based abhesive “A” and “B” ; solvent solution, viscosity control agent usage (gallons);

    
h.
Videojet Solutions Usage (gallons);

    
i.
Ink Jet Ink Usage (gallons);

    
j.
Ink Jet Conditioner Usage (gallons);

    
k.
Glue Usage (gallons);

    
l.
Quality Control Chemical Usage (chemical(s) and gallons);

    
m.
Cleaning Solution Usage (solution(s) and gallons);

   
n.
Rolling 12 month usage totals of items b)- m) above;


o.
Calculation of rolling 12 month total VOC and HAP emissions from each of the above material categories based on material VOC and HAP content data;

  
p. 
Rolling 12 month total of VOC emissions (tons per year) for the facility;

    
q.
Rolling 12 month total of individual and total HAP emissions (tons per year).

Usages shall be based on inventory, purchase records, and daily records

[Rule 62-4.070(3), F.A.C. and 40 CFR 63.829]

G3.  At a minimum, all records and logs required by this permit shall be updated monthly, with entries made no later than 2 weeks after the end of each month.  All records and logs required by this permit shall be recorded in a permanent form suitable for inspection by the Department upon request, and shall be retained for at least a five (5) year period.

[Rule 62-4.070(3), F.A.C.]

(Note to Permittee: Also reference appendix TV-3, items 12.(14) and 42.)
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