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Permittee:	 				DRAFT Permit No.:  0570468-005-AV

Mark F. Jordan/Gatsby Spas, Inc.		Facility ID No.:  0570468

4408 Airport Road				SIC Nos.:  30, 3088

Plant City, FL  33567				Project: Initial Title V Air Operation Permit



This permit is for the operation of the spa manufacturing.  This facility is located at 4408 Airport Road, Plant City, Hillsborough County; UTM Coordinates:  Zone 17, 385.4 km East and 3098.0 km North; Latitude:  28( 00’ 01” North and Longitude:  82( 09’ 39” West.



Statement of Basis:  This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

     

Referenced attachments made a part of this permit:

Appendix I-1, List of  Insignificant Emissions Units and/or Activities 

APPENDIX TV-1, TITLE V CONDITIONS 



				Effective Date:  *

				Renewal Application Due Date: *

					Expiration Date:  *



					Environmental Protection Commission

					  of Hillsborough County



				*to be entered upon issuance of final                                 

					_________________________________

					Roger P. Stewart

					Executive Director

RPS/AHH/pg									

�Section I.  Facility Information.



Subsection A.  Facility Description.



The spa manufacturing operation includes forming of the mold and woodworking to make the outer shell.  In the process, an acrylic sheet is clamped on a mold, heated by a natural gas catalytic oven, and vacuum formed to make the spa shell.  Resin, fiberglass and foam are then applied to the outer shell via  spray layup.  The facility currently has two stage carousel spray booths with 20,000 cfm fans exhausting out 35 feet stacks.  In time, the facility is to install three (3) spray booths, each equipped with a filter media, a fan rated at 10,000 ACFM and a stack of approximately 35 feet high as authorized in 0570468-004-AC.  A high volume/low pressure hand held spray gun is used at each spray booth to minimize overspray and maximize transfer efficiency.  Emissions from this spray operation, primarily styrene, are currently evacuated and exhausted through the stacks, each with 20,000 CFM flow for better dispersion and odor control around the facility.  Plumbing, cleaning, and frame fitting are done after the foam spray application.



Volatile organic compound (VOC) emissions generated from the usage of resins, cleanup solvents, PVC cements and polymerization initiators are controlled by limitations placed on material usage and by the use of reasonable precautions.



Particulate matter (PM) emissions generated from the woodworking and fiberglass cutting operations are controlled by a rebuilt cyclone and are exhausted outside.  PM emissions from fiberglass cutting are vacuumed into a filter bag inside the building.  These operations are not subject to PM-RACT because emissions are less than 5 lb/hr and 15 tons/yr.  



Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.



Based on the initial Title V permit application received June 12, 1996, this facility is a major source of hazardous air pollutants (HAPs).





Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).



E.U.  ID No.�

Brief Description��-001�Fiberglass Spraying��-002�Wood Working��



Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.



The documents listed below are not a part of this permit, however, are specifically related to this permitting action.



These documents are provided to the permittee for information purposes only:

�PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History / ID Number Changes

Appendix A, EPA VOC Data Sheet:  Properties of the coating:  “As Supplied by the Manufacturer”



These documents are on file with permitting authority:

Initial Title V Permit Application received June 12, 1996



Revised TV Permit Application:  December 12, 1997



�Section II.  Facility-wide Conditions.



The following conditions apply facility-wide:



1.  APPENDIX TV-1, TITLE V CONDITIONS  is a part of this permit.

{Permitting note:  APPENDIX TV-1, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}



2.  Not Federally Enforceable:  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]



3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297. F.A.C.

[Rule 62-296.320(4)(b)1., F.A.C.]



4.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]



5. Not Federally Enforceable:  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department or its delegated agent, the Environmental Protection Commission of Hillsborough County. The permittee shall continue to use the operation practices listed below:  



Maintain tightly fitting cover, lids, etc. on all containers when they are not being handled, tapped, etc.

Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, etc. of VOC so that it can be covered when not in use.

Immediately attend to all spills/waste as appropriate.







The permittee shall continue the search for lower styrene base resins or other vapor suppressant resins and continue to experiment with them.  They shall submit a written report to the Enviornemental Protection Commission of Hillsborough County by March 1 of each year on their experience to date with the low styrene products.  This report shall include any evidence of product quality problems with the low styrene built spas.  Correspondence from customers or distributors detailing the problems should be included as well.  Also there should be an economic cost analysis on the annual use of the low styrene resins/gelcoats versus the higher styrene material. 

 



[Rule 62-296.320(1)(a), F.A.C.; Proposed by applicant in the initial Title V permit application received June 12, 1996.]



6.  Not Federally Enforceable: Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  



Ensure that all ducts leading to the cyclone are free of holes and properly connected to the cyclone.

Maintenance of roads, painting areas and yards.



 [Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received June 12, 1996.]



7.  MACT  Requirement When a MACT standard (s) for fiberglass resin product facilities is promulgated by the United States EPA, this facility shall comply with all the applicable requirements and apply to revise the this permit accordingly.

[Rule 62-213.440(1), F.A.C.]



8.  When appropriate, any recording, monitoring or reporting requirements that are time-specific shall be in accordance with the effective date of this permit, which defines day one.

[Rule 62-213.440(1).F.A.C.]

	

9.   The permittee shall submit all compliance related notifications and reports required of this permit to the Environmental Protection Commission of Hillsborough County, 1402 North 21st Street, Tampa, FL  33605, phone (813) 272-5530, fax (813) 272-5605.















10.  Any reports, data, notification, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

		United States Environmental Protection Agency Region 4

		      Air, Pesticides & Toxics Management Division

				Operating Permit Section

                                                       61 Forsyth Street

				 Atlanta, Georgia  30303

			         Telephone:  404/562-9099

				    Fax:  404/562-9095



Section III.  Emissions Unit(s) and Conditions.



Subsection A.  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-001�Fiberglass Spraying��

Note:  The following permit conditions have been adapted from Construction Permit 0570468-004-AC.  Permit conditions A.4 and A. 7 will become effective once the three spray booths have been installed.



The following specific conditions apply to the emissions unit(s) listed above:



Enforceable Potential to Emit (PTE) Parameters



A.1.  The maximum material usage in any 12 consecutive month period is limited as follows:

[Rule 62-4.160(2), 62-210.200 F.A.C. and Air Construction Permit 0570468-004-AC]



										Usage (lbs.)

					Maximum Percent VOC		  for any

				    	By Weight for Each		        12 Consecutive

	Material			and Every Gallon Used		Month Period

Styrene Based Resins			45				965,000

Styrene Based Gelcoat		53				       400

Styrene Monomer                              100				     3,000

Foam Coating (BASF products)     Variable				   82,000

MEKP					  3				   19,200

Isopropanol			          100				   15,400

Adhesive Cement		          100				     9,000

Waterborn Stain			  2				    19,100





Emission Limitations and Standards



{Permitting Note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



A.2.  The maximum allowable hazardous air pollutant (HAP) and other volatile organic compound (VOC) emissions that can be emitted from this facility in any consecutive 12 months are specified as follows:

[0570468-001-AC, Rule 62-4.070(3) F.A.C.]



		Pollutant			Emissions (tons)

		Total VOC/HAP		       79.0

		Styrene			       56.8

		Total HAP			       58.9



 A.3.  Hours of Operation.  This emission unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rule 62-4.160(2), F.A.C. and Rule 62-210.200, F.A.C., Definitions - (PTE)]



A.4.  All spraying except the application of Gelcoat shall be done in the corresponding spray booth in the manufacturing building.  Each new spray booth shall be equipped with a fan capable of moving at least 10,000 acfm.  The current two stage carousel spray booths have 20,000 cfm fans each.  These fans shall be operating during any fabrication and/or material usage containing styrene or other VOC material and  remain in operation at least two hours after the last material has been applied.

[Air Construction Permit 0570468-001-AC]



A.5.  The heat input to the catalytic oven shall not exceed 0.6 million BTU per hour as fired on natural gas.

[Air Construction Permit 0570468-001-AC]



A.6.  Only one spray gun shall be used at each booth and no more than 3 guns shall be in use at the facility any time.

[Air Construction Permit 0570468-001-AC]



A.7.  Upon completion of installation of the three spray booths covered in this permit, the permittee shall remove or disable the operation of the existing two stage carousel spray booths (old booths) and provide written notification to the Environmental Protection Commission of Hillsborough County within 30 days.

[Air Construction Permit 0570468-001-AC]







Test Methods and Procecedures



A.8.   Compliance with the emissions limitations of Specific Condition No. A.2 shall be determined, in part, using EPA Method 24 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C., and the recordkeeping as required in Specific Condition No. A.9 below.  The EPA VOC DATA SHEET (Properties of the Coating “AS SUPPLIED” by the manufacturer,) designated APPENDIX A shall be kept-on site for each material and made available upon request to the Environmental Protection Commission of Hillsborough County.  If any VOC solvents are added to the material once the manufacturer has packaged it, then the “AS APPLIED” VOC DATA SHEETS shall be used. 

[0570472-002-AC and Rule 62-297, F.A.C.]



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



Recordkeeping and Reporting Requirements



A.9. In order to comply with Specific Conditions No. A.1 and A.2, the permittee shall maintain monthly records for each operation for the most recent 5 years.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall be include, but not are not limited to, the following:

[Rule 62-4.70(3), F.A.C.]



Month and year

Usage of each material in pounds

VOC/HAP content of each material, in percent by weight

VOC/HAP emissions from each material (material usage x % VOC/HAP), in pounds.

Most recent 12-month rolling total of B) and D) above

Supporting documentation such as MSDS, purchase orders, laboratory analysis, etc.



NOTE (1): Emission calculations shall be used to demonstrate compliance with the limits in Condition No. A.2.  For the purpose of these calculations, the density, styrene content, and VOC content of the raw materials shall be determined from the Material Safety Data Sheet.  Emissions from gelcoat and resin shall be calculated using the following emission factors:



			Product                 Process                Emission Factor

			Resin                   Hand Layup                  15.4%

Resin                   Spray Layup                 25.9%

Gelcoat                 N/A                              35%

				Styrene Monomer Surface Cleaner        100%	

NOTE (2):  Compliance with the limits in Condition No. A.2. shall be determined based solely on the results of the emission calculations.  NOTE TO PERMITTEE AND EPC COMPLIANCE PERSONNEL - This facility has been permitted using emission factors at the maximum of the AP-42 ranges.  More recent test data has shown that actual emission factors are may be higher than the upper end of the AP-42 ranges. In the future the EPC reserves its authority to reopen this permit prior to renewal or at renewal time as evidence warrants.  If the material usage remains the same and the emission factors increase, then a construction permit may be required to authorize the higher emissions. 

[Rule 62-213.440(1)(b), F.A.C.] 



Subsection [B].  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��-002�Wood Working��

The following specific conditions apply to the emissions unit(s) listed above:



Emission Limitations and Standards



{Permitting Note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.1.  As requested by the permittee, in order to exempt the facility from Particulate RACT the maximum allowable particulate matter emissions shall not exceed 5 lb/hr. and 15 tons/yr.

[Air Construction Permit 0570468-004-AC and Rule 62-296.700(2)(a) F.A.C.]



B.2.  Visible emissions from the cyclone exhaust and the woodwork area shall not exceed 20% opacity.

[Rule 62-296.320, F.A.C.]



B.3.  Particulate matter emissions generated during the woodwork operation shall be vented through the cyclone.  The cyclone shall be maintained in good repair and inspected daily.

[Rule 62.4.070(3), F.A.C.]















B.4.  The pollution control equipment (cyclone) shall be maintained in good repair to perform adequately the function for which it was intended.  Maintenance shall include, but is not limited to, bi-weekly inspections and replacement or repair of faulty equipment when necessary or as required by the manufacturer.  Any maintenance/repair performed shall be recorded.  Records shall be maintained for the most recent 12 month period and made available for inspection upon request.  

[Rule 62-4.070(3), F.A.C.]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.5.  Compliance with the emissions limitations of Specific condition No. B.2 shall be determined using EPA Method 9 contained in 40 CFR 60,  Appendix and adptoed by reference in Rule 62-297, F.A.C.  The minimum requirements for stack sampling facility, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and CFR 60, Appendix A.



B.6.  Test the cyclone exhaust for visible emissions annually, within 60 days prior to June 27.  The Method 9 test observation period on this source shall be at least 30 minutes.  The test shall be conducted when high production rates are expected to occur.  Two copies of the test data shall be submitted to the Air Management Division of the Environmental Protection Commission of Hillsborough County within 45 days of testing.  Testing procedures shall be consistent with the requirements of  Rule 62-297.310, F.A.C.



B.7.  The permittee shall notify the Air Compliance Section of the Environmental Protection Commission of Hillsborough County at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310 and 62-209.500, F.A.C.]
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