























December 31, 1998


Edward Dalton, Jr.


President


Photoengraving, Inc.


502 North Willow Avenue


Tampa, FL  33606








Re:	PROPOSED Title V Permit No.: 0571103-001-AV


	Photoengraving, Inc.





Dear Mr. Dalton:





	One copy of the “PROPOSED PERMIT DETERMINATION” for the manufacturing of photopolymer, rubber and metals plates at their facility located at 502 North Willow Avenue, Tampa,  Hillsborough County, is enclosed.  This letter is only a courtesy to inform you that the DRAFT permit has become a PROPOSED permit.


	An electronic version of this determination has been posted on the Division of Air Resources Management’s world wide web site for the United States Environmental Protection Agency (USEPA) Region 4 office’s review.  The web site address is http://www.dep.state.fl.us/air. 


	Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED permit is made by the USEPA within 45 days, the PROPOSED permit will become a FINAL permit no later than 55 days after the date on which the PROPOSED permit was mailed (posted) to USEPA.  If USEPA has an objection to the PROPOSED permit, the FINAL permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn 


	If you should have any questions, please contact Alice H. Harman at (813) 272-5530.





	Sincerely,











	Roger P. Stewart


	Executive Director





RPS/AHH/ah





Enclosures


copy furnished to:


Tom John, P.E., Tom T. John Engineering, Inc.


Scott Sheplak, Bureau of Air Regulation


Ms. Carla E. Pierce, USEPA, Region 4 (INTERNET E-mail Memorandum)


Ms. Gracy Danois, USEPA, Region 4 (INTERNET E-mail Memorandum)


�
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I.  Public Notice.





	An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” to Edward Dalton, Jr. Of Photoengraving, Inc. for the manufacturing of photopolymer, rubber and metal plates at their facility located at 502 North Willow Avenue, Hillsborough County was clerked on August 27, 1998.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was published in the Tampa Tribune on November 25, 1998.  The DRAFT Title V Air Operation Permit was available for public inspection at permitting authority’s office in Tampa.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was received on December 1, 1998.





II.  Public Comment(s).


�Comments were received and the DRAFT Title V Operation Permit was changed.  The comments were not considered significant enough to reissue the DRAFT Title V Permit. Comments were received from 2 respondent(s) during the 30 (thirty) day public comment period.  Listed below is each comment in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comment(s) will not be restated. 





1.  Phone Conversation with Gracy Danois, USEPA on November 2, 1998.  The comments have been incorporated into the corresponding description of Specific Condition as follows:


Note: Changes are underlined





Change from:  Section I Facility Information


*  Additional control is gained by utilization of a scrubber.  However, the scrubber is not mandated by the rule.





Changed to:


*  Additional control is gained by utilization of a scrubber.  However, the scrubber is not mandated by the rule and is not part of the compliance provisions.





Change from: Section III, Subsection A


A.4.  As requested by the permittee,  a chemical fume suppressant containing a wetting agent is used, the maximum surface tension in the decorative chromium electroplating tank shall not exceed 45 dynes/cm at any time during operation of the tank.


[40 CFR 63.342(d)(2) and Requested in Initial TV Application received November 27,1996]





Changed to:


A.4.  As requested by the permittee,  a chemical fume suppressant containing a wetting agent is used.  The maximum surface tension in the decorative chromium electroplating tank shall not exceed 45 dynes/cm at any time during operation of the tank.


[40 CFR 63.342(d)(2) and Requested in Initial TV Application received November 27,1996]
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Change from:


A.5.  Work Practice Standards:   The following work practice standards of 40 CFR 63.342 shall be adhered to:


[40CFR63.342(f) and 63.6(e) and Rule 62-4.070(3), F.A.C.]





At all times, including periods of startup, shutdown, and malfunction, the permittee shall operate and maintain the chrome plating process, including the fume suppressant and associated scrubber and monitoring equipment, in a manner consistent with good air pollution control practices, consistent with the operation and maintenance plan required by paragraph (f)(3) of 40 CFR 63.342 (Specific Condition A.11.).  Since the scrubber is not used to comply with the emission limitation of Specific Condition A.4. and therefore, if it is shutdown or removed from service, the permittee shall notify the EPC  in writing within  45 days of such action..


Malfunctions shall be corrected as soon as possible after their occurrence in accordance with the operation and maintenance plan required by paragraph (f)(3) 40 CFR 63.342. (Specific Condition A.11.).


Operation and maintenance requirements established pursuant to section 112 of the Act are enforceable independent of emissions limitations or other requirements in relevant standards.





Changed to:


A.5.  Work Practice Standards:   The following work practice standards of 40 CFR 63.342 shall be adhered to:


[40CFR63.342(f) and 63.6(e) and Rule 62-4.070(3), F.A.C.]





At all times, including periods of startup, shutdown, and malfunction, the permittee shall operate and maintain the chrome plating process, including the fume suppressant and associated scrubber and monitoring equipment, in a manner consistent with good air pollution control practices, consistent with the operation and maintenance plan required by paragraph (f)(3) of 40 CFR 63.342 (Specific Condition A.11.).  Since the scrubber is not part of the compliance provisions for  the emission limitation of Specific Condition A.4. and therefore, if it is shutdown or removed from service, the permittee shall notify the EPC  in writing within  45 days of such action.


Malfunctions shall be corrected as soon as possible after their occurrence in accordance with the operation and maintenance plan required by paragraph (f)(3) 40 CFR 63.342. (Specific Condition A.11.).


Operation and maintenance requirements established pursuant to section 112 of the Act are enforceable independent of emissions limitations or other requirements in relevant standards.
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Change from:


A.8.  During the initial performance test, in order to the permittee comply with the emission limitations in A.4, the permittee shall determine the outlet chromium concentration using the procedures in 40 CFR 63.344(c).  The permittee shall establish as a  site-specific operating parameter the surface tension of the bath using EPA Method 306B, Appendix A. of Subpart N, setting the maximum value that corresponds to compliance with the applicable emission limitation.  In lieu of establishing the maximum surface tension during the performance test, the permittee may accept 45 dynes/cm as the maximum surface tension value that corresponds to compliance with the applicable emission limitation. 


[40 CFR 63.343(c)(5)(i)]





Changed to: (deleted text)


A.8.  During the initial performance test, in order to comply with the emission limitations in A.4, the permittee shall determine the outlet chromium concentration using the procedures in 40 CFR 63.344(c).  The permittee shall establish as a  site-specific operating parameter the surface tension of the bath using EPA Method 306B, Appendix A. of Subpart N, setting the maximum value that corresponds to compliance with the applicable emission limitation.  In lieu of establishing the maximum surface tension during the performance test, the permittee may accept 45 dynes/cm as the maximum surface tension value that corresponds to compliance with the applicable emission limitation. 


[40 CFR 63.343(c)(5)(i)]





Change from:


A.15.  The permittee shall maintain the following records on-site for a period of five years in accordance with 40CFR63.10(b)(1) of subpart A:


[40 CFR 63.346]





Records of all maintenance activities performed on the chrome plating process.


Records of the occurrence, duration, and cause (if known) of each process malfunction.


Records of actions taken during periods of malfunctions when such actions are inconsistent with the operation and maintenance plan.


Other records, which may take the form of checklists, necessary to demonstrate consistency with the provisions of  the operations and maintenance plan (Specific Condition A.11.). 


Test reports documenting results of all performance tests.


Records of monitoring data required by 40CFR63.343(c) (Specific Condition No. A.10.) that are used to demonstrate compliance with the standard including the date and time the data is collected. 


The specific identification of each period in excess of the limitations set in Specific Condition No. A.4., as indicated by monitoring data, that occurs during malfunction of the process or monitoring equipment and that occurs during periods other than malfunction of the process or monitoring equipment. 
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The total process operating time of the affected source during the reporting period.


Records of the date and time that fume suppressants are added to the electroplating or anodizing bath.


The notifications of compliance status as required by 40 CFR 63.9(h), the general recordkeeping requirements of 40CFR63.10(b), the notifications of compliance status as required by 40CFR63.347(e), and the notifications of ongoing compliance status as required by 40CFR63.347(g).





Changed to: (added No. 1 and renumbered)


A.15.  The permittee shall maintain the following records on-site for a period of five years in accordance with 40CFR63.10(b)(1) of subpart A:


[40 CFR 63.346]





Inspection records for add-on air pollution control device and monitoring equipment to document that the inspection and maintenance required by the work practice standards of Specific Condition A.5..  The record can take the form of a checklist and should identify the device inspected, the date of inspection, a brief description of the working condition of the device during the inspection, and any actions taken to correct deficiencies found during the inspection.


Records of all maintenance activities performed on the chrome plating process.


Records of the occurrence, duration, and cause (if known) of each process malfunction.


Records of actions taken during periods of malfunctions when such actions are inconsistent with the operation and maintenance plan.


Other records, which may take the form of checklists, necessary to demonstrate consistency with the provisions of  the operations and maintenance plan (Specific Condition A.11.). 


Test reports documenting results of all performance tests.


Records of monitoring data required by 40CFR63.343(c) (Specific Condition No. A.10.) that are used to demonstrate compliance with the standard including the date and time the data is collected. 


The specific identification of each period in excess of the limitations set in Specific Condition No. A.4., as indicated by monitoring data, that occurs during malfunction of the process or monitoring equipment and that occurs during periods other than malfunction of the process or monitoring equipment. 


The total process operating time of the affected source during the reporting period.


Records of the date and time that fume suppressants are added to the electroplating or anodizing bath.


The notifications of compliance status as required by 40 CFR 63.9(h), the general recordkeeping requirements of 40CFR63.10(b), the notifications of compliance status as required by 40CFR63.347(e), and the notifications of ongoing compliance status as required by 40CFR63.347(g).
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Change from:  Subsection B


Permitting Note:  The photo developing machine uses trichloroethylene which is not subject to 40CFR63 Subpart T per definition. 





Changed to:


Permitting Note:  The photo developing machine uses trichloroethylene which is not subject to 40CFR63 Subpart T per definition of solvent cleaning.








2.  Phone Conversation with Gracy Danois, USEPA on November 2, 1998 and letter from John D. Alessandrini on December 1, 1998.  The comments have been incorporated into the Specific Condition as follows:





Change from:


B.5.  The permittee shall comply with the following work and operational practice requirements:


[Rule 62-4.070(3), F.A.C. and Initial Title V Application Received November 27, 1996]





Employ a tightly fitting cover for the photo developing tank that shall be closed at all times except during parts entry and removal.


All waste solvent from the photo developing tank shall be collected and stored in closed containers.  The closed container may contain a device that allows pressure relief, but does not allow liquid to drain from the container.


During the photo developing process the spray bar shall only be operated within the freeboard area of the photo developing machine.


The photo developed parts shall be drained for 15 seconds or until dripping has stopped, whichever is longer.  Parts having cavities or blind holes shall be tipped or rotated while draining. Parts baskets or parts shall not be removed from the photo developing machine until dripping has stopped. 


The solvent level for the photo developing tank shall not exceed the fill line.


Spills during solvent transfer shall be wiped up immediately.  The wipe rags shall be stored in covered containers meeting the requirements of item 1 of this condition.


Sponges, fabric, wood, and paper products shall not be cleaned in the photo developing machine in order to be exempt from 40CFR63 Subpart T.


Waste solvent, still bottoms, and sump bottom of the photo developing machine shall be collected and stored in closed containers. The closed containers may contain a device that would allow pressure relief, but would not allow liquid solvent to drain from the container.
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Changed to: (deleted and added text)


B.5.  The permittee shall comply with the following work and operational practice requirements:


[Rule 62-4.070(3), F.A.C. and Initial Title V Application Received November 27, 1996]





Employ a tightly fitting cover for the photo developing tank that shall be closed at all times except during parts entry and removal, periodic inspection of parts and equipment, sampling of solvent for analysis, equipment maintenance, and occasional processing of oversized parts.


All waste solvent from the photo developing tank shall be collected and stored in closed containers.  The closed container may contain a device that allows pressure relief, but does not allow liquid to drain from the container.


During the photo developing process the spray bar shall only be operated within the freeboard area of the photo developing machine.


The photo developed parts shall be drained for 15 seconds or until dripping has stopped, whichever is longer.  Parts having cavities or blind holes shall be tipped or rotated while draining. Parts baskets or parts shall not be removed from the photo developing machine until dripping has stopped. 


The solvent level for the photo developing tank shall not exceed the fill line.


Spills during solvent transfer shall be wiped up immediately.  The wipe rags shall be stored in covered containers meeting the requirements of item 1 of this condition.


Waste solvent, still bottoms, and sump bottom of the photo developing machine shall be collected and stored in closed containers. The closed containers may contain a device that would allow pressure relief, but would not allow liquid solvent to drain from the container.





The enclosed PROPOSED Title V Air Operation Permit includes the aforementioned changes to the DRAFT Title V Air Operation Permit.





B.  Document(s) on file with the permitting authority:


-Phone Record dated November 2, 1998, from Gracy Danois


-Letter received December 1, 1998, from Mr. John D. Alessandrini.





III.  Conclusion.





The permitting authority hereby issues the PROPOSED Permit No.: 0571103-001-AV, with any changes noted above.

















