STATEMENT OF BASIS
Macho Products, Incorporated

Macho Products Sebastian Facility

Facility ID No.: 0610064

Indian River County

Renewal Title V Air Operation Permit

PROPOSED Permit No.: 0610064-002-AV

The initial Title V Air Operation Permit, No. 0610064-001-AV, was issued on July 16, 1997. This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit is for the renewal of Title V Air Operation Permit, No. 0690064-001-AV and the incorporation of a Compliance Assurance Monitoring (CAM). 

This facility consists of a protective equipment manufacturing process, which includes cutting of foam sheets, gluing, dipping, painting, drying, curing, and silk screening. When dipping takes place, VOC/HAP emissions are controlled by a catalytic oxidizer fired by propane, which provides a VOC/HAP reduction efficiency of approximately 95 percent. The catalytic oxidizer is subject to a Compliance Assurance Monitoring (CAM) Plan, which is identified as Appendix CAM and attached to this permit. Monitoring is the continuous measurement of catalyst outlet gas temperature continuously recorded on a strip chart recorder. The minimum outlet gas temperature is 600 degrees Fahrenheit.

When operating in the gluing-only mode the catalytic oxidizer is bypassed. Unregulated fugitive emissions are generated from solvent storage, cooling tower, diluting spray, cutters, and maintenance.

The facility is subject to these emission limitations, with record keeping as the compliance method.:

1) Visible emissions from the catalytic oxidizer must comply with Rule 62-296.320(2), F.A.C., visible emission limit of 20 percent opacity [Permitting note: The catalytic oxidizer is subject to the general standard and is an unregulated unit, not the incinerator standard. Upon request of the applicant, the general standard is placed in the title V renewal permit.] The dipping and gluing process do not emit particulate matter and the 10 year history of operation has verified no visible emissions. Therefore the applicant is required to perform a visible emission test every five years, i.e., before permit renewal.

2) Volatile Organic Compound (VOC) shall not exceed 21.0 lbs./hour and 52 tons per consecutive twelve months. [Construction permit AC31-225067]. [Permitting note: the hourly limit is used for the day of compliance testing to establish the maximum operating rate.]

3) Hazardous air pollutants (HAP) emissions shall not exceed 21.0 lbs./hour and 52 tons per consecutive twelve months. [Construction permit AC31-225067]. [Permitting note: the hourly limit is used for the day of compliance testing to establish the maximum operating rate.]

4) The maximum operation rates of toluene and/or MEK shall not exceed 388 lbs./hour when dip coating and shall not exceed 20.9 lbs./hour when gluing only. [Permitting note: the hourly limit is used for the day of compliance testing to establish the maximum operating rate.]

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the renewal Title V Air Operation Permit application received January 16, 2002, this facility is a major source of hazardous air pollutants (HAPs).

