Gulf Power Company
FINAL Permit No.:  0630014-001-AV

Scholz Electric Generating Plant

Facility ID No.:  0630014


STATEMENT OF BASIS

Gulf Power Company

Scholz Electric Generating Plant

Facility ID No.:  0630014

Jackson County

Title V Air Operation Permit Renewl

PROPOSED Permit No.:  0630014-005-AV

This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This facility consists of two coal fired steam generators (boilers).  The two boilers are Acid Rain Phase I substitution units and Acid Rain Phase II Units.  Pulverized coal is the primary fuel for the boilers.  Distillate fuel oil is used as a “back-up” fuel for the boilers.  Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Emissions unit number -001 is a Babcock and Wilcox front wall fired, dry bottom boiler designated as “Boiler Number 1”.  It is rated at a maximum heat input of 645.7 million Btu per hour (MMBtu/hour) when firing pulverized coal and 12.4 MMBtu/hour when firing distillate fuel (used for periods of start-up and as needed for flame stabilization).  Emissions unit number -002 is a  Babcock and Wilcox front wall fired, dry bottom boiler designated as “Boiler Number 2”.  It is rated at a maximum heat input of 645.7 million Btu per hour (MMBtu/hour) when firing pulverized coal and 12.4 MMBtu/hour when firing distillate fuel oil (used as back-up fuel).  Both units are Phase I Substitution and Phase II Acid Rain Units.  These emissions units pre-date PSD regulations, but are regulated under Rule 62-296.405, F.A.C., Fossil Fuel Fired Steam Generators with more than 250 million Btu per Hour Heat Input.  Particulate matter emissions from each unit are controlled by a single stage, high voltage, cold side electrostatic precipitator (Buell Model # BAL 2X38L-44-2P).  

Units 1 and 2 are subject to CAM for controlled emissions of particulate matter.

Units 1 and 2 are utilizing CEMS for compliance purposes for SO2 and opacity.  

Compliance with the heat input limitations is through the use of on-site composite fuel sampling and analysis.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the Title V permit renewal application received June 22, 2004, this facility is a major source of hazardous air pollutants (HAPs).
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