January 25, 2001

Walt Wirfs

Vice President of Lumber and Plywood

Louisiana-Pacific Corporation

111 Southwest Fifth Avenue

Portland, Oregon 97204

Re:
PROPOSED Title V Permit No.: 0630028-004-AV


Marianna Sawmill

Dear Mr. Wirfs:


One copy of the “PROPOSED PERMIT DETERMINATION” for the Marianna Sawmill located at 6112 Old Spanish Trail in Cypress, Jackson County, is enclosed.  This letter is only a courtesy to inform you that the DRAFT permit has become a PROPOSED permit.


An electronic version of this determination has been posted on the Division of Air Resources Management’s world wide web site for the United States Environmental Protection Agency (USEPA) Region 4 office’s review.  The web site address is http://www.dep.state.fl.us/air. 


Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED permit is made by the USEPA within 45 days, the PROPOSED permit will become a FINAL permit no later than 55 days after the date on which the PROPOSED permit was mailed (posted) to USEPA.  If USEPA has an objection to the PROPOSED permit, the FINAL permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn. 


If you have any questions, please contact Rick Bradburn at 850/595-8364, extension 1233.



Sincerely,



Sandra F. Veazey



Air Program Administrator

SFV/rbc

Enclosures

Copy furnished to:

Ms. Geri Shoop, Louisiana-Pacific Corp., Panama City

Ms. Gracy Danois, USEPA, Region 4 (INTERNET E-mail Memorandum)

Scott Sheplak, P.E., FDEP Bureau of Air Regulation

PROPOSED PERMIT DETERMINATION


PROPOSED Permit No.: 0630028-004-AV
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I.  Public Notice.

An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” to Louisiana-Pacific Corporation for the Marianna Sawmill located at 6112 Old Spanish Trail in Cypress, Jackson County was clerked on December 4, 2000.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was published in the Jackson County Floridan on December 20, 2000.  The DRAFT Title V Air Operation Permit was available for public inspection at the permitting authority’s office in Pensacola.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” was received on December 28, 2000.

II.  Public Comment(s).


No comments were received during the 30-day public comment period.  Since no comments were received, the DRAFT Title V Air Operation Permit becomes the PROPOSED Title V Air Operation Permit.

III.  Conclusion.

Since there were no comments received during the Public Notice period, no changes were made to the DRAFT Title V Permit and the permitting authority hereby issues the PROPOSED Permit No.: 0630028-004-AV.
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Permittee:
 



PROPOSED Permit No.:  0630028-004-AV

Louisiana-Pacific Corporation

Facility ID No.: 0630028







SIC Nos.: 24, 2421







Project: Title V Air Operation Permit 








   Revision

This Title V air operation permit revision is for the Marianna Sawmill located at 6112 Old Spanish Trail in Cypress, Florida, Jackson County; UTM Coordinates:  Zone 16, 681.33 km East and 3399.09 km North; Latitude: 30( 42’ 45” North and Longitude:  85( 05’ 15” West.
Statement of Basis:  This Title V air operating permit revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.) and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
Appendix A, MACT Determination

Appendix TV-3, Title V Conditions 

Appendix SS-1, Stack Sampling Facilities 

Table 297.310-1, Calibration Schedule 

Appendix I-1, List of Insignificant Emissions Units and/or Activities

Appendix U-1, List of Unregulated Emissions Units and/or Activities





Effective Date:  October 7, 1997





Renewal Application Due Date:  April 10, 2002





Revision Date:






Expiration Date:   October 7, 2002





FLORIDA DEPARTMENT OF






ENVIRONMENTAL PROTECTION






___________________________                                 






Sandra F. Veazey




 
Air Program Administrator

SFV/rbc
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Section I.  Facility Information.
Subsection A.  Facility Description.
This Title V operating permit revision is for the incorporation of the requirements of construction permit 0630028-003-AC, issued August 22, 2000.

The facility currently consists of a direct wood fired lumber kiln and a sawmill operation.  The kiln has a heat capacity of 25 million Btu per hour.  Shavings from the wood/chip shavings storage silo are transferred pneumatically into the burner system manufactured by McConnell Industries.  Exhaust from the burner provides direct heat to the kiln.  Pollutants are emitted through roof vents in the kiln.

The construction permit (0630028-003-AC) is for the upgrade and expansion of the Marianna Sawmill facility.  The facility is currently classified as a Major or Title V Source of air pollution because potential emissions of volatile organic compounds (VOCs) exceed 100 tons per year, and potential emissions of hazardous air pollutants (HAPs) will exceed 25 tons per year after the expansion.  The VOCs and HAPs (mainly methanol) emissions are produced naturally during the drying process of the lumber in the kilns.

The construction project will include a new optimized small log primary breakdown system, a new ring debarker, log deck modifications, two new green sawdust-fired lumber drying kilns, a new sorter system, a new stacker, a new optimized trimmer, a new board edger, a new optimized log processing system, converting the existing kiln to a green sawdust-fired system, a new pedestal log crane, and a new planer system with a new sorter and strapper.  Also, the existing fuel silo and the associated wood/chip and shavings cyclone will be removed.  

After the facility expansion, each of the three drying kilns will have the design capacity to dry 163,000 board feet of lumber per average 24-hour kiln charge (59,495,000 board feet per year).  The facility has requested a maximum annual limit of 48,900,000 board feet per kiln or a total of 146,700,000 board feet per year (all three kilns) to avoid Prevention of Significant Deterioration.  The drying kilns are regulated under 62-296.410, Carbonaceous Fuel Burning Equipment.

Process Description:

Log yard and debarking operations.  Whole logs are delivered to the sawmill via log transport trucks, unloaded by the new pedestal log crane, and stacked in the log yard.  Logs are loaded onto the log infeed deck where they are cut to the appropriate length.

The cut logs are debarked and then sorted by size.  Log ends are sent to the lilypad chipper to be chipped, and the chips are routed to a vibrating screen to be separated.  Fines passing through the screen are collected and routed to the sawdust bin.  Chips are conveyed to the chip truck bin.  Bark from the debarker is mechanically conveyed to the bark hog.  Hogged bark is mechanically conveyed to the bark bin and then loaded into bark trucks for shipment offsite.  

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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Sawmill.  The debarked logs are conveyed to the chipping saw, which forms the cant (squared-off log).  The cant is then conveyed through the vertical saw assembly, which cuts the cant into dimensional lumber.  The lumber is then trimmed, sorted and stacked.  The green sawdust from the sawmill is captured and transported via "walking floor" trucks to be used as fuel in the dry kiln burners or sold.  Chips from the chipping saws are conveyed to the sawmill chipper.  The stacked lumber is moved to undried lumber storage or sold as rough green lumber.

Lumber dry kilns.  Lumber is then transported to one of the three dry kilns (one existing kiln plus two new kilns).  Each of the 35 MMBtu/hr dry kilns is direct-fired with gasified green sawdust.  The exhaust from combustion of the gasified green sawdust is used to dry the lumber.  The water and VOC driven off the lumber exhausts through vents in the roof of the kilns.  When there is no charge in a kiln, the exhaust from the kiln burner will be vented through a bypass stack.  After the lumber is dried, it is transported to dry lumber storage.

Planermill.  Dried lumber is transported to the planermill where it is sent through a high-speed planer.  Shavings from the planer are pneumatically conveyed to the planermill cyclone on the shavings truck bin.  Overflow from the shavings truck bin falls onto a shavings pile to be loaded directly into a truck.  The planed lumber is graded based on quality and then end-trimmed, stacked, stenciled with the L-P logo, and shipped offsite.

Chipping operation.  Chips from the sawmill chipper and lilypad chipper are mechanically conveyed to the chip screens and sorted with a shaker screen.  Oversized chips are blown to the rechipper where they are rechipped and deposited back onto the chip screens.  Chips that pass through the chip screens are conveyed to the chip truck bin.  When the chip truck bin is full, chips bypass the bin and are dropped onto a chip pile and loaded onto a truck with a front-end loader.  Fines passing through the chip screens are routed to the sawdust bin.  The green sawdust gasifiers consume most of the sawdust.
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U.  ID No.
	Brief Description

	001
	Existing 25 MMBtu/hr Lumber Drying Kiln

	006
	Proposed 35 MMBtu/hr Lumber Drying Kilns 1, 2 and 3



Unregulated Emissions Units and/or Activities
	005
	Fuel and Planermill Cyclones, Sawmill Operation 

	
	


Please reference the Permit No., Facility ID No., and appropriate Emissions Units ID Nos. on all correspondence, test report submittals, applications, etc.

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

This document is provided to the permittee for information purposes only:
Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

These documents are on file with permitting authority:
Initial Title V Permit Application received June 24, 1996.

Revised Title V Permit Application received July 5, 1996.

Construction permit application received May 24, 2000.
Title V Operating Permit Revision Application received October 25, 2000.

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX A, MACT Determination, approved August 18, 2000, is a part of this permit.

2.  APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

3.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants that cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

4.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

5.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

6.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:


a.
Paving and maintenance of roads, parking areas and yards.


b.
Application of water or chemicals to control emissions from such activities as demolition of buildings, grading roads, construction, and land clearing.


c.
Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.


d.
Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.


e.
Landscaping or planting of vegetation.


f.
Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.


g.
Confining abrasive blasting where possible.


h.
Enclosure or covering of conveyor systems.

[Rule 62-296.320(4)(c)2., F.A.C. and permit 0630028-003-AC]

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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7.  Determination of Process Variables.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.

Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62-297.310(5), F.A.C.]

8.  Excess Emissions.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted provided that best operational practices to minimize emissions are adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.

[Rule 62-210.700(1) and (4), F.A.C.]

9.  Permittee shall install and maintain permanent stack sampling facilities, including sampling ports, work platforms, access to work platforms, electrical power, and sampling equipment support.  All stack sampling facilities must meet requirements of Rule 62-297(6), F.A.C and any Occupational Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910, Subparts D and E.

[Rule 62-297.310(6), F.A.C.]

10. When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

11.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Northwest District office:

Department of Environmental Protection

Northwest District Office

160 Governmental Center

Pensacola, Florida  32501-5794

Telephone:  850/595-8364, Fax:  850/595-8096

A copy of all compliance related notifications shall be sent to the Northwest District Branch Office in Panama City at 2353 Jenks Ave, Panama City FL 32405.

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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12.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303

Telephone:  404/562-9155, Fax:  404/562-9164
13.  The Department shall be notified upon commencement of construction.  The Department shall be notified and prior approval shall be obtained of any changes or revisions made during construction.  Projects beyond one year require annual status reports.

[Rule 62-4.030, F.A.C.]

14.  Unregulated Emissions Units and/or Activities.  Appendix U-1, List of Unregulated Emissions Units and/or Activities, is a part of this permit.

[Rule 62-213.440(1), F.A.C.]

15.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	001
	Existing Direct Wood Fired Dry Kiln


The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Capacity.  The maximum heat input of the burner/kiln system is 25 MMBtu per hour.

Records of the heat input to the kiln shall be maintained and available for inspection by the Department.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

A.2.  Methods of Operation - (i.e., Fuels).  The kiln shall be fired by wood waste only.

[Rules 62-4.160(2) and 62-213.440(1), F.A.C.]

A.3.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
A.4.  Visible Emissions.  Visible emissions shall not exceed 20% opacity under normal operation except for up to two minutes in any one hour at not more than 40% opacity. 

[Rule 62-296.410(2)(a), F.A.C.]

Test Methods and Procedures
A.5.  Emissions tests are required to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that the source is capable of compliance at the permitted maximum operating rate.  Tests shall be conducted annually at twelve months intervals.  Results shall be submitted to the Department within 45 days after testing.  The Department shall be notified at least 15 days prior to testing to allow witnessing.

[Rule 62-297.310, F.A.C.]

A.6.  Visible Emissions. The test method for visible emissions shall be EPA test method 9, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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A.7.  Operating Rate During Testing:  Unless otherwise stated in the applicable emission limiting standard rule, testing of emissions shall be conducted with the emissions unit operation at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impractical to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.           [Rule 62-297.310(2), F.A.C.]

A.8.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
Marianna Sawmill
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Subsection B.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	006
	Proposed Gasified Green Sawdust Fired Lumber Drying Kilns 1, 2 and 3


This emission unit is currently under construction.  Upon completion of construction it will consist of two new 35 MMBtu kilns and the conversion of the 25 MMBtu existing kiln (emission unit 001) into a 35 MMBtu unit.

The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters

B.1.  Capacity.  The maximum heat input of each kiln shall not exceed 35 MMBtu per hour.  Records of the heat input to each kiln shall be maintained and available for inspection by the Department.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

B.2.  Methods of Operation - (i.e., Fuels).  The kilns shall be fired by wood waste only.

[Rules 62-4.160(2) and 62-213.440(1), F.A.C.]

B.3.  Lumber Production Limitation.  Lumber processed through this emissions unit (all kilns combined) shall not exceed 146.7 million board feet in any consecutive 12-month period.  Monthly records of the lumber processed shall be maintained and available for inspection by the Department.

[Rule 62-210.200(PTE), F.A.C.]

B.4.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.  

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
B.5.  Visible Emissions.  Visible emissions shall not exceed 30% opacity under normal operation except for up to two minutes in any one hour at not more than 40% opacity. 

[Rule 62-296.410(2)(b)1., F.A.C.]

B.6.  Particulate Matter.  Particulate emissions shall not exceed 0.2 pounds per million Btu of heat input of carbonaceous fuel.   

[Rule 62.296.410(2)(b)2., F.A.C.]

Louisiana-Pacific Corporation
PROPOSED Permit No.:  0630028-004-AV
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Test Methods and Procedures
B.7.  Emissions tests shall be conducted on the burner stack for each kiln to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that the source is capable of compliance at the permitted maximum operating rate.  Such tests shall be conducted within thirty (30) days after initial operation and annually thereafter. The Department shall be notified at least 15 days prior to testing to allow witnessing.  Test results shall be submitted to the Department within 45 days after testing.

[Rule 62-297.310, F.A.C.]

B.8.  Visible Emissions. The test method for visible emissions shall be EPA test method 9, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]

B.9.  Particulate Matter. The test method for particulate matter shall be EPA test method 5, incorporated and adopted by reference in Chapter 62-297, F.A.C.

[Rule 62-297.401, F.A.C.]
B.10.  Operating Rate During Testing:  Unless otherwise stated in the applicable emission limiting standard rule, testing of emissions shall be conducted with the emissions unit operation at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impractical to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.           [Rule 62-297.310(2), F.A.C.]

B.11.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

Reporting Requirements

B.12.  Upon completion of each drying kiln the applicant shall retain a Professional Engineer, registered in the State of Florida, for the inspection of this project.  Upon completion the engineer shall inspect for conformity to the permit application and associated documents. A certification of completion of construction shall be submitted within 75 days after initial operation.

[Rules 62-210.300(2) and 62-4.050(3), F.A.C.]
