FUEL SAMPLING METHOD (Per §63.7521(c))

Take pictures of all sample locations and of sampling for part of file
documentation

Obtain samples in the following manner:
* Belt or Screw Feeder (minimum of 3 samples)

1. Stop feeder and withdraw a 6-inch wide sample from the full width
of the belt or screw. Make sure to get fines and large coarse

material.

Width |
of Feeder W ‘
g . enae AN :-:::::::::::::E:

2. Sample must be 2 Ibs minimum and place in a clean plastic
ziplock bag and label the bag _

3. Fill out the Chain-of-Custody

4, Repeat two more times with each sample being 1-hour apart during
continuous feed of '

5. Sign chain-of-custody sheet

6. Place samples and chain-of-custody sheet in an express package
and send to a certified laboratory '

OR
e Fuel Pile or Truck (minimum of 5§ samples)

1. Locate at a minimum 5 sample locations. Locations are to be
uniform over the entire pile, equally spaced covering the surface of

the pile.



2. At each location, dig 18-inches, use a clean, flat, square shovel to
take a sample, include large pieces. Make sure the shovel is clean

to prevent cross-contamination.

3. Put into clean plastic ziplock bag and label the bag.
4. Complete and sign the chain-of-custody sheet.
5. Place samples and chain-of-custody sheet in an express package

and sent to a certified laboratory.
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