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[bookmark: Facility_Description]Section I.  Facility Information
The purpose of this permit is to renew Title V air operation permit No. 0630028-010-AV, effective July 12, 2013.  There have been no physical or operational changes to this facility since the last permit renewal.  The frequency of PM testing for Kiln 2 was changed from annual to once each permit cycle by Permit No. 0630028-011-AC, issued August 9, 2013.  This change in PM testing for Kiln 2 was incorporated into the Title V permit by Revision No. 0630028-012-AV, effective September 10, 2013.
Subsection A.  Facility Description.
The Marianna Sawmill produces green rough dimensional lumber and dried dimensional lumber.  The existing facility consists of a sawmill, two lumber drying kilns, a planer mill, chippers and ancillary operations.
Sawmill Operations.  Logs are delivered to the sawmill via log transport trucks, unloaded by mobile log handling equipment and stacked in the log yard.  As needed, logs are loaded onto the log infeed deck.  Once on the deck, the logs are conveyed through the ring debarker and then scanned by the log processing system for shape, size, and length.  Each log is then “bucked” or cut to length based upon the computer’s solution.  The logs are conveyed through a series of circular saw blades at fixed intervals (cut-off saws) that cut the logs to the appropriate length.
After bucking, the logs are conveyed to the primary breakdown machine.  Log ends and logs that are of inferior quality are culled and sent to one of two chippers.  Bark from the debarker is mechanically conveyed to the hammer hog.  Hogged (coarsely ground) bark is mechanically conveyed to the bark bin and then loaded into the bark trucks for shipment off-site.  Bark and broken pieces from the log yard are gathered by front-end loaders and dumped onto the bark conveyor that feeds into the hammer hog.
The debarked logs pass across the transfer deck and are conveyed to the primary breakdown machine, which cuts the logs into dimensional lumber.  The sideboards from the primary breakdown machine are conveyed to the edger, which can square the sides to make smaller boards.  Lumber from the primary breakdown machine and edger moves to the landing table where boards of inferior quality are culled (determined defective).  Inferior boards that are large enough are sent back to the edger to be remanufactured into quality boards of smaller size, if possible, and then sent back to the landing table.  The lumber is then conveyed through the end trimmers, sorter, and stacker.  The drop ends from the end trimmer are conveyed to the sawmill chipper.  The green sawdust from the sawmill is mechanically conveyed to the sawdust bin and then either transported via “walking floor” trucks to the fuel storage area, to be used as fuel in the dry kiln burner, or loaded into trucks for shipment off-site.  The stacked green lumber is moved to rough green lumber storage or sold as final product.
Kiln Drying Operations.  Lumber from rough green lumber storage is then transported to one of the two direct-fired lumber dry kilns.  The burner for kiln 1 has a capacity of 25 MMBtu/hr and burns dry wood waste.  The burner for kiln 2 has a capacity of 35 MMBtu/hr and burns green sawdust.  The exhaust from combustion is used to dry the lumber.  The water and volatile organic compounds (VOCs) driven off the lumber exhausts through vents in the roof of the kilns.  When there is no charge in a kiln, the exhaust from the gasified green sawdust-fired burner will be vented through a burner stack.  After the lumber is dried, it is transported to rough dry lumber storage.
Kilns 1 and 2 are regulated by 40 CFR 63 Subpart DDDD - National Emission Standards for Hazardous Air Pollutants (NESHAP) for Plywood and Composite Wood Products.  Pursuant to 40 CFR 63.2231, NESHAP Subpart DDDD applies to “lumber kilns located at any facility”.  Additionally, per 40 CFR 63.2252, process units not subject to the compliance options or work practice requirements specified in 40 CFR 63.2240 (including, but not limited to, lumber kilns), are not required to comply with the compliance options, work practice requirements, performance testing, monitoring, SSM plans, and recordkeeping or reporting requirements of this subpart, or any other requirements in subpart A of this part, except for the initial notification requirements in 40 CFR 63.9(b).
The lumber drying kilns are not subject to the Compliance Assurance Monitoring (CAM) requirements of 40 CFR 64 because the kilns have no add-on emissions control equipment.
Planer Mill Operations.  Lumber from rough dry lumber storage is transported to the planer mill where it is sent through a high-speed planer.  Shavings from the planer area are pneumatically conveyed to one of two planer mill cyclones and dropped into either the shavings storage bin or fuel silo.  Overflow from the shavings truck bin fall onto a shavings pile to be loaded into trucks and shipped off-site.  The planed lumber is mechanically conveyed from the planer to a grader where it is separated based on quality.  The lumber is then end-trimmed, stacked, stenciled with the Mill logo and shipped off-site.
Chipping Operations.  Chips from the two sawmill chippers are mechanically conveyed to the chip screens and sorted with a shaker screen.  Oversized chips that do not pass through the screens are conveyed to the fuel storage area.  Chips that pass through the top screen are conveyed to the chip truck bin and fines passing through the lower screen are routed to the sawdust bin.  As part of the chipping operations, tub grinders, which are large portable chippers, are brought on-site once or twice a year to chip up the old logs and waste logs.  Approximately 1,500 tons of material will pass through the grinder during this two to three-week period each year.
Ancillary Operations.  The facility has a fuel depot, which contains three diesel tanks and a gasoline tank.  The fuel depot is used for fueling on-site vehicles and rolling stock.  The facility has one hydraulic oil storage tank and numerous small hydraulic oil reservoirs.  In addition, there are a few miscellaneous processes involving the use of organic liquids.  These include: parts washing units, knife sharpening solution, and paint storage for the stenciling operation.
[image: return arrow]Back to Table of Contents 
[bookmark: Summary_of_EUs]Subsection B.  Summary of Emissions Units.
	EU No.
	Brief Description

	Regulated Emissions Units

	001
	Lumber Drying Kiln 1

	006
	Lumber Drying Kiln 2

	Unregulated Emissions Units and Activities 
(see Appendix U, List of Unregulated Emissions Units and/or Activities)

	005
	Fuel and Planer Mill Cyclones, Sawmill Operation

	007
	Sawmill Wood Waste Chipper with Integral Cyclone


Also included in this permit are miscellaneous insignificant emissions units and/or activities (see Appendix I, List of Insignificant Emissions Units and/or Activities).
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[bookmark: Applicable_Regulations]Subsection C.  Applicable Regulations.
Based on the Title V air operation permit renewal application received November 6, 2017, this facility is a major source of hazardous air pollutants (HAP).  The existing facility is a prevention of significant deterioration (PSD) major source of air pollutants in accordance with Rule 62-212.400, F.A.C.  A summary of applicable regulations is shown in the following table.
	Regulation
	EU No(s).

	Federal Rule Citations

	40 CFR 63, Subpart A - NESHAP General Conditions
	EU 001, EU 006

	40 CFR 63, Subpart DDDD – NESHAP for Plywood and Composite Wood Products
	EU 001, EU 006

	

	State Rule Citations

	62-4.040, F.A.C.  - Exemptions
	Facility-Wide

	62-212.400, F.A.C.  - Prevention of Significant Deterioration (PSD)
	Facility-Wide

	62-213.420, F.A.C.  - Permit Applications
	Facility-Wide

	62-213.430, F.A.C.  - Permit Issuance, Renewal, and Revision
	Facility-Wide

	62-213.440, F.A.C.  - Permit Content
	Facility-Wide

	62-213.900, F.A.C.  - Forms and Instructions
	Facility-Wide

	62-296.320, F.A.C.  - General Pollutant Emission Limiting Standards
	Facility-Wide

	62-4.070, F.A.C.  - Standards for Issuing or Denying Permits
	EU 001, EU 006

	62-210.200(PTE), F.A.C.  - Definitions
	EU 001, EU 006

	62-210.700, F.A.C.  - Excess Emissions
	EU 001, EU 006

	62-213.410, F.A.C.  - Changes Without Permit Revision
	EU 001, EU 006

	62-296.410, F.A.C.  - Carbonaceous Fuel Burning Equipment
	EU 001, EU 006

	62-297.310, F.A.C.  - General Emissions Test Requirements
	EU 001, EU 006
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SECTION I.  FACILITY INFORMATION.

Spanish Trail Lumber Company, L.L.C.	DRAFT/PROPOSED Permit No.  0630028-013-AV
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[bookmark: FW_Conditions]The following conditions apply facility-wide to all emission units and activities:
FW1.   Appendices.  The permittee shall comply with all documents identified in Section IV, Appendices, listed in the Table of Contents.  Each document is an enforceable part of this permit unless otherwise indicated.  [Rule 62-213.440, F.A.C.]
Emissions and Controls
FW2.   Not federally Enforceable.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  [Rules 62-296.320(2) and 62-210.200(Definitions), F.A.C.]
FW3.   General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  [Rule 62-296.320(1), F.A.C.]
{Permitting Note:  Nothing is deemed necessary and ordered at this time.}
FW4.   General Visible Emissions.  No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity.  This regulation does not impose a specific testing requirement.  [Rule 62-296.320(4)(b), F.A.C.]
FW5.   Unconfined Particulate Matter.  No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:
a. Paving and maintenance of roads, parking areas, and yards.
b. Application of water to control emissions from such activities as demolition of buildings, grading roads, construction, and land clearing.
c. Application of water or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.
d. Removal of particulate matter from roads and other paved areas to prevent re-entrainment, and from buildings or work areas to prevent particulate from becoming airborne.
e. Landscaping or planting of vegetation.
[Rule 62-296.320(4)(c), F.A.C.; and, proposed by applicant in Title V air operation permit renewal application received November 6, 2017]
Reports and Fees 
See Appendix RR, Facility-wide Reporting Requirements for additional details.
FW6.   Electronic Annual Operating Report and Title V Annual Emissions Fees.  The information required by the Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous calendar year, to the Department of Environmental Protection’s (DEP) Division of Air Resource Management.  Each Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report (EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.  Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C.  Each Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount determined as set forth in subsection 62-213.205(1), F.A.C.  The annual fee shall only apply to those regulated pollutants, except carbon monoxide and greenhouse gases, for which an allowable numeric emission-limiting standard is specified in the source’s most recent construction permit or operation permit.  Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee that is due.  The submission of the annual Title V emissions fee payment is also due (postmarked) by April 1st of each year.  A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated total fee shall be submitted to:  Major Air Pollution Source Annual Emissions Fee, Post Office Box 3070, Tallahassee, Florida 32315-3070.  Additional information is available by accessing the Title V Annual Emissions Fee On-line Information Center at the following Internet web site:  http://www.dep.state.fl.us/air/emission/tvfee.htm.  [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.; and, §403.0872(11), Florida Statutes (2013)]
{Permitting Note:  Resources to help you complete your AOR are available on the electronic AOR (EAOR) website at:  http://www.dep.state.fl.us/air/emission/eaor.  If you have questions or need assistance after reviewing the information posted on the EAOR website, please contact the Department by phone at (850) 717-9000 or email at eaor@dep.state.fl.us.}
{Permitting Note:  The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been repealed.  A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each year.}
FW7.   Annual Statement of Compliance.  The permittee shall submit an annual statement of compliance to the compliance authority at the address shown on the cover of this permit and to the US.  EPA at the address shown below within 60 days after the end of each calendar year during which the Title V air operation permit was effective.  (See also Appendix RR, Conditions RR1 and RR7.)  [Rules 62-213.440(3)(a)2. & 3., and (b), F.A.C.]
U.S.  Environmental Protection Agency, Region 4
Atlanta Federal Center
61 Forsyth Street, SW
Atlanta, Georgia 30303
Attn:  Air Enforcement Branch
FW8.   Semi-Annual Monitoring Reports.  The permittee shall monitor compliance with the terms and conditions of this permit and shall submit reports of any deviations from the requirements of these conditions at least every six (6) months.  All instances of deviations from permit requirements must be clearly identified in such reports, including reference to the specific requirement and the duration of such deviation.  All reports shall be accompanied by a certification by a responsible official, pursuant to subsection 62-213.420(4), F.A.C.  (See also Conditions RR2. – RR4. of Appendix RR, Facility-wide Reporting Requirements, for additional reporting requirements related to deviations.)  [Rule 62-213.440(1)(b)3.a., F.A.C.] 
{Permitting Note:  EPA has clarified that, pursuant to 40 CFR 70.6(a)(3), the word “monitoring” is used in a broad sense and means monitoring (i.e., paying attention to) the compliance of the source with all emissions limitations, standards, and work practices specified in the permit.}
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SECTION II.  FACILITY-WIDE CONDITIONS.

[bookmark: Sub_A]The specific conditions in this section apply to the following emissions unit:
	

EU No.
	Brief Description

	001
	Lumber Drying Kiln 1


[bookmark: _Hlk497143919]This emissions unit is a direct-fired lumber drying batch kiln.  Startup date is April 27, 1992.  Kiln 1’s burner has a maximum heat input rate of 25 MMBtu/hr and burns clean dry wood waste.  The exhaust from combustion is used to dry the lumber.  Kiln 1 has an average charge design capacity of 163 thousand board feet per charge (MBF/charge) with an average charge time of 24 hours/charge.
The drying process removes water and volatile organic compounds (VOC) from the lumber, which exhaust through vents in the roof of the Kiln.  Each vent is approximately 12” x 12” and can be opened or closed to keep a constant temperature inside the Kiln.  Only half of the vents are open at any given time.  Kiln 1 is regulated by 40 CFR 63 Subpart DDDD.
Essential Potential to Emit (PTE) Parameters
A.1. Permitted Capacity.  The maximum allowable heat input rate is as follows:
	EU No.
	MMBtu/hr Heat Input 
	Fuel Type

	001, Kiln 1
	25
	Clean dry wood waste only


[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; and Permit No. 0630028-008-AC.]
A.2. Methods of Operation.  Fuels.  The fuel that is allowed to be burned in this unit is clean dry wood waste only.  [Rule 62-213.410, F.A.C., and Permit No. 0630028-008-AC]
A.3. Hours of Operation.  This emissions unit may operate continuously (8,760 hours/year).  [Rule 62-210.200(PTE), F.A.C., and Permit No. 0630028-008-AC]
A.4. Lumber Production Limit.  The maximum lumber throughput rate of Kiln 1, when combined with the lumber throughput rate of Kiln 2, shall not exceed 146,700,000 board feet of lumber in any consecutive 12-month period.  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; and Permit No. 0630028-008-AC]
Emission Limitations and Standards
[bookmark: _Hlk497143579]Unless otherwise specified, the averaging times are based on the specified averaging time of the applicable test method.
A.5. [bookmark: _Hlk498943870]Visible Emissions.  Visible emissions shall not exceed 20 percent opacity except that visible emissions not exceeding 27 percent opacity shall be allowed for one six-minute period in any one-hour period.  [Rule 62-296.410(2)a., F.A.C.]
[bookmark: _Hlk498944206]{Permit Note: VE limit for Rule 62-296.410(2)a., F.A.C., was amended July 10, 2014.}
Excess Emissions
[bookmark: _Hlk497143631]Rule 62-210.700 (Excess Emissions), F.A.C.  cannot vary any requirement of an NSPS, NESHAP or Acid Rain program provision.
A.6. Excess Emissions Allowed.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted provided (1) best practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24-hour period unless specifically authorized by the Department for longer duration.  [Rule 62-210.700(1), F.A.C.]
A.7. Excess Emissions Prohibited.  Excess emissions that are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(1), F.A.C.]
A.8. [bookmark: _Hlk497145140]Excess Emissions Notification.  In case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.  [Rule 62-210.700(5), F.A.C.]
Test Methods and Procedures
A.9. Test Methods.  When required, tests shall be performed in accordance with the following reference method:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above method is described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other method may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C.]
A.10. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this permit.  [Rule 62-297.310, F.A.C.]
A.11. [bookmark: _Hlk497910016]Annual Compliance Tests Required.  During each calendar year (January 1st to December 31st), EU 001, Kiln 1, shall be tested to demonstrate compliance with the emissions standards for Visible Emissions.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us.  [Rule 62-297.310(8), F.A.C.]
Recordkeeping and Reporting Requirements
A.12. Lumber Production Records.  The owner or operator shall maintain records of the amount of lumber processed through Kiln 1.  Records of the daily, monthly and rolling twelve-month totals of the lumber processed through this emissions unit shall be maintained and made available for inspection by the Department upon request.  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; and Permit No. 0630028-008-AC]
A.13. Heat Input Records.  Hourly records of the fuel and heat inputs to Kiln 1 and the 24-hour average heat input shall be maintained and made available for inspection by the Department.  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; and Permit No. 0630028-008-AC]
[bookmark: _Hlk497378310][image: return arrow]Back to Table of Contents 

SECTION III.  EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A.  Emissions Unit 001

[bookmark: Sub_B]The specific conditions in this section apply to the following emissions unit:
	

EU No.
	Brief Description

	006
	Lumber Drying Kiln 2


This emissions unit is a direct-fired lumber drying batch kiln.  Startup date is October 18, 2001.  Kiln 2’s burner has a maximum heat input rate of 35 MMBtu/hr and burns green sawdust.  The exhaust from combustion is used to dry the lumber.  Kiln 2 has an average charge design capacity of 163 thousand board feet per charge (MBF/charge) with an average charge time of 29.2 hours/charge.
The drying process removes water and VOC from the lumber, which exhaust through vents in the roof of the Kiln.  Each vent is approximately 12” x 12” and can be opened or closed to keep a constant temperature inside the Kiln.  Only half of the vents are open at any given time.  Kiln 2 is regulated by 40 CFR 63 Subpart DDDD.
Essential Potential to Emit (PTE) Parameters
B.1.	Permitted Capacity.  The maximum allowable heat input rate is as follows:
	EU No.
	MMBtu/hr Heat Input 
	Fuel Type

	006, Kiln 2
	35
	Green sawdust only


[bookmark: _Hlk497144165][bookmark: _Hlk498523682][Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; Permit No. 0630028-008-AC; and Alternate Fuel Sampling Method]
B.2. Methods of Operation.  Fuels.  The fuel that is allowed to be burned in this unit is green sawdust only.  [Rule 62-213.410, F.A.C., and Permit No. 0630028-008-AC]
B.3. Hours of Operation.  This emissions unit may operate continuously (8,760 hours/year).  [Rule 62-210.200(PTE), F.A.C., and Permit No. 0630028-008-AC]
B.4. Lumber Production Limit.  The maximum lumber throughput rate of Kiln 2, when combined with the lumber throughput rate of Kiln 1, shall not exceed 146,700,000 board feet of lumber in any consecutive 12-month period.  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; and Permit No. 0630028-008-AC]
Emission Limitations and Standards
Unless otherwise specified, the averaging times are based on the specified averaging time of the applicable test method.
B.5. Visible Emissions.  Visible Emissions shall not exceed 30 percent opacity except that visible emissions not exceeding 33 percent opacity shall be allowed for one six-minute period in any one-hour period.  [Rule 62-296.410(2)(b)1., F.A.C.]
{Permit Note: VE limit for Rule 62-296.410(2)a., F.A.C., was amended July 10, 2014.}
B.6. Particulate Matter.  Particulate emissions shall not exceed 0.2 pounds per million Btu of heat input of carbonaceous fuel.  [Rule 62-296.410(2)(b)2., F.A.C.]
Excess Emissions
Rule 62-210.700 (Excess Emissions), F.A.C.  cannot vary any requirement of an NSPS, NESHAP or Acid Rain program provision.
B.7. Excess Emissions Allowed.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted provided (1) best practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24-hour period unless specifically authorized by the Department for longer duration.  [Rule 62-210.700(1), F.A.C.]
B.8. Excess Emissions Prohibited.  Excess emissions that are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(1), F.A.C.]
B.9. [bookmark: _Hlk498944829]Excess Emissions Notification.  In case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.  [Rule 62-210.700(5), F.A.C.]
Test Methods and Procedures
B.10. Test Methods.  Required tests shall be performed in accordance with the following reference methods: 
	Method
	Description of Method and Comments

	5
	Determination of Particulate Emissions from Stationary Sources

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C.]
B.11. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this permit.  [Rule 62-297.310, F.A.C.]
B.12. Frequency of Compliance Tests.  During each calendar year (January 1st to December 31st), EU 006, Kiln 2, shall be tested to demonstrate compliance with the emissions standards for VE.  Once every five years prior to obtaining a renewed operating permit, Kiln 2 shall be tested to demonstrate compliance with the emissions standard for PM.  The testing shall be scheduled within 12 months of the facility’s Title V permit renewal application due date so that the results can be included with the submission of the application.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us.  [Rules 62-297.310(8) and 62-4.070(3), F.A.C.; and Permit No. 0630028-011-AC]
Recordkeeping and Reporting Requirements
B.13. Lumber Production Records.  The owner or operator shall maintain records of the amount of lumber processed through Kiln 2.  Records of the daily, monthly and rolling twelve-month totals of the lumber processed through this emissions unit shall be maintained and made available for inspection by the Department upon request.  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; and Permit No. 0630028-008-AC]
B.14. Heat Input Records.  Hourly records of the fuel and heat inputs to Kiln 2 and the 24-hour average heat input shall be maintained and made available for inspection by the Department.  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.; and Permit No. 0630028-008-AC]
Back to Table of Contents 

image3.gif




image1.gif




image2.png




image4.png




