STATEMENT OF BASIS
Facility Name:  Wolverine Gasket Division, Eagle-Picher Industries

Facility ID No.:  0690008

Lake County

Revision of Title V Air Operation Permit 0690008-004-AV

DRAFT Permit No.:  0690008-006-AV 

This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit is the revision of Title V Air Operation Permit No. 0690008-004-AV to incorporate the use of a single Regenerative Thermal Oxidizer to replace two thermal oxidizers. The replacement oxidizer is a Durr Environmental, Model R25-V2-85 to control air emissions from the coil coater. The oxidizer will be fired by natural gas or propane only.     

This facility consists of a surface coating facility which includes a coil coater, a butyl dip coating line, a hylene dip coating line, four incinerators, and facility-wide fugitive emissions. The coil coater includes a permanent total enclosure to ensure that 100% of the VOC emissions from the coil coating line are captured and conveyed to a thermal oxidizer. The hylene drying line line is used to dry shims.  VOC emissions are captured and conveyed to a non-catalytic recuperative thermal incinerator (Maxon Combustifume with Honeywell Temperature Control) and which has a minimum VOC reduction efficiency of ninety percent of the VOCs that enter the incinerator inlet.

The hylene dip coating line is used to coat parts with hylene. This line consists of dip tanks, spin dryer, and the capture hoods and ductwork used to capture and convey toluene and methyl ethyl ketone fumes, which are VOCs, to a Cincinnati Industrial Machinery Model FI-800-9 Incinerator. The incinerator has a minimum VOC reduction efficiency of ninety percent of the VOCs which enter the incinerator inlet

The facility is subject to 40 CFR 63 Subpart SSSS, Surface Coating of Metal Coil beginning June 10, 2005.

The facility is subject to these emission limitations, with record keeping as the compliance method.:

1) Visible emissions from the incinerator must comply with Rule 62-296.401(1)(a), F.A.C., no visible emissions (5 percent opacity) except that visible emissions not exceeding 20 percent opacity are allowed for up to three minutes in any one-hour period. 

2) Volatile organic compounds (VOC) shall not exceed 96.4, 5.5, 28.4 tons per consecutive twelve months, for the coil coater, hylene drying line, hylene dip line, respectively.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit renewal application received January 9, 2002, this facility is a major source of hazardous air pollutants (HAPs).

