Florida Department of s
Environmental Protection el Kottkamp
Lt. Governor

Central District Office
3319 Maguire Boulevard, Suite 232 Michael W. Sole
Orlando, Florida 32803-3767 Secretary

E-CORRESPONDENCE
terry.ray@eaglepicher.com

Terry Ray, Plant Manager
Wolverine Advanced Materials
10825 S.R 44

Leesburg, FL 34788

Re:  DRAFT Title V Air Operation Permit No.: 0690008-007-AV
Surface Coating Facility

Dear Mr. Ray:

One copy of the notice and the DRAFT Title V Air Operation Permit for the Surface Coating
Facility, located at 10825 S.R. 44, Lisbon, Lake County, Florida, is enclosed. The permitting authority's
“INTENT TO ISSUE A TITLE V_AIR OPERATION PERMIT” and the “PUBLIC NOTICE OF
INTENT TO ISSUE A TITLE V AIR OPERATION PERMIT” are also included.

An electronic version of the DRAFT Permit will be posted on the Division of Air Resources
Management’s world wide web site for the United States Environmental Protection Agency (USEPA)
Region 4 office’s review. The web site address is:

http://www.dep.state.fl.us/air/eproducts/ards/default.asp

The “PUBLIC NOTICE OF INTENT TO ISSUE A TITLE V. AIR OPERATION PERMIT™ must
be published as soon as possible upon receipt of this letter. Proof of publication, i.e., newspaper affidavit,
must be provided to the permitting authority’s office within 7 (seven) days of publication pursuant to
Rule 62-110.106(5), F.A.C. Failure to publish the notice and provide proof of publication within the
allotted time may result in the denial of the permit pursuant to Rule 62-110.106(11), F.A.C.

Please submit any written comments you wish to have considered concerning the permitting
authority's proposed action to Alan Zahm P.E., at the above letterhead address. If you have any other
questions, please contact Mr. Zahm at 407/893-3335.

incerely,

w2 V) Y epo e
jﬁmes N. Bradner, P.E.
&K Program Administrator

Air Resources Management
JNB/azt
Enclosures

“More Protection, Less Process”
www.dep.state.fl.us



In the Matter of an
Application for Permits by:

Wolverine Advanced Materials DRAFT Title V Operation Permit No.: 0690008-007-AV
10825 S.R. 44 Surface Coating Facility
Lisbon. FL. 34788 Lake County

Attn: Terry Ray, Plant Manager

INTENT TO ISSUE A TITLE V AIR OPERATION PERMIT

The Florida Department of Environmental Protection (permitting authority) gives notice of its
intent to issue a DRAFT Title V Air Operation Permit (copy of Draft Title V Air Operation Permit
attached) for the Title V source detailed in the application specified above, for the reasons stated below.

The applicant, Wolverine Advanced Materials, applied on January 11, 2007, to the permitting
authority for a Title V Air Operation Permit for the Surface Coating Facility, located at 10825 S. R. 44,
Lisbon, Lake County, Florida.

The permit will allow operation of the existing surface coating facility that includes a coil
coating line, a hylene drying line, and a hylene dip coating line. This facility is a source of air emissions.

The permitting authority has permitting jurisdiction under the provisions of Chapter 403, Florida
Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213. This
source is not exempt from Title V permitting procedures. The permitting authority has determined that a
Title V Air Operation Permit are required to continue operations at the described facility.

The permitting authority intends to issue the Title V Air Operation Permit based on the belief
that reasonable assurances have been provided to indicate that operation of the source will not adversely
impact air quality, and the source will comply with all appropriate provisions of Chapters 62-4, 62-204,
62-210, 62-212, 62-213, 62-256, 62-257, 62-281, 62-296, and 62-297, F.A.C.

Pursuant to Sections 403.815 and 403.0872, F.S., and Rules 62-103.150 and 62-210.350(3),
F.A.C., you (the applicant) are required to publish at your own expense the enclosed “PUBLIC NOTICE
OF INTENT TO ISSUE A TITLE V AIR OPERATION PERMIT.” The notice shall be published one
time only as soon as possible in the legal advertisement section of a newspaper of general circulation in
the area affected. For the purpose of these rules, "publication in a newspaper of general circulation in the
area affected" means publication in a newspaper meeting the requirements of Sections 50.011 and
50.031, F.S., in the county where the activity is to take place. If you are uncertain that a newspaper meets
these requirements, please contact the permitting authority at the address or telephone number listed
below. The applicant shall provide proof of publication to the permitting authority’s office, 3319
Maguire Boulevard, Suite 232, Orlando, Florida 32803, [Telephone: 407/894-7555, Fax: 407/897-5963]
within 7 (seven) days of publication. Failure to publish the notice and provide proof of publication within
the allotted time may result in the denial of the permit pursuant to Rule 62-110.106(5), F.A.C.

The permitting authority will issue the PROPOSED Title V Air Operation Permit, and
subsequent FINAL Title V Air Operation Permit, in accordance with the conditions of the enclosed
DRAFT Title V Air Operation Permit unless a response received in accordance with the following
procedures results in a different decision or significant change of terms or conditions.
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The permitting authority will accept written comments concerning the proposed Title V Air
Operation Permit issuance action for a period of 30 (thirty) days from the date of publication of the
«pUBLIC NOTICE OF INTENT TO ISSUE A TITLE V_AIR OPERATION PERMIT.” Written
comments should be provided to the permitting authority office. Any written comments filed shall be
made available for public inspection. If written comments received result in a significant change in this
DRAFT Title V Air Operation Permit, the permitting authority shall issue a Revised DRAFT Title V Air
Operation Permit and require, if applicable, another Public Notice.

A person whose substantial interests are affected by the proposed permitting decision may
petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S. The petition
must contain the information set forth below and must be filed (received) in the Office of General
Counsel at 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, FL 32399-3000, Telephone:
850/245-2242, Fax: 850/245-2303. Petitions filed by the permit applicant or any of the parties listed
below must be filed within 14 (fourteen) days of receipt of this notice of intent. Petitions filed by any
persons other than those entitled to written notice under Section 120.60(3), F.S., must be filed within 14
(fourteen) days of publication of the public notice or within 14 (fourteen) days of receipt of this notice of
intent, whichever occurs first. Under Section 120.60(3), F.S., however, any person who asked the
permitting authority for notice of agency action may file a petition within 14 (fourteen) days of receipt of
that notice, regardless of the date of publication. A petitioner shall mail a copy of the petition to the
applicant at the address indicated above, at the time of filing. The failure of any person to file a petition
within the appropriate time period shall constitute a waiver of that person’s right to request an
administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this
proceeding and participate as a party to it. Any subsequent intervention will be only at the approval of the
presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.

A petition that disputes the material facts on which the permitting authority’s action is based
must contain the following information:

(a) The name and address of each agency affected and each agency’s file or identification
number, if known;

(b) The name, address, and telephone number of the petitioner; the name, address and telephone
number of the petitioner’s representative, if any, which shall be the address for service purposes during
the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be
affected by the agency determination;

(c) A statement of how and when each petitioner received notice of the agency action or
proposed action;

(d) A statement of all disputed issues of material fact. If there are none, the petition must so
indicate;

(e) A concise statement of the ultimate facts alleged, as well as the rules and statutes which
entitle the petitioner to relief;

(f) A statement of the specific rules or statutes the petitioner contends require reversal or
modification of the agency’s proposed action; and,

(g) A statement of the relief sought by the petitioner, stating precisely the action petitioner
wishes the agency to take with respect to the agency’s proposed action.

A petition that does not dispute the material facts upon which the permitting authority’s action is
based shall state that no such facts are in dispute and otherwise shall contain the same information as set
forth above, as required by Rule 28-106.301, F.A.C.
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Because the administrative hearing process is designed to formulate final agency action, the
filing of a petition means that the permitting authority’s final action may be different from the position
taken by it in this notice of intent. Persons whose substantial interests will be affected by any such final
decision of the permitting authority on the application(s) have the right to petition to become a party to
the proceeding, in accordance with the requirements set forth above.

Mediation will not be available in this proceeding.

Finally, pursuant to 42 United States Code (U.S.C.) Section 7661d(b)(2), any person may
petition the Administrator of the EPA within 60 (sixty) days of the expiration of the Administrator's 45
(forty-five) day review period as established at 42 U.S.C. Section 7661d(b)(1), to object to issuance of
any permit revision. Any petition shall be based only on objections to the permit revision that were raised
with reasonable specificity during the 30 (thirty) day public comment period provided in this notice,
unless the petitioner demonstrates to the Administrator of the EPA that it was impracticable to raise such
objections within the comment period or unless the grounds for such objection arose after the comment
period. Filing of a petition with the Administrator of the EPA does not stay the effective date of any
permit properly issued pursuant to the provisions of Chapter 62-213, F.A.C. Petitions filed with the
Administrator of EPA must meet the requirements of 42 U.S.C. Section 7661d(b)(2) and must be filed
with the Administrator of the EPA at: U.S. EPA, 401 M Street, S.W., Washington, D.C. 20460.

Executed in Orlando, Florida.

STATE OF FLORIDA DEPARTMENT
NVIRONMENTAL PROTECTION

ames N. Bradner, P.E.
Program Administrator
Air Resources Management
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CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this INTENT TO
ISSUE A TITLE V AIR OPERATION PERMIT (including the PUBLIC NOTICE and the DRAFT Title

V Air Operation Permit package) and all c7oyes ;were sent by certified mail or electronically (with Read
77

Receipt) before the close of business on \3//07 to the person(s) listed:

E-CORRESPONDENCE
terry.ray@eaglepicher.com

Terry Ray, Plant Manager
Wolverine Advanced Materials
10825 S.R 44

Leesburg, FL. 34788

In addition, the undersigned duly designated deputy agency clerk hereby certifies that copies of
this INTENT TO ISSUE A TITLE V AIR OPERATION PERMIT (including the PUBLIC NOTICE and
the DRAFT Title V Air Operation Permit) were sent by U.S. mail or electronically (with Read Receipt)
on the same date to the person(s) listed or as otherwise noted:

Kennard F. Kosky, P.E. (kkosky@golder.com)

In addition, the undersigned duly designated deputy agency clerk hereby certifies that copies of this
INTENT TO ISSUE A TITLE V AIR OPERATION PERMIT (including the DRAFT Title V Air
Operation Permit package) were sent by U.S. mail or electronically (with Read Receipt) on the same date
to the person(s) listed or as otherwise noted:

Caroline Shine, FDEP
Barbara Friday, BAR [Barbara.Friday@dep.state.fl.us] (for posting with Region 4, USEPA)

Clerk Stamp

FILED, on this date, pursuant to Section 120.52, F. S.,
with the designated Department Clerk, receipt of which
is hereby acknowledged.

\ﬁ%%um 7/.3/07

- C]erk/ﬂ Date




PUBLIC NOTICE OF INTENT TO ISSUE A TITLE V AIR OPERATION PERMIT

Florida Department of Environmental Protection
Central District

DRAFT Title V Air Operation Permit No.: 0690008-007-AV
Wolverine Advanced Materials
Surface Coating Facility
Lake County

The Florida Department of Environmental Protection (permitting authority) gives notice of its
intent to issue a Title V Air Operation Permit to Wolverine Advanced Materials, for a Surface Coating
Facility, located at 10825 S.R. 44, Lisbon, Lake County, Florida. The applicant’s name and address are:
Wolverine Advanced Materials, 10825 S.R. 44, Lisbon, FL 34788, Attention: Mr. Terry Ray, Plant
Manager.

Title V Air Operation Permit No. 0690008-007-AV will allow operation of the existing surface
coating facility that includes a coil coating line, a hylene drying line, and a hylene dip coating line. This
facility is a source of air emissions.

The permitting authority will issue the PROPOSED Title V Air Operation Permit and subsequent
FINAL Title V Air Operation Permit, in accordance with the conditions of the DRAFT Title V Air
Operation Permit unless a response received in accordance with the following procedures results in a
different decision or significant change of terms or conditions.

The permitting authority will accept written comments concerning the proposed Title V Air
Operation Permit issuance action for a period of 30 (thirty) days from the date of publication of this
Public Notice. Written comments must be post-marked and all facsimile comments must be received by
the close of business (5:00 pm), on or before the end of this 30-day period, by the Permitting Authority at
the Florida Department of Environmental Protection, 3319 Maguire Blvd., Suite 232, Orlando, Florida
32803 (telephone: 407/894-7555; fax: 407/897-5963). As part of his or her comments, any person may
also request that the Permitting Authority hold a public meeting on this permitting action. If the
Permitting Authority determines there is sufficient interest for a public meeting, it will publish notice of
the time, date, and location on the Department’s official web site for notices at http://faw.dos.state.fl.us/
and in a newspaper of general circulation in the area affected by the permitting action. For additional
information, contact the Permitting Authority at the above address or phone number. If written comments
or comments received at a public meeting result in a significant change in this DRAFT Permit, the
Permitting Authority shall issue a Revised DRAFT Permit and require, if applicable, another Public
Notice. All comments filed will be made available for public inspection.

A person whose substantial interests are affected by the proposed permitting decision may
petition for an administrative hearing in accordance with Sections 120.569 and 120.57 of the Florida
Statutes (F.S.). The petition must contain the information set forth below and must be filed (received) in
the Office of General Counsel, 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, FLL 32399-
3000, Telephone: 850/245-2242, Fax: 850/245-2303. Petitions filed by any persons other than those
entitled to written notice under Section 120.60(3), F.S., must be filed within 14 (fourteen) days of
publication of the public notice or within 14 (fourteen) days of receipt of the notice of intent, whichever
occurs first. Under Section 120.60(3), F.S., however, any person who asked the permitting authority for
notice of agency action may file a petition within 14 (fourteen) days of receipt of that notice, regardless
of the date of publication. A petitioner shall mail a copy of the petition to the applicant at the address
indicated above, at the time of filing. The failure of any person to file a petition within the applicable
time period shall constitute a waiver of that person’s right to request an administrative determination
(hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a
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Page numbers are only included for administrative purposes.



party to it. Any subsequent intervention will be only at the approval of the presiding officer upon the
filing of a motion in compliance with Rule 28-106.205 of the Florida Administrative Code (F.A.C.).

A petition that disputes the material facts on which the permitting authority’s action is based
must contain the following information:

(a) The name and address of each agency affected and each agency’s file or identification
number, if known;

(b) The name, address and telephone number of the petitioner; name address and telephone
number of the petitioner’s representative, if any, which shall be the address for service purposes during
the course of the proceeding; and an explanation of how petitioner’s substantial rights will be affected by
the agency determination;

(c) A statement of how and when the petitioner received notice of the agency action or proposed
action;

(d) A statement of all disputed issues of material fact. If there are none, the petition must so state;

(e) A concise statement of the ultimate facts alleged, as well as the rules and statutes which
entitle petitioner to relief;

(f) A statement of the specific rules or statutes the petitioner contends require reversal or
modification of the agency’s proposed action; and,

(g) A statement of the relief sought by the petitioner, stating precisely the action petitioner
wishes the agency to take with respect to the agency’s proposed action.

A petition that does not dispute the material facts upon which the permitting authority’s action is
based shall state that no such facts are in dispute and otherwise shall contain the same information as set
forth above, as required by Rule 28-106.301, F.A.C.

Because the administrative hearing process is designed to formulate final agency action, the
filing of a petition means that the permitting authority’s final action may be different from the position
taken by it in this notice of intent. Persons whose substantial interests will be affected by any such final
decision of the permitting authority on the application(s) have the right to petition to become a party to
the proceeding, in accordance with the requirements set forth above.

Mediation is not available for this proceeding.

In addition to the above, pursuant to 42 United States Code (U.S.C.) Section 7661d(b)(2), any
person may petition the Administrator of the EPA within 60 (sixty) days of the expiration of the
Administrator's 45 (forty-five) day review period as established at 42 U.S.C. Section 7661d(b)(1), to
object to issuance of any Title V permit. Any petition shall be based only on objections to the Title V
permit that were raised with reasonable specificity during the 30 (thirty) day public comment period
provided in this notice, unless the petitioner demonstrates to the Administrator of the EPA that it was
impracticable to raise such objections within the comment period or unless the grounds for such
objection arose after the comment period. Filing of a petition with the Administrator of the EPA does not
stay the effective date of any permit properly issued pursuant to the provisions of Chapter 62-213, F.A.C.
Petitions filed with the Administrator of EPA must meet the requirements of 42 U.S.C. Section
7661d(b)(2) and must be filed with the Administrator of the EPA at U.S. EPA, 401 M. Street SW,
Washington, D.C. 20460.

A complete project file is available for public inspection during normal business hours, 8:00 a.m.
to 5:00 p.m., Monday through Friday, except legal holidays, at:

Permitting Authority:

Florida Department of Environmental Protection
3319 Maguire Boulevard, Suite 232

Orlando, Florida 32803

Telephone: 407/894-7555

Fax: 407/897-5963
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The complete project file includes the DRAFT Title V Air Operation Permit, the application(s),
and the information submitted by the responsible official, exclusive of confidential records under Section
403.111, F.S. Interested persons may contact Alan Zahm P.E., at the above address or call 407/893-3335
for additional information.

Note to Newspaper: DO NOT PRINT THIS FOOTER! Page 3 of 3
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Wolverine Advanced Materials
Facility ID No.: 0690008
Lake County

Title V Air Operation Permit

DRAFT Permit Project No.: 0690008-007-AV

Permitting and Compliance Authority:
DEP Central District
3319 Maguire Boulevard, Suite 232
Orlando, Florida 32803
Telephone: 407/894-7555
Fax: 407/897-5963




Title V Air Operation Permit

DRAFT Permit No.: 0690008-007-AV
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Florida Department of Charlie Crist

Governor

Environmental Protection efT Kottkamp
Central District Office ks Laoygmen
3319 Maguire Boulevard, Suite 232 Michael W. Sole
Orlando, Florida 32803-3767 Secretary
Permittee: DRAFT Permit No.: 0690008-007-AV
Wolverine Advanced Materials Facility ID No.: 0690008
10825 S.R. 44 v SIC Nos.: 34, 3479
Lisbon, FL 34788 Project: Title V Air Operation Permit

Attn: Terry Ray, Plant Manager

The purpose of this permit is to renew a Title V Air Operation Permit. This existing Surface
Coating Facility is located at 10825 S.R. 44, Lisbon, Lake County; UTM Coordinates: Zone 17,
4243 km East and 3194.2 km North; Latitude: 28° 26° 25" North and Longitude: 81° 24> 417
West.

This Title V Air Operation Permit is issued under the provisions of Chapter 403, Florida Statutes
(F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213. The above
named permittee is hereby authorized to operate the facility shown on the application and
approved drawing(s), plans, and other documents, attached hereto or on file with the permitting
authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:

Appendix A, 40 CFR 63, Subpart A

Appendix I-1, List of Insignificant Emissions Units and/or Activities
Appendix Subpart SSSS, Surface Coating Metal Coil

Appendix SS-1, Stack sampling Facilities (version Dated 3/2/99)
Table 297.310-1, Calibration Schedule (version dated 3/2/99)
APPENDIX TV-6, TITLE V CONDITIONS

Effective Date: thd
Renewal Application Due Date: January 15,2012
Expiration Date: July 15,2012

STATE OF FLORIDA
DEPARTMENT OF ENVIRONMENTAL PROTECTION

James N. Bradner, P.E.

Program Administrator

Air Resources Management
JNB/azt

“More Protection, Less Process”
www.dep.state.l.us



Wolverine Advanced Materials DRAFT Permit No.: 0690008-007-AV
Surface Coating Facility Facility ID No.: 0690008

Section I. Facility Information.
Subsection A. Facility Description.

This facility consists of a surface coating facility that includes a coil coater, a hylene drying line,
a hylene dip coating line, and facility-wide fugitive emissions.

The coil coater includes a permanent total enclosure to ensure that 100% of the VOC emissions
from the coil coating line are captured and conveyed to a single regenerative thermal oxidizer
(Durr Environmental, Model R25-V2-85).

The hylene drying line is used to dry shims. VOC emissions are captured and conveyed to a non-
catalytic recuperative thermal incinerator (Maxon Combustifume with Honeywell Temperature
Control) and which has a minimum VOC reduction efficiency of ninety percent of the VOCs
which enter the incinerator inlet.

The hylene dip coating line is used to coat parts with hylene. This line consists of dip tanks, and
the capture hoods and ductwork used to capture and convey toluene and methyl ethyl ketone
fumes, which are VOCs, to a Cincinnati Industrial Machinery Model FI-800-9 Incinerator. The
incinerator has a minimum VOC reduction efficiency of ninety percent of the VOCs that enter
the incinerator inlet.

Based on the Title V permit application received January 11, 2007, this facility is a major source
of hazardous air pollutants (HAPs).

Subsection B. Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U.

ID No. Brief Description

001 Coil Coater

002 Hylene drying Line

003 Hylene Dip Coating Line

Please reference the Permit No., Facility ID No., and appropriate Emission Unit(s) ID No(s).
on all correspondence, test report submittals, applications, etc.
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Wolverine Advanced Materials DRAFT Permit No.: 0690008-007-AV
Surface Coating Facility Facility ID No.: 0690008

Subsection C. Relevant Documents.

The documents listed below are not a part of this permit, however, are specifically related to this
permitting action.

These documents are provided to the permittee for information purposes only:
Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers
Appendix H-1, Permit History

Statement of Basis

These documents are on file with permitting authority:

Initial Title V Permit Application received June 12, 1996.

Renewal Title V Permit Application received January 9, 2002.

Air Construction Permit Application received March 22, 2004.

Title V Operating Permit Revision application received March 2, 2005.
Title V Operating Permit Renewal application received January 11, 2007.

Page 3 of 16



Wolverine Advanced Materials DRAFT Permit No.: 0690008-007-AV
Surface Coating Facility Facility ID No.: 0690008

Section II. Facility-wide Conditions.

The following conditions apply facility-wide:
1. APPENDIX TV-6, TITLE V CONDITIONS, is a part of this permit.

2. General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited. The permittee
shall not cause, suffer, allow, or permit the discharge of air pollutants, which cause or contribute

to an objectionable odor.
[Rule 62-296.320(2), F.A.C.]

3. General Particulate Emission Limiting Standards. General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or
established by rule and reflected by conditions in this permit, no person shall cause, let, permit,
suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any
activity, the density of which is equal to or greater than that designated as Number 1 on the
Ringelmann Chart (20 percent opacity).

[Rule 62-296.320(4)(b)1., F.A.C.]

4. Prevention of Accidental Releases (Section 112(r) of CAA).

a) The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency
Prepardness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such
requirement becomes applicable. Any Risk Management Plans, original submittals,
revisions or updates to submittals, should be sent to:

RMP Reporting Center
Post Office Box 1515
Lanham-Seabrook, MD 20703-1515
Telephone: 301/429-5018

b) The permittee shall submit to the permitting authority Title V certification forms or a
compliance schedule in accordance with Rule62-213.440(2), F.A.C. [40 CFR 68]

5. Insignificant Emissions Units and/or Activities. Appendix I-1, List of Insignificant Emissions
Units and/or Activities, is a part of this permit.
[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

6. General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC)
Emissions or Organic Solvents (OS) Emissions. The permittee shall allow no person to store,
pump, handle, process, load, unload or use in any process or installation, volatile organic
compounds (VOC) or organic solvents (OS) without applying known and existing vapor
emission control devices or systems deemed necessary and ordered by the Department. To
comply, procedures to minimize pollutant emissions shall include the following:

a) tightly cover or close all VOC containers when they are not in use,

b) tightly cover, where possible, all open troughs, basins, baths, tanks, etc. when they are

not in use,
¢) maintain all piping, valves, fittings, etc. in good operating condition,
d) prevent excessive air turbulence across exposed VOC's,
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Wolverine Advanced Materials DRAFT Permit No.: 0690008-007-AV
Surface Coating Facility Facility ID No.: 0690008

e) immediately confine and clean up spills of VOC containing materials and make sure
certain wastes are placed in closed containers for reuse, recycling or proper disposal.
[Rule 62-296.320(1)(a), F.A.C.]

7. Emissions of Unconfined Particulate Matter. Reasonable precautions to prevent emissions of
unconfined particulate matter at this facility include:

a. Chemical or water application to unpaved roads and unpaved yard areas;

b. Paving and maintenance of roads, parking areas and yards;

c. Landscaping or planting of vegetation; and

d. Other techniques, as necessary.
[Rule 62-296.320(4)(c)2., F.A.C.]

8. When appropriate, any recordings, monitoring, or reporting requirements that are time-specific
shall be in accordance with the effective date of the permit, which defines day one.
[Rule 62-213.440, F.A.C.]

9. The permittee shall submit all compliance-related notifications and reports required of this
permit to the air compliance section of this office:

Florida Department of Environmental Protection
3319 Maguire Blvd., Suite 232
Orlando, Florida 32803
Telephone: 407/893-3336; Fax: 407/897-5963

10. Any reports, data, notifications, certifications, and requests required to be sent to the United
States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency
Region 4
Air, Pesticides & Toxics Management Division
Air & EPCRA Enforcement Branch, Air Compliance Section
61 Forsyth Street
Atlanta, Georgia 30303-8960
Telephone: 404/562-9155
Fax: 404/562-9163

11. Annual Statement of Compliance. The annual statement of compliance pursuant to Rule 62-
213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days
after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting note: This condition implements the requirements of Rules 62-213.440(3)(a)2.&3.,
F.A.C. (see Condition 51 of APPENDIX TV-6, TITLE V CONDITIONS)}

12. Annual Operating Report. A DEP Form No. 62-210.900(5), "Annual Operating Report for
Air Pollutant Emitting Facility", including the Emissions Report, shall be completed for each
calendar year, on or before March 1 of the following year and submitted to the air compliance
section of this office. [Rule 62-210.370(3), F.A.C.]
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13. Certification by Responsible Official (RO). In addition to the professional engineering
certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report,
compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter
62-213, F.A.C., shall contain a certification signed by a responsible official that, based on
information and belief formed after reasonable inquiry, the statements and information in the
document are true, accurate, and complete. Any responsible official who fails to submit any
required information or who has submitted incorrect information shall, upon becoming aware of
such failure or incorrect submittal, promptly submit such supplementary information or correct
information.

[Rule 62.213.420(4), F.A.C.]

14. At least 180 days prior to the expiration date of this operation permit, the permittee shall
submit to this office four copies of the air permit application, DEP Form No. 62-210.900(1).
[Rule 62-4.090(1), F.A.C.]
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Section III. Emissions Unit(s) and Conditions.

Subsection A. This section addresses the following emissions unit.

E.U. ID
No. Brief Description
001 Coil Coating Line

The coil coating line includes a permanent total enclosure to ensure that 100% of the VOC
emissions from the coil coating line are captured and conveyed to a single regenerative thermal
oxidizer (Durr Environmental, Model R25-V2-85).

The following conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

Al. Capacity. The maximum permitted utilization rate is 2880 tons of coating, 199 tons of
primer, 233 tons of sulfur solution, and 54 tons of accelerator per any consecutive 12-month

period.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

A2. Hours of Operation. The emission unit is permitted to operate continuously.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

A3. Fuels The incinerator shall be fired by propane or natural gas only.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

Emission Limitations and Standards

A4. Visible emissions from the incinerator must comply with Rule 62-296.401(1)(a), F.A.C., no
visible emissions (5 percent opacity) except that visible emissions not exceeding 20 percent
opacity are allowed for up to three minutes in any one hour period.

AS. Volatile Organic Compound: A minimum of ninety percent reduction efficiency across the
incinerators and the total VOC emission rate not to exceed 22.0 pounds/hour and not to exceed

96.4 tons per any consecutive 12-month period.[Permit AC35-261749, date June 1, 1995]

Test Methods and Procedures

A6. The maximum operation rate is 670 pounds/hour of coating, 46 pounds/hour of primer, 54
pounds/hour of sulfur solution, and 12.5 pounds/hour of accelerator.
[Rule 62-4.160(2), F.A.C.]

A7. The following EPA Procedure T criteria shall be met [Rule 62-297.450(2)(b),F.A.C.]:

a) Determine the equivalent diameters of the NDOs and determine the distances from
each VOC emitting point to all NDO’s. Determine the equivalent diameter of each
exhaust duct or hood and its distance to all NDO’s. Calculate the distances of equivalent
diameters.

The number of equivalent diameters shall be at least 4.
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b) Measure the total area (At) of the enclosure and the total area (An) of all NDO’s of
the enclosure. Calculate the NDO to enclosure area ratio (NEAR) as follows:

NEAR = An/ At (NEAR must be less than 0.05)

¢) Measure the actual volumetric flow rate of each gas stream exiting the enclosure
through an exhaust duct or hood using EPA Method 2. Measure the actual volumetric
flow rate of each gas stream entering the enclosure through a forced makeup air duct
using EPA Method 2. Calculate FV using the following equation:

FV = (Qo-Qi)/An  (FV shall be at least 3600 meter/hour or 200 fpm)
where

Qo = the sum of the volumetric flow from all gas streams exiting the enclosure
through an exhaust duct or hood.

Qi = the sum of the volumetric flow from all gas streams into the enclosure
through a forced makeup air duct; zero, if there is no forced makeup air into the
enclosure.

An = total area of all NDO’s in enclosure.

d) Verify that the direction of air flow through all NDO’s is inward. Use streamers,
smoke tubes, tracer gases, etc. Monitor the direction of air flow at intervals of at least
terminates for at least one hour.
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Recordkeeping and Reporting Requirements

A8. The emission unit shall be inspected by a professional engineer at least 180 days prior to
permit expiration date. The engineer shall submit a report which addresses each requirement of
specific conditions A10 and A13. The report shall be submitted to the Central District office
within 45 days after the inspection. [Permit AC35-261749, date June 1, 1995]

A9. In order to demonstrate compliance with conditions number Al and A3, the permittee shall
maintain a log at the facility. The log at a minimum shall contain the following:

Monthly
a) month

b) monthly material utilization rates

¢) consecutive 12-month total of VOC emissions
d) type fuel fired

[Rule 62-213.440(1)(b)2.b.,F.A.C.]

Reasonable Assurances

A10. The following management practices shall be utilized in the operation of the coil coating
line and its permanent total enclosure. [Permit AC35-261749, date June 1, 1995]

a) Primer and Coating Storage and Handling: Containers of primer and coating will not be
stored or applied in an open condition. All Containers will primarily be opened for the
testing of drum contents or when a drum of primer and coating is opened for connection to
the applicators. Transfer from one container to another will only occur when used primer or
coating drums need to be emptied. All hose, valves and connectors that handle primer or
coating will be checked on a regular basis to assure that each is sealed. The operation of the
coil coater will be discontinued should any leak occur while handling primer or coating. Any
leakage of primer or coating will be cleaned up as soon as it occurs and properly disposed.
The cause of any leak will be identified and corrected prior to continued operation of the coil
coater.

b) Primer and Coating Heads Enclosures: During coating the enclosure for the primer and
coating heads will be closed except for the entry of personnel. Any adjustments to the
equipment requiring the opening of a portion of the enclosure will not take greater than
fifteen minutes in any three hour period. All seals for any enclosure opening will be airtight
or have negative flow. Air flow around each enclosure will be tested using a hand held
smoke generator. Any enclosure seals found to have positive flow will be replaced within
twenty-four hours. A logsheet, designed to require company personnel to inspect and record
the enclosure’s operations (i.e.: make sure that the enclosure continues to operate under a
negative pressure), will be utilized. The employee will visually inspect and record the
exhaust vents manometer reading as well as the flow indicators at the NDO’s of the
enclosure. Thin plastic strips placed within the NDO’s will provide quick and accurate
determination of the air flow at the NDO’s. The inspection will take place weekly.

Page 9 of 16



Wolverine Advanced Materials DRAFT Permit No.: 0690008-007-AV
Surface Coating Facility Facility ID No.: 0690008

¢) Oven Operation: The oven doors will be closed at all times during operation of the coil
coater. Any maintenance of adjustment must be performed as expeditiously as practical but
in no case greater than fifteen minutes in any three hour period. All seals on oven doors will
be kept in good operating conditions and checked monthly using a hand held smoke
generator. Oven doors must be air tight or have negative flow. The seals for doors with
positive flow must be changed when the oven is shut down.

d) Incinerator and Air Collection System: Each incinerator will be operated at or above the
minimum temperature achieved during the last compliance test. Incinerator temperature for
each incinerator will be recorded and be available for inspection. At no time will the coil
coater be operated when the incinerators are not operating. All connecting duct work from
the oven to the incinerators will be air tight or have negative flow to insure that no VOC
emissions result.

¢) Natural Draft Openings: The permanent total enclosure for each coating head of the coil
will be under negative pressure during all normal coating operations. All natural draft
openings will be under negative pressure.

f) Strip Chart Recorder: To provide a continuous record that doors are not left open during
routine operation of the coater, each door has electrical contacts and are connected to a strip
chart recorder. The strip chart recorder will record the opening of the door.

[Rule 62-4.070(3), F.A.C.]
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Subsection B. This section addresses the following emissions unit.

E.U. ID
No. Brief Description
002 Hylene drying Line

The hylene drying line is used to dry hylenated parts. VOC emissions are captured and conveyed
to a non-catalytic recuperative thermal incinerator (Maxon Combustifume with Honeywell
Temperature Control) and which has a minimum VOC reduction efficiency of ninety percent of
the VOCs which enter the incinerator inlet.

The following conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

B1. Capacity. The maximum permitted utilization rate is 3 tons of hylene coated material
(containing no more than 76% VOCs by weight) per any consecutive 12-month period.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

B2. Hours of Operation. The hours of operation shall not exceed 500 hours per any consecutive
12-month period.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

B3. Fuels The incinerator shall be fired by only propane or natural gas only at a maximum
permitted heat input rate of 10.5 MMBTU'hr.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

Emission Limitations and Standards

B4. The incinerator must achieve a minimum VOC reduction efficiency between the incinerator
inlet and outlet of ninety percent when the hylene drying line is operating.
[Rule 62-296.320(1)(a), F.A.C.]

BS. The maximum allowable emission rate from the hylene drying line and the incinerator outlet
shall be 1.75 pounds per hour of VOC and not to exceed 0.44 tons per any consecutive 12-month

period.
[Permit AO35-52466, date April 1, 1982]

B6. Visible emissions from the incinerator must comply with Rule 62-296.401(1)(a), F.A.C., no

visible emissions (5 percent opacity) except that visible emissions not exceeding 20 percent
opacity are allowed for up to three minutes in any one hour period.
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Test Methods and Procedures

B7. When testing the hylene drying line, the owner or operator shall identify and provide
calibration data for each instrument use to determine process variables directly or indirectly to
assure that each applicable process variable is determined within ten percent of its true value.
[Rule 62-297.310(5), F.A.C.]

B8. The maximum permitted operation rate is 12 pounds/hour of hylene drying material
(containing no more than 76% VOCs by weight).
[Rule 62-4.160(2), F.A.C.]

Recordkeeping and Reporting Requirements

B9. In order to demonstrate compliance with conditions number B1, B2, and B3, the permittee
shall maintain a log at the facility. The log at a minimum shall contain the following:

Monthly
a) month

b) consecutive twelve month total hours of operation

¢) consecutive twelve month total material utilization rates
d) type fuel fired

[Rule 62-213.440(1)(b)2.b.,F.A.C.]
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Section III. Emissions Unit(s) and Conditions.

Subsection C. This section addresses the following emissions unit.

E.U. ID
No. Brief Description
003 Hylene Dip Coating Line

The hylene dip coating line is used to coat parts with hylene. This line consists of dip tanks, and
the capture hoods and ductwork used to capture and convey toluene and methyl ethyl ketone
fumes, which are VOCs, to a Cincinnati Industrial Machinery Model FI-800-9 Incinerator. The
incinerator has a minimum VOC reduction efficiency of ninety percent of the VOCs that enter
the incinerator inlet.

The following conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

C1. Capacity. The maximum permitted utilization rate for this emission unit is 148 tons of hylene
dip coating material (containing up to 79% by weight VOCs) per any consecutive 12-month
period.

[Rule 62-210.200, F.A.C., Definitions - (PTE)]

C2. Hours of Operation. The hours of operation shall not exceed 6240 hours per any consecutive
12-month period.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

C3. Fuels This emission unit shall be fired by with only propane or natural gas at a maximum
permitted heat input rate of 10.5 MMBTU/hr.
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

Emission Limitations and Standards

C4. The incinerator must achieve a minimum VOC reduction efficiency between the incinerator
inlet and outlet of ninety percent at all times when the hylene dip coating line is operating.
[Rule 62-296.320(1)(a), F.A.C.]

C5. The maximum allowable emission rate from the hylene dip coating line and the incinerator
outlet shall be 9.1 pounds per hour of VOC and shall not exceed 28.4 tons per any consecutive
12-month period.

[Permit AC35-121296, date June 1, 1987]

C6. Visible emissions from the incinerator must comply with Rule 62-296.401(1)(a), F.A.C., no

visible emissions (5 percent opacity) except that visible emissions not exceeding 20 percent
opacity are allowed for up to three minutes in any one hour period.
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Test Methods and Procedures

C7. Capacity. The maximum operation rate is 47.5 pounds/hour of hylene dip coating material
(containing up to 79% by weight VOCs).
[Rule 62-210.200, F.A.C., Definitions - (PTE)]

Recordkeeping and Reporting Requirements

C8. In order to demonstrate compliance with conditions number C1, C2, and C3, the permittee
shall maintain a log at the facility. The log at a minimum shall contain the following:

Monthly
a) month

b) consecutive twelve month total hours of operation
¢) consecutive twelve month total material utilization
d) type fuel fired

[Rule 62-213.440(1)(b)2.b.,F.A.C.]

Reasonable Assurances
C9. The hoods and ductwork should provide adequate VOC capture efficiency and maintain 0.7

feet per second average intake velocity to the working face of the hood.
[Rule 62-4.070(3), F.A.C.]
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Section III. Emissions Unit(s) and Conditions.
Subsection D. Common Conditions.

Test Methods and Procedures

D1. Each emission unit must be compliance tested for visible emissions in accordance with DEP
Method 9 [Rule 62-297.401(9)(c), F.A.C.] at least 180 days prior to the permit expiration date.
The compliance test shall be conducted for one hour.

[Rule 62-297.310(7)(a)4.a., F.A.C. and Rule 62-297.310(4)(a)2., F.A.C.]

D2. Each emission unit must be compliance tested for VOC emissions in accordance with EPA
Method 24 and EPA Method 25 or EPA Method 25A prior to the permit expiration date [Rule
62-297.310(7)(a)3., and 62-297.401(24), (25), and (25)(a), F.A.C.]. Compliance with the
incinerator reduction efficiency shall be demonstrated by comparing the VOC application rate
using EPA Method 24 to the VOC emission rate at the incinerator outlet using EPA Method 25
or EPA Method 25A.

D3. At least 15 days prior to the date on which each formal compliance test is due to begin, the
permittee shall provide written notification of the test to the air compliance section of this office.
The notification must include the following information: the date, time and location of each test;
the name and telephone number of the facility's contact person who is responsible for
coordinating the test; and the name, company, and telephone number of the person conducting
the test.

[Rule 62-297.310(7)(a)9, F.A.C.]

D4. Testing of emissions shall be conducted with the emissions unit operation at permitted
capacity. Permitted capacity is defined as 90 to 100 percent of the maximum operation rate
allowed by the permit. If it is impractical to test at permitted capacity, an emissions unit may be
tested at less than the minimum permitted capacity; in this case, subsequent emissions unit
operation is limited to 110 percent of the test load until a new test is conducted. Once the unit is
so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the
purpose of additional compliance testing to regain the authority to operate at the permitted
capacity.

[Rule 62-297.310(2), F.A.C.]

Recordkeeping and Reporting Requirements

DS5. Supporting documentation, such as Material Safety Data Sheets, purchase orders, etc., shall
be kept to provide sufficient information to determine compliance. The log and documents shall
be kept at the facility for at least 5 years and made available to the Department. The monthly log
shall be completed by the 15th of the following month.

[Rule 62-4.070(3), F.A.C., Rule 62-213.440(1)(b)2.b., F.A.C.]

D6. Reports of the required compliance tests shall be filed with the air compliance section of this
office as soon as practical but no later than 45 days after the last test is completed.
[Rule 62-297.310(8)(b), F.A.C.]

D7. At least 180 days prior to the expiration date of this operation permit, the permittee shall
submit to this office four air permit applications, DEP Form No. 62-210.900(1).
[Rule 62-4.090(1), F.A.C.]
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Reasonable Assurances

D8. The incinerator temperature shall be maintained at a minimum of the temperature at which
the emission unit last demonstrated compliance by testing.
[Rule 62-4.070(3), F.A.C.]

40 CFR Part 63, NESHAP Requirements

D9. These emission units are subject to the following applicable requirements of 40 CFR Part
63, Subpart A, General Provisions (see attached Appendix, Subpart A):

40 CFR 63.1 Applicability (Appendix A page 1)

40 CFR 63.2 Definitions (Appendix A page 3)

40 CFR 63.3 Units and abbreviations (Appendix A page 8)

40 CFR 63.4 Prohibited activities and circumvention (Appendix A page 10)

40 CFR 63.5 Construction and reconstruction (Appendix A page 11)

40 CFR 63.6 Compliance with standards and maintenance requirements (Appendix A,
page 16)

40 CFR 63.7 Performance testing requirements (Appendix A page 24)

40 CFR 63.8 Monitoring requirements (Appendix A page 31)

40 CFR 63.9 Notification Requirements (Appendix A page 38)

40 CFR 63.10  Recordkeeping and reporting requirements (Appendix A page 42)

40 CFR 63.11 Control device requirements (Appendix A page 50)

40 CFR 63.12  State authority and delegations (Appendix A page 50)

40 CFR 63.13  Address of State air pollution control agencies and EPA Regional
Offices (Appendix A, page 51)

40 CFR 63.14  Incorporation by reference (Appendix A page 51)

40 CFR 63.15  Availability of information and confidentiality (Appendix A page 53)

[Rule 62-204.800(9), F.A.C. and 40 CFR Part 63, Subpart A]
D10. The coil coating line is subject to 40 CFR Part 63, Subpart SSSS, Surface Coating of Metal

Coil beginning June 10, 2005. Beginning June 10, 2005, the previous CAM Conditions are
superceded by the applicable requirements of Appendix Subpart SSSS.
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APPENDIX A, 40CFR63, Subpart A

40 CFR 63 Subpart A - General Provisions (Updated 4/26/04)
§ 63.1 Applicability.

(a) General.

(1) Terms used throughout this part are defined in § 63.2 or in the Clean Air Act (Act)
as amended in 1990, except that individual subparts of this part may include specific definitions
in addition to or that supersede definitions in § 63.2.

(2) This part contains national emission standards for hazardous air pollutants (NESHAP)
established pursuant to section 112 of the Act as amended November 15, 1990. These standards
regulate specific categories of stationary sources that emit (or have the potential to emit) one or
more hazardous air pollutants listed in this part nurenant ¢~ ~~-4jon 112(b) of the Act. This section

explains thea; = * 7 by them. The standards in this part
are independer - NESHAP in part 61 promulgated
by signature of ‘ e., the date of enactment of the
Clean Air Act are amended, if appropriate, and
added to this p:

(3) No zd under this part shall be
interpreted, cor irements of a more stringent
emission limita ‘ . /k" — 'y the Administrator pursuant to
other authority « ) = - wthority of this Act), ora
standard issued ecify in a specific standard
under this part t Act need only comply with the
provisions of th:

(4) :ntify explicitly whether each
provision in this itandard.

| requirements of 40 CFR part
60, part 61, or ot 'd must identify explicitly the
applicability of e ) . <eaws par U3 subpart A (General)
Provision.

(iii) The General Provisions in this Subpart A do not apply to regulations
developed pursuant to section112(r) of the amended Act., unless otherwise specified in those
regulations.

(5) [Reserved]

(6) To obtain the most current list of categories of sources to be regulated under section
112 of the Act, or to obtain the most recent regulation promulgation schedule established
pursuant to section 112(e) of the Act, contact the Office of the Director, Emission Standards
Division, Office of Air Quality Planning and Standards, U.S. EPA (MD-13), Research Triangle
Park, North Carolina 27711.

(7) [Reserved]

(8) [Reserved]

(9) [Reserved]

(10) For the purposes of this part, time periods specified in days shall be measured in
calendar days, even if the word ‘‘calendar’’ is absent, unless otherwise specified in an applicable
requirement.

(11) For the purposes of this part, if an explicit postmark deadline is not specified in an
applicable requirement for the submittal of a notification, application, test plan, report, or other
written communication to the Administrator, the owner or operator shall postmark the submittal
on or before the number of days specified in the applicable requirement. For example, if a



Appendix I-1, List of Insignificant Emissions Units and/or Activities.

Wolverine Advanced Materials DRAFT Permit No.: 0690008-007-AV
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The below listed emissions units and/or activities are considered insignificant pursuant to Rule
62-213.430(6), F.A.C.

Brief Description of Emissions Units and/or Activities

Four solvent storage tanks
Blast cleaning
Flanges, valves, pump seals, etc.
Fugitive emissions from spills and leaks
Batch mixers/mixing room
Solvent loading and unloading
Boxes of SHIMS
Ventilation exhaust fans
In-process coating drums

. Laboratory Fume Hood

. Metal Working Shop

. Maintenance Painting

. Fire and Safety Equipment

. Fugitive Emissions

. Water Evaporator
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Appendix Subpart SSSS- National Emission Standards for Hazardous Air Pollutants:
Surface Coating of Metal Coil

What This Subpart Covers

63.5080 What is in this subpart?

63.5090 Does this subpart apply to me?

63.5100 Which of my emissions sources are affected by this subpart?
63.5110 What special definitions are used in this subpart?

Emission Standards and Compliance Dates
63.5120 What emission standards must I meet?
63.5121 What operating limits must I meet?
63.5130 When must I comply?

General Requirements for Compliance with the Emission Standards and for Monitoring
and Performance Tests

63.5140 What general requirements must I meet to comply with the standards?

63.5150 If I use a control device to comply with the emission standards, what monitoring must I
do?

63.5160 What performance tests must I complete?

Requirements for Showing Compli:
63.5170 How do I demonstrate compl

Reporting and Recordkeeping
63.5180 What reports must I submit?
63.5190 What records must I maintain

Delegation of Authority D\
63.5200 What authorities may be deleg
63.5201-63.5209 [Reserved]

Tables to Subpart SSSS of Part 63
Table 1 to Subpart SSSS of Part 63. Of
and Capture System

Table 2 to Subpart SSSS of Part 63.
Applicability of General Provisions to £

§ 63.5080 What is in this subpart?

This subpart describes the actions you must take to reduce emissions of hazardous air pollutants
(HAP) if you own or operate a facility that performs metal coil surface coating operations and is a
major source of HAP. This subpart establishes emission standards and states what you must do to
comply. Certain requirements apply to all who must comply with the subpart; others depend on
the means you use to comply with an emission standard.

§ 63.5090 Does this subpart apply to me?



APPENDIX SS-1, STACK SAMPLING FACILITIES (version dated 3/2/99)

Stack Sampling Facilities Provided by the Owner of an Emissions Unit. This section describes
the minimum requirements for stack sampling facilities that are necessary to sample point
emissions units. Sampling facilities include sampling ports, work platforms, access to work
platforms, electrical power, and sampling equipment support. Emissions units must provide
these facilities at their expense. All stack sampling facilities must meet any Occupational Safety
and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910,
Subparts D and E.

(a) Permanent Test Facilities. The owner or operator of an emissions unit for which a
compliance test, other than a visible emissions test, is required on at least an annual basis, shall
install and maintain permanent stack sampling facilities.

(b) Temporary Test Facilities. The owner or operator of an emissions unit that is not required to
conduct a compliance test on at least an annual basis may use permanent or temporary stack
sampling facilities. If the owner chooses to use temporary sampling facilities on an emissions
unit, and the Department elects to test the unit, such temporary facilities shall be installed on the
emissions unit within 5 days of a request by the Department and remain on the emissions unit
until the test is completed.

(c) Sampling Ports.

1. All sampling ports shall have a minimum inside diameter of 3 inches.

2. The ports shall be capable of being sealed when not in use.

3. The sampling ports shall be located in the stack at least 2 stack diameters or equivalent
diameters downstream and at least 0.5 stack diameter or equivalent diameter upstream from any
fan, bend, constriction or other flow disturbance.

4. For emissions units for which a complete application to construct has been filed prior to
December 1, 1980, at least two sampling ports, 90 degrees apart, shall be installed at each
sampling location on all circular stacks that have an outside diameter of 15 feet or less. For
stacks with a larger diameter, four sampling ports, each 90 degrees apart, shall be installed. For
emissions units for which a complete application to construct is filed on or after December 1,
1980, at least two sampling ports, 90 degrees apart, shall be installed at each sampling location
on all circular stacks that have an outside diameter of 10 feet or less. For stacks with larger
diameters, four sampling ports, each 90 degrees apart, shall be installed. On horizontal circular
ducts, the ports shall be located so that the probe can enter the stack vertically, horizontally or at
a 45 degree angle.

5. On rectangular ducts, the cross sectional area shall be divided into the number of equal
areas in accordance with EPA Method 1. Sampling ports shall be provided which allow access to
each sampling point. The ports shall be located so that the probe can be inserted perpendicular to
the gas flow.

(d) Work Platforms.

1. Minimum size of the working platform shall be 24 square feet in area. Platforms shall be
at least 3 feet wide.

2. On circular stacks with 2 sampling ports, the platform shall extend at least 110 degrees
around the stack.

3. On circular stacks with more than two sampling ports, the work platform shall extend
360 degrees around the stack.

4. All platforms shall be equipped with an adequate safety rail (ropes are not acceptable),
toeboard, and hinged floor-opening cover if ladder access is used to reach the platform. The
safety rail directly in line with the sampling ports shall be removable so that no obstruction exists
in an area 14 inches below each sample port and 6 inches on either side of the sampling port.

(e) Access to Work Platform.

1. Ladders to the work platform exceeding 15 feet in length shall have safety cages or fall
arrestors with a minimum of 3 compatible safety belts available for use by sampling personnel.

2. Walkways over free-fall areas shall be equipped with safety rails and toeboards.

(f) Electrical Power.
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APPENDIX SS-1, STACK SAMPLING FACILITIES (version dated 3/2/99)
(continued)

1. A minimum of two 120-volt AC, 20-amp outlets shall be provided at the sampling
platform within 20 feet of each sampling port.

2. If extension cords are used to provide the electrical power, they shall be kept on the
plant's property and be available immediately upon request by sampling personnel.
(g) Sampling Equipment Support.

1. A three-quarter inch eyebolt and an angle bracket shall be attached directly above each
port on vertical stacks and above each row of sampling ports on the sides of horizontal ducts.

a. The bracket shall be a standard 3 inch x 3 inch x one-quarter inch equal-legs bracket
which is 1 and one-half inches wide. A hole that is one-half inch in diameter shall be drilled
through the exact center of the horizontal portion of the bracket. The horizontal portion of the
bracket shall be located 14 inches above the centerline of the sampling port.

b. A three-eighth inch bolt which protrudes 2 inches from the stack may be substituted
for the required bracket. The bolt shall be located 15 and one-half inches above the centerline of
the sampling port.

c. The three-quarter inch eyebolt shall be capable of supporting a 500 pound working
load. For stacks that are less than 12 feet in diameter, the eyebolt shall be located 48 inches
above the horizontal portion of the angle bracket. For stacks that are greater than or equal to 12
feet in diameter, the eyebolt shall be located 60 inches above the horizontal portion of the angle
bracket. If the eyebolt is more than 120 inches above the platform, a length of chain shall be
attached to it to bring the free end of the chain to within safe reach from the platform.

2. A complete monorail or dualrail arrangement may be substituted for the eyebolt and
bracket.

3. When the sample ports are located in the top of a horizontal duct, a frame shall be
provided above the port to allow the sample probe to be secured during the test.
[Rule 62-297.310(6), F.A.C.]
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TABLE 297.310-1 CALIBRATION SCHEDULE
(version dated 3/2/99)

[Note: This tale is referenced in Rule 62-297.310, F.A.C.]

MINIMUM
CALIBRATION REFERENCE
ITEM FREQUENCY INSTRUMENT
Liquid in Annually ASTM Hg in glass
glass ref. thermometer
thermometer or equivalent, or
thermometric points
Bimetallic Quarterly Calib. lig. in
thermometer glass thermometer
Thermocouple Annually ASTM Hg in glass
ref. thermometer,
NBS calibrated
reference and
potentiometer
Barometer Monthly Hg barometer or
NOAA station
Pitot Tube When required By construction or
or when measurements in
damaged wind tunnel D

Probe Nozzles

Dry Gas Meter

Before each
test or when
nicked, dented,
or corroded

greater than 16"
and standard pitot
tube

Micrometer

Max. deviation between readings

1. Full Scale:

Spirometer or

and Orifice When received, calibrated
Meter When 5% change wet test or
observed, dry gas test
Annually meter
2. One Point:

Semiannually
3. Check after
each test series

O:\PERMIT\BOILERPLATE\Title_V\Calibration Schedule.doc

Comparison check

TOLERANCE

+/-2%

5 degrees F

5 degrees F

+/-1% scale

See EPA
Method 2,
Fig. 2-2 &
2-3

+/-0.001"
men of at
least three
readings
.004"

2%

5%
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APPENDIX TV-6, TITLE V CONDITIONS (version dated 06/23/06)

[Note: This attachment includes “canned conditions” developed from the “Title V Core List.”]

{Permitting note: APPENDIX TV-6, TITLE V CONDITIONS, is distributed to the permittee only. Other persons requesting copies

of these conditions shall be provided one copy when requested or otherwise appropriate. }

Chapter 62-4, F.A.C.

1. Not federally enforceable. General Prohibition. Any stationary installation which will reasonably be expected to be a source
of pollution shall not be operated, maintained, constructed, expanded, or modified without the appropriate and valid permits issued by

the Department, unless the source is exempted by Department rule. The Department may issue a permit only after it receives
reasonable assurance that the installation will not cause pollution in violation of any of the provisions of Chapter 403, F.S., or the
rules promulgated thereunder. A permitted installation may only be operated, maintained, constructed, expanded or modified in a

manner that is consistent with the terms of the permit.
[Rule 62-4.030, Florida Administrative Code (F.A.C.); and, Section 403.087, Florida Statute (F.S.)]

2. Not federally enforcea""

(1) Any person desiring to ol
such additional information ¢
(2) All applications and supj
(3) To ensure protection of
may be a source of pollution,
applications for a Departmen
application is for renewal of :
professional engineering is n¢
permit applications and supp
the professional(s) who prep:
(4) Processing fees for air co
(5)(a) To be considered by tt

paid by check, payable

120.60, F.S., and in thit

(b) When an applicatio

shall immediately notift

correct fee. The Depart

PUD_V IS I _N

‘ications.
| by the Department and shall submit

:nt.

- operation of an installation which

es pursuant to Chapter 471, F.S. All
1e State of Florida except, when the
in Rule 62-210.200, F.A.C., or where
+492, F.S., applicable portions of

; record shall be signed and sealed by

AlC,
r processing fee. The fee shall be
undable except as provided in Section

vledge receipt of the application and
ed and advise the applicant of the
fa fee was received by the

Department which is less uiain uie amvunt icguicy, uic Uopaiuncit suan 1cwutin wic icc aivng with the written notification.

(¢) Upon receipt of the proper application fee, the permit processing time requirements of Sections 120.60(2) and 403.0876,

F.S., shall begin.

(d) If the applicant does not submit the required fee within ten days of receipt of written notification, the Department shall

either return the unprocessed application or arrange with the applicant for the pick up of the application.
(e) If an applicant submits an application fee in excess of the required fee, the permit processing time requirements of Sections
120.60(2) and 403.0876, F.S., shall begin upon receipt, and the Department shall refund to the applicant the amount received in

excess of the required fee.

(6) Any substantial modification to a complete application shall require an additional processing fee determined pursuant to the
schedule set forth in Rule 62-4.050, F.A.C., and shall restart the time requirements of Sections 120.60 and 403.0876, F.S. For
purposes of this subsection, the term "substantial modification" shall mean a modification which is reasonably expected to lead to

substantially different environmental impacts which require a detailed review.
(7) Modifications to existing permits proposed by the permittee which require substantial changes in the existing permit or require

substantial evaluation by the Department of potential impacts of the proposed modifications shall require the same fee as a new

application for the same time duration except for modification under Chapter 62-45, F.A.C.

[Rule 62-4.050, F.A.C.]
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Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Abbreviations and Acronyms:

°F: Degrees Fahrenheit
BACT: Best Available Control Technology
CFR: Code of Federal Regulations
DEP: State of Florida, Department of Environmental Protection
DARM: Division of Air Resource Management
EPA: United States Environmental Protection Agency
F.A.C. Florida Administrative Code
F.S.: Florida Statute
ISO: International Standards Organization
LAT: Latitude
LONG: Longitude
MMBtu: million British thermal units
MW: Megawatt
ORIS: Office of Regulatory Information Systems
SOA: Specific Operating Agreement
UTM: Universal Transverse Mercator
Citations:

The following examples illustrate the methods used in this permit to abbreviate and cite the
references of rules, regulations, guidance memorandums, permit numbers, and ID numbers.

Code of Federal Regulations:

Example: [40 CFR 60.334]

Where: 40 referenceto  Title 40
CFR referenceto ~ Code of Federal Regulations
60 referenceto  Part 60
60.334 referenceto ~ Regulation 60.334

Florida Administrative Code (F.A.C.) Rules:

Example: [Rule 62-213, F.A.C.]
Where: 62 reference to Title 62
62-213 reference to Chapter 62-213
62-213.205 reference to Rule 62-213.205, F.A.C.

ISO: International Standards Organization refers to those conditions at 288 degrees K, 60 percent
relative humidity, and 101.3 kilopascals pressure.
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Identification Numbers:

Facility Identification (ID) Number:

Example: Facility ID No.: 1050221

Where:
105 = 3-digit number code identifying the facility is located in Polk County
0221 = 4-digit number assigned by state database.

Permit Numbers:

Example: 1050221-002-AV, or
1050221-001-AC

Where:
AC = Air Construction Permit
AV = Air Operation Permit (Title V Source)
105 = 3-digit number code identifying the facility is located in Polk County
0221 = 4-digit number assigned by permit tracking database
001 0or002 = 3-digit sequential project number assigned by permit tracking
database

Example: PSD-FL-185
PA95-01
AC53-208321

Where:
PSD = Prevention of Significant Deterioration Permit
PA = Power Plant Siting Act Permit
AC = old Air Construction Permit numbering
O\PERMIT\BOILERPLATE\Title_V\App A-1 doc Revised 2002
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Appendix H-1: Permit History

Wolverine Advanced Materials
Surface Coating Facility

DRAFT Permit No.: 0690008-007-AV
Facility ID No.: 0690008

E.U. ID No. | Description Permit No. Effective Date Expiration Date | Project Type '

All Title V Permit 0690008--002-AV 7/15/1997 7/15/2002 Initial Title V Permit
002 Butyl Dip Coating Line 0690008-001-AC 10/27/1995 10/27/2002

001 Coil Coater 0690008-003-AC 6/01/1995 6/01/2000 Revision

001 Coil Coater AC35-261749 6/01/1995 12/30/1999

002 Butyl Dip Coating Line A035-245337 5/18/1994 5/14/1999

003 Hylene Dip Coating Line A035-238968 1/24/1994 12/29/1998

001 Coil Coater AO35-191744 3/04/1991 3/04/1994

001 Coil Coater AC35-175052 9/13/1990 9/13/1995

001 Coil Coater 0690008-005-AC 5/6/2004 4/30/2005 Modification

All Title V Permit 0690008-004-AV 3/5/2003 7/15/2007 Title V Permit Renewal
All Title V Permit 0690008-006-AV 9/20/2005 7/15/2007 Title V Permit Revision
All Title V Permit 0690008-007-AV Tbd 7/17/2012 Title V Permit Renewal

! Project Type (select one): Title V: Initial, Revision, Renewal, or Admin. Correction; Construction (new or mod.); or, Extension (AC only).




STATEMENT OF BASIS

Wolverine Advanced Materials
Facility ID No.: 0690008
Lake County

DRAFT Permit No.: 0690008-007-AV

This Title V Air Operation Permit is issued under the provisions of Chapter 403, Florida Statutes
(F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213. The above
named permittee is hereby authorized to operate the facility shown on the application and
approved drawing(s), plans, and other documents, attached hereto or on file with the permitting
authority, in accordance with the terms and conditions of this permit.

This facility consists of a surface coating facility which includes a coil coating line, a hylene
drying line, and a hylene dip coating line, three incinerators, and facility-wide fugitive emissions.
The coil coater includes a permanent total enclosure to ensure that 100% of the VOC emissions
from the coil coating line are captured and conveyed to a thermal oxidizer (Durr Environmental,
Model R25-V2-85). The oxidizer will be fired by natural gas or propane only. The hylene drying
line line is used to dry shims. VOC emissions are captured and conveyed to a non-catalytic
recuperative thermal incinerator (Maxon Combustifume with Honeywell Temperature Control)
and which has a minimum VOC reduction efficiency of ninety percent of the VOCs that enter the
incinerator inlet.

The hylene dip coating line is used to coat parts with hylene. This line consists of dip tanks, spin
dryer, and the capture hoods and ductwork used to capture and convey toluene and methyl ethyl
ketone fumes, which are VOCs, to a Cincinnati Industrial Machinery Model FI-800-9 Incinerator.
The incinerator has a minimum VOC reduction efficiency of ninety percent of the VOCs which
enter the incinerator inlet

The coil coating line is subject to 40 CFR 63 Subpart SSSS, Surface Coating of Metal Coil
beginning June 10, 2005.

The facility is subject to these emission limitations, with record keeping as the compliance
method.

1) Visible emissions from each incinerator must comply with Rule 62-296.401(1)(a), F.A.C., no
visible emissions (5 percent opacity) except that visible emissions not exceeding 20 percent
opacity are allowed for up to three minutes in any one-hour period.

2) Volatile organic compounds (VOC) shall not exceed 96.4, 5.5, 28.4 tons per consecutive
twelve months, for the coil coater, hylene drying line, hylene dip line, respectively.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or
activities.

Based on the Title V Air Operation Permit renewal application received January 11, 2007, this
facility is a major source of hazardous air pollutants (HAPs).



