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Facility ID No. 0694801

Umatilla, Florida  32784
SIC Nos. 49; 4931


Title V Air Operation Permit Revision
The purpose of this permit is to revise the Title V Air Operation Permit.  The existing Lake Cogeneration Facility is located at 39001 Golden Gem Drive, Umatilla, Lake County.  The map coordinates are:  Zone 17, 434.0 km East and 3198.8 km North; and, Latitude:  28º 55’ 02” North and Longitude:  81º 40’ 37” West.

This Title V Air Operation Permit Revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawings, plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Effective Date:  06/23/2009

Renewal Application Due Date:  05/20/2012
Expiration Date:  12/30/2012
______________________________________
Joseph Kahn, Director

Division of Air Resource Management

JK/tlv/ttm 

Subsection A.  Facility Description.
This facility includes two nominal 52.0 megawatt (MW) combined cycle combustion turbines with duct burners that exhaust through heat recovery steam generators (HRSG) which are used to power a nominal 26.5 MW steam turbine.  Nitrogen oxides (NOX) emissions are controlled by using water injection.  The facility also includes a fuel oil storage tank (170,000 gallon).

Also included in this permit are miscellaneous insignificant emission units and/or activities.

Based on the Title V permit application received on August 12, 2008, this facility is not a major source of hazardous air pollutants (HAP).

Subsection B.  Summary of Emissions Unit ID Nos. and Brief Descriptions.

	ID No.
	Brief Description

	002
	Fuel Oil Tank

	003
	Combined Cycle Combustion Turbine (CT)/Duct Burner

	004
	Combined Cycle Combustion Turbine (CT)/Duct Burner


Please reference the Permit No., Facility ID No., and appropriate Emissions Units ID Nos. on all correspondence, test report submittals, applications, etc.

The “Permitting Notes” used throughout this permit are for informational purposes only and are not permit conditions.
The following conditions apply facility-wide:
1.  Appendices:  The following Appendices are attached as a part of this permit: Appendix A-1 (Abbreviations, Acronyms, Citations, and Identification Numbers), Appendix CM (CEMS Requirements), Appendix CS (Calibration Schedule), Appendix CT (NSPS Provisions), Appendix H-1 (Permit History/ID Number Changes), Appendix I-1 (List of Insignificant Emission Units and/or Activities), Appendix SS-1 (Stack Sampling Facilities) and Appendix TV-6 (Title V Conditions).
2.  General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]
3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  Environmental Protection Agency (EPA) Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 1515

Lanham-Seabrook, MD  20703-1515

Telephone:  301/429-5018

and,

b.  The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 Code of Federal Regulations (CFR) 68]

5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6) and 62-4.040(1)(b), F.A.C.]

6.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds Emissions or Organic Solvents Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

7.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:
a.  Application of asphalt, water, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities; maintenance of paved areas as needed;

b.  Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate matter from becoming airborne;

c.  Landscaping or planting of vegetation; regular mowing of grass and care of vegetation;

d.  Limiting access to plant property by unnecessary vehicles;  


e.  Use of bagged chemical products in enclosed or semi-enclosed areas;

f.  Storage of zero liquid discharge salt cake byproduct in covered enclosed containers; and

g. Other techniques, as necessary.

[Rule 62-296.320(4)(c)2., F.A.C.]

{Permitting note:  This condition implements the requirements of Rules 62-296.320(4)(c)1., 3., & 4., F.A.C. (see Condition No. 57. of APPENDIX TV-6, TITLE V CONDITIONS)}

8.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]
9.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51. of APPENDIX TV-6, TITLE V CONDITIONS.)}

10.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Central District office.

Department of Environmental Protection
Central District Office

3319 Maguire Boulevard, Suite 232

Orlando, Florida 32803

Telephone:  407/894-7555; Fax:  407/897-5963

11.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch

Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303-8960

Telephone:  404/562-9155; Fax:  404/562-9163

12.  Certification by Responsible Official (RO).  In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.

[Rule 62-213.420(4), F.A.C.]

13.  Annual Operating Report.  A DEP Form No. 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" including the Emissions Report, shall be completed for each calendar year on or before April 1st of the following year and submitted to the Department of Environmental Protection’s Central District office:

Florida Department of Environmental Protection

3319 Maguire Blvd., Suite 232

Orlando, Florida 32803

Telephone: 407/894-7555

{Permitting Note:  This condition implements the requirements of Rules 62-210.370(3) F.A.C. (see Condition 24. of APPENDIX TV-6, TITLE V CONDITIONS.)}

14.  Annual Emissions Fee. Each Title V source permitted to operate in Florida must pay between January 15 and March 1 of each year, upon written notice from the Department, an annual emissions fee in accordance with Rule 62-213.205, F.A.C., and the appropriate form and associated instructions.

{Permitting Note:  This condition implements the requirements of Rules 62-213.205 and 62-213.900(1), F.A.C. (see Condition 28. of APPENDIX TV-6, TITLE V CONDITIONS.)}

15.  Annual Emissions Fee. Any documentation of actual hours of operation, actual material or heat input, actual production amount, or actual emissions used to calculate the annual emissions fee shall be retained by the owner for a minimum of five (5) years and shall be made available to the Department upon request.

{Permitting Note:  This condition implements the requirements of Rule 62-213.205(1)(j), F.A.C. (see Condition 28 of APPENDIX TV-6, TITLE V CONDITIONS.)}

16.  Annual Emissions Fee. A completed DEP Form 62-213.900(1), F.A.C., “Major Air Pollution Source Annual Emissions Fee Form”, must be submitted by the responsible official with the annual emissions fee.

{Permitting Note:  This condition implements the requirements of Rule 62-213.205(1)(k), F.A.C. (see Condition 28. of APPENDIX TV-6, TITLE V CONDITIONS.)}

17.  At least 225 days prior to the expiration date of this operation permit, the permittee shall submit to this office four copies of the air permit application, DEP Form No. 62-210.900(1).

[Rule 62-4.090(1), F.A.C.]

{Permitting Note:  This condition implements the requirements of Rules 62-213.420(1)(a)3., 62-213.420(1)(b)1., 2., 3. & 4., 62-213.430(3), F.A.C. and 40 CFR 70.7(f) (see Conditions 35. and 38. of APPENDIX TV-6, TITLE V CONDITIONS.)}

Subsection A.  This section addresses the following emissions units.

	ID No.
	Brief Description

	003
	Combined Cycle Combustion Turbine (CT)/Duct Burner

	004
	Combined Cycle Combustion Turbine (CT)/Duct Burner


{Permitting note:  These emission units are regulated under Standards of Performance for New Stationary Sources (NSPS) - 40 CFR 60,  Subpart KKKK, Standards of Performance for Stationary Combustion Turbines, and Subpart A, General Provisions, adopted and incorporated by reference in Rule 62-204.800(8), F.A.C.; Rule 212.400, F.A.C., Prevention of Significant Deterioration (PSD) with a Best Available Control Technology (BACT) Determination, dated November 20, 1991, as currently modified; and Clean Air Interstate Rule (CAIR) Chapter 62-213, F.A.C.}
Essential Potential to Emit (PTE) Parameters
A1.
Capacity
The maximum capacities are as follows:

a)
Maximum distillate fuel oil consumption shall not exceed either of the following limitations:  2,921 gallons/hour/CT; 701,050 gallons/year/CT.

b)
Maximum annual firing using distillate fuel oil shall not exceed an equivalent of 10 days (240 hours) per year at full load.

c)
Maximum sulfur content in the oil shall not exceed 0.05 percent by weight.  The maximum sulfur content of natural gas shall not exceed 1 grain/100 scf based on an annual average of pipeline vendor data. Pursuant NSPS Subpart KKKK, the maximum sulfur content of any fuel fired in the combustion turbine shall not exceed 0.06 lb SO2/MMBtu. 
d)
Maximum heat input based on the lower heating value (LHV) while burning natural gas, shall not exceed 450 million British thermal units (MMBtu)/hour/CT at 51°F or 429 MMBtu/hour/CT when corrected to International Organization for Standardization (ISO) conditions. The maximum heat input, based on the LHV while burning distillate fuel oil, shall not exceed 424 MMBtu/hr/CT at 51°F or 406 MMBtu/hr/CT when corrected to ISO conditions.

e)
Duct firing shall be limited to natural gas firing only, with a maximum heat input of 90 MMBtu/hour based on the higher heating value (HHV) of approximately 1054.5 Btu/ft3.

f)
Duct firing shall be limited to 525,000 MMBtu/year/HRSG-duct burner.

[Rule 62-210.200, (PTE), F.A.C., construction permit AC35-196459 and construction permit 0694801-010-AC (PSD-FL-176C)]

A2.
Methods of Operation - Fuels.  Each emission unit is permitted to use natural gas as the primary fuel and distillate oil as the emergency backup fuel.

[Rule 62-210.200, (PTE), F.A.C.; and construction permit AC35-196459]

A3.
Hours of Operation. This emission unit is allowed to operate 8760 hours per year.

[Rule 62-210.200, (PTE), F.A.C.; and construction permit AC35-196459]
A4.
Emissions Unit Operating Rate Limitation After Testing. See specific condition no. A26.

[Rule 62-297.310(2), F.A.C.]

Emission Limitations and Standards
A5.
Visible emissions shall not exceed 10% opacity. 

[Construction permit AC35-196459]

A6.
The maximum allowable emissions from these units shall not exceed the emissions limits specified in Table 1.
Table 1.  Allowable Emissions Limits
	Pollutant
	Sourcea
	Fuelb
	Allowable Emissions Limits

	
	
	
	Limits a
	Maximum Allowable Emissions Rates h

	
	
	
	
	@ 59° F
	@ 51° F e, f

	
	
	
	
	lb/hour
	TPY e
	lb/hour d,f
	TPY e

	NOXc
	CT
	NG
	BACT Limit:25 ppmvd at 15% O2 as determined by a 24-hour CEMS block average
	82.7
	393.6
	85.5
	404.7

	
	CT
	DFO
	BACT Limit:  42 ppmvd at 15% O2 as determined by a 24-hour rolling CEMS average
	143.9
	
	148.3
	

	
	DB
	NG
	BACT Limit:  0.1 lb/MMBtu
	18.0
	
	18.0
	

	
	CT&DB
	NG
	BACT Limit:  25 ppmvd at 15% O2 as determined by a 24-hour CEMS block average
	100.7
	
	103.5
	

	CO
	CT
	NG
	BACT Limit:  28 ppmvd
	54.6
	350.3
	56.0
	350.3

	
	CT
	DFO
	BACT Limit:  18 ppmvd
	33.0
	
	34.5
	

	
	DB
	NG
	BACT Limit:  0.2 lb/MMBtu
	36.0
	
	36.0
	

	
	CT&DB
	NG
	---
	90.6
	
	92.0
	

	PM/PM10
	CT
	NG
	BACT Limit:  0.0065 lb/MMBtu
	5.0
	27.0
	5.0
	27.0

	
	CT
	DFO
	BACT Limit:  0.026 lb/MMBtu
	20.0
	
	20.0
	

	
	DB
	NG
	BACT Limit:  0.006 lb/MMBtu
	2.6
	
	2.6
	

	
	CT&DB
	NG
	---
	7.6
	
	7.6
	

	SO2 g
	CT&DB
	NG
	Limit: 1 grain/100 scf of natural gas, annual average based on vendor data
	---
	15.0 g
	---
	15.8 g

	
	CT
	DFO
	Limit: 0.05% sulfur by weight
	---
	
	---
	

	VOC
	CT
	NG
	Requested by Applicant to avoid PSD
	3.3
	30.8
	3.4
	30.8

	
	CT
	DFO
	Requested by Applicant to avoid PSD
	8.3
	
	8.7
	

	
	DB
	NG
	Requested by Applicant to avoid PSD
	5.4
	
	5.4
	

	
	CT&DB
	NG
	---
	8.7
	
	8.8
	

	Sulfuric Acid Mist
	CT
	DFO
	Estimate by Applicant to avoid PSD
	--
	0.80
	--
	0.80


a. CT = 2 combustion turbines,  DB = 2 duct burners. The emissions limits apply to each unit and also apply when utilizing the SPRINT technology.
b. NG = natural gas, DFO = distillate fuel oil

c. NOX limits for 59° F are at 60% relative humidity (ISO conditions).  The CEMS-based BACT and NSPS NOX limits apply to each unit.  The 24-hour block average for the BACT limit shall be determined from the valid CEMS operating data collected for each calendar day.  Emissions from each combustion turbine and duct burner system are also subject to the NSPS Subpart KKKK provisions in 40 CFR 60.  For these units, the NOX standards based on a 30-day rolling average of CEMS data are 42 ppmvd at 15% O2 when firing natural gas and 96 ppmvd at 15% O2 when firing distillate oil.
d. As specified by this permit, compliance with the Maximum Allowable Emission Limits shall be demonstrated for CT limits and CT&DB limits based on data from stack tests or data from the annual RATA.

e. The Maximum Allowable TPY of emissions, based on a worst case scenario, are the sum of the CT emissions while firing NG for 355 days, the CT emissions while firing DFO for 10 days, and DB emissions at the maximum heat input for the previous combinations of CT firing.  The DB will only fire NG and only while the CT is firing NG.

f. These are the Maximum Allowable Emission Limits that shall never be exceeded at any temperature and/or operating configuration.
g. The maximum sulfur content of distillate oil shall not exceed 0.05% by weight.  The maximum sulfur content of natural gas shall not exceed 1 grain/100 scf based on an annual average of pipeline vendor data. Pursuant NSPS Subpart KKKK provisions in 40 CFR 60, the maximum sulfur content of any fuel fired in the combustion turbine shall not exceed 0.06 lb SO2/MMBtu.  This data shall be submitted with the annual operating report.

h. The “maximum allowable emissions rates” are the total emissions from Units 1 and 2.

Note:
All temperatures cited in this table refer to turbine inlet temperatures.

[BACT dated November 20, 1991, construction permit AC35-196459 and construction permit 0694801-010-AC (PSD-FL-176C)]

Excess Emissions

{Permitting Note:  The following excess emissions rules apply only to the SIP-based standards and do not apply to the federal NSPS standards.}
A7.
Excess emissions from this emissions unit resulting from startup, shutdown or malfunction shall be permitted provided that best operational practices to minimize emissions are adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.]

A8.
Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

A9.
In case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C. A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62-210.700(6), F.A.C.]

Monitoring of Operations

A10.
NOX monitoring:
a) 
The owner or operator shall install, certify, maintain, and operate a continuous emission monitoring system (CEMS) consisting of a NOX monitor and a diluent gas monitor (oxygen or carbon dioxide) to determine the hourly NOX emission rate in parts per million volume dry (ppmvd) corrected 15% oxygen and demonstrate compliance with the standards of this permit.  See Appendix CM for CEMS requirements.
b)
The owner or operator shall install, calibrate, maintain and operate a continuous monitoring system to monitor and record the fuel consumption and the ratio of water or steam to fuel being fired in the combustion turbine.  This monitoring data shall be used to demonstrate compliance during periods when the CEMS data is not available or not valid.  This monitoring shall be conducted consistent with the NSPS KKKK provisions in Appendix CT of this permit.
[Rules 62-4.070(3) and 62-213.440(1)(b), F.A.C.]
A11.
The permittee shall monitor sulfur content of distillate oil consistent with the provisions of NSPS Subpart KKKK in 40 CFR 60.  The permittee shall obtain records from the pipeline vendor sufficient to demonstrate compliance with the fuel sulfur limit on an annual average basis.
A12.
Determination of Process Variables.
a)
Required Equipment.

The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.

b)
Accuracy of Equipment.

Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62-297.310(5), F.A.C.]

Test Methods and Procedures

A13.
Visible Emissions (VE).   The test method for VE shall be EPA Method 9, incorporated by reference in Chapter 62-297, F.A.C. 

[Rules 62-213.440, 62-297.310, and 62-297.401, F.A.C.; and construction permit AC35-196459]

A14.
Particulate matter (PM).  The test methods for PM emissions shall be EPA Method 5 or 17, incorporated by reference in Chapter 62-297, F.A.C. A visible emission test using EPA Method 9 will be acceptable and stack testing for PM is waived if the opacity is less than 10%.

[Rules 62-213.440, 62-297.310, and 62-297.401, F.A.C.; and construction permit AC35-196459]

A15.
Volatile organic compound  (VOC).  Compliance with the VOC standard shall be EPA Method 25A and shall be assumed provided the carbon monoxide (CO) allowable emission rate is achieved.

[Rules 62-213.440, 62-297.310, and 62-297.401, F.A.C.; and construction permit AC35-196459]

A16.
Carbon monoxide (CO).  Compliance with the CO standard shall be demonstrated using EPA Method 10.

[Rules 62-213.440, 62-297.310, and 62-297.401, F.A.C.; and construction permit AC35-196459]

A17.
Additional Test Requirements
a)
NOx - Method 7E or 20 when tests are required.
b)
CO - Method 10 -


Test will be three test runs, with each test run to be a minimum of one hour.

c)
Fuel Analysis -


Fuel Analysis both low and high.  Btu input for CT calculated using lower heating value. Btu input for DB calculated using higher heating value.

d)
CO2 and O2 -


Method 3 to be used to measure oxygen for all test conditions.

[Operating permit AO35-248140]

A18.
Required Number of Test Runs.  For mass emission limitations, a compliance test shall consist of three complete and separate determinations of the total air pollutant emission rate through the test section of the stack or duct and three complete and separate determinations of any applicable process variables corresponding to the three distinct time periods during which the stack emission rate was measured provided, however, that three complete and separate determinations shall not be required if the process variables are not subject to variation during a compliance test, or if three determinations are not necessary in order to calculate the unit's emission rate.  The three required test runs shall be completed within one consecutive five day period.  In the event that a sample is lost or one of the three runs must be discontinued because of circumstances beyond the control of the owner or operator, and a valid third run cannot be obtained within the five day period allowed for the test, the Secretary or his or her designee may accept the results of the two complete runs as proof of compliance, provided that the arithmetic mean of the results of the two complete runs is at least 20 percent below the allowable emission limiting standards.

[Rule 62-297.310(1), F.A.C.]

A19.
Operating Rate During Testing.

Compliance testing of emissions shall be conducted with the combustion turbine operating at capacity. Capacity is defined as 90-100 percent of the manufacturer’s rated heat input achievable for the average compressor inlet conditions during the test. If it is impracticable to test at capacity, then the combustion turbines may be tested at less than capacity. In such cases, the entire curve or table shall be adjusted downwards by the increment which reflects the reduced rate of operation at which compliance was demonstrated. This increment is equal to the difference between the manufacturer’s heat input or fuel usage value and 110 percent of the value reached during the test. In this case, the data and calculations necessary to demonstrate the heat input or fuel usage rate correction shall be submitted to the Department with the compliance test report. Procedures for these tests shall meet all applicable requirements (i.e., testing time frequency, minimum compliance duration, etc.) of Chapters 62-204 and 62-297, F.A.C.

[Rule 62-297.310(2), F.A.C.]

A20.
Applicable Test Procedures.
a)
Required Sampling Time.

1.
Unless otherwise specified in the applicable rule, the required sampling time for each test run shall be no less than one hour and no greater than four hours, and the sampling time at each sampling point shall be of equal intervals of at least two minutes.

2.
Opacity Compliance Tests.  When either EPA Method 9 or DEP Method 9 is specified as the applicable opacity test method, the required minimum period of observation for a compliance test shall be sixty (60) minutes for emissions units which emit or have the potential to emit 100 tons per year or more of particulate matter, and thirty (30) minutes for emissions units which have potential emissions less than 100 tons per year of particulate matter and are not subject to a multiple-valued opacity standard.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.  Exceptions to these requirements are as follows:

a.
For batch, cyclical processes, or other operations which are normally completed within less than the minimum observation period and do not recur within that time, the period of observation shall be equal to the duration of the batch cycle or operation completion time.

b.
The observation period for special opacity tests that are conducted to provide data to establish a surrogate standard pursuant to Rule 62-297.310(5)(k), F.A.C., Waiver of Compliance Test Requirements, shall be established as necessary to properly establish the relationship between a FINAL surrogate standard and an existing mass emission limiting standard.

c.
The minimum observation period for opacity tests conducted by employees or agents of the Department to verify the day‑to‑day continuing compliance of a unit or activity with an applicable opacity standard shall be twelve minutes.

b)
Minimum Sample Volume.  Unless otherwise specified in the applicable rule, the minimum sample volume per run shall be 25 dry standard cubic feet.

c)
Required Flow Rate Range.  For EPA Method 5 particulate sampling, acid mist/sulfur dioxide, and fluoride sampling which uses Greenburg Smith type impingers, the sampling nozzle and sampling time shall be selected such that the average sampling rate will be between 0.5 and 1.0 actual cubic feet per minute, and the required minimum sampling volume will be obtained.

d)
Calibration of Sampling Equipment.  Calibration of the sampling train equipment shall be conducted in accordance with the schedule shown in TABLE 297.310-1, CALIBRATION SCHEDULE (attached).

e)
Allowed Modification to EPA Method 5.  When EPA Method 5 is required, the following modification is allowed: the heated filter may be separated from the impingers by a flexible tube.

[Rule 62-297.310(4), F.A.C.]

A21.
The permittee shall comply with the requirements contained in APPENDIX SS-1, Stack Sampling Facilities, attached to this permit.

[Rule 62‑297.310(6), F.A.C.]

A22.  Frequency of Compliance Tests.  The following provisions apply only to those emissions units that are subject to an emissions limiting standard for which compliance testing is required.

a)
General Compliance Testing.

3.
The owner or operator of an emissions unit that is subject to any emission limiting standard shall conduct a compliance test that demonstrates compliance with the applicable emission limiting standard prior to obtaining a renewed operation permit.  Emissions units that are required to conduct an annual compliance test may submit the most recent annual compliance test to satisfy the requirements of this provision.  In renewing an air operation permit pursuant to Rule 62‑210.300(2)(a)3.b., c., or d., F.A.C., the Department shall not require submission of emission compliance test results for any emissions unit that, during the year prior to renewal:

a. Did not operate; or

b. In the case of a fuel burning emissions unit, burned liquid and/or solid fuel for a total of no more than 400 hours.

4.
During each federal fiscal year (October 1 ‑‑ September 30), unless otherwise specified by rule, order, or permit, the owner or operator of each emissions unit shall have a formal compliance test conducted for:

a.
Visible emissions, if there is an applicable standard;

b.
Each of the following pollutants, if there is an applicable standard, and if the emissions unit emits or has the potential to emit:  5 tons per year or more of lead or lead compounds measured as elemental lead; 30 tons per year or more of acrylonitrile; or 100 tons per year or more of any other regulated air pollutant; and

c.
Each NESHAP pollutant, if there is an applicable emission standard.

5.
An annual compliance test for particulate matter emissions shall not be required for any fuel burning emissions unit that, in a federal fiscal year, does not burn liquid and/or solid fuel, other than during startup, for a total of more than 400 hours.

9.
The owner or operator shall notify the Department, at least 15 days prior to the date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner or operator.

10.
An annual compliance test conducted for visible emissions shall not be required for units exempted from permitting at Rule 62-210.300(3)(a), F.A.C., or units permitted under the General Permit provisions at Rule 62-210.300(4), F.A.C.

b)
Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

c)
Waiver of Compliance Test Requirements.  If the owner or operator of an emissions unit that is subject to a compliance test requirement demonstrates to the Department, pursuant to the procedure established in Rule 62‑297.620, F.A.C., that the compliance of the emissions unit with an applicable weight emission limiting standard can be adequately determined by means other than the designated test procedure, such as specifying a surrogate standard of no visible emissions for particulate matter sources equipped with a baghouse or specifying a fuel analysis for sulfur dioxide emissions, the Department shall waive the compliance test requirements for such emissions units and order that the alternate means of determining compliance be used, provided, however, the provisions of Rule 62-297.310(7)(b), F.A.C., shall apply.

[Rule 62-297.310(7), F.A.C.]

A23.
Frequency of Compliance Tests.  General Compliance Testing.  Any combustion turbine that does not operate for more than 400 hours per year shall conduct a visible emissions compliance test once per each five‑year period, coinciding with the term of its air operation permit.

[Rule 62-297.310(7)(a)8., F.A.C.]

A24.
Frequency of Compliance Tests.  Compliance testing for visible emissions, VOC, carbon dioxide (CO2), O2, PM, SO2, NOx, and CO emissions from each unit is required at yearly intervals on or within 60 days prior to the date of July 15.

[Rules 62-297.310(7)(a)3., 4., and 5., F.A.C.; operating permit AO35-248140; and construction permit AC35-196459]

A25.
At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the air compliance section of this office.  The notification must include the following information:  the date, time and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company, and telephone number of the person conducting the test.

[Rule 62-297.310(7)(a)9, F.A.C.]

A26.
Test Reports.

a)
The owner or operator of an emissions unit for which a compliance test is required shall file a report with the Department on the results of each such test.

b)
The required test report shall be filed with the Department as soon as practical but no later than 45 days after the last sampling run of each test is completed.

c)
The test report shall provide sufficient detail on the emissions unit tested and the test procedures used to allow the Department to determine if the test was properly conducted and the test results properly computed.  As a minimum, the test report, other than for an EPA or DEP Method 9 test, shall provide the following information:

1.
The type, location, and designation of the emissions unit tested.

2.
The facility at which the emissions unit is located.

3.
The owner or operator of the emissions unit.

4.
The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run.

5.
The means, raw data and computations used to determine the amount of fuels used and materials processed, if necessary to determine compliance with an applicable emission limiting standard.

6.
The type of air pollution control devices installed on the emissions unit, their general condition, their normal operating parameters (pressure drops, total operating current and GPM scrubber water), and their operating parameters during each test run.

7.
A sketch of the duct within 8 stack diameters upstream and 2 stack diameters downstream of the sampling ports, including the distance to any upstream and downstream bends or other flow disturbances.

8.
The date, starting time and duration of each sampling run.

9.
The test procedures used, including any alternative procedures authorized pursuant to Rule 62‑297.620, F.A.C.   Where optional procedures are authorized in this chapter, indicate which option was used.


10.
The number of points sampled and configuration and location of the sampling plane.

11.
For each sampling point for each run, the dry gas meter reading, velocity head, pressure drop across the stack, temperatures, average meter temperatures and sample time per point.

12.
The type, manufacturer and configuration of the sampling equipment used.

13.
Data related to the required calibration of the test equipment.

14. 
Data on the identification, processing and weights of all filters used.

15. 
Data on the types and amounts of any chemical solutions used.

16. 
Data on the amount of pollutant collected from each sampling probe, the filters, and the impingers, are reported separately for the compliance test.

17.
The names of individuals who furnished the process variable data, conducted the test, analyzed the samples and prepared the report.

18.
All measured and calculated data required to be determined by each applicable test procedure for each run.

19.
The detailed calculations for one run that relate the collected data to the calculated emission rate.

20.
The applicable emission standard, and the resulting maximum allowable emission rate for the emissions unit, plus the test result in the same form and unit of measure.

21.
A certification that, to the knowledge of the owner or his authorized agent, all data submitted are true and correct.  When a compliance test is conducted for the Department or its agent, the person who conducts the test shall provide the certification with respect to the test procedures used.  The owner or his authorized agent shall certify that all data required and provided to the person conducting the test are true and correct to his knowledge.

[Rule 62-297.310(8), F.A.C.]

Record Keeping and Reporting Requirements

A27.
Malfunction Reporting.  In the case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department or the appropriate Local Program in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62-210.700(6), F.A.C.]

A28.
A DEP Form No. 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" including the Emissions Report, shall be completed for each calendar year on or before March 1 of the following year and submitted to the air compliance section of this office.

[Rule 62-210.370(3), F.A.C.]

A29.
In order to demonstrate compliance with conditions no. A1 and A2, the permittee shall maintain a log at the facility. The log at a minimum shall contain the following:

Monthly

a)
month

b)
consecutive 12 month total of:


- fuel usage and heat input rates


- fuel sulfur content by weight

[Rules 62‑4.070(3), and 62‑213.440(1)(b)2., F.A.C.]

A30.  At least 225 days prior to the expiration date of this operation permit, the permittee shall submit to this office four air permit applications, DEP Form No. 62-210.900(1).

[Rule 62-4.090(1), F.A.C.]

NSPS Subparts A (General Provisions) and KKKK (Stationary Combustion Turbines)
A31.
Combined Cycle Combustion Turbines:  Each combined cycle combustion turbine and duct burner system is subject to the applicable requirements in NSPS Subparts A (General Provisions) and KKKK (Stationary Combustion Turbines) of 40 CFR 60.  See Appendix CT.
This subsection addresses the emissions unit.

	ID No.
	Brief Description

	002
	Fuel Oil Tank (170,000 gallon)


{Permitting Note:  Based on changes to NSPS Subpart Kb made on October 15, 2003, NSPS Subpart Kb does not apply to storage vessels with a capacity greater than or equal to 151 m3 (39,890 gallons) storing a liquid with a maximum true vapor pressure less than 3.5 kilopascals (0.51 psia).  The tank stores distillate oil, which has a vapor pressure of approximately 0.009 psia at 70° F.  This is well below the vapor pressure specified in Subpart Kb for this size tank and shows that distillate oil is not considered to be volatile.  Therefore, the tank is considered an unregulated emissions unit.}
Clean Air Interstate Rule (CAIR)

Operated by:  Lake Cogen, Ltd.

Plant:  Lake Cogeneration Facility

ORIS Code:  54423

The emissions units below are regulated under the Clean Air Interstate Rule.

	ID No.
	EPA Unit ID No.
	Brief Description

	003
	3
	Combined Cycle Combustion Turbine (CT)/Duct Burner

	004
	4
	Combined Cycle Combustion Turbine (CT)/Duct Burner


1. Clean Air Interstate Rule Application.  The Clean Air Interstate Rule Part Form submitted for this facility is a part of this permit.  The owners and operators of these CAIR units as identified in this form must comply with the standard requirements and special provisions set forth in the CAIR Part Form (DEP Form No. 62-210.900(1)(b)) dated March 16, 2008, which is attached at the end of this section.  [Chapter 62-213, F.A.C. and Rule 62-210.200, F.A.C.]

[image: image1.png]Clean Air Interstate Rule (CAIR) Part

For more information, see instructions and refer to 40 CFR 96.121, 96.122, 96.221, 96.222, 96.321 and 96.322; and Rule 62-296.470, F.A.C.
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CAIR NOx ANNUAL TRADING PROGRAM

CAIR Part Requirements.

(1) The CAIR designated representative of each CAIR NOy source and each CAIR NOx unit at the source shall:
(i) Submit to the DEP a complete and certified CAIR Part form under 40 CFR 96.122 and Rule 62-296.470, F.A.C., in accordance with the
deadlines specified in Rule 62-213.420, F.A.C.; and
(ii) [Reserved];

(2) The owners and operators of each CAIR NOx source and each CAIR NOx unit at the source shall have a CAIR Part included in the Title V
operating permit issued by the DEP under 40 CFR Part 96, Subpart CC, and operate the source and the unit in compliance with such CAIR
Part.

Monitoring, Reporting, and Recordkeeping Requirements.

(1) The owners and operators, and the CAIR designated representative, of each CAIR NOx source and each CAIR NOx unit at the source shall
comply with the monitoring, reporting, and recordkeeping requirements of 40 CFR Part 96, Subpart HH, and Rule 62-296.470, F.A.C.

(2) The emissions measurements recorded and reported in accordance with 40 CFR Part 96, Subpart HH, shall be used to determine
compliance by each CAIR NOy source with the following CAIR NOx Emissions Requirements.

NOx Emission Requirements.

(1) As of the allowance transfer deadline for a control period, the owners and operators of each CAIR NOx source and each CAIR NOx unit at
the source shall hold, in the source’s compliance account, CAIR NOy allowances available for compliance deductions for the control period under
40 CFR 96.154(a) in an amount not less than the tons of total NOx emissions for the control period from all CAIR NOx units at the source, as
determined in accordance with 40 CFR Part 96, Subpart HH.

(2) A CAIR NOx unit shall be subject to the requirements under paragraph (1) of the NOx Requirements starting on the later of January 1, 2009,
or the deadline for meeting the unit's monitor certification requirements under 40 CFR 96.170(b)(1) or (2) and for each control period thereafter.
(3) A CAIR NOx allowance shall not be deducted, for compliance with the requirements under paragraph (1) of the NOx Requirements, for a
control period in a calendar year before the year for which the CAIR NOx allowance was allocated.

(4) CAIR NOx allowances shall be held in, deducted from, or transferred into or among CAIR NOx Allowance Tracking System accounts in
accordance with 40 CFR Part 96, Subparts FF and GG.

(5) A CAIR NOy allowance is a limited authorization to emit one ton of NOx in accordance with the CAIR NOx Annual Trading Program. No
provision of the CAIR NOx Annual Trading Program, the CAIR Part, or an exemption under 40 CFR 96.105 and no provision of law shall be
construed to limit the authority of the state or the United States to terminate or limit such authorization.

(6) A CAIR NOy allowance does not constitute a property right.

(7) Upon recordation by the Administrator under 40 CFR Part 96, Subpart EE, FF, or GG, every allocation, transfer, or deduction of a CAIR NOx
allowance to or from a CAIR NOx unit's compliance account is incorporated automatically in any CAIR Part of the source that includes the CAIR
NOX unit.

Excess Emissions Requirements.

If a CAIR NOyx source emits NOx during any control period in excess of the CAIR NOx emissions limitation, then:

(1) The owners and operators of the source and each CAIR NOy unit at the source shall surrender the CAIR NOx allowances required for
deduction under 40 CFR 96.154(d)(1) and pay any fine, penalty, or assessment or comply with any other remedy imposed, for the same
violations, under the Clean Air Act or applicable state law; and

(2) Each ton of such excess emissions and each day of such control period shall constitute a separate violation of 40 CFR Part 96, Subpart AA,
the Clean Air Act, and applicable state law.

Recordkeeping and Reporting Requirements.

(1) Uniess otherwise provided, the owners and operators of the CAIR NOx source and each CAIR NOx unit at the source shall keep on site at
the source each of the following documents for a period of 5 years from the date the document is created. This period may be extended for
cause, at any time before the end of 5 years, in writing by the DEP or the Administrator.

(i) The certificate of representation under 40 CFR 96.113 for the CAIR designated representative for the source and each CAIR NOx unit at
the source and all documents that demonstrate the truth of the statements in the certificate of representation; provided that the certificate and
documents shall be retained on site at the source beyond such 5-year period until such documents are superseded because of the submission of
a new certificate of representation under 40 CFR 96.113 changing the CAIR designated representative.

(i} All emissions monitoring information, in accordance with 40 CFR Part 96, Subpart HH, of this part, provided that to the extent that 40 CFR
Part 96, Subpart HH, provides for a 3-year period for recordkeeping, the 3-year period shall apply.

(i) Copies of all reports, compliance certifications, and other submissions and all records made or required under the CAIR NOx Annual
Trading Program.

(iv) Copies of all documents used to complete a CAIR Part form and any other submission under the CAIR NOx Annual Trading Program or to
demonstrate compliance with the requirements of the CAIR NOx Annual Trading Program.

(2) The CAIR designated representative of a CAIR NOx source and each CAIR NOx unit at the source shall submit the reports required under the
CAIR NOx Annual Trading Program, including those under 40 CFR Part 96, Subpart HH.
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Liability.

(1) Each CAIR NOx source and each CAIR NOx unit shall meet the requirements of the CAIR NOx Annual Trading Program.

(2) Any provision of the CAIR NOx Annual Trading Program that applies to a CAIR NOx source or the CAIR designated representative of a CAIR
NOx source shall also apply to the owners and operators of such source and of the CAIR NOx units at the source.

(3) Any provision of the CAIR NOx Annual Trading Program that applies to a CAIR NOx unit or the CAIR designated representative of a CAIR
NOy unit shall also apply to the owners and operators of such unit.

Effect on Other Authorities.

No provision of the CAIR NOx Annual Trading Program, a CAIR Part, or an exemption under 40 CFR 96.105 shall be construed as exempting or
excluding the owners and operators, and the CAIR designated representative, of a CAIR NOy source or CAIR NOy unit from compliance with any
other provision of the applicable, approved State Implementation Plan, a federally enforceable permit, or the Clean Air Act.

CAIR SO, TRADING PROGRAM

CAIR Part Requirements.

(1) The CAIR designated representative of each CAIR SO, source and each CAIR SO; unit at the source shall:
(i) Submit to the DEP a complete and certified CAIR Part form under 40 CFR 96.222 and Rule 62-296.470, F.A.C., in accordance with the
deadlines specified in Rule 62-213.420, F.A.C.; and
(ii) [Reserved];

(2) The owners and operators of each CAIR SO, source and each CAIR SO, unit at the source shall have a CAIR Part included in the Title V
operating permit issued by the DEP under 40 CFR Part 96, Subpart CCC, for the source and operate the source and each CAIR unit in
compliance with such CAIR Part.

Monitoring. Reporting, and Recordkeeping Requirements.

(1) The owners and operators, and the CAIR designated representative, of each CAIR SO, source and each SO, CAIR unit at the source shall
comply with the monitoring, reporting, and recordkeeping requirements of 40 CFR Part 96 ,Subpart HHH, and Rule 62-296.470, F.A.C.

(2) The emissions measurements recorded and reported in accordance with 40 CFR Part 96, Subpart HHH, shall be used to determine
compliance by each CAIR SO, source with the following CAIR SO, Emission Requirements.

S0O2 Emission Requirements.

(1) As of the allowance transfer deadline for a control period, the owners and operators of each CAIR SO, source and each CAIR SO, unit at
the source shall hold, in the source’s compliance account, a tonnage equivalent in CAIR SO, allowances available for compliance deductions for
the control period, as determined in accordance with 40 CFR 96.254(a) and (b), not less than the tons of total sulfur dioxide emissions for the
control period from all CAIR SO, units at the source, as determined in accordance with 40 CFR Part 96, Subpart HHH.

(2) A CAIR SO unit shall be subject to the requirements under paragraph (1) of the Sulfur Dioxide Emission Requirements starting on the later
of January 1, 2010 or the deadline for meeting the unit's monitor certification requirements under 40 CFR 96.270(b)(1) or (2) and for each control
period thereafter.

(3) A CAIR SO; allowance shall not be deducted, for compliance with the requirements under paragraph (1) of the SO, Emission Requirements,
for a control period in a calendar year before the year for which the CAIR SO, allowance was allocated.

(4) CAIR SO, allowances shall be held in, deducted from, or transferred into or among CAIR SO; Allowance Tracking System accounts in
accordance with 40 CFR Part 96, Subparts FFF and GGG.

(5) A CAIR SO, allowance is a limited authorization to emit sulfur dioxide in accordance with the CAIR SO, Trading Program. No provision of the
CAIR SO, Trading Program, the CAIR Part, or an exemption under 40 CFR 96.205 and no provision of law shall be construed to limit the
authority of the state or the United States to terminate or limit such authorization.

(6) A CAIR SO; allowance does not constitute a property right.

(7) Upon recordation by the Administrator under 40 CFR Part 96, Subpart FFF or GGG, every allocation, transfer, or deduction of a CAIR SO,
allowance to or from a CAIR SO unit's compliance account is incorporated automatically in any CAIR Part of the source that includes the CAIR
SOz unit.

Excess Emissions Requirements.

If a CAIR SO, source emits SO, during any control period in excess of the CAIR SO, emissions limitation, then:

(1) The owners and operators of the source and each CAIR SO, unit at the source shall surrender the CAIR SO, allowances required for
deduction under 40 CFR 96.254(d)(1) and pay any fine, penalty, or assessment or comply with any other remedy imposed, for the same
violations, under the Clean Air Act or applicable state law; and

(2) Each ton of such excess emissions and each day of such control period shall constitute a separate violation of 40 CFR Part 96, Subpart AAA,

the Clean Air Act, and applicable state law.
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Recordkeeping and Reporting Requirements.

(1) Unless otherwise provided, the owners and operators of the CAIR SO, source and each CAIR SO, unit at the source shall keep on site at the
source each of the following documents for a period of 5 years from the date the document is created. This period may be extended for cause, at
any time before the end of 5 years, in writing by the Department or the Administrator.

(i) The certificate of representation under 40 CFR 96.213 for the CAIR designated representative for the source and each CAIR SO unit at
the source and all documents that demonstrate the truth of the statements in the certificate of representation; provided that the certificate and
documents shall be retained on site at the source beyond such 5-year period until such documents are superseded because of the submission of
a new certificate of representation under 40 CFR 96.213 changing the CAIR designated representative.

(i) All emissions monitoring information, in accordance with 40 CFR Part 96, Subpart HHH, of this part, provided that to the extent that 40
CFR Part 96, Subpart HHH, provides for a 3-year period for recordkeeping, the 3-year period shall apply.

(ii) Copies of all reports, compliance certifications, and other submissions and all records made or required under the CAIR SO, Trading
Program.

(iv) Copies of all documents used to complete a CAIR Part form and any other submission under the CAIR SO, Trading Program or to
demonstrate compliance with the requirements of the CAIR SO, Trading Program.

(2) The CAIR designated representative of a CAIR SO, source and each CAIR SO; unit at the source shall submit the reports required under the
CAIR SO; Trading Program, including those under 40 CFR Part 96, Subpart HHH.

Liability.

(1) Each CAIR SO; source and each CAIR SO, unit shall meet the requirements of the CAIR SO, Trading Program.

(2) Any provision of the CAIR SO, Trading Program that applies to a CAIR SO, source or the CAIR designated representative of a CAIR

S0, source shall also apply to the owners and operators of such source and of the CAIR SO, units at the source.

(3) Any provision of the CAIR SO, Trading Program that applies to a CAIR SO, unit or the CAIR designated representative of a CAIR SO, unit
shall also apply to the owners and operators of such unit.

Effect on Other Authorities.

No provision of the CAIR SO, Trading Program, a CAIR Part, or an exemption under 40 CFR 96.205 shall be construed as exempting or
excluding the owners and operators, and the CAIR designated representative, of a CAIR SO; source or CAIR SO, unit from compliance with any
other provision of the applicable, approved State Implementation Plan, a federally enforceable permit, or the Clean Air Act.

CAIR NO,; OZONE SEASON TRADING PROGRAM

CAIR Part Requirements.

(1) The CAIR designated representative of each CAIR NOx Ozone Season source and each CAIR NOx Ozone Season unit at the source shall:
(i) Submit to the DEP a complete and certified CAIR Part form under 40 CFR 96.322 and Rule 62-296.470, F.A.C., in accordance with the
deadlines specified in Rule 62-213.420, F.A.C.; and
(ii) [Reserved];

(2) The owners and operators of each CAIR NOx Ozone Season source required to have a Title V operating permit or air construction permit,

and each CAIR NOx Ozone Season unit required to have a Title V operating permit or air construction permit at the source shall have a CAIR

Part included in the Title V operating permit or air construction permit issued by the DEP under 40 CFR Part 96, Subpart CCCC, for the source

and operate the source and the unit in compliance with such CAIR Part.

Monitoring, Reporting, and Recordkeeping Requirements.

(1) The owners and operators, and the CAIR designated representative, of each CAIR NOx Ozone Season source and each CAIR NO, Ozone
Season unit at the source shall comply with the monitoring, reporting, and recordkeeping requirements of 40 CFR Part 96, Subpart HHHH, and
Rule 62-296.470, F.A.C.

(2) The emissions measurements recorded and reported in accordance with 40 CFR Part 96, Subpart HHHH, shall be used to determine
compliance by each CAIR NOx Ozone Season source with the following CAIR NOx Ozone Season Emissions Requirements.

NOx Ozone Season Emission Requirements.

(1) As of the allowance transfer deadline for a control period, the owners and operators of each CAIR NOx Ozone Season source and each CAIR
NOx Ozone Season unit at the source shall hold, in the source’s compliance account, CAIR NOx Ozone Season allowances available for
compliance deductions for the control period under 40 CFR 96.354(a) in an amount not less than the tons of total NOx emissions for the control
period from all CAIR NOx Ozone Season units at the source, as determined in accordance with 40 CFR Part 96, Subpart HHHH.

(2) A CAIR NOx Ozone Season unit shall be subject to the requirements under paragraph (1) of the NO, Ozone Season Emission Requirements
starting on the later of May 1, 2009 or the deadline for meeting the unit's monitor certification requirements under 40 CFR 96.370(b)(1),(2), or (3)
and for each control period thereafter.

(3) A CAIR NOx Ozone Season allowance shall not be deducted, for compliance with the requirements under paragraph (1) of the NOx Ozone
Season Emission Requirements, for a control period in a calendar year before the year for which the CAIR NOx Ozone Season allowance was
allocated.

(4) CAIR NOx Ozone Season allowances shall be held in, deducted from, or transferred into or among CAIR NOx Ozone Season Allowance
Tracking System accounts in accordance with 40 CFR Part 96, Subparts FFFF and GGGG.

(5) A CAIR NOyx Ozone Season allowance is a limited authorization to emit one ton of NOx in accordance with the CAIR NOx Ozone Season
Trading Program. No provision of the CAIR NOx Ozone Season Trading Program, the CAIR Part, or an exemption under 40 CFR 96.305 and no
provision of law shall be construed to limit the authority of the state or the United States to terminate or limit such authorization.

(6) A CAIR NOx Ozone Season allowance does not constitute a property right.

(7) Upon recordation by the Administrator under 40 CFR Part 96, Subpart EEEE, FFFF or GGGG, every allocation, transfer, or deduction of a
CAIR NOx Ozone Season aliowance to or from a CAIR NOx Ozone Season unit's compliance account is incorporated automatically in any CAIR
Part of the source that includes the CAIR NOx Ozone Season unit.
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Excess Emissions Requirements.

if a CAIR NOx Ozone Season source emits NOx during any control period in excess of the CAIR NOyx Ozone Season emissions limitation, then:
(1) The owners and operators of the source and each CAIR NOx Ozone Season unit at the source shall surrender the CAIR NOx Ozone Season
allowances required for deduction under 40 CFR 96.354(d)(1) and pay any fine, penalty, or assessment or comply with any other remedy
imposed, for the same violations, under the Clean Air Act or applicable state law; and

(2) Each ton of such excess emissions and each day of such control period shall constitute a separate violation of 40 CFR Part 96, Subpart
AAAA, the Clean Air Act, and applicable state law.

Recordkeeping and Reporting Requirements.

(1) Unless otherwise provided, the owners and operators of the CAIR NOx Ozone Season source and each CAIR NOx Ozone Season unit at the
source shall keep on site at the source each of the following documents for a period of 5 years from the date the document is created. This period
may be extended for cause, at any time before the end of 5 years, in writing by the DEP or the Administrator.

(i) The certificate of representation under 40 CFR 96.313 for the CAIR designated representative for the source and each CAIR NOx Ozone
Season unit at the source and all documents that demonstrate the truth of the statements in the certificate of representation; provided that the
certificate and documents shall be retained on site at the source beyond such 5-year period until such documents are superseded because of the
submission of a new certificate of representation under 40 CFR 96.113 changing the CAIR designated representative.

(i) All emissions monitoring information, in accordance with 40 CFR Part 96, Subpart HHHH, of this part, provided that to the extent that 40
CFR Part 96, Subpart HHHH, provides for a 3-year period for recordkeeping, the 3-year period shall apply.

(iii) Copies of all reports, compliance certifications, and other submissions and all records made or required under the CAIR NOx Ozone
Season Trading Program.

(iv) Copies of all documents used to complete a CAIR Part form and any other submission under the CAIR NOx Ozone Season Trading
Program or to demonstrate compliance with the requirements of the CAIR NOx Ozone Season Trading Program.

(2) The CAIR designated representative of a CAIR NOx Ozone Season source and each CAIR NOx Ozone Season unit at the source shall
submit the reports required under the CAIR NOx Ozone Season Trading Program, including those under 40 CFR Part 96, Subpart HHHH.

Liability.

(1) Each CAIR NOx Ozone Season source and each CAIR NOx Ozone Season unit shall meet the requirements of the CAIR NOx Ozone Season
Trading Program.

(2) Any provision of the CAIR NOx Ozone Season Trading Program that applies to a CAIR NOx Ozone Season source or the CAIR designated
representative of a CAIR NOx Ozone Season source shall also apply to the owners and operators of such source and of the CAIR NOx Ozone
Season units at the source.

(3) Any provision of the CAIR NOx Ozone Season Trading Program that applies to a CAIR NOx Ozone Season unit or the CAIR designated
representative of a CAIR NOx Ozone Season unit shall also apply to the owners and operators of such unit.

Effect on Other Authorities.

No provision of the CAIR NOyx Ozone Season Trading Program, a CAIR Part, or an exemption under 40 CFR 96.305 shall be construed as
exempting or excluding the owners and operators, and the CAIR designated representative, of a CAIR NOx Ozone Season source or CAIR NOx
Ozone Season unit from compliance with any other provision of the applicable, approved State Implementation Plan, a federally enforceable
permit, or the Clean Air Act.

Certification (for designated representative or alternate designated representative only)

| am authorized to make this submission on behalf of the owners and operators of the CAIR source or CAIR units for which the submission is
made. | certigl under penalty of law that | have personally examined, and am familiar with, the statements and information submitted in this
document and all its attachments. Based on my inquiry of those individuals with primary responsibility for obtaining the information, | certify that
the statements and information are to the best of my knowledge and belief true, accurate, and complete. | am aware that there are significant
penalties for tsubmitting false statements and information or omitting required statements and information, including the possibility of fine or
imprisonment.

Name Thomas Grace Tite Mgr., E,H& S

DEP Form No. 62-210.900(1)(b) — Form

Effective: 3/16/08




PAGE  

