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STATEMENT OF BASIS

FINAL Title V Air Operation Permit Revision No.:  0710002-010-AV 

Florida Power and Light Company

Fort Myers Plant

Lee County
The initial Title V Air Operation Permit was issued on December 31, 1997.  This Title V air operation permit revision is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214, and is the second revision to the initial Title V permit.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This Title V Air Operation Permit Revision incorporates the new specific conditions of construction permits:  0710002-004-AC, that authorized the installation of six (6) natural gas-fired combined cycle units to replace (repower) two (2) old residual oil-fired steam generating units; and, 0710002-008-AC, which granted specified periods of excess NOX emissions resulting from required steam blows during the initial change over from simple-cycle to combined-cycle operation.

The following revisions have been made to the Title V Air Operation permit in order to incorporate the above referenced changes to the facility.

1. Table of Contents was updated to reflect new Section III, Subsection C.  The references to ASP Number 97-B-01 (With Scrivener’s Order Dated July 9, 1997) and the Secretarial Orders (dated January 2, 1986) have been removed since they applied to boilers 1 and 2 which no longer exist.

2. The placard page was changed to update the description of the current project and to revise the “Referenced Attachments” section.

3. The facility description in Section I, Subsection A. was changed to reflect the retirement of boilers 1 & 2, and to reflect the addition of the 6 new combined cycle combustion turbines.

4. The emissions unit identification table in Section I, Subsection B has been updated to reflect the new units.

5. The Relevant Documents section in Section I, subsection C has been updated to reflect documents associated with this project.

6. Section II., Condition 8.  Reasonable Precautions, has been updated to reflect precautions taken to minimize fugitive dust during the construction periods.

7. Added the following Permitting note after Condition 8.:


{Permitting Note:  This condition represents the reasonable precautions to be implemented in accordance with Rule 62-296.320(4)(c), F.A.C., in lieu of the requirements of Condition No. 57 of Appendix TV-3.}
8. The following Specific Condition was added to Section III., Subsection A. to reflect the retirement of boilers 1 and 2:


A.0.  Boiler 1 and Boiler 2 were permanently removed from service on August 31 and September 1, 2001, respectively, in accordance with the conditions of repowering authorized by permit 0710002-004-AC.  The boilers and the tall stacks associated with them will be dismantled and replaced by two relatively short stacks for each of the new combined cycle combustion turbines for simple and combined operation.  The steam turbines that were associated with these boilers will be retained and will be driven by steam generated in the non-fired heat recovery steam generators associated with the new combined cycle combustion turbines 2A – 2F. 


All operational requirements and limitations associated with boilers 1 and 2 have been rescinded.  The remainder of subsection A. is reserved.
9. No changes have been made to Section III., Subsection B.

10. The entire Section III., Subsection C. has been added to reflect the addition of the six new combined cycle combustion turbines that were authorized by permit number 0710002-004-AC.  Also included are six natural gas pre-heaters to be used to heat the gas fuel when in simple cycle operation and during start-up to combined cycle operation.  When in combined cycle mode, heat from the steam tubes will be used via a heat exchanger to preheat the gas prior to firing in the CT.

11. The Acid Rain Part, Section IV, has been updated to include the 6 new combined cycle combustion turbines.

12. Appendix U-1 has been updated to include a new unregulated cooling tower, emissions unit –025.

13.  Appendix H-1, Permit History, has been updated.

14. Table 1-1, Summary of Air Pollutant Standards and Terms and Table 2-1, Summary of Compliance Requirements, have been updated to reflect the retirement of boilers 1 and 2, and the addition of emission units –018 through –024.

