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The following emissions unit is subject to the CAM provisions only for the pollutants indicated:

	E.U. ID No.
	Brief Description
	Pollutant(s) subject to CAM

	-006
	Municipal Waste Combustion Unit  No. 3
	SAM, HF


For ease of reference the following definitions are cited from 40 CFR 64.1 Definitions (10/03/1997):

Exceedance shall mean a condition that is detected by monitoring that provides data in terms of an emission limitation or standard and that indicates that emissions (or opacity) are greater than the applicable emission limitation or standard (or less than the applicable standard in the case of a percent reduction requirement) consistent with any averaging period specified for averaging the results of the monitoring.

Excursion shall mean a departure from an indicator range established for monitoring under this part, consistent with any averaging period specified for averaging the results of the monitoring.

Sulfuric Acid Mist (SAM)

Table 1. Monitoring Approach
	E.U. ID No. -006
	Indicator No. 1

	A.  Indicator
	SO2 for SAM emissions

	      Measurement Approach
	SO2 outlet concentration or removal efficiency

	B.  Indicator Range

     Equipment

      QIP Threshold1      

      
	26 ppm or 80% reduction, corrected to 7% oxygen (dry basis), whichever is less stringent.
Spray dryer absorption scrubber (SDA) followed by a fabric filter.

An ‘excursion’ is defined as operation above the SO2 limit.  Excursions trigger an inspection, corrective action, and a reporting requirement.

Seven (7) excursions of the 24-hour daily geometric mean in a 6 month reporting period.

	C.  Performance Criteria

1.  Data Representativeness
	CEMS installed, certified, maintained, and operated pursuant to 40 CFR Part 60, Appendix B.


	2.  Verification of     

     Operational Status
	40 CFR Part 60, Subpart Eb mandates CEMS data availability.

	3.  QA/QC Practices and  

     Criteria
	40 CFR 60.13 and 40 CFR Part 60, Appendix B.

	4.a.  Monitoring Frequency
	Continuous

	b. Data Collection   

      Procedures
	At least two data points of the SO2 outlet concentration or removal efficiency per hour are electronically recorded and used to calculate a 1-hour arithmetic average per 40 CFR 60.58b(e).

	    c.  Averaging Period
	24-hour daily geometric mean of the 1-hour averages.


1 This specific QIP threshold adequately implements Condition 10. of the CAM Requirements.
Hydrogen Fluoride (HF)
Table 1. Monitoring Approach
	E.U. ID No. -006
	Indicator No. 1

	A.  Indicator
	SO2 for HF emissions

	      Measurement Approach
	SO2 outlet concentration or removal efficiency

	B.  Indicator Range

     Equipment

      QIP Threshold1     

      
	26 ppm or 80% reduction, corrected to 7% oxygen (dry basis), whichever is less stringent.
Spray dryer absorption scrubber (SDA) followed by a fabric filter.

An ‘excursion’ is defined as operation above the SO2 limit.  Excursions trigger an inspection, corrective action, and a reporting requirement.

Seven (7) excursions of the 24-hour daily geometric mean in a 6 month reporting period.

	C.  Performance Criteria

1.  Data Representativeness
	CEMS installed, certified, maintained, and operated pursuant to 40 CFR Part 60, Appendix B.


	2.  Verification of     

     Operational Status
	40 CFR Part 60, Subpart Eb mandates CEMS data availability.

	3.  QA/QC Practices and  

     Criteria
	40 CFR 60.13 and 40 CFR Part 60, Appendix B.

	4.a.  Monitoring Frequency
	Continuous

	c. Data Collection   

      Procedures
	At least two data points of the SO2 outlet concentration or removal efficiency per hour are electronically recorded and used to calculate a 1-hour arithmetic average per 40 CFR 60.58b(e).

	    c.  Averaging Period
	24-hour daily geometric mean of the 1-hour averages.


1 This specific QIP threshold adequately implements Condition 10. of the CAM Requirements.
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