NOTICE OF FINAL TITLE V OPERATION PERMIT

In the Matter of an

Application for Permit Renewal:

	C. Finley McRae, President
	DEP File No.:  0770007-007-AV

	North Florida Lumber, Inc.
	Bristol Lumber Mill

	Post Office Box 7

Graceville, Florida 32440
	Liberty County


Enclosed is the FINAL Title V Operation Permit, No. 0770007-007-AV.   The purpose is to renew the Title V Operation Permit and incorporate construction permits 0770007-005-AC and 0770007-006-AC.  The facility is located in Liberty County.  This permit renewal is issued pursuant to Chapter 403, Florida Statutes (F.S.).  There were no comments received from Region 4, U.S. EPA, regarding the PROPOSED Title V Operation Permit.

Any party to this order (permit) has the right to seek judicial review of the permit pursuant to Section 120.68, F.S., by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of Appellate Procedure, with the Clerk of the Department in the Legal Office; and, by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 (thirty) days from the date this Notice is filed with the Clerk of the Department.

Executed in Pensacola, Florida.



______________________



Sandra F. Veazey



Air Program Administrator

SFV/rbc
CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this NOTICE OF FINAL TITLE V OPERATION PERMIT (including the FINAL TITLE V OPERATION PERMIT DETERMINATION and the FINAL Title V Operation Permit) was sent by certified mail before the close of business on ______________ to the person(s) listed or as otherwise noted:

C. Finley McRae, North Florida Lumber

The undersigned duly designated deputy agency clerk hereby certifies that a copy of this NOTICE OF FINAL TITLE V OPERATION PERMIT was sent by U.S. Mail before the close of business on ______________ to the person(s) listed or as otherwise noted:

K. C. Sviglin, P.E., Pensacola P.O.C., Inc.

USEPA, Region 4 (INTERNET E-mail Memorandum)

Scott Sheplak, P.E., DEP Division of Air Resources Management

DEP Northwest District Branch Office, Panama City
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to §120.52(7), Florida Statutes, with the designated Department Clerk, receipt of which is hereby acknowledged.

	 (Clerk)
	
	(Date)


FINAL TITLE V OPERATION PERMIT DETERMINATION

Title V Operation Permit Renewal

FINAL Title V Operation Permit No.:  0770007-007-AV

North Florida Lumber
Bristol Lumber Mill

Page 1 of 1
I.  Comment(s).


No comments were received from the USEPA during their 45-day review period of the PROPOSED Title V Operation Permit.

II.  Conclusion.

In conclusion, the permitting authority hereby issues the FINAL Title V Operation Permit.

North Florida Lumber Company

Bristol Lumber Mill

Facility ID No.:  0770007

Liberty County

Title V Air Operation Permit Renewal

FINAL Permit Project No.:  0770007-007-AV

Renewal of Title V Air Operation Permit No.:  0770007-002-AV

Permitting and Compliance Authority:
Florida Department of Environmental Protection

Northwest District

160 Governmental Center

Pensacola, FL 32501-5794

Telephone:  850/595-8364

Fax:  850/595-8096

Title V Air Operation Permit Renewal

FINAL Permit No.:  0770007-007-AV

Renewal of Title V Air Operation Permit No.:  0770007-002-AV
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Permittee:




FINAL Permit No.:  0770007-007-AV

North Florida Lumber



Facility ID No.:  0770007

Bristol Lumber Mill



SIC No(s).:  24, 2421







Project: Title V Air Operation Permit Renewal
The purpose of this permit is to renew Title V Air Operation Permit, No. 0770007-002-AV, and incorporate construction permits 0770007-005-AC and 0770007-006-AC.  This existing facility is located on Highway 12 in Bristol, Florida, Liberty County;  ASK utm_east "Type UTM east (xxx.x)" UTM Coordinates:  Zone 16, 689.54 km East and 3358.88 km North; and, Latitude:  30( 20’ 50” North and Longitude:  84( 59’ 10” West.

Statement of Basis:  This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
Appendix U-1, List of Unregulated Emissions Units and/or Activities

Appendix I-1, List of Insignificant Emissions Units and/or Activities

APPENDIX TV-4, TITLE V CONDITIONS version dated 02/12/02

APPENDIX SS-1, STACK SAMPLING FACILITIES version dated 10/07/96

TABLE 297.310-1, CALIBRATION SCHEDULE version dated 10/07/96





Effective Date:  November 17, 2002




Renewal Application Due Date:  May 22, 2007





Expiration Date:  November 17, 2007





___________________________


SANDRA F. VEAZEY


Air Program Administrator
SFV: rbc

Section I.  Facility Information.
Subsection A.  Facility Description.
The purpose of this permit is to renew the facility’s Title V Air Operation Permit (No. 0770007-002-AV) and incorporate construction permits 0770007-005-AC and 0770007-006-AC.  Construction permit 0770007-005-AC was for the construction of a 28.7 MMBtu/hour boiler (Boiler #3, see description below) and construction permit 0770007-006-AC was for the construction of a new lumber drying kiln (Kiln #4, see description below).  The new kiln will handle 145,920 board feet per load (30,000,000 board feet per year).  The addition of Boiler #3 increased the facility’s carbon monoxide emissions to a total of 266 tons per year.  Since the facility has reached the Prevention of Significant Deterioration (PSD) threshold of 250 tons per year, the facility requested an enforceable production limitation on the lumber drying kilns to avoid PSD review during the addition of Kiln #4.

The North Florida Lumber Mill consists of a log debarker, saw mill, wood waste handling and storage system, four steam heated drying kilns, planer mill and three boilers that provide the heat to the kilns.  Pine logs are delivered to the facility via logging trucks.  The logs are stored in the log storage yard until they are ready to be processed.  The facility also receives debarked and peeled poles from Apalachee Pole Company (an adjacent property owner) to be dried in the facility’s drying kilns.  Once dried, the poles are transported back to Apalachee Pole Company for further processing.  

The logs are debarked and conveyed into the sawmill where they are cut into various sizes of lumber.  The lumber is automatically sorted by size and collected in corresponding piles that are transferred to kilns for drying.  The facility has a maximum production rate of 99,691,489 board feet per year of lumber and 1,357,359 cubic feet of poles.
The facility has a total of four lumber drying kilns.  The temperature and humidity inside the kiln is controlled by thermostats and/or humidifiers that control the amount of steam going to heating coils and/or humidifiers.  These units also control the opening and closing of roof vents and cycle internal axial fans so that air is being either circulated internally or supplied/exhausted through air vents.  Drying cycles vary, but can be as long as 96 hours.  The steam used to heat the four drying kilns is generated by three steam-producing boilers that are fueled by the wood waste generated on site.  After the lumber is dried, it is transferred to the planer mill where the lumber is sized to specifications.  The finished lumber is stored in miscellaneous storage sheds until it is shipped off site.  The annual throughput from all four kilns is limited to 99,691,489 board feet per year and 1,357,359 cubic feet of poles per year.  The annual throughput limitation was requested by the facility to avoid PSD review, in accordance with Rule 62-212.400(5), F.A.C.

Boiler #1 has maximum heat input capacity of 29.6 MMBtu/hr and is equipped with a wood gasification system.  The boiler is fueled by the wood waste that is generated during the processing of lumber at the facility.  The fuel is conveyed using a variable speed screw 

conveyor into the gasifier prior to going into the boiler.  This boiler is manufactured by Industrial Boiler.  Particulate emissions are controlled by two (in series) multiple tube dry collectors manufactured by Zurn, model MTSA-30-9-CYT-A.  Ash collected by multiclones is emptied into containers located under the multiclones.  Steam production is continuously measured and recorded on a recording chart.  Due to the age and size of this boiler (built before June 1989 and less than 30 MMBtu/hr.), it is subject only to the visible emissions limitation in accordance with Rule 62-296.410(2)(a), F.A.C., Carbonaceous Fuel Burning Equipment.

Boiler #2 has maximum heat input capacity of 42.9 MMBtu/hr and is equipped with a wood gasification system.  The boiler is fueled by the wood waste that is generated during the processing of lumber at the facility.  The fuel is conveyed using a variable speed screw conveyor into the gasifier prior to going into the boiler.  This boiler is manufactured by Industrial Boiler.  Particulate emissions are controlled by two (in series) multiple tube dry collectors manufactured by Zurn, model MTSA-36-9-CYT-A.  Ash collected by multiclones is emptied into containers located under the multiclones.  Steam production is continuously measured and recorded on a recording chart.  Due to the age and size of this boiler (built before June 1989 and greater than 30 MMBtu/hr.), it is subject only to the visible emissions and particular matter limitations in accordance with Rule 62-296.410(2)(b), F.A.C., Carbonaceous Fuel Burning Equipment.
Boiler #3 has maximum heat input capacity of 28.7 MMBtu/hr and is equipped with a wood gasification system.  The boiler is fueled by the wood waste that is generated during the processing of lumber at the facility.  The fuel is conveyed using a variable speed screw conveyor into the gasifier prior to going into the boiler.  This boiler is manufactured by Hurst Boiler & Welding Company, model HYB-3900.  Particulate emissions are controlled by two (in series) multiple tube dry collectors manufactured by Hurst Boiler & Welding Company, model K12-16T and K9-44T, respectively.  Ash is conveyed by screw conveyor to an enclosed bin for removal by front-end loader.  Steam production is continuously measured and recorded on a recording chart.  Due to the age and size of this boiler (built after June 1989 and less than 30 MMBtu/hr.), it is subject to the visible emissions limitation in accordance with Rule 62-296.410(2)(a), F.A.C., Carbonaceous Fuel Burning Equipment, and the fuel record keeping requirements of 40 CFR 60.48c, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units.
The wood waste handling and storage system is an unregulated emission unit and is not subject to any specific emission-limiting standard except for the general visible emissions standard of less than 20% opacity [Rules 62-296.320(4)(b)1 and 4, F.A.C.].  The wood waste (bark, sawdust and shavings from planer mill) is conveyed to one of three fuel storage silos located adjacent to the boilers to be used as fuel or conveyed to the truck loading station for shipment off plant property.  Scrap pieces of wood generated from the lumber process are forwarded to chippers where they are chipped into smaller pieces and conveyed to the truck loading station to be shipped off property.  The wood waste handling system consists of miscellaneous blowpipe systems, conveyors, eight receiving cyclones and storage bins.

Total potential emissions from the facility are as follows:


Pollutant*
Boilers 1, 2 and 3
Drying Kilns
Wood Handling



PM

127.0

N/A
238.4




NOx
97.5

N/A
N/A



SO2
11.1

N/A
N/A


CO
265.9

N/A
N/A


VOC
16.8

109

N/A


HAPs
N/A

16.5
N/A




Methanol
N/A

15.1

N/A


*Emissions are listed in tons per year.

North Florida Lumber submitted a Compliance Assurance Monitoring Plan (CAM) for the facility as part of this Title V operation permit renewal.  It has been determined by the Department that this facility is not currently subject to CAM.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit Renewal application received June 6, 2002, this facility is a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

	E.U.  ID No.
	Brief Description

	001
	Boiler No. 1, 29.6 MMBtu/hr. and Boiler No. 3, 28.7 MMBtu/hr.

	002
	Boiler No. 2, 42.9 MMBtu/hr.

	015
	Four Steam Heated Drying Kilns.


Unregulated Emissions Units and/or Activities
	014
	Wood Waste Handling and Storage.


Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History

Statement of Basis

These documents are on file with the permitting authority:
Initial Title V Air Operation Permit issued December 8, 1997.

Application for a Title V Air Operation Permit Renewal received June 6, 2002.

Subsection D.  Miscellaneous.

The use of ‘Permitting Notes’ throughout this permit are for informational purposes only and are not permit conditions.

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-4, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-4, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided a copy when requested or otherwise appropriate.}

2.  General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow, or permit the discharge of air pollutants that cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.; and permit 0770007-006-AC]

3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.

Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).

a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

and,

b.  The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

5.  Unregulated Emissions Units and/or Activities.  Appendix U-1, List of Unregulated Emissions Units and/or Activities, is a part of this permit.

[Rule 62-213.440(1), F.A.C.]

6.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6) and 62-4.040(1)(b), F.A.C.]

7.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds Emissions or Organic Solvents Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  Nothing was deemed necessary and ordered at this time.

[Rule 62-296.320(1)(a), F.A.C.]

8.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  proper maintenance of roads and parking areas and application of water as needed to control unconfined emissions from roads, yards, stock piles and similar activities.

[Rule 62-296.320(4)(c)2, F.A.C.; and permit 0770007-005-AC] 

9.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]
10.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

{Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2 and 3, F.A.C. (see Condition 51. of APPENDIX TV-4, TITLE V CONDITIONS.}”

11.  The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s Northwest District office.

Department of Environmental Protection
Northwest District Office

160 Governmental Center

Pensacola, Florida 32501-5794

Telephone:  850/595-8364; Fax:  850/595-8096

12.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch

Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303-8960

Telephone:  404/562-9155; Fax:  404/562-9163

13.  Certification by Responsible Official (RO).  In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.

[Rule 62-213.420(4), F.A.C.]

Section III.  Emissions Units and Conditions.

Subsection A.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	001
	Boiler No. 1 (29.6 MMBtu/hr) and Boiler No. 3 (28.7 MMBtu/hr)


The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Capacity.  The maximum heat input of Boilers No. 1 and No. 3 is 29.6 and 28.7 MMBtu per hour, respectively.  Records of fuel usage shall be maintained and available for Department inspection.

[Rules 62-4.160(2), 62-210.200(PTE), F.A.C., and 40 CFR 60.48c for Boiler #3]

A.2.  Methods of Operation - (i.e., Fuels).  These boilers shall be fueled by carbonaceous fuel (wood waste) only.  

[Rules 62-4.160(2) and 62-213.440(1), F.A.C.]

A.3.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.  

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
A.4.  Visible Emissions.  Visible emissions shall not exceed 20% opacity under normal operation except for up to two minutes in any one hour at not more than 40% opacity. 

[Rule 62-296.410(2)(a), F.A.C.]

Test Methods and Procedures
A.5.  Emissions Tests.  See common condition D.1.
A.6.  Visible Emissions. See common conditions D.2.

A.7.  Special Compliance Tests.  See common condition D.3.
Excess Emissions

A.8.  Excess emissions.   See common condition D.4.
Subsection B.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	002
	Boiler No. 2


The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters
B.1.  Capacity.  The maximum heat input of the boiler is 42.9 MMBtu per hour.  Records of fuel usage shall be maintained and available for Department inspection.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

B.2.  Methods of Operation - (i.e., Fuels).  These boilers shall be fueled by carbonaceous fuel (wood waste) only.  

[Rules 62-4.160(2) and 62-213.440(1), F.A.C.]

B.3.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
B.4.  Visible Emissions.  Visible emissions shall not exceed 30% opacity under normal operation except for up to two minutes in any one hour at not more than 40% opacity.

[Rule 62-296.410(2)(b)1, F.A.C.]

B.5.  Particulate Matter.  Particulate emissions shall not exceed 0.2 pounds per million Btu of heat input of carbonaceous fuel.   

[Rule 62.296.410(2)(b)2, F.A.C.]

Test Methods and Procedures
B.6.  Emissions Tests.  See common condition D.1.

B.7.  Visible Emissions.  See common conditions D.2.
B.8.  Particulate Matter. The test method for particulate matter shall be EPA Method 5, incorporated and adopted by reference in Chapter 62‑297, F.A.C. 

[Rules 62-296.410(3)(b), and 62-297.401, F.A.C.]

B.9.  Special Compliance Tests.  See common condition D.3.
Excess Emissions 

B.10.  Excess emissions.   See common condition D.4.
Subsection C.  This section addresses the following emissions unit.

	E.U.  ID No.
	Brief Description

	015
	Four Steam Heated Drying Kilns 


The following specific conditions apply to the emissions unit listed above:
Essential Potential to Emit (PTE) Parameters
C.1.  Capacity.  The maximum process rate of this emissions unit (all kilns combined) shall not exceed 99,691,489 board feet of lumber and 1,357,359 cubic feet of poles in any consecutive 12-month period.  Monthly records of the lumber and poles processed shall be maintained and available for inspection by the Department.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C., 0770007-006-AC, and to avoid PSD]

C.2.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Subsection D.  Common Conditions.

{Permitting Note:  The following conditions are common to Emission Units 001 and 002 as specified in Subsections A and B above.  They are placed here as a convenience and to avoid duplication.}

Test Methods and Procedures

D.1.  Emissions Tests.

a.  Emissions tests are required to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that the source is capable of compliance at the permitted maximum operating rate.  Tests shall be conducted each federal fiscal year (October 1- September 30).  Results shall be submitted to the Department within 45 days after testing.  The Department shall be notified at least 15 days prior to testing to allow witnessing.

[Rule 62-297.310(7)(a)4, F.A.C.]

b.  Testing of emissions shall be conducted with the emissions unit operating at permitted capacity, which is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity (i.e., at less than 90 percent of the maximum operation rate allowed by the permit); in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted, provided however, operations do not exceed 100 percent of the maximum operation rate allowed by the permit.  Once the emissions unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.

[Rules 62-297.310(2) and (2)b, F.A.C.]

D.2.  DEP Method 9.  The provisions of EPA Method 9 (40 CFR 60, Appendix A) are adopted by reference with the following exceptions:


1.  EPA Method 9, Section 2.4, Recording Observations.  Opacity observations shall be made 
and recorded by a certified observer at sequential fifteen-second intervals during the required 
period of observation.


2.  EPA Method 9, Section 2.5, Data Reduction.  For a set of observations to be acceptable, 
the observer shall have made and recorded, or verified the recording of, at least 90 percent of 
the possible individual observations during the required observation period.  For single-
valued opacity standards (e.g., 20 percent opacity), the test result shall be the highest valid 
six-minute average for the set of observations taken.  For multiple-valued opacity standards 
(e.g., 20 percent opacity, except that an opacity of 40 percent is permissible for not more 
than two minutes per hour) opacity shall be computed as follows:



a.  For the basic part of the standard (i.e., 20 percent opacity) the opacity shall be 


determined as specified above for a single-valued opacity standard.



b.  For the short-term average part of the standard, opacity shall be the highest valid 


short-term average (i.e., two-minute, three-minute average) for the set of observations 


taken.


In order to be valid, any required average (i.e., a six-minute or two-minute average) shall be based on all of the valid observations in the sequential subset of observations selected, and the selected subset shall contain at least 90 percent of the observations possible for the required averaging time.  Each required average shall be calculated by summing the opacity value of each of the valid observations in the appropriate subset, dividing this sum by the number of valid

observations in the subset, and rounding the result to the nearest whole number.  The number of missing observations in the subset shall be indicated in parenthesis after the subset average value.

[Rule 62-297.401(9)(c) and 62-296.410(3)(a), F.A.C.]

D.3.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.]

D.4.  Excess Emissions.

a.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted provided that best operational practices to minimize emissions are adhered to and the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.] 

b.  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

