Georgia-Pacific Corporation                       
FINAL Permit No.:  0770010-003-AV
G-P Hosford OSB Plant
Facility ID No.:  0770010

A.9.   Test for Destruction Efficiency Required:   An annual test for destruction efficiency shall be conducted simultaneously with annual emission test for VOCs for each RTO, with destruction efficiency given by the following, expressed as a percentage:

inlet (lb/hour) – outlet (lb/hour)
inlet (lb/hour)

Destruction efficiency shall be reported with the VOC test results (see Specific Condition A.6).

{Permitting Note:  Destruction efficiency is not limited by this permit.  These results are reported to provide the Department with information about RTO performance.}
[Rule 62-4.070 (3), F.A.C., and Permit 0770010-002-AC]

Compliance Assurance Monitoring (CAM) Requirements

A.10. This emissions unit is subject to the Compliance Assurance Monitoring (CAM) requirements contained in the attached Appendix CAM.  Failure to adhere to the monitoring requirements specified does not necessarily indicate an exceedance of a specific emissions limitation; however, it may constitute good reason to require compliance testing pursuant to Rule 62-297.310(7)(b), F.A.C.

[40 CFR 64; and, Rules 62-204.800 and 62-213.440(4)(b)4., F.A.C.]

Recordkeeping, Reporting and Additional Monitoring Requirements
A.11.  Records of Process Rate Required:  The owner or operator shall make and maintain records of the processing rates of the dryers, in units of oven dried tons of flake per month and tons per consecutive 12-month period, to demonstrate compliance with Specific Condition A.2 1.  Records in units of tons per consecutive 12-month period shall be made from monthly records of process rates for the past 12 months, and shall be completed no later than the 10th day of each month.

[Rule 62-4.070(3), F.A.C., and Permit 0770010-002-AC]

A.12.  Records of Operation for Dryers:  The owner or operator shall make and maintain daily records of fuel consumption and hours of operation of the dryers, and shall each day, using these records and current fuel heat values, calculate the 30-day rolling average heat input for each dryer in units of million Btu/hr, to demonstrate compliance with Specific Condition A.1 2.  The owner or operator shall determine the current heat value for the wood fuel no less than annually.  The owner or operator may rely on natural gas heat values provided by the gas supplier.  The current natural gas heat value shall be updated no less than quarterly.

[Rule 62-4.070(3), F.A.C., and Permit 0770010-002-AC]

A.13.  Records of Operation for RTOs:  The owner or operator shall make and maintain daily records of fuel consumption of the RTOs, and shall each day, using these records and records of operation and current natural gas heat value, calculate the 30-day rolling average heat input for each RTO in units of million Btu/hr, to demonstrate compliance with the heat input limit in Specific Condition A.4.  The owner or operator may rely on natural gas heat values provided by the gas supplier.  The current natural gas heat value shall be updated no less than quarterly.

[Rule 62-4.070(3), F.A.C., and Permit 0770010-002-AC]
{Permitting Note: Specific Condition A.11 also specifies records of RTO operations required to be made and maintained for CAM.}

Compliance Assurance Monitoring (CAM) Requirements

B.9. This emissions unit is subject to the Compliance Assurance Monitoring (CAM) requirements contained in the attached Appendix CAM.  Failure to adhere to the monitoring requirements specified does not necessarily indicate an exceedance of a specific emissions limitation; however, it may constitute good reason to require compliance testing pursuant to Rule 62-297.310(7)(b), F.A.C.

[40 CFR 64; and, Rules 62-204.800 and 62-213.440(4)(b)4., F.A.C.]

Recordkeeping and Reporting Requirements
B.10.  Records of Process Rate Required:  The owner or operator shall make and maintain records of the production rate of OSB, in units of million square feet on a 3/8-inch basis per month and million square feet on a 3/8-inch basis per consecutive 12-month period, to demonstrate compliance with Specific Condition B.2.  Records in units of production per consecutive 12-month period shall be made from monthly records of process rates for the past 12 months, and shall be completed no later than the 10th day of each month.

[Rule 62-4.070(3), F.A.C. and Permit 0770010-002-AC]

B.11.  Records of Operation for RTO:  The owner or operator shall make and maintain daily records of fuel consumption of the RTO, and shall each day, using these records and records of operation and current natural gas heat value, calculate the 30-day rolling average heat input for each RTO in units of million Btu/hr, to demonstrate compliance with the heat input limit in Specific Condition B.4 3 The owner or operator may rely on natural gas heat values provided by the gas supplier.  The current natural gas heat value shall be updated no less than quarterly.

[Rule 62-4.070(3), F.A.C. and Permit 0770010-002-AC]

40 CFR 63, Subpart DDDD – National Emission Standards for Hazardous Air Pollutants for Plywood Composite and Wood

B.12.  This emissions unit is subject to the requirements of 40 CFR 63 Subpart DDDD  (see Appendix NESHAP 40 CFR 63 Subpart DDDD) – and  must be in compliance with the applicable requirements of this Subpart and all applicable general provisions (see Appendix NESHAP General Provisions - 40 CFR 63 Subpart A) by the compliance date of October 1, 2008.  [Appendix 40 CFR 63 Subpart DDDD & Subpart A]

Reporting and Record Keeping Requirements
C.7.  Records of Daily Visual Observations:  The owner or operator shall make and maintain records of daily visual observations required by Specific Condition C.7 6.
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