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[bookmark: SectionIA]Subsection A.  Facility Description.
North Manatee Recycling and Disposal Facility (NMRDF) is a Class III landfill located in Duette, Florida. The facility is located on approximately 208 acres and has a permitted footprint of 114.2 acres. In addition to the landfill footprint, the facility includes an office building, scales and scalehouse, portions of a leachate transmission system, leachate storage area, site access roads, stormwater management features, a community drop-off center and a proposed maintenance building.  The facility operates one 450 1250 standard cubic feet per minute (scfm) open utility flare to assist with odor control purposes, which is equipped with an emergency backup power generator. The facility is a Title V major source for sulfur dioxide (SO2) emissions, and is limited to 240 tons per year (TPY).
[bookmark: SectionIB]Subsection B.  Summary of Emissions Units.
	[bookmark: _Hlk506446233]EU No.
	Brief Description

	Regulated Emissions Units

	001
	1250 scfm Odor Control Flare

	002
	Natural Gas Fired Emergency Generator


Also included in this permit are miscellaneous insignificant emissions units and/or activities (see Appendix I, List of Insignificant Emissions Units and/or Activities).
Subsection C.  Applicable Regulations.
Based on the Title V air operation permit revision application received 01/26/2018, this facility is not a major source of hazardous air pollutants (HAP).  A summary of applicable regulations is shown in the following table.  
	Regulation
	EU No.

	Federal Rule Citations

	40 CFR 60, Subpart A, NSPS General Provisions
	002

	40 CFR 60, JJJJ – Standards of Performance for Stationary Spark Ignition Internal Combustion Engines
	002

	State Rule Citations

	62-296.320(4)(b), F.A.C., General Visible Emissions Standard
	001




SECTION I.  FACILITY INFORMATION.

Waste Management Inc. of Florida	Permit No. 0810241-007-AV
North Manatee Recycling and Disposal Facility	Title V Air Operation Permit Revision
Page 12 of 12
[bookmark: SectionII]The following conditions apply facility-wide to all emission units and activities:
FW1.   Appendices.  The permittee shall comply with all documents identified in Section IV, Appendices, listed in the Table of Contents.  Each document is an enforceable part of this permit unless otherwise indicated.  [Rule 62-213.440, F.A.C.]
Emissions and Controls
FW2.   Not federally Enforceable.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  [Rule 62-296.320(2) and 62-210.200(Definitions), F.A.C.]
FW3.   Odor Remediation Plan.  The facility shall be operated to control objectionable odors in accordance with subsection 62-296.320(2), F.A.C.  After being notified by the Department that objectionable odors have been confirmed beyond the landfill property boundary, the owner or operator shall:
1. Immediately take steps to reduce the objectionable odors.  Such steps may include applying or increasing initial cover, reducing the size of the working face, and ceasing operations in the areas where odors have been detected;
1. Submit to the Department for approval an odor remediation plan for the gas releases.  The plan shall describe the nature and extent of the problem and the proposed long-term remedy.  The remedy shall be initiated within 30 days of approval.
1. Implement a routine odor monitoring program to determine the timing and extent of any off-site odors, and to evaluate the effectiveness of the odor remediation plan.
[Rule 62-701.530(3)(b), F.A.C.]
FW4.   General Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.    [Rule 62-296.320(1), F.A.C.]
{Permitting Note:  Nothing is deemed necessary and ordered at this time.}
FW5.   General Visible Emissions.  No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity equal to or greater than 20% opacity.  This regulation does not impose a specific testing requirement.  [Rule 62-296.320(4)(b), F.A.C.]
FW6.   Unconfined Particulate Matter.  No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement; transportation of materials; construction; alteration; demolition or wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking reasonable precautions to prevent such emissions.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:
a. Dust control methods for the working face include:
1. Waste placed in lifts in a manner to prevent windblown litter and dust.  The working face is kept as small as practicable to further reduce windblown dust and litter.
2. Application of water to keep the working face wetted in an effort to control dust.
b. Portable fences are used around and near the working face to keep windblown litter in the work area.
c. Waste is covered weekly to prevent windblown litter after operation hours.
d. Paved Roads:  During hours of operation, the frequency of vehicle traffic may warrant dust control measures.  Roadway sweeping will be performed as needed, especially in the portions of the year with less rainfall.  Roadway washing will take place as needed to prevent carry out of dirt and mud onto adjoining roadways.
e. Unpaved Roads:  Roadways in the active areas of the landfill will be graded and compacted to allow safe passage of vehicles and to prevent carry out of dirt and mud.  Dust control will be managed using a water truck.
f. Roads General:  The type and frequency of the dust control operations will vary according to weather conditions.  Maintenance of the paved and unpaved roads will be performed from time to time as needed. Speed limits shall be kept in place to minimize dust creation.

 [Rule 62-296.320(4)(c), F.A.C.; and, proposed by applicant in initial Title V air operation permit application received May 11, 2017.]
Reports and Fees 
See Appendix RR, Facility-wide Reporting Requirements for additional details.
FW7.   Electronic Annual Operating Report and Title V Annual Emissions Fees.  The information required by the Annual Operating Report for Air Pollutant Emitting Facility [Including Title V Source Emissions Fee Calculation] (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous calendar year, to the Department of Environmental Protection’s (DEP) Division of Air Resource Management.  Each Title V source shall submit the annual operating report using the DEP’s Electronic Annual Operating Report (EAOR) software, unless the Title V source claims a technical or financial hardship by submitting DEP Form No. 62-210.900(5) to the DEP Division of Air Resource Management instead of using the reporting software.  Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C.  Each Title V source must pay between January 15 and April 1 of each year an annual emissions fee in an amount determined as set forth in subsection 62-213.205(1), F.A.C.  The annual fee shall only apply to those regulated pollutants, except carbon monoxide and greenhouse gases, for which an allowable numeric emission-limiting standard is specified in the source’s most recent construction permit or operation permit.  Upon completing the required EAOR entries, the EAOR Title V Fee Invoice can be printed by the source showing which of the reported emissions are subject to the fee and the total Title V Annual Emissions Fee that is due.  The submission of the annual Title V emissions fee payment is also due (postmarked) by April 1st of each year.  A copy of the system-generated EAOR Title V Annual Emissions Fee Invoice and the indicated total fee shall be submitted to:  Major Air Pollution Source Annual Emissions Fee, Post Office Box 3070, Tallahassee, Florida 32315-3070.  Additional information is available by accessing the Title V Annual Emissions Fee On-line Information Center at the following Internet web site:  http://www.dep.state.fl.us/air/emission/tvfee.htm.  [Rules 62-210.370(3), 62-210.900 & 62-213.205, F.A.C.; and, §403.0872(11), Florida Statutes (2013)]
{Permitting Note:  Resources to help you complete your AOR are available on the electronic AOR (EAOR) website at:  http://www.dep.state.fl.us/air/emission/eaor.  If you have questions or need assistance after reviewing the information posted on the EAOR website, please contact the Department by phone at (850) 717-9000 or email at eaor@dep.state.fl.us.}
{Permitting Note:  The Title V Annual Emissions Fee form (DEP Form No. 62-213.900(1)) has been repealed.  A separate Annual Emissions Fee form is no longer required to be submitted by March 1st each year.}
FW8.   Annual Statement of Compliance.  The permittee shall submit an annual statement of compliance to the compliance authority at the address shown on the cover of this permit and to the US. EPA at the address shown below within 60 days after the end of each calendar year during which the Title V air operation permit was effective.  (See also Appendix RR, Conditions RR1 and RR7.)  [Rules 62-213.440(3)(a)2. & 3. and (b), F.A.C.]
U.S. Environmental Protection Agency, Region 4
Atlanta Federal Center
61 Forsyth Street, SW
Atlanta, Georgia  30303
Attn:  Air Enforcement Branch
FW9.   Prevention of Accidental Releases (Section 112(r) of CAA).  If, and when, the facility becomes subject to 112(r), the permittee shall:
a. Submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent electronically through EPA’s Central Data Exchange system at the following address:  https://cdx.epa.gov.  Information on electronically submitting risk management plans using the Central Data Exchange system is available at:  http://www2.epa.gov/rmp.  The RMP Reporting Center can be contacted at:  RMP Reporting Center, Post Office Box 10162, Fairfax, VA  22038, Telephone:  (703) 227-7650.
b. Submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.
[40 CFR 68]
FW10.   Semi-Annual Monitoring Reports.  The permittee shall monitor compliance with the terms and conditions of this permit and shall submit reports of any deviations from the requirements of these conditions at least every six (6) months.  All instances of deviations from permit requirements must be clearly identified in such reports, including reference to the specific requirement and the duration of such deviation.  All reports shall be accompanied by a certification by a responsible official, pursuant to subsection 62-213.420(4), F.A.C.  (See also Conditions RR2. – RR4. of Appendix RR, Facility-wide Reporting Requirements, for additional reporting requirements related to deviations.)  [Rule 62-213.440(1)(b)3.a., F.A.C.] 
{Permitting Note:  EPA has clarified that, pursuant to 40 CFR 70.6(a)(3), the word “monitoring” is used in a broad sense and means monitoring (i.e., paying attention to) the compliance of the source with all emissions limitations, standards, and work practices specified in the permit.}

SECTION II.  FACILITY-WIDE CONDITIONS.

The specific conditions in this section apply to the following emissions unit:
	

EU No.
	Brief Description

	001
	450 1250 scfm Odor Control Flare.


This emissions unit consists of a landfill gas collection and control system consisting of landfill gas extraction wells, blower(s)/pump(s), a candle type utility flare, and associated piping, for the purposes of reducing objectionable odors. This emissions unit also includes a sulfur removal systems which includes two shop fabricated aboveground steel storage tanks that contain Sulfatreat media, which removes hydrogen sulfide (H2S) from landfill gas prior to flaring to reduce SO2 emissions resulting from the combustion of the gas.
[bookmark: _Hlk483493680]{Permitting Note:  This emission unit is not regulated under NESHAP 40 CFR 63 Subparts A, WWW or AAAA as it does not accept Class I municipal solid waste.}

Essential Potential to Emit (PTE) Parameters
A.1. [bookmark: _Hlk505602252]Permitted Capacity.  The utility flare is rated at 450 1250 standard cubic feet per minute (scfm). [Rule 62-210.200(PTE), F.A.C., and Permit No. 0810241-004 006-AC]
A.2. Emissions Unit Operating Rate Limitation After Testing.  See the related testing provisions in Appendix TR, Facility-wide Testing Requirements.  [Rule 62-297.310(2), F.A.C.]
A.3. Methods of Operation. 
a. Flare:  The permittee is required to maintain and operate a landfill gas collection and control system consisting of landfill gas extraction wells, blower(s)/pump(s), a candle type utility flare, and associated piping, for the purposes of reducing objectionable odors.
b. Authorized Fuel:  The utility flare is authorized to fire landfill gas.
c. Flare Operation:  The flare shall be operated with a flame present at all times, as determined by a thermocouple or other equivalent device to detect the presence of a flame.  The facility shall operate and maintain the flare according to the manufacturer’s recommended practices.  The flare’s operation and maintenance manuals shall be kept on site for review by the Department’s compliance staff.
d. Landfill Gas Extraction Wells:  Wells may be added or removed as needed to ensure that landfill gas is sufficiently extracted to avoid fugitive emissions, if the addition or removal of wells is properly coordinated with the Department’s Solid Waste Division.
e. [bookmark: _Hlk485893340]Sulfur Removal Systems:  The permittee shall operate and maintain one or more sulfur removal systems, as needed, to comply with the sulfur dioxide emissions limit below.  The sulfur removal systems currently in operation include two shop fabricated aboveground steel storage tanks that contain Sulfatreat media, which removes hydrogen sulfide (H2S) from landfill gas prior to flaring to reduce SO2 emissions resulting from the combustion of the gas.  These tanks are used either alone or in series, as needed, depending upon the concentration level of H2S contained in the gas stream.  Also, as needed, smaller canisters (totes) filled with Sulfatreat (or similar) media may be placed into service at individual wells, either in addition to the large tanks or instead of, as the future gas quality changes. The facility may substitute an equivalent H2S adsorbent media for the Sulfatreat in any part of the sulfur removal system as long as the change is noted in the operational monitoring data records.
[bookmark: _Hlk484511877]{Permitting Note: Sulfatreat is a widely used granular iron oxide–based H2S adsorbent product manufactured by Schlumberger that is specifically engineered for removal of H2S from both saturated and dry gas.}
[Permit No. 0810241-004-AC.]
A.4. Hours of Operation.  This emissions unit may operate continuously (8,760 hours/year).  [Rule 62-210.200(PTE), F.A.C.; and, Permit No. 0810241-004-AC]
Emission Limitations and Standards
Unless otherwise specified, the averaging times for Specific Conditions A.5.-A.6. are based on the specified averaging time of the applicable test method.
A.5. SO2 Emissions.  To avoid triggering the requirements for a best available control technology determination (BACT), emissions of sulfur dioxide shall not exceed 240 tons per year during any rolling 12-month period.  [Rule 62-212.300, F.A.C., and Permit No. 0810241-004-AC]
Monitoring of Operations
A.6. Operational Monitoring.  To ensure proper operation of the gas collection and control system and to determine when replacement of the sulfur removal media is required, the permittee shall comply with the following operational monitoring requirements:
a.	Wellhead Monitoring.  All landfill gas extraction wells that are not closed shall be monitored at least monthly for pressure, temperature and oxygen to ensure proper tuning of the wells and optimal gas extraction. 
b.	Sulfur Removal Media Viability Monitoring.  Using colorimetric tubes, the landfill gas shall be sampled prior to each sulfur removal system being used and prior to the flare at least once per week.  The sulfur removal media shall be replaced in each sulfur removal system as necessary to ensure compliance with the 12-month rolling average SO2 emissions limit.  Colorimetric tube samples shall not be used for compliance demonstration or emission calculation purposes.
[Permit No. 0810241-004-AC]


A.7. Compliance Monitoring.  To ensure compliance with the PSD avoidance limit above, the permittee shall comply with the following compliance monitoring requirements:
a. Landfill Gas Flow.  The volumetric flow of the collected landfill gas routed to the flare shall be continuously measured. 
b. Regular Landfill Gas Sampling.  Compliance samples of the gas shall be collected at the inlet to the flare using a lined SUMMA canister or Tedlar bag at the following minimum frequencies according to the current calculated 12-month rolling SO2 emissions total:
	[bookmark: _Hlk484514452]Sulfatreat Treatment Operating?
	Current Rolling 12-month Total SO2 Emissions
	Sampling Frequency

	Yes
	> 220 TPY
	3 times per week

	Yes
	190-219 TPY
	1 time per week

	Yes
	< 189 TPY
	1 time per week

	No
	> 220 TPY
	3 times per week

	No
	190-219 TPY
	1 time per week

	No
	< 189 TPY
	1 time per month



c. Additional Gas Sampling.  An additional compliance sample shall also be collected prior to the flare within one day when:
1. Any sulfur removal system is bypassed;
1. Any sulfur removal system is partially bypassed (a slip stream is started);
1. A sulfur removal system is put back in service; 
1. The operational sampling required above. initially indicates that the sulfur concentration in the gas prior to the flare is > 30% of the sulfur concentration in the gas prior to the sulfur removal system(s); and/or
1. When conditions would reasonably be expected to impact H2S concentrations at the flare inlet.
d. Gas Analysis.  All compliance samples shall be analyzed by a Florida certified laboratory for total reduced sulfur (TRS) using EPA Method 15.  Under normal circumstances, the permittee shall make reasonable efforts to obtain sample results as quickly as possible, preferably within two business days. When the calculated 12-month rolling average SO2 emissions are less than or equal to 189 TPY, lab results can be obtained with normal turnaround time of approximately 14 days.
e. SO2 Calculations.  Upon receipt of each gas analysis result, the permittee shall calculate the total SO2 emitted since the prior sample was obtained by using the total gas flow rate recorded for the time period between each compliance sample and the results of the total sulfur concentrations determined by the lab analysis for that sampling period.
[bookmark: _Hlk485633155][Permit No. 0810421-004-AC]



Test Methods and Procedures
A.8. Visible Emissions.  Regular compliance testing is not required to demonstrate compliance with the generally applicable visible emissions limit in facility-wide condition FW.5., above.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit, unless the Department obtains other information sufficient to demonstrate compliance.  [Rule 62-297.310(8)(c), F.A.C.]
A.9. Test Methods.  When required, tests shall be performed in accordance with the following reference methods: 
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources

	15
	Determination of Hydrogen Sulfide, Carbonyl Sulfide, And Carbon Disulfide Emissions from Stationary Sources


The above methods are described in 40 CFR 60, Appendix A, and adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rule 62-204.800, F.A.C.; 40 CFR 60, Appendix A]
A.10. Common Testing Requirements.  Unless otherwise specified, tests shall be conducted in accordance with the requirements and procedures specified in Appendix TR, Facility-Wide Testing Requirements, of this permit.  [Rule 62-297.310, F.A.C.]
Recordkeeping and Reporting Requirements
A.11. Operational Monitoring Data Records.  The permittee shall keep records of all operational monitoring data collected pursuant to operational monitoring required above.  [Permit No. 0810421-004-AC]
A.12. [bookmark: _Hlk485893221]Landfill Gas Flow Records.  When the flare is operating, the permittee shall record the total volumetric flow of the collected landfill gas routed to the flare at least once every 15 minutes, except for times of malfunction.  [Permit No. 0810241-004-AC]
A.13. Landfill Gas Sampling and Analysis Records.  The permittee shall record the date and time of each landfill gas compliance sample collected for analysis, the date the sample was sent to the lab for analysis, the date the results were received from the lab and the total sulfur concentration reported for that sample.  [Permit No. 0810421-004-AC]
A.14. SO2 Compliance Calculations.  The permittee shall keep an up-to-date record of all SO2 emissions calculations required above and shall use these calculations to maintain a running total of cumulative SO2 emissions for each rolling 12-month period. [62-4.070(3), F.A.C.]
A.15. SO2 Emissions Report.  The permittee shall submit a summary report to the Department’s Southwest District Compliance Office for any month that the rolling 12-month calculated SO2 emissions total is greater than or equal to 220 tons per year.  This report shall include a summary of the gas sample analyses and SO2 emissions calculations for the previous 12-month period along with a corrective action plan to ensure that SO2 emissions do not exceed the 240 TPY PSD-avoidance limit.  [Permit No. 0810421-004-AC]


A.16. PSD Application.  At such time that the calculated SO2 emissions exceed 250 tons during any 12-month rolling period, the permittee shall submit an air construction permit application to the Division of Air Resource Management for a PSD permit, including a proposed Best Available Control Technology Determination. [Rule 62-212, F.A.C. and Permit No. 0810421-004-AC]
A.17. Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional reporting requirements.  [Rule 62-213.440(1)(b), F.A.C.]



SECTION III.  EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection A.  Emissions Unit 001

The specific conditions in this section apply to the following emissions unit:
	[bookmark: _Hlk506446509]

EU No.
	Brief Description

	002
	Natural Gas Fired Emergency Backup Generator


A 47-hp, 25-KW Generac RG025, spark ignition natural gas fired emergency generator, manufactured 03/22/2016, installed 09/2016, S/N 30001700127, 4-cylinder with a total displacement of 6 liters (1.5 liter/cylinder).  The emergency generator acts as an emergency power supply to emissions unit EU 001 odor control flare.
{Permitting Note:  This emission unit is regulated under 40 CFR 60, Subpart A – General Provisions and 40 CFR 60 Subpart JJJJ – Standards of Performance for Stationary Spark Ignition Internal Combustion Engines, which are adopted by reference in Rule 62-204.800, F.A.C.  Compliance with 40 CFR 60, Subpart JJJJ indicates compliance with 40 CFR 63, Subpart ZZZZ.}
Essential Potential to Emit (PTE) Parameters
B.1. [bookmark: _Hlk484437080]Methods of Operation, Authorized Fuel.  This generator is authorized to burn natural gas or propane.  Propane may be used for a maximum of 100 hours per year as an alternative fuel solely during emergency operations, but records must be kept of such use. If propane is used for more than 100 hours per year in an engine that is not certified to the emission standards when using propane, the owners and operators are required to conduct a performance test to demonstrate compliance with the emission standards of §60.4233. [Permit No. 08100241-004-AC and 40 CFR 60.4243(e)]
B.2. Hours of Operation.  The hours of operation are not limited (8,760 hours per year) for emergency operations.  The emergency stationary ICE may be operated for the purpose of maintenance checks and readiness testing, provided that the tests are recommended by Federal, State or local government, the manufacturer, the vendor, or the insurance company associated with the engine. Maintenance checks and readiness testing of such units is limited to 100 hours per year. There is no time limit on the use of emergency stationary ICE in emergency situations. The owner or operator may petition the Administrator for approval of additional hours to be used for maintenance checks and readiness testing, but a petition is not required if the owner or operator maintains records indicating that Federal, State, or local standards require maintenance and testing of emergency ICE beyond 100 hours per year. Emergency stationary ICE may operate up to 50 hours per year in non-emergency situations, but those 50 hours are counted towards the 100 hours per year provided for maintenance and testing. The 50 hours per year for non-emergency situations cannot be used for peak shaving or to generate income for a facility to supply power to an electric grid or otherwise supply power as part of a financial arrangement with another entity. For owners and operators of emergency engines, any operation other than emergency operation, maintenance and testing, and operation in non-emergency situations for 50 hours per year, as permitted in this section, is prohibited. [Permit No. 0810241-004-AC and 40 CFR 60.4243(d)]
Emission Limitations and Standards
Unless otherwise specified, the averaging times for Specific Conditions B.3.-B.4. are based on the specified averaging time of the applicable test method.
B.3. NOX Emissions.  Nitrogen oxide (NOX) emissions shall not exceed 10 g/hp-hr.  [Permit No. 0810241-004-AC; and 40 CFR 60.4233(d) and Table 1]
B.4. CO Emissions.  Carbon Monoxide (CO) emissions shall not exceed 387 g/hp-hr.  [Permit No. 0810241-004-AC& 40 CFR 60 Subpart JJJJ, Table 1]
{Permitting Note: No testing is required as long as the owner/operator documents continued compliance with the manufacturer’s written instructions for operation and maintenance.  Compliance is demonstrated by the maintenance plan and records listed below.}
Monitoring of Operations
B.5. Hour Meter.  A non-resettable hour meter shall be installed prior to startup of the engine.  [40 CFR 60.4237(c)]
B.6. [bookmark: _Hlk484435557]Maintenance and Operation.  The operator shall keep a maintenance plan and records of conducted maintenance to demonstrate compliance and must, to the extent practicable, maintain and operate the engine in a manner consistent with good air pollution control practice for minimizing emissions. [Permit No. 08100241-004-AC; Rule 62-210.200(PTE), F.A.C. & 40 CFR 60 Subpart JJJJ]
Recordkeeping and Reporting Requirements
B.7. Operation and Maintenance Log.  The permittee shall keep the following records:
4. Records of the maintenance conducted on the stationary RICE to demonstrate that the stationary RICE was operated according to the maintenance plan.
4. Records of the hours of operation of the engine recorded through the nonresettable hour meter including how many hours are spent for each purpose including maintenance and emergency operation, and the date, start time, and end time of engine operation for these purposes.
[40 CFR 60 Subpart JJJJ]
B.8. 	Other Reporting Requirements.  See Appendix RR, Facility-Wide Reporting Requirements, for additional reporting requirements.  [Rule 62-213.440(1)(b), F.A.C.]
Other Requirements
B.9. Operation and Maintenance (O & M) Plan The emergency generator will be operated and maintained in accordance with the manufacturer’s recommended practices. The operation and maintenance manuals for the generator will be kept on site and available for inspection by the Florida Department of Environment.  [Permit No. 08100241-004-AC & Rule 62-4.070(3)]



SECTION III.  EMISSIONS UNITS AND SPECIFIC CONDITIONS.
Subsection B.  Emissions Unit 002

[bookmark: _Hlk484525598]Appendix A, Glossary.
Appendix I, List of Insignificant Emissions Units and/or Activities.
Appendix NSPS, 40 CFR 60 Subpart A – General Provisions.
Appendix NSPS, 40 CFR 60 Subpart JJJJ – Standards of Performance for Stationary Spark Ignition Internal Combustion Engines.
Appendix RR, Facility-wide Reporting Requirements.
Appendix TR, Facility-wide Testing Requirements.
Appendix TV, Title V General Conditions.
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