TABLE 297.310-1 CALIBRATION SCHEDULE

(version dated 10/07/96)

________________________________________________________________________

[Note: This table is referenced in Rule 62-297.310, F.A.C.]




MINIMUM




CALIBRATION
REFERENCE

ITEM


FREQUENCY

INSTRUMENT

TOLERANCE

Liquid in glass

Annually 

ASTM Hg in glass
+/-2%

thermometer                      


ref. thermometer

                                 



or equivalent, or

                                



thermometric points

Bimetallic      

 Quarterly       

Calib. liq. in        
5 degrees F

thermometer                      


glass thermometer

Thermocouple     
Annually       

ASTM Hg in glass      
5 degrees F

                                



ref. thermometer,

                                 



NBS calibrated

                                



reference and

                                 



potentiometer

Barometer       

 Monthly         

Hg barometer or

                                



NOAA station         
 +/-1% scale

Pitot Tube       

When required   
By construction or   
 See EPA

                

or when         

measurements in wind  
Method 2,

                 

damaged         

tunnel D greater      
Fig. 2-2 &

                                 



than 16" and          
2-3

                                 



standard pitot tube

Probe Nozzles   

Before each     

Micrometer            
+/-0.001" mean

                 

test or when                          


of at least

                 

nicked, dented,                       


three readings

                 

or corroded                           


Max. deviation

                                                       




between 

                                                       




readings .004”

Dry Gas Meter    
1. Full Scale:   

Spirometer or

2%

and Orifice       

When received,  
calibrated

Meter             

When 5% change  
wet test or

                  

observed,      

 dry gas test

                  

Annually        

meter

                 

2. One Point:

                  

Semiannually

                 

3. Check after   

Comparison check    
5% 

                

each test series

APPENDIX SS-1, Stack Sampling Facilities (version dated 10/07/96)
________________________________________________________________________
Stack Sampling Facilities Provided by the Owner of an Emissions Unit.   This section describes the minimum requirements for stack sampling facilities that are necessary to sample point emissions units.  Sampling facilities include sampling ports, work platforms, access to work platforms, electrical power, and sampling equipment support.  Emissions units must provide these facilities at their expense.  All stack sampling facilities must meet any Occupational Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910, Subparts D and E.  

(a) Permanent Test Facilities.  The owner or operator of an emissions unit for which a compliance test, other than a visible emissions test, is required on at least an annual basis, shall install and maintain permanent stack sampling facilities.

(b) Temporary Test Facilities.  The owner or operator of an emissions unit that is not required to conduct a compliance test on at least an annual basis may use permanent or temporary stack sampling facilities.  If the owner chooses to use temporary sampling facilities on an emissions unit, and the Department elects to test the unit, such temporary facilities shall be installed on the emissions unit within 5 days of a request by the Department and remain on the emissions unit until the test is completed.

(c) Sampling Ports.

      1. All sampling ports shall have a minimum inside diameter of 3 inches.

      2. The ports shall be capable of being sealed when not in use.

      3. The sampling ports shall be located in the stack at least 2 stack diameters or equivalent diameters downstream and at least 0.5 stack diameter or equivalent diameter upstream from any fan, bend, constriction or other flow disturbance.

      4. For emissions units for which a complete application to construct has been filed prior to December 1, 1980, at least two sampling ports, 90 degrees apart, shall be installed at each sampling location on all circular stacks that have an outside diameter of 15 feet or less.  For stacks with a larger diameter, four sampling ports, each 90 degrees apart, shall be installed.  For emissions units for which a complete application to construct is filed on or after December 1, 1980, at least two sampling ports, 90 degrees apart, shall be installed at each sampling location on all circular stacks that have an outside diameter of 10 feet or less.  For stacks with larger diameters, four sampling ports, each 90 degrees apart, shall be installed.  On horizontal circular ducts, the ports shall be located so that the probe can enter the stack vertically, horizontally or at a 45 degree angle.

      5. On rectangular ducts, the cross sectional area shall be divided into the number of equal areas in accordance with EPA Method 1. Sampling ports shall be provided which allow access to each sampling point.  The ports shall be located so that the probe can be inserted perpendicular to the gas flow.


(d) Work Platforms.

      1. Minimum size of the working platform shall be 24 square feet in area.  Platforms shall be at least 3 feet wide.

      2. On circular stacks with 2 sampling ports, the platform shall extend at least 110 degrees around the stack.

      3. On circular stacks with more than two sampling ports, the work platform shall extend 360 degrees around the stack.

      4. All platforms shall be equipped with an adequate safety rail (ropes are not acceptable), toeboard, and hinged floor-opening cover if ladder access is used to reach the platform.  The safety rail directly in line with the sampling ports shall be removable so that no obstruction exists in an area 14 inches below each sample port and 6 inches on either side of the sampling port.

(e) Access to Work Platform.

      1. Ladders to the work platform exceeding 15 feet in length shall have safety cages or fall arresters with a minimum of 3 compatible safety belts available for use by sampling personnel.

      2. Walkways over free-fall areas shall be equipped with safety rails and toeboards.

(f) Electrical Power.

      1. A minimum of two 120-volt AC, 20-amp outlets shall be provided at the sampling platform within 20 feet of each sampling port.

      2. If extension cords are used to provide the electrical power, they shall be kept on the plant's property and be available immediately upon request by sampling personnel.

(g) Sampling Equipment Support.

      1. A three-quarter inch eyebolt and an angle bracket shall be attached directly above each port on vertical stacks and above each row of sampling ports on the sides of horizontal ducts.

       a. The bracket shall be a standard 3 inch x 3 inch x one-quarter inch equal-legs bracket which is 1 and one-half inches wide.  A hole that is one-half inch in diameter shall be drilled through the exact center of the horizontal portion of the bracket.  The horizontal portion of the bracket shall be located 14 inches above the centerline of the sampling port.

       b. A three-eighth inch bolt which protrudes 2 inches from the stack may be substituted for the required bracket.  The bolt shall be located 15 and one-half inches above the centerline of the sampling port.

       c. The three-quarter inch eyebolt shall be capable of supporting a 500 pound working load.  For stacks that are less than 12 feet in diameter, the eyebolt shall be located 48 inches above the horizontal portion of the angle bracket.  For stacks that are greater than or equal to 12 feet in diameter, the eyebolt shall be located 60 inches above the horizontal portion of the angle bracket.  If the eyebolt is more than 120 inches above the platform, a length of chain shall be attached to it to bring the free end of the chain to within safe reach from the platform.

      2. A complete monorail or dualrail arrangement may be substituted for the eyebolt and bracket.

      3. When the sample ports are located in the top of a horizontal duct, a frame shall be provided above the port to allow the sample probe to be secured during the test.

[Rule 62‑297.310(6), F.A.C.]

STATEMENT OF BASIS
Dayco Products, Inc.

Ocala Plant

Facility ID No.:  0830007

Marion County

Initial Title V Air Operation Permit

FINAL Permit No.:  0830007-006-AV

This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This facility consists of a rubber hose manufacturing operation which includes a rubber mixing process equipped with a Sly Dynaclone #9 Type B baghouse with a particulate reduction efficiency of approximately 99.9%; two steam boilers; curing and internal hose making operations which include warm-up milling, calandering equipped with bag filters, rubber extrusion, and final curing; and a lead cover extrusion process which includes three lead extruders and three pot furnaces as follows: a 40 ton melting kettle, a 20 ton holding kettle, and a 10 ton holding kettle. The lead cover extrusion process is equipped with a Sly Dynaclone #9 Type B baghouse with a particulate reduction efficiency of approximately 99.9%.  Plant-wide fugitive emissions are also included.

Also included in this permit are miscellaneous insignificant emission units and/or activities 

Based on the initial Title V permit application received June 18, 1996, this facility is a major source of hazardous air pollutants (HAPs).

The applicable emission limitations are as follows:

a) Rubber Mixing Process - general VE limit per Rule 62-296.320(4)(b)1., F.A.C.; Process Weight Table per Rule 62-296.310(1)(b), F.A.C.; alternate VE limit of 5% per Rule 62-297.620(4), F.A.C.

b) Two Steam Boilers - VE limit per Rule 62-296.406(1), F.A.C.; BACT per Rule 62-296.406(2)&(3), F.A.C.; excess emissions per Rule 62-210.700(1), (2), (3)&(4), F.A.C.  

c) Curing and Internal Hose Making Operations - general VE limit per Rule 62-296.320(4)(b)1., F.A.C.; (Calandering unit only - Process Weight Table per Rule 62-296.310(1)(b), F.A.C.; alternate VE limit of 5% per Rule 62-297.620(4), F.A.C.)

d) Lead Cover Extrusion Process - visible emissions less than 10% opacity per 40 CFR 60, NSPS Subpart L, 60.122(b) and Rule 62-204.800(7)(b)16., F.A.C.

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

____________________________________________________________
Abbreviations and Acronyms:
°F:  Degrees Fahrenheit

BACT: Best Available Control Technology
CFR:  Code of Federal Regulations

DEP: State of Florida, Department of Environmental Protection
DARM:  Division of Air Resource Management

EPA:  United States Environmental Protection Agency

F.A.C.:  Florida Administrative Code

F.S.:  Florida Statute

ISO: International Standards Organization
LAT:  Latitude

LONG:  Longitude

MMBtu:  million British thermal units
MW:  Megawatt

ORIS:  Office of Regulatory Information Systems
SOA:  Specific Operating Agreement

UTM: Universal Transverse Mercator 

____________________________________________________________Citations:

The following examples illustrate the methods used in this permit to abbreviate and cite the references of rules, regulations, guidance memorandums, permit numbers, and ID numbers.

Code of Federal Regulations:

Example:
[40 CFR 60.334]
Where:
40   
reference to
Title 40

CFR   
reference to
Code of Federal Regulations

60
reference to
Part 60

60.334
reference to
Regulation 60.334

Florida Administrative Code (F.A.C.) Rules:

Example:
[Rule 62-213, F.A.C.]
Where:
62
reference to
Title 62

62-213
reference to
Chapter 62-213

62-213.205    reference to 
Rule 62-213.205, F.A.C.

ISO: International Standards Organization refers to those conditions at 288 degrees K, 60 percent relative humidity, and 101.3 kilopascals pressure.

Identification Numbers:

Facility Identification (ID) Number:

Example:
Facility ID No.: 1050221

Where:

105
 =
3-digit number code identifying the facility is located in Polk County

0221  =
4-digit number assigned by state database.

Permit Numbers:

Example:
1050221-002-AV, or



1050221-001-AC

Where:

AC
=
 Air Construction Permit

AV
= 
Air Operation Permit (Title V Source)

105
= 
3-digit number code identifying the facility is located in Polk County

0221
 =  
4-digit number assigned by permit tracking database

001 or 002  =
3-digit sequential project number assigned by permit tracking database

Example:
PSD-FL-185



PA95-01



AC53-208321

Where:

PSD
=
Prevention of Significant Deterioration Permit

PA    =
Power Plant Siting Act Permit

AC
=
 old Air Construction Permit numbering

