STATEMENT OF BASIS
Mark IV Automotive 

Dayco-Ocala Facility

Facility ID No.:  0830007

Marion County

Title V Air Operation Permit Renewal

PROPOSED Permit Project No.: 0830007-009-AV

This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit is for the renewal of Title V Air Operation Permit.  This facility consists of a rubber hose manufacturing operation which includes a rubber mixing process equipped with a Sly Dynaclone #9 Type B baghouse with a particulate reduction efficiency of approximately 99.9%; four steam boilers; curing and internal hose making operations which include warm-up milling, calandering equipped with bag filters, rubber extrusion, and final curing.  One of the steam boilers is new as it replaced an old unit.  Plant-wide fugitive emissions are also included.

Facility wide VOC/HAP emission limit.  The maximum facility VOC emission rate is limited to less than 160 tons per consecutive twelve months, each HAP emissions are limited to less than 160 tons per consecutive twelve months, and total HAP emissions are limited to less than 160 tons per consecutive twelve months.  The rubber mixing process.   The unit is subject to Rule 62‑296.320(4)(a)2., F.A.C., Process Weight Table 62‑296.310‑1, F.A.C. For process weight rates up to 30 tons per hour, P, the respective allowable emission rates, E in pounds per hour is given below:

E = 3.59 (P 0.62)

The maximum process weight for the source is 3.0 tons/hour, resulting in an allowable emission rate of 7.1 pounds per hour. This equates to a particulate emissions limit of 31.0 tons per any consecutive twelve month period.  Four Steam Boilers.  BACT Determined by DEP:  The amount of particulate and sulfur dioxide emissions from each boiler will be limited by the firing of natural gas or fuel oil containing no more than 0.05 percent sulfur by weight.  Visible Emissions. Visible emissions shall not exceed 20% opacity except for one two-minute period per hour during which opacity shall not exceed 40%.  Facility Wide Emission Limit.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard. Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

Also included in this permit are miscellaneous insignificant emission units and/or activities 

Based on the Title V permit renewal application received February 1 2007, this facility is a major source of hazardous air pollutants (HAPs).

