
 
STATEMENT OF BASIS 

 
Bailey Marble, Inc. 

Marble Resin Tub and Vanity Facility 
Facility ID No.: 0830153 

Marion County 
 

Title V Air Operation Permit 
FINAL Permit Project No.: 0830153-005-AV 

 
 

This Title V Air Operation Permit is issued under the provisions of Chapter 403. Florida Statutes 
(F.S.), and the Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213. The 
above named permittee is hereby authorized to perform the work or operate the facility shown on 
the application and approved drawing(s), plans, and other documents, attached hereto or on file 
with the permitting authority, in accordance with the terms and conditions of this permit. 
 
This permit is being issued for the purpose of allowing operation of a marble resin tub and vanity 
manufacturing facility. The processes to manufacture tubs, shower pans, panels, and vanity tops 
include: 
 

1) Molds are cleaned with a mold stripper and mold release is applied. Molds are placed in a 
spray booth where low HAP gel-coat or Granicoat is sprayed. The mold is moved on to 
the dry line where the coating cures. 

2) Molds coated in cured gel-coat or Granicoat are moved to the pouring line where a resin 
matrix is poured into the molds and cured. 

3) Molded products go through a finishing process that includes grinding, sanding, and 
buffing. Particulate emissions are controlled by two Torit Environmental Control Booth 
Dust Collectors.       

 
Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or 
activities. 
 
The facility is subject to   
General Volatile Organic Compound (VOC) standard per Rule 62-296.320(1)(a), F.A.C.; 
Objectionable Odor Rule per Rule 62-296.320(2), F.A.C.; 
Reasonable Precautions to Prevent Emissions of Unconfined Particulate Matter (PM) per  

Rule 62-296.320(4)(c)2., F.A.C.; 
General Visible Emission Standard per Rule 62-296.320(4)(b)1.&4., F.A.C.; 
40 CFR 63, Subparts A and WWWW.  
 
E.U.  ID No./Brief Description  
001 Marble Resin Tub and Vanity Manufacturing Facility – The process of manufacturing 

tubs, shower pans, panels, and vanity tops boats includes several separate operations as 
described above. 

 
 
 
Facility Wide Emission Limit and Compliance. 
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The maximum permitted emissions for total VOCs shall not exceed 50.0 tons per consecutive 12-
month period; the maximum permitted emissions for total HAPs shall not exceed 50.0 tons per 
consecutive 12-month period, and the maximum permitted emissions for any single HAP shall 
not exceed 50.0 tons per consecutive 12-month period, all VOC and HAP emissions updated 
monthly.[Rules 62-210.200, (PTE) and 62-4.050(4)(a)2.c., F.A.C., Permit 0830153-003-AC]. 
 
In order to demonstrate compliance with the facility emission limitation, the permittee shall 
maintain a monthly log at the facility. The log shall be completed by the end of the following 
month and retained on file at the facility for at least five years.   
 
The log, at a minimum shall contain the following: 

a) Designation of the month and year of operation for which the records are being tabulated;  
b) Consecutive 12 month totals of total VOC, combined HAPs, and individual HAP 

emission rates. VOC/HAP emission rates are calculated using the table “Unified 
Emission Factors for Open Molding of Composites”, dated July 23, 2001. 

c) Consecutive 12 month totals of gel-coat and other VOC/HAP containing material usage. 
A consecutive 12-month total is equal to the total for the month in question plus the totals for the 
eleven months previous to the month in question. A consecutive 12-month total treats each month 
of the year as the end of a 12-month period. [Rule 62-4.070(3), F.A.C.] 
 
Documentation of reclaimed chemicals must use a mass balance method to determine 
usage/emissions (the amount used minus the amount collected for disposal or recycle).  
Supporting documentation (chemical usage tracking logs, MSD sheets, purchase orders, EPA "As 
Supplied" data sheets, EPA Method 24 and 24A, etc.) and including references to the HAP/VOC 
emission factors used, shall be kept for each chemical and associated products which includes 
sufficient information to determine usage rates and emissions. These records shall be made 
available to the Department upon request. 
 
Volatile matter content shall be calculated using a percent solids basis (less water and exempt 
solvents) for adhesives, coatings, and inks, using EPA Reference Method 24 and 24A, or the 
Department shall accept a certification by the coating manufacturer of the composition of the 
coating if it is supported by standard formulation records for catalog paints or actual batch 
formulation records. The manufacturer’s certification shall be consistent with EPA’s document 
number 450/3-84-019, titled, “Procedures for Certifying Quantity of Volatile Organic 
Compounds Emitted by Paint, Ink, and Other Coatings”. The documents shall be kept at the 
facility for at least five years and made available to the Department. 
[Rules 62-4.070(3), and 62-213.440(1)(b)2., F.A.C.] 
 
Subpart WWWW, Compliance With, and Statement of Actual Emissions. 
The facility emission unit is subject to 40 CFR 63 Subpart A and WWWW. Compliance with the 
subpart is shown using " Table 1 to Subpart WWWW of Part 63 - Equations to Calculate 
Organic HAP Emissions Factors for Specific Open Molding and Centrifugal Casting Process 
Streams". The application was submitted to continue to permit the facility as Title V and to 
continue the existence of Subpart WWWW to the facility operation. The facility has been 
inspected by the Department and shown in compliance with the Subpart. A file review shows 
facility emissions less ten tons per year of styrene and less than ten tons per year of VOC. 

 


