Appendix CP-1, Compliance Plan for Alternate Methods of Operation

Florida Power & Light Company Permit No. 0850001-017-AV
Martin Plant
E.U. ID No. Brief Description
-011 Combined Cycle Combustion Turbine (8A)
-012 Combined Cycle Combustion Turbine (8B)
-017 Combined Cycle Combustion Turbine (8C)
-018 Combined Cycle Combustion Turbine (8D)

These emissions units have not to date been operated in the high power modes (HPMs) of
peaking or power augmentation. Therefore, this compliance plan isincluded to cover initial
testing requirements for these HPM s for emissions of CO and NO,. Please see Specific
ConditionsH.9, H.18 and H.19.

CP.1. Test Natification. The permittee shall notify the Department in writing at least 30 days
prior to any initial NSPS performance tests and at least 15 days prior to any other required tests.

[Rule 62-297.310(7)(&)9., F.A.C. and 40 CFR 60.7, 60.8; and 0850001-008-AC, Specific
Condition 17. (Facility Information)]

CP.2. Test Reports.

(&) Theowner or operator of an emissions unit for which a compliance test is required shall filea
report with the Department on the results of each such test.

(b) Therequired test report shall be filed with the Department as soon as practical but no later
than 45 days after the last sampling run of each test is completed.

(c) Thetest report shall provide sufficient detail on the emissions unit tested and the test
procedures used to allow the Department to determine if the test was properly conducted and
the test results properly computed. Asaminimum, the test report, other than for an EPA or
DEP Method 9 test, shall provide the following information:

1. Thetype, location, and designation of the emissions unit tested.

2. Thefacility at which the emissions unit islocated.
3. Theowner or operator of the emissions unit.
4

The normal type and amount of fuels used and materials processed, and the types and
amounts of fuels used and material processed during each test run.

5. The means, raw data and computations used to determine the amount of fuels used and
materials processed, if necessary to determine compliance with an applicable emission
limiting standard.

6. Thetype of air pollution control devicesinstalled on the emissions unit, their general
condition, their normal operating parameters (pressure drops, total operating current and
GPM scrubber water), and their operating parameters during each test run.

7. A sketch of the duct within 8 stack diameters upstream and 2 stack diameters downstream
of the sampling ports, including the distance to any upstream and downstream bends or
other flow disturbances.

8. Thedate, gtarting time and duration of each sampling run.

9. Thetest procedures used, including any alternative procedures authorized pursuant to
Rule 62-297.620, F.A.C. Where optiona procedures are authorized in this chapter,
indicate which option was used.

10. The number of points sampled and configuration and location of the sampling plane.
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11. For each sampling point for each run, the dry gas meter reading, velocity head, pressure

12.
13.
14.
15.
16.

17.

18.

19.

20.

21.

drop across the stack, temperatures, average meter temperatures and sample time per
point.

The type, manufacturer and configuration of the sampling equipment used.
Datarelated to the required calibration of the test equipment.

Data on the identification, processing and weights of all filters used.

Data on the types and amounts of any chemical solutions used.

Data on the amount of pollutant collected from each sampling probe, the filters, and the
impingers, are reported separately for the compliance test.

The names of individuals who furnished the process variable data, conducted the test,
analyzed the samples and prepared the report.

All measured and cal cul ated data required to be determined by each applicable test
procedure for each run.

The detailed calculations for one run that relate the collected data to the cal culated
emission rate.

The applicable emission standard, and the resulting maximum allowable emission rate for
the emissions unit, plus the test result in the same form and unit of measure.

A certification that, to the knowledge of the owner or his authorized agent, al data
submitted are true and correct. When a compliancetest is conducted for the Department
or its agent, the person who conducts the test shall provide the certification with respect
to the test procedures used. The owner or his authorized agent shall certify that all data
required and provided to the person conducting the test are true and correct to his
knowledge.

[Rule 62-297.310(8), F.A.C]
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