
March 10, 2005

CERTIFIED MAIL 7003 2260 0004 9496 8527

RETURN RECEIPT REQUESTED

Mr. Timothy E. Planer

Chief Executive Officer and General Manager

Florida Keys Electric Cooperative Association, Inc.

91605 Overseas Highway

Tavernier, Florida 33070-0377

Re:
Title V Air Operation Permit Renewal


PROPOSED Permit Project No.: 0870004-006-AV


Marathon Generation Plant

Dear Mr. Planer:


One copy of the “PROPOSED Determination” for the renewal of a Title V Air Operation Permit for the Marathon Generation Plant located at 3421 Overseas Highway, Marathon, Monroe County, is enclosed.  This letter is only a courtesy to inform you that the DRAFT Permit has become a PROPOSED Permit.


An electronic version of this determination has been posted on the Division of Air Resources Management’s world wide web site for the United States Environmental Protection Agency (USEPA) Region 4 office’s review.  The web site address is:

 “http://www.dep.state.fl.us/air/permitting/airpermits/AirSearch_ltd.asp”


Pursuant to Section 403.0872(6), Florida Statutes, if no objection to the PROPOSED Permit is made by the USEPA within 45 days, the PROPOSED Permit will become a FINAL Permit no later than 55 days after the date on which the PROPOSED Permit was mailed (posted) to USEPA.  If USEPA has an objection to the PROPOSED Permit, the FINAL Permit will not be issued until the permitting authority receives written notice that the objection is resolved or withdrawn.


If you should have any questions, please contact Mara G. Nasca at (239) 332-6975, Ext. 188.



Sincerely,


Jon M. Iglehart


Acting Director of


District Management



Post Office Box 2549



Fort Myers, Florida 33902-2549



(239) 332-6975

JMI/MGN/jw

Enclosures

Copy furnished to:

Ivan Clark, P.E., R.W. Beck, Inc.

Gus Rios, DEP Marathon Office

Alvaro A. Linero, Bureau of Air Regulation

USEPA, Region 4 (INTERNET E-mail Memorandum)
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I.  Public Notice.

An “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” to Florida Keys Electric Cooperative Association, Inc. for the Marathon Generation Plant located at 3421 Overseas Highway, Marathon, Monroe County was clerked on June 22, 2004.  The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” was published in the Marathon Free Press and the Islamorada Free Press on July 7, 2004.  The DRAFT Permit was available for public inspection at the Marathon Branch Office in Marathon and the permitting authority’s South District Office in Fort Myers.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT RENEWAL” was received on July 19, 2004.

II.  Public Comments.


Comments were received and the DRAFT Permit was changed.  The comments were not considered significant enough to reissue the DRAFT Permit and require another Public Notice.  Comments were received from one respondent during the 30 (thirty) day public comment period.  Listed below is each comment letter in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comments will not be restated.  Where duplicative comments exist, the original response is referenced.

A.  Letter from Ms. Deborah A. Shaw, Ph.D. dated July 15, 2004, and received on July 19, 2004.

1.  
Response:  The Department concurs with Ms. Shaw that there was a typographical error on page 9, Specific Condition B.2.(a) under Essential Potential to Emit (PTE) Parameters.  Units 8 and 9 are required to use fuel that shall not exceed 0.05% sulfur, not 0.50% as indicated in the draft.  

As a result of this comment, Specific Condition No. B.2. (a.) is hereby changed:
From: 
B.2.
Methods of Operation.  

a.) Only No. 2 low sulfur fuel oil shall be fired in the emissions units.  The maximum sulfur content of the No.2 fuel oil shall not exceed 0.50 percent, by weight.

To: 
B.2.
Methods of Operation.  

a.) Only No. 2 low sulfur fuel oil shall be fired in the emissions units.  The maximum sulfur content of the No.2 fuel oil shall not exceed 0.05 percent, by weight.

B.  
Department Determinations.

1.
The Department determined that Appendix I-1, List of Insignificant Emissions Units and/or Activities, which was arbitrarily left out of the Draft permit, be added to the permit.
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As a result of this determination, references to Appendix I-1, List of Insignificant Emissions Units and/or Activities is hereby added to the Table of Contents and to the placard page.
2.
Appendix U-1, List of Unregulated Emissions Units and/or Activities was not submitted by the applicant, therefore the Department has determined that all references to Appendix U-1, List of Unregulated Emissions Units and/or Activities be deleted from the permit.
As a result of this determination, Section II. Facility-wide Condition No. 5. is hereby deleted and all Facility-wide Conditions following will be re-numbered accordingly.

B.  
Documents on file with the permitting authority:
Letter received July 19, 2004, from Ms. Deborah A. Shaw, Ph.D.

III.  
Conclusion.
The permitting authority hereby issues the PROPOSED Permit, with any changes noted above.

Florida Keys Electric Cooperative Association, Inc. 

 Marathon Generation Plant

Facility ID No.: 0870004

Monroe County
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Permitting Authority:

State of Florida Department of Environmental Protection

Post Office Box 2549
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PROPOSED Permit No.:  0870004-006-AV

Florida Keys Electric Coop. Association, Inc.
Facility ID No.:  0870004

91605 Overseas Highway 
SIC No.:  4911

Tavernier, Florida 33070-0377 
Project:  Title V Air Operation Permit Renewal
The purpose of this permit is to renew the Title V Air Operation Permit.  This existing facility, the Marathon Generation Plant, is located at 3421 Overseas Highway, Marathon, Monroe County.  UTM Coordinates:  Zone 17, 490.7 km East and 2732.7 km North; and, Latitude:  24( 42' 38" North and Longitude:  81( 05' 30" West.

This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
APPENDIX BD, Best Available Control Technology Determination (BACT) dated 09/11/97


APPENDIX BD-1, Best Available Control Technology Determination (BACT) dated 11/16/00

APPENDIX I-1, List of Insignificant Emissions Units and/or Activities


APPENDIX SS-1, STACK SAMPLING FACILITIES version dated 10/07/96
APPENDIX TV-4, TITLE V CONDITIONS version dated 02/12/02

TABLE 297.310-1, CALIBRATION SCHEDULE version dated 10/07/96

Effective Date: DRAFT




Renewal Application Due Date:






Expiration Date:  


DRAFT

Jon M. Iglehart

Acting Director of

District Management

Post Office Box 2549

Fort Myers, Florida 33902-2549

(239) 332-6975

JMI/MGN/jw

Section I.  Facility Information.
Subsection A.  Facility Description.
This facility consists of two 2.0 Megawatt (MW) capacity diesel generators designated as Emission Units (E.U.) 001 and 002, three 3.0 MW capacity diesel generators designated as E.U. 003, 004, and 005, two 2.5 MW capacity diesel generators designated as E.U. 006 and 007, and two 3.58 MW capacity diesel generators designated as E.U. 008 and 009.  All nine diesel electric generators are fired with low sulfur (0.5% or less) No. 2 fuel oil.  

Emissions Units 001-007 are regulated for fuel sulfur content, visible emissions, combined maximum heat input, and restricted operation (hours/fuel consumption) under Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997.

Emissions Unit 008 is regulated for fuel sulfur content, visible emissions, and nitrogen oxides under Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and Best Available Control Technology Determination (BACT) dated September 11, 1997.

Emission Unit 009 is regulated for fuel sulfur content, visible emissions, PM10 emissions, and nitrogen oxides under Construction Permit 0870004-004-AC/PSD-FL-285, dated November 16, 2000 and BACT Determination dated November 16, 2000.

This facility is classified as a Major Source of Air Pollution because it has the potential to emit at least 100 tons per year of nitrogen oxides (NOx) and carbon monoxide (CO).  It is a Major Facility with respect to preconstruction review (PSD) because it emits or has the potential to emit at least 250 tons per year of NOx and CO.  Compliance Assurance Monitoring (CAM) does not apply.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the Title V Air Operation Permit Renewal application received September 23, 2003, this facility is not a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emissions Unit ID Nos. and Brief Descriptions.

	E.U. 

ID No.
	Brief Description

	001
	2.0   MW Diesel Electric Generator

	002
	2.0   MW Diesel Electric Generator

	003
	3.0   MW Diesel Electric Generator

	004
	3.0   MW Diesel Electric Generator

	005
	3.0   MW Diesel Electric Generator

	006
	2.5   MW Diesel Electric Generator

	007
	2.5   MW Diesel Electric Generator

	008
	3.58 MW Diesel Electric Generator

	009
	3.58 MW Diesel Electric Generator


Please reference the Permit No., Facility ID No., and appropriate Emissions Units ID Nos. on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
Table 1-1: Summary of Air Pollutant Standards and Terms 
Table 2-1: Summary of Compliance Requirements 
Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History

Statement of Basis

These documents are on file with the permitting authority:
Initial Title V Air Operation Permit issued March 17, 1999

Title V Air Operation Permit Revision issued December 31, 2001 

Application for a Title V Air Operation Permit Renewal received September 23, 2003

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  
APPENDIX TV-4, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-4, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided a copy when requested or otherwise appropriate.}

2.  
General Pollutant Emission Limiting Standards.  Objectionable Odor Prohibited.  No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C. and Construction Permit 0870004-002-AC/PSD-237, dated September 12, 1997]

3.  
General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C. and Construction Permit 0870004-002-AC/PSD-237, dated September 12, 1997]

4.  
Prevention of Accidental Releases (Section 112(r) of CAA).
a. 
The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 1515

Lanham-Seabrook, Maryland 20703-1515

Telephone:  (301) 429-5018

and,

b.
The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

5.  
Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

6.  
General Pollutant Emission Limiting Standards.  Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  Nothing was deemed necessary and ordered at this time.  

[Rule 62-296.320(1)(a), F.A.C. and Construction Permit 0870004-002-AC/PSD-237, dated September 12, 1997]

7.  
Emissions of Unconfined Particulate Matter.  Pursuant to Rules 62-296.320(4)(c)1., 3. & 4., F.A.C., reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the following requirements (see Condition 57. of APPENDIX TV-4, TITLE V CONDITIONS):

a.
Paving and maintenance of roads, parking areas, and yards.

b.
Application of water or chemicals to control emissions from such activities as demolition of    buildings, grading of roads, construction, and land clearing.

c. Application of asphalt, water, oil, chemicals, or dust suppressants to unpaved roads, yards, open stock piles, and similar activities.

d. Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.

e. Landscaping or planting of vegetation.

f. Use of hoods, fans, filters, and similar equipment to contain, capture, and/or vent particulate matter.

g. Confining abrasive blasting where possible, and

h. Enclosure or covering of conveyor systems.

[Rule 62-296.320(4)(c)2., F.A.C. and Construction Permit 0870004-002-AC/PSD-237, dated September 12, 1997]

8.   
When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

9.  
Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]
{Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51. of APPENDIX TV-4, TITLE V CONDITIONS)}

10.
The permittee shall submit all compliance related notifications and reports required of this permit to the Department’s South District office and to the Department’s Branch office.

Department of Environmental Protection 

Department of Environmental Protection
    South District Office 




South District Branch Office

         Post Office Box 2549 



2796 Overseas Highway, Suite 221


Fort Myers, Florida 33902-2549 


      Marathon, Florida 33050


   Telephone: (239) 332-6975 



    Telephone: (305) 289-2310

       Fax: (239) 332-6969 



          Fax: (305) 289-2314

11.
Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch

Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia 30303-8960




     Telephone:  (404) 562-9155; Fax:  (404) 562-9163

12.  
Certification by Responsible Official (RO) In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.

[Rule 62-213.420(4), F.A.C.]

13.  
Waste Disposal:  The owner or operator shall treat, store, and dispose of all liquid, solid, and hazardous wastes in accordance with all applicable Federal, State, and Local regulations.  

[Construction Permit 0870004-002-AC/PSD-FL, dated September 12, 1997]

Section III.  Emissions Units and Conditions.

Subsection A.  This section addresses the following emissions units.

	E.U. 

ID No.
	Brief Description

	001
	2.0 MW Diesel Electric Generator

	002
	2.0 MW Diesel Electric Generator

	003
	3.0 MW Diesel Electric Generator

	004
	3.0 MW Diesel Electric Generator

	005
	3.0 MW Diesel Electric Generator

	006
	2.5 MW Diesel Electric Generator

	007
	2.5 MW Diesel Electric Generator


{Permitting notes: Emissions Units 001-007 are regulated for fuel sulfur content, visible emissions, combined maximum heat input, and restricted operation (hours/fuel consumption) under Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997.}

The following specific conditions apply to the emissions units listed above:
Essential Potential to Emit (PTE) Parameters

A.1.  
Permitted Capacity.  The combined maximum heat input to Emissions Units 001-007 shall not exceed 187 MMBtu/hr while firing No.2 fuel oil.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

A.2.  
Methods of Operation.  Only No. 2 fuel oil can be fired in the emissions units.  The maximum sulfur content of the No.2 fuel oil shall not exceed 0.50 percent, by weight.

[Rules 62-210.200 (PTE) and 62-213.410, F.A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

A.3.  
Hours of Operation.  The hours of operation for these emissions units shall be limited to either 4380 hours per year per unit or to a total fuel oil consumption of 6,200,000 gallons per year for all seven units, whichever limit is more restrictive.

[Rule 62-210.200(PTE), F.A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

Emission Limitations and Standards

{Permitting Note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
A.4.  
Visible emissions shall not exceed 20% opacity.

[Rule 62-296.310, F.A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

Excess Emissions

{Permitting Note:  The Excess Emissions Rule at Rule 62-210.700, F.A.C., cannot vary any requirement of a NSPS or NESHAP provision.}

A.5.  
Excess Emissions Requirements.  

a) Excess emissions resulting from start-up, shutdown or malfunction of these emissions units shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized, but in no case exceed two hours in any 24 hour period unless specifically authorized by the department for a longer duration.

b) Excess emissions that are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during start-up, shutdown, or malfunction shall be prohibited.

c) In case of excess emissions resulting from malfunctions, the owner or operator shall notify the Department within one (1) working day of: the nature, extent, and duration of the excess emissions; the cause of the problem; and the corrective actions being taken to prevent recurrence.

[Rule 62-210-700, F. A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

Test Methods and Procedures

A.6.
Compliance with the visible emissions standard shall be demonstrated with EPA Reference Method 9 as described in 40 CFR 60, Appendix A, adopted by reference in Rule 62-204.800, F. A.C.
[Rules 62-297.310 and 62-297.401, F.A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997.]

A.7. 
The permittee shall maintain daily records of fuel oil consumption for the emissions units.
[Rule 62-210.200, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

A.8.
The No. 2 fuel oil shall be monitored annually for the sulfur content using ASTM D4294 Method (or equivalent).

[Rule 62-297.440, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

Common Conditions

A.9.
These emissions units are subject to Conditions C.1. through C.15. contained in Subsection C. Common Conditions.

Subsection B.  This section addresses the following emissions units.

	E.U. 

ID No.
	Brief Description

	008
	3.58 MW Diesel Electric Generator

	009
	3.58 MW Diesel Electric Generator


{Permitting notes: Emission Unit 008 is regulated for fuel sulfur content, visible emissions, and nitrogen oxides under: Rule 62-212.400(5), f.a.c., Prevention of Significant Deterioration (PSD), Construction Permits 0870004-002-AC/PSD-FL-237, 0870004-003-AC/PSD-FL-237A and 0870004-004-AC/PSD-FL-285.  Nitrogen oxides and visible emissions are subject to Best Available Control Technology (BACT) Determination dated September 11, 1997 and BACT Determination (revised) April 28, 1998 and BACT Determination dated November 16, 2000.  Emission Unit 009 is regulated for fuel sulfur content, visible emissions, PM10 emissions and nitrogen oxides under Rule 62-212.400 (5), f.a.c., Prevention of Significant Deterioration (PSD), Construction Permit 0870004-004-AC/PSD-FL-285.  Nitrogen oxides, visible emissions, and PM10 emissions are subject to Best Available Control Technology (BACT) dated November 16, 2000.}
The following specific conditions apply to the emissions units listed above:
Essential Potential to Emit (PTE) Parameters

B.1.  
Permitted Capacity.  The maximum heat input to Emission Unit 008 or to Emissions Unit 009 shall not exceed 30.2 MMBtu/hr.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

B.2. 
Methods of Operation.  

a.) Only No. 2 low sulfur fuel oil shall be fired in the emissions units.  The maximum sulfur content of the No.2 fuel oil shall not exceed 0.05 percent, by weight.

b.) The maximum No.2 fuel oil consumption allowed to be burned in either Emissions Unit 008 or in Emissions Unit 009 is 2,015,000 gallons per year, which is equivalent to 8760 hours per year of operation at full load for either emissions unit.

[Rules 62-210.200(PTE) and 62-213.410, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

B.3.  
Hours of Operation.  These emissions units are allowed to operate continuously 8760 hours/year.

[Rule 62-210.200(PTE), F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

Emission Limitations and Standards
{Permitting Note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}
B.4.
The maximum allowable emission rates for NOx for either Emissions Unit 008 or Emissions Unit 009 shall not exceed 68 pounds per hour (lb/hr) and 298 tons per year (TPY) pursuant to the Best Available Control Technology (BACT) Determination.

[Rule 62-212.400, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-003-AC/PSD-237A, dated April 29, 1998, and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

B.5.  
Visible emissions shall not exceed 20% opacity.

[Rule 62-296.310, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

Excess Emissions

{Permitting Note:  The Excess Emissions Rule at Rule 62-210.700, F.A.C., cannot vary any requirement of a NSPS or NESHAP provision.}

B.6.  
Excess Emissions Requirements.  

a.) Excess emissions resulting from start-up, shutdown or malfunction of these emissions units shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized, but in no case exceed two hours in any 24 hour period unless specifically authorized by the department for a longer duration.

b.) Excess emissions that are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during start-up, shutdown, or malfunction shall be prohibited.

c.) In case of excess emissions resulting from malfunctions, the owner or operator shall notify the Department within one (1) working day of: the nature, extent, and duration of the excess emissions; the cause of the problem; and the corrective actions being taken to prevent recurrence.

[Rule 62-210-700, F. A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

Test Methods and Procedures

B.7.
Compliance with the allowable emission limiting standards for NOx as specified in Specific Condition B.4. shall be determined by using EPA Reference Method 7E (or equivalent) as described in 40 CFR 60, Appendix A adopted by reference in Rule 62-204.800, F.A.C.  An annual compliance test shall be performed on the unit if operated for more than 400 hours in the preceding 12-month period.

[Rule 62-297.310, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

B.8.
Compliance with the visible emissions standard shall be demonstrated with EPA Reference Method 9 as described in 40 CFR 60, Appendix A, adopted by reference in Rule 62-204.800, F. A.C.
[Rule 62-297.401, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

B.9.
The fuel shall be monitored annually for the sulfur content using ASTM D4294 Method (or equivalent).

[Rule 62-297.440, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

B.10. 
The permittee shall maintain daily records of fuel oil consumption for the emissions units.
[Rule 62-210.200, F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

Record Keeping and Reporting Requirements

B.11.
Two copies of the results of the emission tests for NOx as specified in Specific Condition B.7. for these emissions units shall be submitted within forty-five days of the last sampling run to the Department’s South District Office in Fort Myers and two copies of the results to the Department’s South District Branch Office in Marathon.  All reports shall be in a format consistent with and shall include the information in accordance with Rule 62-297.310(8), F.A.C. 

[Rule 62-297.310(8), f.a.c. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

Common Conditions
B. 12.
These emissions units are subject to Conditions C1. through C.15. contained in Subsection C. Common Conditions.

Subsection C.  Common Conditions.  This section addresses the following emissions units.  

	E.U. 

ID No.
	Brief Description

	001
	2.0 MW Diesel Electric Generator

	002
	2.0 MW Diesel Electric Generator

	003
	3.0 MW Diesel Electric Generator

	004
	3.0 MW Diesel Electric Generator

	005
	3.0 MW Diesel Electric Generator

	006
	2.5 MW Diesel Electric Generator

	007
	2.5 MW Diesel Electric Generator

	008
	3.58 MW Diesel Electric Generator

	009
	3.58 MW Diesel Electric Generator


Methods and Procedures:

C.1.  
Visible emissions tests are required to show continuing compliance with the standards of the Department.  The test results must provide reasonable assurance that the unit is capable of compliance at the permitted maximum operating rate.  Test shall be conducted in accordance with EPA Reference Method 9 as published in 40 CFR 60, Appendix A, adopted by reference in Rule 62-204.800, f.a.c.  Such tests shall be conducted once per year.  Two copies of the results shall be submitted to the Department’s South District Branch Office in Fort Myers and two copies of the results to the Department’s South District Branch Office in Marathon within 45 days after testing.  The Department shall be notified at least 15 days prior to testing to allow witnessing.  

[Rule 62-297.401(1), f.a.c.]

C.2.
 Test Procedures shall meet all applicable requirements of the Florida Administrative Code Chapter 62-297.  

[Rule 62-297.310, f.a.c.]

C.3.
Test Notification:  The owner or operator shall notify the Department’s South District Branch Office in Marathon in writing at least 15 days prior to each scheduled compliance test to allow witnessing.  The notification shall include the compliance test date, place of such test, the expected test time, the facility contact person for the test, and the person or company conducting the test.  The 15-day notification requirement may be waived at the discretion of the Department.  Likewise, if circumstances prevent testing during the test window specified for the emission unit, the owner or operator may request an alternate test date before the expiration of this window.  

[Rule 62-297.310 and 40 CFR 60.8, f.a.c.]

C.4.
Special Compliance Tests:  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in Rule 62-204, 62-210, 62-212, 62-296, and 62-297, f.a.c. or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the facility to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions units and to provide a report on the results of said tests to the Department’s South District Branch Office in Marathon. 

[Rule 62-297.310(7)(b), f.a.c.]

C.5.
Stack Testing Facilities:  The owner or operator shall install stack-testing facilities in accordance with Rule 62-297.310(6), f.a.c.
C.6.
Exceptions and Approval of Alternate Procedures and Requirements:  An Alternate Sampling Procedure (ASP) may be requested from the Bureau of Air Monitoring and Mobile Sources of the Florida Department of Environmental Protection in accordance with the procedures specified in Rule 62-297.620 f.a.c.

C.7.
Operating Rate During Testing:  Unless otherwise stated in the applicable emission limiting standard rule, testing of emission shall be conducted with the emission unit operation at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emission unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  

[Rule 62-297.310(2) and (3), f.a.c.]

C.8.
In order to minimize excess emissions during startup/shutdown/malfunction these emissions units shall adhere to best operational practices.

[Rule 62-210.700 f.a.c. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

C.9.
Operating Procedures:  Operating procedures shall include good operating practices and proper training of all operators and supervisors.  The good operating practices shall meet the guidelines and procedures as established by the equipment manufacturers.  All operators (including supervisors) of air pollution control devices shall be properly trained in plant specific equipment.

[Rule 62-4.070(3), F.A.C. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

C.10.
Determination of Process Variables

a.) The permittee shall operate and maintain equipment and/or instruments necessary to determine process variables, such as process weight input or heat input, when such data is needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.

b.) Equipment and/or instruments used to directly or indirectly determine such process variables, including devices such as belt scales, weigh hoppers, flow meters, and tank scales, shall be calibrated and adjusted indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62.297.310(5), f.a.c. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

C.11.
Unless otherwise stated in the applicable emission limiting standard rule, testing of emissions shall be conducted with the emissions units operating at permitted capacity pursuant to Rule 62-297.310(2), f.a.c. 

[Rules 62-297.310 and 62-297.401 f.a.c., and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

C.12.
All reports, measurements, records, and other data required to be maintained by this facility shall be retained for at least five (5) years following the date on which such measurements, records, or data are recorded.  This data shall be made available to the Department upon request.

[Rule 62-4.070(3), F.A.C. and Construction Permits 0870004-002-AC/PSD-FL-237, dated September 12, 1997 and 0870004-004-AC/PSD-FL-285, dated November 16, 2000]

C.13.
Emission Compliance Stack Test Reports: 

a.) A test report indicating the results of the required compliance tests shall be filed with the Permitting Authority as soon as practical, but no later than 45 days after the last sampling run is completed.

b.) The test report shall provide sufficient detail on the tested emission unit and the procedures used to allow the Department to determine if the test was properly conducted and if the test results were properly computed.  At a minimum, the test report shall provide the applicable information listed in Rule 62-297.310(8), f.a.c.
[Rule 62.297.310(8), f.a.c. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

C.14.
Excess Emissions Report: If excess emissions occur, the owner or operator shall notify the Permitting Authority within (1) working day of: the nature, extent, and duration of the excess emissions; the cause of the excess emissions; and the actions taken to correct the problem.  In addition, the Department may request a written summary report of the incident.  Pursuant to the New Source Performance Standards, excess emissions shall also be reported in accordance with 40 CFR 60.7, Subpart A.

[Rules 62-4.130 and 62-210.700(6), f.a.c. and Construction Permit 0870004-002-AC/PSD-FL-237, dated September 12, 1997]

Permit History (for tracking purposes):

	E.U. ID No.
	Description
	Permit No.
	Effective Date
	Expiration Date 
	Project Type

	All
	Facility
	0870004-001-AV
	March 16, 1999
	March 16, 2004
	Title V: Initial

	001
	2 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	002
	2 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	003
	3 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	004
	3 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	005
	3 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	006
	2.5 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	007
	2.5 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	008
	3.58 MW Diesel Electric Generator
	0870004-002-AC
	September 12, 1997
	January 31, 1999
	Construction (PSD)

	
	
	0870004-003-AC
	April 29, 1998
	April 29, 1998
	Construction (mod)

	
	
	0870004-004-AC
	November 16, 2000
	December 31, 2001
	Construction  (PSD)

	009
	3.58 MW Diesel Electric Generator
	0870004-004-AC
	November 16, 2000
	December 31, 2001
	Construction  (PSD)

	All
	Facility
	0870004-005-AV
	December 31, 2001
	March 16, 2004
	Revision

	All
	Facility
	0870004-006-AV
	Pending
	
	Renewal


The facilities, emissions units, or pollutant-emitting activities listed in Rule 62-210.300(3)(a), F.A.C., Categorical Exemptions, or that meet the criteria specified in Rule 62-210.300(3)(b)1., F.A.C., Generic Emissions Unit Exemption, are exempt from the permitting requirements of Chapters 62-210, 62-212 and 62-4, F.A.C.; provided, however, that exempt emissions units shall be subject to any applicable emission limiting standards and the emissions from exempt emissions units or activities shall be considered in determining the potential emissions of the facility containing such emissions units.  Emissions units and pollutant-emitting activities exempt from permitting under Rules 62-210.300(3)(a) and (b)1., F.A.C., shall not be exempt from the permitting requirements of Chapter 62-213, F.A.C., if they are contained within a Title V source; however, such emissions units and activities shall be considered insignificant for Title V purposes provided they also meet the criteria of Rule 62-213.430(6)(b), F.A.C.  No emissions unit shall be entitled to an exemption from permitting under Rules 62-210.300(3)(a) and (b)1., F.A.C., if its emissions, in combination with the emissions of other units and activities at the facility, would cause the facility to emit or have the potential to emit any pollutant in such amount as to make the facility a Title V source.

The below listed emissions units and/or activities are considered insignificant pursuant to Rule 62-213.430(6), F.A.C.

	Brief Description of Emissions Units and/or Activities
1.
I. C. Engine – 30 kW emergency generator, propane fired

2.
I. C. Engine – 20 kW emergency generator, propane fired

3.
I. C. Engine – 100 kW emergency generator, propane fired

4.
I. C. Engine – small portable steam/solvent cleaner

5.
I. C. Engine – 18 kW Portable Welder

6.
No. 2 Fuel Oil Storage Tank #1 – 25,000 gallons (retired in place)

7.
No. 2 Fuel Oil Storage Tank #2 – 215,000 gallons

8.
No. 2 Fuel Oil Storage Tank #3 – 215,000 gallons

9.
No. 2 Fuel Oil Storage Tank #4 – 230,000 gallons

10.
No. 2 Fuel Oil Storage Tank #5 – 22,680 gallons

11.
No. 2 Fuel Oil Day Tank (Units #3, #4, and #5) – 1,500 gallons

12.
No. 2 Fuel Oil Day Tank (Units #1 and #2) – 250 gallons

13.
No. 2 Fuel Oil Day Tank (Unit #6) – 200 gallons

14. No. 2 Fuel Oil Day Tank (Unit #7) – 200 gallons

15. Vehicle Fuel Tank #6 (unleaded gasoline) – 2,000 gallons

16. Vehicle Fuel Tank #7 (diesel) – 2,000 gallons

17. Texaco Lubricating Oil Storage Tank #8 – 8,000 gallons

18. Shell Lubricating Oil Storage Tank #9 – 8,000 gallons

19. Light Fuel Oil Tanks (2) – 250 gallons each

20. Used Oil Tanks (2) – 1,000 gallons each

21. Waste Oil/Water Drip Collection Tanks – (2) @ 20" diameter x 30" side

22. Centrifuge Waste Oil Collection Tank – 350 gallons

23. Centrifuges (2) – No. 2 Fuel Oil Processing

24. Lube Oil Tanks and Vents – all machinery

25. Mineral Spirits Storage Area

26. Transformer Mineral Oil Storage Area

27. Lubrizol (fuel additive) Storage

28. Engine Oil Storage Tanks (3) – 1,500 gallons each

29. Propane Storage Tank #1 – 500 gallons

30. Propane Storage Tank #2 – 300 lbs

31. Miscellaneous painting activities

32. Miscellaneous welding activities

33. Storage and use of chemicals solely for water treatment

34. Parts Washer (hydrocarbon solvent)

35. EMC-13 Aerosol Usage (1, 1, 1 Trichloroethane)

36. Miscellaneous degreasers usage

37. Herbicide application

38. Oil/Water Separator




Table 1-1, Summary of Air Pollutant Standards and Terms


Florida Keys Electric Cooperative Association, Inc.  
Permit No.: 0870004-006-AV
Marathon Generation Plant
Facility ID No.: 0870004

This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   

001 - 007
Diesel Electric Generators

	
	Allowable Emissions
	Equivalent Emissions
	

	Pollutant Name
	Fuel(s)
	Hours/Year
	Standard(s)
	lbs/hour
	TPY
	lbs/hour
	TPY
	Regulatory Citation(s)
	See Permit Conditions

	NOx 

SO2

CO
VE


	Oil

Oil

Oil

Oil
	4380

4380

4380

4380
	N/A

0.5% S

N/A

20% Opacity
	 
	 
	94.8
	208
	62-210.200

62-210.200

62-210.200

62-296.320
	A.1., A.3.

A.1., A.2., A.3. 

A.1., A.3.

A.4.



	Notes:

* The “Equivalent Emissions” listed are for informational purpose only.




Table 1-1, Summary of Air Pollutant Standards and Terms


Florida Keys Electric Cooperative Association, Inc.
Permit No.: 0870004-006-AV
Marathon Generation Plant

Facility ID No.: 0870004
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   

008 and 009
3.58 MW Diesel Electric Generators
	
	Allowable Emissions (each unit)
	Equivalent Emissions
	

	Pollutant Name
	Fuel(s)
	Hours/Year
	Standard(s)
	lbs/hour
	TPY
	lbs/hour
	TPY
	Regulatory Citation(s)
	See Permit Conditions

	NOx

SO2

CO

VE
PM


	Oil

Oil

Oil

Oil

Oil
	8760

8760

8760

8760

8760
	0.05% S

20% Opacity
	68


	298
	68

 1.633

25.8

 3.04
	298

    7.15

113

  13.3
	62-212.410

62-210.200

62-297.310

62-296.320

62-296.320
	B.4.

B.2.

B.1., B.2.

B.5.

B.5.



	Notes:

* The “Equivalent Emissions” listed are for informational purpose only.




Table 2-1, Summary of Compliance Requirements


Florida Keys Electric Cooperative Association, Inc.
Permit No.: 0870004-006-AV

Marathon Generation Plant

Facility ID No.: 0870004
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   

001-007

Diesel Electric Generators

	Pollutant Name or Parameter
	Fuels
	Compliance Method
	Testing

Time

Frequency
	Frequency

Base 

Date*
	Minimum 

Compliance Test

Duration
	CMS**
	See Permit Condition(s)

	 NOx

SO2

CO

VE


	Oil

Oil

Oil

Oil
	Record Keeping

Fuel Analysis Record Keeping

Record Keeping

EPA Method 9
	Annual

Annual
	 
	30 Minutes
	
	C.9.

A.2., A.3., A.7., A.8.

A.7.

A.4., A.6., C.1., C.2., C.3., C.7.



	Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system




Table 2-1, Summary of Compliance Requirements


Florida Keys Electric Cooperative Association, Inc.
Permit No.: 0870004-006-AV

Marathon Generation Plant
Facility ID No.: 0870004  

This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          
Brief Description:   




008 and 009

3.58 MW Diesel Electric Generator

	Pollutant Name or Parameter
	Fuels
	Compliance Method
	Testing

Time

Frequency
	Frequency

Base 

Date*
	Minimum 

Compliance Test

Duration
	CMS**
	See Permit Condition(s)

	NOx

SO2

CO

VE
	Oil

Oil

Oil

Oil
	EPA Method 7E

Fuel Analysis

Record Keeping

Record Keeping

EPA Method 9
	Annual

Annual

Annual
	 
	30 minutes

 
	
	B.7., B.11., C.2., C.3., C.5., C.7.

B.1., B.2., B.10.

B.2., B.10.

B.5., C.1., C.2., C.3., C.7.



	Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system




