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Permittee:	 				DRAFT Permit No.: 0890003-001-AV

Jefferson Smurfit Corporation			Facility ID No.: 0890003

						SIC Nos.: 26, 2631, 2653

						Project: Initial Title V Air Operation Permit



This permit is for the operation of the Fernandina Beach Mill.  This facility is located at North 8th Street, Fernandina Beach, Nassau County; UTM Coordinates:  Zone 17, 456.2 km East and 3394.1 km North; Latitude:  30(40’53” North and Longitude:  81(27’26” West.



Statement of Basis:  This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.



Referenced attachments made a part of this permit:

Appendix I-1, List of Insignificant Emissions Units and/or Activities 

APPENDIX TV-1, TITLE V CONDITIONS (version dated 12/02/97)





				Effective Date:  [Month day, year]

				Renewal Application Due Date: [Month day, year]

					Expiration Date:  [Month day, year]



					[PERMITTING AUTHORITY]





					___________________________                                 

					Christopher L. Kirts. P.E.

				 	District Air Program Administrator

CLK:JLC									
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Section I.  Facility Information.



Subsection A.  Facility Description.



This facility is a fully integrated kraft linerboard mill that consists of major activities areas such as: wood yard, pulp mill, recycle plant, chemical recovery, power house and paper mill.  Also, it has a corrugated containers plant.



Also included in this permit are miscellaneous unregulated/exempt emissions units and/or activities.



Based on the initial Title V permit application received 06-17-96, this facility is a major source of hazardous air pollutants (HAPs).





Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).



E.U.  ID No.�

Brief Description��006�#5 Power Boiler��007�#4 Recovery Boiler��011�#5 Recovery Boiler��013�#4 Smelt Dissolving Tank��014�#5 Smelt Dissolving Tank��015�#7 Power Boiler��020�Tall Oil��021�#4 Lime Kiln��024�C-Line Brownstock Washer System ��























Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

�



Subsection C.  Relevant Documents.



The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.



These documents are provided to the permittee for information purposes only:

�PRIVATE ��Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes



These documents are on file with permitting authority:

Initial Title V Permit Application received 06-17-96



Additional Information Request dated 07-19-97

Additional Information Response received 09-26-97
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Section II.  Facility-wide Conditions.



The following conditions apply facility-wide:



1.  APPENDIX TV-1, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-1, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}



2.  [Not federally enforceable.]  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]



3.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.

Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]



4.  Prevention of Accidental Releases (Section 112(r) of CAA).  If required by 40 CFR 68, the permittee shall submit to the implementing agency:

     a.  a risk management plan (RMP) when, and if, such requirement becomes applicable; and

     b.  certification forms and/or RMPs according to the promulgated rule schedule.

[40 CFR 68]



5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]



6.  [Not federally enforceable.]  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. [insert any required systems]

[Rule 62-296.320(1)(a), F.A.C.; Proposed by applicant in the initial Title V permit application received [Month day, year]]

















7.  [Not federally enforceable.]  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  

Woodyard

Chips are transported to the chip screening building and stacker/reclaimers on a covered conveyor.  Sawdust and rejected chips from the screening process are transported by covered conveyor to the bark reclaimer.  Sawdust and chips are removed from the conveyors and transfer points and placed onto the ground.  The chips, sawdust, and other wood debris that escapes are collected with heavy equipment and placed in the bark reclaimer or the bark pile.

Pulping Area General

Chips are transported to the digester building on covered conveyors.  Chips are transported to the Kamyr Digester in a blow line providing complete enclosure.  Chips and fines that escape the transfer system are removed and then swept and carried to a chute where it is dumped to the ground or directly into a dumpster outside the digester building.  The pile that is created is reclaimed into the bark system.

Chemical Recovery Area

Purchased lime is unloaded in a closed system and transferred to storage.  Kiln reburned lime is transferred in an enclosed elevator system to storage.  Reburned and purchased lime are stored in bins.  Both bins are equipped with permitted baghouses.  Lime piles are minimized by reclaiming as quickly as possible and hauling offsite if necessary.  Moisture applications are applied when necessary.

Facility

The particulate matter on roadways and any storage piles can be controlled from entrainment into the air by moisture applications if necessary.  Paved parking areas are maintained on site for employee parking.  Internal mill roadways are generally paved and speed limits are maintained.  Vegetation and trees are maintained on the north and east perimeters of the facility to prevent airborne particulates.

[Rule 62-296.320(4)(c)2., F.A.C.; Proposed by applicant in the initial Title V permit application received 06-17-96]



8.  When appropriate, any recording, monitoring or reporting requirements that are time-specific shall be in accordance with the effective date of this permit, which is day one.

[Rule 62-213.440, F.A.C.]



9.  Submittals.  All reports, tests, notifications or other submittals required by this permit shall be submitted to the Department’s Northeast District, Air Section:



Florida Department of Environmental Protection

Northeast District Office, Air Section

7825 Baymeadows Way, Suite 200B

Jacksonville, Florida 32256-7590



Telephone: 904/448-4300

Fax:  904/448-4363













Any reports, data, notifications, certifications and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:



United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Operating Permits Section

61 Forsyth Street

Atlanta, Georgia 30303



Telephone: 404/562-9099

Fax:  404/562-9095
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Section III.  Emissions Unit(s) and Conditions.



Subsection [A].  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��006�#5 Power Boiler fired with carbonaceous fuel and No. 6 fuel oil in combination and with an electrostatic precipitator to control particulate matter.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



A.1.  Permitted Capacity.  The operation rate shall not exceed 805 MMBtu/hr.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



A.2.  Methods of Operation - fired with carbonaceous fuel (wood/bark waste) and No. 6 fuel oil in combination.

[Rule 62-213.410, F.A.C.; 40 CFR 60.40b]



A.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



A.4.  Particulate Matter Emissions shall not exceed 0.3 lb per MMBTU of heat input from carbonaceous fuel, 137.1 lbs/hr; plus 0.1 lb/MMBtu of heat input from #6 fuel oil, 34.8 lbs/hr and total TPY of 600.50.

When only from #6 fuel oil is fired, Particulate Matter Emissions shall not exceed 0.1 lb/MMBtu of heat input, 65.78 lbs/hr and 251.15 TPY.

[Rule 62-296.410(1)(b)2., F.A.C.; Stated by applicant in the initial Title V permit application received      06-17-96]



A.5.  Sulfur Dioxide Emissions shall be limited to 2.5 % sulfur content in #6 fuel oil, 1,733.7 lbs/hr and 6,618.62 TPY when only from #6 fuel oil is fired.  When #6 fuel oil and carbonaceous fuel are fired, sulfur dioxide emissions will be less directly proportional to the fuel oil fired.

[Permit #AC45-194149; Stated by applicant in the initial Title V permit application received 06-17-96]



A.6.  Visible Emissions shall not exceed 30% opacity except for 40% for 2 mins/hr.

[Rule 62-296.410(1)(b)1., F.A.C.; Stated by applicant in the initial Title V permit application received 

06-17-96]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



A.7.  Particulate Matter Emissions stack testing shall comply with the applicable requirements in Rule 62-296.410(3), F.A.C. and be performed annually.



A.8.  Sulfur Dioxide Emissions in lieu of stack testing shall maintain a record of an acceptable fuel oil analyses of all fuel oil received for at least two years.

[Permit #AC45-194149]



A.9.  Visible Emissions testing shall comply with the applicable requirements in Rule 62-296.410(3), F.A.C. and be performed annually.



Monitoring of Operations



A.10.  A fuel flow meter having a hard copy output shall be installed and calibrated on the fuel line supplying the #6 fuel oil to this boiler.  A record shall be kept on file for at least a two year period.

[Per AC45-194149]



Continuous Monitoring Requirements



A.11.  A visible emissions (VE) continuous emissions monitor (CEM) shall be used evaluate and record the opacity of the stack flue gas.  The CEM shall be properly calibrated, operated and maintained in accordance with F.A.C. Rule 62-297.520, F.A.C.

[Per AC45-194149]



Common Conditions



A.12.  This emissions unit is also subject to the package boiler condition J.1.



A.13.  This emissions unit is also subject to the on-spec used oil conditions K.1. - K.3.



�



Subsection [B]  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��007�#4 Recovery Boiler (B&W low odor design) with an electrostatic precipitator to control particulate matter emissions.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



B.1.  Permitted Capacity.  The operation rate shall not exceed 137,500 lbs (BLS)/hr where BLS is Black Liquor Solids.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



B.2.  Methods of Operation - fired with Black Liquor Solids and No. 6 fuel oil & on-spec used oil for startup, shutdown & malfunction.

[Rule 62-213.410, F.A.C.; 40 CFR 60.40b]



B.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.4.  Particulate Matter Emissions shall not exceed 3 lbs per 3000 lbs of BLS, 137.5 lbs/hr and 602.25 TPY.

[Rule 62-296.404(2)(a), F.A.C.; Stated by applicant in the initial Title V permit application received      06-17-96]



B.5.  Total Reduced Sulfur (TRS) shall not exceed 5 ppmvd at 8% O2 as a 12 hr avg., 3.24 lbs/hr and 14.19 TPY.

[Rule 62-296.404(3)(c)1.b., F.A.C.; Stated by applicant in the initial Title V permit application received      06-17-96]



B.6.  Visible Emissions shall not exceed 45% opacity except for 60% for 6 mins/hr.

[Rule 62-296.404(1)(a), F.A.C.; Stated by applicant in the initial Title V permit application received     06-17-96]















Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



B.7.  Particulate Matter Emissions stack testing shall comply with the applicable requirements in Rule 62-296.404(4)(a)2., F.A.C. and be performed annually.



B.8.  Total Reduced Sulfur (TRS) testing shall comply with the applicable requirements in Rule 62-296.404(4)(a)3., F.A.C.



B.9.  Visible Emissions testing shall comply with the applicable requirements in Rule 62-296.404(4)(a)1., F.A.C. and be performed annually.



Continuous Monitoring Requirements



B.10.  Total Reduced Sulfur (TRS) continuous emissions monitoring shall comply with the applicable requirements in Rule 62-296.404(5), F.A.C.



Common Conditions



B.12.  This emissions unit is also subject to the package boiler condition J.1.



B.13.  This emissions unit is also subject to the on-spec used oil conditions K.1. - K.3.



�



Subsection [C]  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��011�#5 Recovery Boiler (low odor design) with an electrostatic precipitator to control particulate matter emissions.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



C.1.  Permitted Capacity.  The operation rate shall not exceed 156,780 lbs (BLS)/hr where BLS is Black Liquor Solids.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



C.2.  Methods of Operation - fired with Black Liquor Solids and No. 6 fuel oil & on-spec used oil for startup, shutdown & malfunction.

[Rule 62-213.410, F.A.C.; 40 CFR 60.40b]



C.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



C.4.  Particulate Matter Emissions shall not exceed 0.044 gr/dscf, 83.3 lbs/hr and 356.9 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.282(a)(1)(i); Stated by applicant in the initial Title V permit application received 06-17-96]



C.5.  Total Reduced Sulfur (TRS) shall not exceed 25 ppmvd at 8% O2, 26.3 lbs/hr and 112.67 TPY for Cross Recovery Furnace operation mode.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.283(a)(3); Stated by applicant in the initial Title V permit application received 06-17-96]



C.6.  Total Reduced Sulfur (TRS) shall not exceed 5 ppmvd at 8% O2, 5.26 lbs/hr and 22.53 TPY for Straight Recovery Furnace operation mode.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.282(a)(1)(i); Stated by applicant in the initial Title V permit application received 06-17-96]



C.7.  Visible Emissions shall be less than 35% opacity.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.282(a)(1)(ii); Stated by applicant in the initial Title V permit application received 06-17-96]





Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



C.8.  Particulate Matter emissions stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.285(b)(1) & (2) and be performed annually.



C.9.  Total Reduced Sulfur (TRS) testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.285.



C.10.  Visible Emissions testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.285(b)(3) and be performed annually.



Continuous Monitoring Requirements



C.11.  Total Reduced Sulfur (TRS) continuous emissions monitoring shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.284.



C.12.  Visible Emissions continuous emissions monitoring shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.284.



Common Conditions



C.12.  This emissions unit is also subject to the package boiler condition J.1.



C.13.  This emissions unit is also subject to the on-spec used oil conditions K.1. - K.3.



�

Subsection [D]  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��013�#4 Smelt Dissolving Tank (SDT) with a venturi scrubber to control particulate matter emissions.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



D.1.  Permitted Capacity.  The operation rate shall not exceed 137,500 lbs (BLS)/hr based on the maximum Black Liquor Solids fired in the #4 Recovery Boiler.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



D.2.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



D.3.  Particulate Matter Emissions shall not exceed 28.5 lbs/hr and 124.83 TPY based on 56,568 lbs (smelt)/hr which is based on the maximum Black Liquor Solids fired in the #4 Recovery Boiler.

[Rule 62-296.320(4)(a)2., F.A.C.; Stated by applicant in the initial Title V permit application received  06-17-96]



D.4.  Total Reduced Sulfur (TRS) shall not exceed 0.048 lb TRS/3000 BLS, 2.2 lbs/hr and 9.64 TPY.

[Rule 62-296.404(3)(d)1., F.A.C.; Stated by applicant in the initial Title V permit application received  06-17-96]



D.5.  Visible Emissions shall not be greater than 20% opacity.  If observed greater than 20% opacity by DEP, a special compliance test may be required.

[Rule 62-296.404(2)(b), F.A.C.; Stated by applicant in the initial Title V permit application received     06-17-96]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



D.6.  Particulate Matter emissions testing shall comply with the applicable requirements in Rule 62-296.404(4)(c)1., F.A.C. and be performed annually.



D.7.  Total Reduced Sulfur (TRS) stack testing shall comply with the applicable requirements in Rule 62-296.404(4)(c)3., F.A.C. and be performed annually.









D.8.  Visible Emissions testing shall not be required due to moisture interference.

[Rule 62-296.404(2)(b), F.A.C.]



Continuous Monitoring Requirements



D.9.  Total Reduced Sulfur (TRS) continuous emissions monitoring of the surrogate parameter (68 gpm, minimum 12-hr avg., of weak wash flow rate to the scrubber) shall comply with the applicable requirements in Rule 62-296.404(5)(d), F.A.C.

�

Subsection [E]  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��014�#5 Smelt Dissolving Tank (SDT) with a venturi scrubber to control particulate matter emissions.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



E.1.  Permitted Capacity.  The operation rate shall not exceed 156,780 lbs (BLS)/hr based on the maximum Black Liquor Solids fired in the #5 Recovery Boiler.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



E.2.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8568  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



E.3.  Particulate Matter Emissions shall not exceed 0.2 lb(PM)/ton of BLS, 15.68 lbs/hr and 67.17 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.282(a)(2); Stated by applicant in the initial Title V permit application received 06-17-96]



E.4.  Total Reduced Sulfur (TRS) shall not exceed 0.033 lb TRS/ton of BLS, 2.59 lbs/hr and 11.08 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.283(a)(4); Stated by applicant in the initial Title V permit application received  06-17-96]



E.5.  Visible Emissions shall not be greater than 20% opacity.  If observed greater than 20% opacity by DEP, a special compliance test may be required.

[Rule 62-296.404(2)(b), F.A.C.; Stated by applicant in the initial Title V permit application received 06-17-96]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



E.6.  Particulate Matter emissions stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.285(c) and be performed annually.



E.7.  Total Reduced Sulfur (TRS) stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.285(d) and be performed annually.







Continuous Monitoring Requirements



E.8.  Total Reduced Sulfur (TRS) continuous monitoring device that measures the scrubber liquid supply pressure shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.;    40 CFR 60.284(b)(2).



�

Section III.  Emissions Unit(s) and Conditions.



Subsection [F].  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��015�#7 Power Boiler with an electrostatic precipitator to control particulate matter.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



F.1.  Permitted Capacity.  The operation rate shall not exceed 1,021 MMBtu/hr.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



F.2.  Methods of Operation - It is fired primarily with coal.  No. 6 fuel oil which may contain on-spec used oil is fired as fuel when coal is not available, during startups & shutdowns at a rate limited to less than 10% of the annual capacity factor.

[Rule 62-213.410, F.A.C.; 40 CFR 60.40b]



F.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



F.4.  Particulate Matter Emissions shall not exceed 0.1 lb per MMBTU of heat input, 102.1 lbs/hr and 447.2 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.42(a)(1); Stated by applicant in the initial Title V permit application received 06-17-96]



F.5.  Sulfur Dioxide Emissions shall not exceed 1.2 lb per MMBTU of heat input, 1,225.2 lbs/hr and 5,366.38 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.43(a)(2); Stated by applicant in the initial Title V permit application received 06-17-96]



F.6.  Nitrogen Oxides Emissions shall not exceed 0.7 lb per MMBTU of heat input, 714.7 lbs/hr and 3,130.4 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.44(a)(3); Stated by applicant in the initial Title V permit application received 06-17-96]



F.7.  Carbon Monoxide Emissions shall not exceed 93.6 lbs/hr and 409.97 TPY.

[Permit AO45-169854 references EPA/DER Agreement & 40 CFR 52.21(j); Stated by applicant in the initial Title V permit application received 06-17-96]





F.8.  Visible Emissions shall not exceed 20% opacity except for 27% for 6 mins/hr.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.42(a)(2); Stated by applicant in the initial Title V permit application additional information received 08-20-97]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



F.9.  Particulate Matter Emissions stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.46 and be performed annually.



F.10.  SO2 Emissions stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.46 and be performed on request.



F.11.  NOX Emissions stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.46 and be performed on request.



F.12.  CO Emissions stack testing shall be performed on request.

[Permit AO45-169854 references EPA/DER Agreement & 40 CFR 52.21(j); Stated by applicant in the initial Title V permit application received 06-17-96]



F.13.  Visible Emissions testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.46 and be performed annually.



Continuous Monitoring Requirements



F.14.  A visible emissions (VE) continuous monitoring system shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.45.



F.15.  An Oxygen continuous monitoring system shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.45.



F.16.  A NOX continuous monitoring system is not required, but BACT set point for the oxygen continuous monitoring system at the boiler exit to the flue shall not be greater than 7.7% as the high limit point at which the allowable NOX emissions rate shall not be exceeded.

[Permit No. AO45-169854]



F.17.  A CO continuous monitoring system is not required, but BACT set point for the oxygen continuous monitoring system at the boiler exit to the flue shall not be less than 2.7% as the low limit point at which the allowable CO emissions rate shall not be exceeded.

[Permit No. AO45-169854]



Common Conditions



F.12.  This emissions unit is also subject to the package boiler condition J.1.



F.13.  This emissions unit is also subject to the on-spec used oil conditions K.1. - K.3.



�



Subsection [G]  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��020�Tall Oil Plant with a Packed-Gas Adsorption Column to control Total Reduced Sulfur (TRS) emissions.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



G.1.  Permitted Capacity.  The operation rate shall not exceed 17,000 lbs (Tall Oil)/hr.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



G.2.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



G.3.  Total Reduced Sulfur (TRS) shall not exceed 0.05 lb TRS/ton of Tall Oil as 12-hr avg., 0.43 lbs/hr and 1.9 TPY.

[Rule 62-296.404(3)(b)1., F.A.C.; Stated by applicant in the initial Title V permit application received  06-17-96]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



G.4.  Total Reduced Sulfur (TRS) testing shall comply with EPA Method 16 or 16A every 5 years.

[Rule 62-296.404(4)(d), F.A.C.; Ref. AC45-141874 and AO45-166568]



Continuous Monitoring Requirements



G.5.  Total Reduced Sulfur (TRS) continuous monitoring devices that measure the scrubber liquid flow (322 gpm, minimum 12-hr avg.) and the pH (11.75 minimum) shall comply with the applicable requirements in Rule 62-296.404(5)(d), F.A.C.















Section III.  Emissions Unit(s) and Conditions.



Subsection [H].  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��021�#4 Lime Kiln with an electrostatic precipitator to control particulate matter.  

Also, NCG (Non-Condensible Gases) from the Kamyr digester system, batch digester system, No. 5 MEE (Multi-Effect Evaporators) system and No. 6 MEE system are combusted in this kiln as a control of the TRS (Total Reduced Sulfur) compounds in the NCG.  When the kiln is offline, NCG are vented through a venturi scrubber.

#1 Lime Bin is for reburned lime with a bag fabric filter to control particulate matter.

#2 Lime Bin is for purchased lime with a bag fabric filter to control particulate matter.

��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



H.1.  Permitted Capacity.  The operation rates shall not exceed the following:

#4 Lime Kiln input of 46.87 tons (lime mud-CaCO3)/hr; output of 26.25 tons (reburned lime-CaO)/hr

#1 Lime Bin input of 26.25 tons (reburned lime-CaO)/hr

#2 Lime Bin input of 44.25 tons (purchased lime)/hr

Kamyr digester system output 85 tons (ADUP)/hr

batch digester system output 101 tons (ADUP)/hr

# 5 MEE (Multi-Effect Evaporators) system input of 308,359 lbs (BLS)/hr

#6 MEE system input of 274,089 lbs (BLS)/hr

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



H.2.  Methods of Operation - It is fired primarily No. 6 fuel oil which may contain on-spec used oil from mill operations.  Liquified Petroleum Gas (LPG) is fired during startups only.

[Rule 62-213.410, F.A.C.]



H.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8736  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



H.4.  Particulate Matter Emissions shall not exceed 0.13 gr/dscf, 43.5 lbs/hr and 190.0 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 282(a)(3)(ii); Stated by applicant in the initial Title V permit application received 06-17-96]



H.5. Total Reduced Sulfur (TRS) Emissions shall not exceed 8 ppmvd @ 10% O2, 2.63 lbs/hr and 11.5 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 283(a)(5); Stated by applicant in the initial Title V permit application received 06-17-96]



H.6.  Visible Emissions shall not exceed 20% opacity.

[Rule 62-296.320(4)(b)1., F.A.C.; Permit No. AC45-141877; Stated by applicant in the initial Title V permit application additional information received 08-20-97]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



H.7.  Particulate Matter Emissions stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.285 and be performed annually.



H.8.  Total Reduced Sulfur (TRS) stack testing shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.285 and be performed annually.



H.9.  Visible Emissions testing shall comply with the applicable requirements in Rule 62-296.320(4)(b)4., F.A.C. and be performed annually.



Continuous Monitoring Requirements



H.10.  A TRS continuous monitoring system shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.284(a)(2).



Common Conditions



H.11.  This emissions unit is also subject to the on-spec used oil conditions K.1. - K.3.



�

Subsection [I].  This section addresses the following emissions unit(s).



��E.U.  ID No.�

Brief Description��024�C-Line Brownstock Washer System with a packed gas adsorption wet scrubber to control TRS (Total Reduced Sulfur) emissions.��

The following specific conditions apply to the emissions unit(s) listed above:



Essential Potential to Emit (PTE) Parameters



I.1.  Permitted Capacity.  The operation rate shall not exceed 51,000 lbs dry pulp/hr.

 [Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



I.2.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]



Emission Limitations and Standards



{Permitting note:  Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



I.3. Total Reduced Sulfur (TRS) Emissions shall not exceed 5 ppmvd, 0.16 lbs/hr and 0.7 TPY.

[Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 283(a)(1)(v); Stated by applicant in the initial Title V permit application received 06-17-96]



Test Methods and Procedures



{Permitting note:  Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.}



I.4. Total Reduced Sulfur (TRS) Emissions testing shall comply with all applicable requirements of 40 CFR 60.285.



Continuous Monitoring Requirements



I.5.  Total Reduced Sulfur (TRS) continuous monitoring devices that measure the scrubber liquid flow (326 gpm, minimum 12-hr avg.) and the pressure drop across the scrubber tower (0.03 psi, minimum 12-hr avg.) shall comply with the applicable requirements in Rule 62-204.800(7)(b)34., F.A.C.; 40 CFR 60.284.



�



Subsection [J].  Common Conditions.



��E.U.  ID No.�

Brief Description��006�#5 power boiler��015�#7 power boiler��007�#4 recovery boiler��011�#5 recovery boiler��

The following conditions apply to the emissions unit(s) listed above:



J.1.  ALTERNATIVE METHODS OF OPERATION shall comply with the following:

During periods of reduced heat input or shutdown of another boiler (#5 power, #7 power, #4 recovery or #5 recovery), the package boiler may be operated at a backup heat input rate not to exceed 190 MMBtu/hr, fired with #2 fuel oil with a sulfur content not to exceed 0.5%, an annual capacity of less than 10% and visible emissions limited 20%, except for 27% for 6 min/hr.



ALTERNATIVE METHODS OF OPERATION

The facility boilers may operate under six Alternative Methods of Operation described below:



Alternative Methods of Operation�

Package 

Boiler�

No. 5 

Power Boiler�

No. 7 

Power Boiler�No. 4 Recovery Boiler�No. 5 Recovery Boiler��1�X�X*�X*�X*�X*��2�N�X�X�X�X��3�X�N�X�X�X��4�X�X�N�X�X��5�X�X�X�N�X��6�X�X�X�X�N��

X	represents boiler in service.

*	represents one or more boilers operating at a reduced rate such that net emissions are not 	increased.

N	represents boiler not in service.

[Initial Title V Permit Application additional information received 09-26-97]

�Subsection [K].  Common Conditions.



��E.U.  ID No.�

Brief Description��006�#5 power boiler��015�#7 power boiler��007�#4 recovery boiler��011�#5 recovery boiler��021�#4 lime kiln��

The following conditions apply to the emissions unit(s) listed above:



K.1.  The on-specification used oil fired in the emissions unit(s) listed above shall not exceed 10% of the fuel consumed and shall be blended with #6 fuel oil.  The on-spec used oil prior to blending shall comply with the limits listed below, the provisions of 40 CFR 279 & 761 and shall be recorded:

	

ON-SPEC USED OIL SPECIFICATIONS

���Constituent/Property�Allowable Level��Arsenic�5 ppm maximum��Cadmium�2 ppm maximum��Chromium�10 ppm maximum��Lead�100 ppm maximum��Total Halogens�1,000 ppm maximum��Flash Point�100�SYMBOL 176 \f "Symbol"�F minimum��

K.2.  On-specification used oil may be fired as follows:

1.  At any time provided the maximum concentration of PCBs shall be less than 2 ppm and whether generated on or off-site.  The analysis and recordkeeping requirements apply to each amount prior to blending even if to be blended with 90% virgin oil.

2.  Only during normal operation temperature and not during startup or shutdown if the maximum concentration of PCBs  is ( 2 but < 50 ppm.



K.3.  On-specification used oil test requirements are as follows:



POLLUTANT�Interval1�TEST METHOD(S)1

��ARSENIC����CADMIUM����CHROMIUM����LEAD����TOTAL HALOGENS����FLASH POINT (IGNITABILITY)����PCBs����

	1Approved EPA, DEP or ASTM test methods shall be used or a certified on-specification used oil 	 	 analysis prior to blending shall be retained for inspection or submitted to the Department on 	 	 request.

[Addendum to the Initial Title V Permit Application received 12-09-97]
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