Eglin AFB
Air Curtain Incinerator Title V Revision [EPSAP No.3302-1]
Ash Disposal Plan v2

A local Operating Procedure has been developed for the unit.  Following is Section 7 “Ash Management” of the Operating Procedure.

7.0 Ash Management
Scope:      Burned Celotex fuels will be reduced by at least 95 percent to ash. Ash management tasks will include removal, storage, and transfer to a disposal facility or an Eglin AFB reservation site for use as a beneficial soil amendment in accordance with applicable Florida Department of Environmental Protection rules.  Associated hazards include residual embers, airborne emissions, minimally corrosive (caustic) chemical character, and runoff potential.  Prior to transfer to a disposal facility (such as Santa Rosa Landfill or EWS Point Center) or a beneficial use soil amendment site, the ash will be moistened as needed to reduce fire concerns.  Additionally, best management practices such as tarps or moistening the ash will be used as needed to prevent loss of material during transport.   

Equipment: Ash removal will be performed using available equipment. Temporary storage may be in-situ (firebox); however in-situ storage will not exceed 3 feet of ash in the firebox or 60 days, whichever is reached first. Storage for additional management or transfer will be in closed roll-off type containers, covered truck bed or trailer. The storage container should be periodically inspected for several days following transfer for any residual embers or smoke. 
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Hazard Controls Measures:
Emission Control
· Minimize free fall or spread distance
· Wet suppression as needed
· Transfer/apply in low wind velocity
Work Controls/PPE:
· Work will be upwind to the extent possible
· Dust conditions will be evaluated 
· Respiratory protection (as needed per ESH office determination )
Fire Hazard Control:
· Wet suppression over ash during transfer as needed
· Additional wet suppression in container as needed
· Close container following transfer and periodically inspect
Knowledge: Skills, and Abilities Necessary to Operation Controls and Perform the Work Safely. 
Training Necessary to Obtain Pre-requisite Knowledge and Skills:
· General Employee Training (GET) if on-site for more than 10 days 
· Fire Extinguisher Hands-On Training 
· Fire Extinguisher: Designated Worker and Fire Watch 
· First Aid/CPR 
· Thermal Stress Awareness 
· Fall Protection (refer to Fall Protection Plan) 
· Hazard Communication
· Contractor personnel will be qualified to operate heavy equipment.
