APPENDIX  CP-1

COMPLIANCE PLAN


Okeechobee Landfill, Inc.

Okeechobee Landfill

TITLE V PERMIT RENEWAL PROPOSED

Permit Number: 0930104-006-AV

The compliance plan is required according to Rule 62-213.405, F.A.C.

This compliance plan submitted by the facility, on January 16, 2003, for 3000 scfm open flare (E.U. # 004), 1500 scfm enclosed flare (E.U. # 002), and 3000 scfm enclosed flare (E.U. # 003). It identifies the parameters and testing methods to comply with the conditions of 0930104-004-AC and 0930104-007-AC. 

The following table presents the proposed test methods, duration, and location for testing of the open flare (E.U. #004).  

These tests shall be conducted before April 30, 2003. The test reports, demonstrating compliance with applicable permit conditions, shall be submitted to the department within 45 days of the test date. 
Parameter
Test Method
Duration
Location

Concentration of sample component 'i' in ppm on wet bases
U.S. EPA Method 18
3 1-hour runs
Flare Inlet

Hydrogen and carbon monoxide
ASTM D1946-77 or 90
3 1-hour runs
Flare Tip

Net heat of combustion of sample component i, kcal/g mole at 25(C and 760 mm Hg
ASTM D2382-76 or 88 or D4809-95
3 1-hr runs
Flare Tip

Stack gas flow rate and temperature
U.S. EPA Methods 1 & 2
Done concurrently with all pollutant tests
Flare Tip

Visible emissions
U.S. EPA Method 22
2 consecutive hours


The following table presents the proposed test methods, duration, and location for testing of the enclosed flares (E.U. #002 & #003). 

These tests shall be conducted before April 30, 2003. The test reports, demonstrating compliance with applicable permit conditions, shall be submitted to the department within 45 days of the test date. 
Parameter
Test Method
Duration
Location

Non-Methane Organics (NMOCs)
U.S. EPA Method 18 (AP-42 list)
3 1-hour runs
Flare Outlet

Carbon Monoxide (CO)
U.S. EPA Method 10
3 1-hour runs
Flare Outlet

Oxygen and Carbon Dioxide 
U.S. EPA Method 3A
Done concurrently with all pollutant tests
Flare Outlet

Stack gas moisture content
U.S. EPA Method 4
Done concurrently with all pollutant tests
Flare Outlet

Stack gas flow rate and temperature
U.S. EPA Method 1 & 2
Done concurrently with all pollutant tests
Flare Outlet
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