APPENDIX CP-1

COMPLIANCE PLAN

OKEECHOBEE LANDFILL, INC.

Okeechobee Landfill

TITLE V PERMIT REVISION PROPOSED

Permit Number: 0930104-011-AV

The compliance plan is required according to Rule 62-213.405, F.A.C.

This compliance plan submitted by the facility, on June 02, 2003 for the proposed 3000 scfm enclosed flare # 1698

(E.U. # 005 with a leachate EVAP unit # 3004IM), and the existing 3000 scfm enclosed flare # 1776 (E.U # 003

with a leachate EVAP unit # 3016). The compliance revision was submitted on August 11, 2003 to allow the usage

of Method 25/25A in determining the NMOC concentration from E.U. # 003.

The following table presents the proposed time frames & procedures, for testing of the enclosed flare (E.U. #005;

Unit # 1698/3004IM).

	ACTIVITY DESCRIPTION
	DUE DATE

	Completion of construction & startup of equipment
	160 days from the date of public notice of

0930104-010-AC/011-AV permits



	Notification of Removal of the 1500 scfm enclosed flare

w/EVAP


	Within 10 days of removal of the Unit.

(Note: Notification was provided to the Department on August 04, 2003)

	Notification to the Department of the startup Within 10 days prior to startup


	Within 10 days of removal of the Unit.



	Compliance emission testing

(Carbon Monoxide and NMOC)


	Within 180 days of startup

	Submit the test report
	Within 45 days of testing


Following table presents the proposed time frames & procedures for testing of the enclosed flare (E.U. #003; Unit

# 1776/3016)

The facility conducted a compliance test on April 15, 2003 to determine Carbon Monoxide (CO) and NMOC

emissions.  The facility proposed that, since CO emission from this testing showed a value less than 0.27 lb/mmbtu,

this result will be used to show that this unit will meet the proposed CO emission limit.

The test report was submitted to the Department on June 02, 2003 and the report was reviewed. The emission unit

#003 showed compliance with CO standard. However, the NMOC test was inconclusive. Following is the revised

compliance plan for emission unit # 003 to conduct the NMOC test.

This retest shall be conducted by September 30, 2003 and test report shall be submitted to the Department within

45 days of the testing.

The NMOC test was conducted again on September 24, 2003 and a satisfactory test report was received

            November 19, 2003

	PARAMETER
	TEST METHOD
	DURATION
	LOCATION

	Nonmethane Organic

Compounds (NMOC)


	In accordance with sp.

Condition 4.7 of Section

III of this permit
	3 1-hour runs.
	Flare Outlet

	Oxygen and carbon dioxide


	EPA 3C (Inlet)

and 3A (outlet)
	Done Concurrently with

pollutant tests
	Flare Inlet and O2

only on the Outlet

	Stack gas moisture content
	EPA 4
	Done concurrently with

pollutants tests
	Flare Outlet

	Stack gas flow rate and

temperature
	EPA 1 and 2
	Done concurrently with

pollutants tests
	Flare Inlet and

temperature only on the Outlet
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