STATEMENT OF BASIS

Sonoco Products Company

Orlando Can Coating Facility

Facility ID No.:  0950044

Orange County

Title V Air Operation Permit Renewal

DRAFT Permit Renewal No.:  0950044-007-AV

This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213. The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The subject of this permit is to renew the Title V Operation Permit.

This facility includes the following emission units:

a)
E.U. 001 - Metal Can Coater #1 and Drying Oven #1 equipped with a C.E. air preheater thermal oxidizer incinerator. The thermal oxidizer provides a minimum VOC/HAP reduction efficiency of 90% of the VOC/HAP delivered to the thermal oxidizer inlet. 

b)
E.U. 004 – Metal End Department Compounders consisting of multi-die solvent-based compounders 1A & 1B, 2A & 2B, 3A & 3B, and 5A & 5B.  The water based compounders are multi-die 7A & 7B and double-die 1 &2.

c)
E.U. 005 – Can Lines

The lines produce 10, 12, and 16 ounce cans by using a spiral winding machine to produce a continuous composite paper can tube by pulling multiple ribbons of paperboard, synthetic or metallic liner ribbons and pre-printed label ribbons spirally onto and around a long chrome mandrel.  As the composite tube leaves the mandrel, an oscillating cutter cuts the tube to specified lengths depending on the size of can desired. A lubricant, which is a source of volatile organic compounds (VOCs) and hexane is applied to the container line and a glue which is less than 0.2 percent VOC is used to seal the containers.

The applicable emission limitations are as follows:

E.U. 001 - incinerator VE limit per Rule 62-296.401(1)(a), F.A.C. and RACT Rule 62-296.501(3)(b), F.A.C. (90% reduction of VOCs across the control device)

E.U. 004 - general VOC standard per Rule 62-296.320(1)(a), F.A.C. and RACT Rule 62-296.501(2)(d), F.A.C. (3.7 lbs of VOC per gallon of coatings) 

The permit also includes a facility-wide limit of 249 tons/yr for VOC and less than 10/25 tons/yr or single/combined HAPs. Therefore the facility is major for VOC and a synthetic minor for HAPs and is not subject to a NESHAP. 

E.U. 001 includes a CAM Plan as proposed by the applicant in the construction application received February 25, 2005. 

Also included in this permit are miscellaneous insignificant emission units and/or activities.
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