MONITORING APPROACH
	
	Compliance Indicator

	I.  INDICATOR
	Opacity of ESP Exhaust

	Measurement Approach
	(COMS)

	II.  INDICATOR RANGE
	An excursion is defined as any 1-hour average stack opacity greater than 10%, excluding periods of start-up, shutdown, and malfunction pursuant to Rule 62-210.700, F.A.C.

	
	An excursion will trigger an evaluation of the boiler and ESP with corrective action taken as appropriate.  An excursion will trigger recordkeeping and reporting requirements.

	III.  PERFORMANCE CRITERIA

Data Representativeness 
	The COMS was installed at a representative location in the ESP exhaust per 40 CFR 60, Appendix B, PS-1.

	Verification of Operational Status
	Results of initial COMS performance evaluation was conducted per PS-1.

	QA/QC Practices and Criteria
	The COMS was initially installed and evaluated per PS-1.  Zero and span drift are checked daily; a periodic filter audit is reformed; and preventative maintenance per the manufacturer is performed.

	Monitoring Frequency
	Opacity is monitored continuously.

	Data Collection Procedures
	Opacity data are collected and recorded through the Data Acquisition System (DAS).  The data collected by the DAS are reduced to calculate 6-minute block averages.  The 6-minute block averages are used to calculate the rolling 1-hour averages.

	Averaging Period
	The averaging period for opacity observations is a 6-minute block average. 


