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Table 1, Summary of Air Pollutant Standards 
Orlando Utilities Commission                                                    Permit No. 0950137-027-AV 

  Stanton Energy Center                                                           Facility ID No. 0950137 
E.U. ID Nos.     Brief Description 

001 Fossil Fuel Fired Steam Generator #1 
   Allowable Emissions Equivalent Emissions  

Pollutant Name Fuel(s) 
* 

Hours/ 
Year * 

Standards lb/ 
hour 

TPY lb/hour 
   ** 

TPY 
** 

Regulatory Citation(s) See Permit 
Condition(s) 

PM Emissions 
 

Coal 
F.O. 

8760 0.03 lb/MMBtu 
0.03 lb/MMBtu 

  128.6 
 

563.2 Rule 62-204.800(7)(b)2, F.A.C. 
Rule 62-204.800(7)(b)2, F.A.C. 

A.5 

Visible Emissions 
 

Coal 
F.O. 

8760 
 

20% Opacity 
 

    Rule 62-204.800(7)(b)2, F.A.C. 
 

A.6 
 

Sulfur Dioxide Coal 
F.O. 

8760 
 

1.14 lb/MMBtu 
0.80 lb/MMBtu 

  4886 
  

21,400 Rule 62.204.800(7)(b)2, F.A.C. 
Rule 62.204.800(7)(b)2, F.A.C. 

A.7 

Nitrogen Oxide 
 

Coal 
F.O. 

8760 0.46 lb/MMBtu 
0.30 lb/MMBtu 

  1971  8,635 Rule 62-204.800(7)(b)2, F.A.C. 
Rule 62-204.800(7)(b)2, F.A.C. 

A.8 

 

002 Fossil Fuel Fired Steam Generator #2 
   Allowable Emissions Equivalent Emissions  

Pollutant Name Fuel(s) 
* 

Hours/ 
Year * 

Standards lb/ 
hour 

TPY lb/hour 
   ** 

TPY 
** 

Regulatory Citation(s) See Permit 
Condition(s) 

PM Emissions 
 

Coal 
F.O. 

8760 0.02 lb/MMBtu 
0.03 lb/MMBtu 

  85.7 375.4 Rule 62.204.800(7)(b)2, F.A.C. A.5 

Visible Emissions 
 

Coal 
F.O. 

8760 
 

20% Opacity 
 

    Rule 62.204.800(7)(b)2, F.A.C. A.6 
 

Sulfur Dioxide Coal 
F.O. 

8760 
 

0.25 lb/MMBtu 
0.80 lb/MMBtu 

  3643 
 

4693 Rule 62.204.800(7)(b)2, F.A.C. 
Rule 62.204.800(7)(b)2, F.A.C. 

A.7 

Nitrogen Oxide 
 

Coal 
F.O. 

8760 0.17 lb/MMBtu 
0.30 lb/MMBtu 

  729 3191 Rule 62-204.800(7)(b)2, F.A.C. 
Rule 62-204.800(7)(b)2, F.A.C. 

A.8 

Carbon Monoxide 
 

Coal 
 

8760 
 

0.15 lb/MMBtu   643 2816 PSD-FL-084 A.10 

VOC 
 

Coal 
 

8760 
 

0.015 
lb/MMBtu 

  64 282 PSD-FL-084 A.11 

Sulfuric Acid 
Mist 

Coal 
 

8760 
 

0.033 
lb/MMBtu 

  140 613 PPS PA 81-14/SA1 A.12 

Beryllium 
 

Coal 
 

8760 
 

5.2x10-6 
lb/MMBtu 

  0.022 0.1 PPS PA 81-14/SA1 A.13 

Mercury 
 

Coal 
 

8760 
 

1.1x10-5 
lb/MMBtu 

  0.046 0.2 PPS PA 81-14/SA1 A.14 

Lead Coal 
 

8760 1.5x10-4 
lb/MMBtu 

  0.64 2.8 PPS PA 81-14/SA1 A.15 

Fluorides Coal 8760 4.2x10-4 
lb/MMBtu 

  1.8 7.9 PPS PA 81-14/SA1 A.16 

*Unit No.1 shall fire “new oil”.  Unit No.2 shall fire “new oil” as well as on-specification used fuel oil. 
** The “Equivalent Emissions” listed are for informational purposes only.  Unit 1 NOX emission limit is 0.60 lb/MMBtu on a 30-day rolling average, and 0.46 lb/MMBtu on an 
annual average.  
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit. 
 


