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E.U. # 003 Auxiliary Boiler  #3 

Pollutant Name or 
Parameter 

Fuel(s) 
 

Compliance 
Method  

Testing 
Time or 

Frequency 

Frequency Base 
Date1 

Min. Compliance Test 
Time 

CMS2 See Permit Condition(s) 

Visible  
Emissions 

F.O. EPA Method 9 Annual N/A 1 hour No B.8 

Particulate Matter F.O. EPA Method 5  N/A 1 hour No B.8 

Sulfur Dioxide F.O. EPA Method 6  N/A 1 hour No B.8 

Nitrogen Oxides F.O. EPA Method 7  N/A 1 hour No B.8 

 
 
 
 
 
 
 
 

E.U. # 004, 005, 006 and 007 Fly Ash Silo System 

Pollutant Name or 
Parameter 

Fuel(s) 
 

Compliance 
Method  

Testing 
Time or 

Frequency 

Frequency Base 
Date1 

Min. Compliance Test 
Time 

CMS2 See Permit Condition(s) 

Visible  
Emissions 

N/A EPA Method 9 Annual N/A 1 hour No C.4 

Particulate Matter N/A EPA Method 5 Annual N/A 1 hour No C.4 
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-025 and -026 Combined-Cycle Combustion Turbines 
Pollutant Name or 
Parameter 

Fuel(s) 
 

Compliance 
Method  

Testing 
Time or 

Frequency 

Frequency Base 
Date1 

Min. Compliance Test 
Time 

CMS2 See Permit Condition(s) 

Nitrogen Oxides Natural 
gas 

EPA Method 
7E 

Annual   Yes D.24 

 Fuel oil     Yes D.24 
Carbon Monoxide Natural 

gas 
EPA Method 
10 

Annual   Yes D.24 

 Fuel oil     Yes D.24 
Volatile organic 
compounds 

Natural 
gas 

EPA Methods 
18, 25, and/ or 
25A 

Initial    D.24 

 Fuel oil  Initial    D.24 
Sulfur dioxide Natural 

gas 
Fuel analysis     D.24 

 Fuel oil      D.24 
Visible Emissions 
 

N/A EPA Method 9 Annual    D.24 

 
1 - Frequency base date established for planning purposes only; see guidance memo and Rule 62-297.310, F.A.C. 
2 - Continuous Monitoring System. 
3 - EPA Method 17 may be used only if the stack gas exit temperature is less than 375 degrees F. 

This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit. 
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