Foamex, L.P. 

FINAL Permit No.: 0950225-005-AV

Gemini Boulevard Facility


Section I.  Facility Information.

Subsection A.  Facility Description.
The permittee operates a facility to manufacture polyurethane foam product. The slabstock polyurethane foam and rebond polyurethane foam production processes make foam products of different densities, color, and thickness.  The proportion of raw materials are modified for each batch to achieve the desired product specifications.  Support operations include foam fabrication, tank storage of chemicals, steam boiler operation, heating, cleaning, and maintenance.

The slabstock polyurethane foam process emits the bulk of the emissions. Raw materials are mixed and discharged into a trough where the reaction begins. The exothermic reaction discharges methylene chloride. A polyurethane slab moves down the trough, onto a conveyor. The foam slab is cut into sections, referred to as ‘buns’, and conveyed into the Long Bun Storage Room.  Within the room, the buns cure for approximately twelve hours, continuing to release methylene chloride. The Long Bun Storage Room has its own ventilation system to the outside air.

Additional processes at the facility are:

1. Rebond Polyurethane Foam Production.  This process mixes scrap foam and binder to make polyurethane logs. The logs are reworked and coated with a polyethylene film, packaged, and shipped to customers.

2. Foam Fabrication Operations.  These processes involve the cutting, sizing, assembly, and gluing of foam buns according to customer specifications. 

3. Tank Storage.  The facility has more than twenty storage tanks used to mix, blend, and store raw materials.

The facility is subject to a methylene chloride emission limit of 180 tons per consecutive twelve months.

Also included in this permit are miscellaneous insignificant emission units and/or activities.

Based on the initial Title V permit application received June 17, 1996, this facility is a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U.  ID No./Brief Description


004
Production of Polyurethane Foam Products

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.
The documents listed below are not a part of this permit, however, are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes 

These documents are on file with permitting authority:

Initial Title V Permit Application received June 17, 1996

Draft Title V Permit issued November 3, 1997

Title V Permit issued March 26, 1998

Risk Management Plan submitted to the RMP Reporting Center June 17, 1999

EPA Objection letter dated July 13, 2001

DEP Response letter dated September 13, 2001

EPA Required changes letter dated November 2, 2001

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
 1.  APPENDIX TV-1, TITLE V CONDITIONS (version dated 12/2/97), is a part of this permit. APPENDIX TV-1, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.

 2.  Not Federally Enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

 3.  General Particulate Emission Limiting Standards. General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to Rule 62-297, F.A.C.

[Rule 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
a.  As required by Section 112(r)(7)(B)(iii) of the CAA and 40 CFR 68, the owner or operator shall submit an updated Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center.

b.  As required under Section 252.941(1)(c), F.S., the owner or operator shall report to the appropriate representative of the Department of Community Affairs (DCA), as established by department rule, within one working day of discovery of an accidental release of a regulated substance from the stationary source, if the owner or operator is required to report the release to the United States Environmental Protection Agency under Section 112(r)(6) of the CAA.
c.  The owner or operator shall submit the required annual registration fee to the DCA on or before April 1, in accordance with Part IV, Chapter 252, F.S., and Rule 9G-21, F.A.C.

Any required written reports, notifications, certifications, and data required to be sent to the DCA, should be sent to:

Department of Community Affairs

Division of Emergency Management

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2100

Telephone:  850/413-9921, Fax:  850/488-1739

Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

Any required reports to be sent to the National Response Center, should be sent to:

National Response Center

EPA Office of Solid Waste and Emergency Response

USEPA (5305 W)

401 M Street, SW

Washington, D.C.  20460

Telephone:  1/800/424-8802

Send the required annual registration fee using approved forms made payable to:
Cashier

Department of Community Affairs

State Emergency Response Commission

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2149

[Part IV, Chapter 252, F.S.; and, Rule 9G-21, F.A.C.]
 5.  Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

6. The permittee shall submit all compliance related notifications and reports required of this permit to the county pollution control office:




Orange County Environmental Protection Division




800 North Mercy Drive




Orlando, Florida  32808




Telephone: 407/836-1400

7.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:




United States Environmental Protection Agency




Region 4




Air, Pesticides & Toxics Management Division




Operating Permits Section

   


61 Forsyth Street




Atlanta, Georgia  30303




Telephone: 404/562-9099




Fax: 404/562-9095

8.
Annual Operating Report.  A DEP Form No. 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" including the Emissions Report, shall be completed for each calendar year on or before March 1 of the following year and submitted to Orange County Environmental Protection Division.

[Rule 62-210.370(3), F.A.C.]

9.
Annual Statement of Compliance.  The permittee shall submit a statement of compliance with all terms and conditions of the permit using DEP Form No. 62-213.900(7), F.A.C.  Such statements shall be accompanied by a certification in accordance with Rule 62‑213.420(4), F.A.C.  Such statements shall be submitted (postmarked) to the air compliance section of this office and EPA:


a.
Annually, within 60 days after the end of each calendar year during which the Title V permit was effective, or more frequently if specified by Rule 62-213.440(2), F.A.C., or by any other applicable requirement; and


b.
Within 60 days after submittal of written agreement for transfer of responsibility as required pursuant to 40 CFR 70.7(d)(1)(iv), adopted and incorporated by reference at Rule 62‑204.800, F.A.C., or within 60 days after permanent shutdown of a facility permitted under this chapter; provided that, in either such case, the reporting period shall be the portion of the calendar year the permit was effective up to the date of transfer of responsibility or permanent facility shutdown, as appropriate.

[Rule 62-213.440(3)(a)2., F.A.C.]

10.
Annual Emissions Fee.  Each Title V source permitted to operate in Florida must pay between January 15 and March 1 of each year, upon written notice from the Department, an annual emissions fee in accordance with Rule 62-213.205, F.A.C., and the appropriate form and associated instructions.

[Rules 62-213.205 and 62-213.900(1), F.A.C.]

11.
Annual Emissions Fee.  Any documentation of actual hours of operation, actual material or heat input, actual production amount, or actual emissions used to calculate the annual emissions fee shall be retained by the owner for a minimum of five (5) years and shall be made available to the Department upon request.

[Rule 62-213.205(1)(j), F.A.C.]

12.
Annual Emissions Fee.  A completed DEP Form 62-213.900(1), F.A.C., “Major Air Pollution Source Annual Emissions Fee Form”, must be submitted by the responsible official with the annual emissions fee.

[Rule 62-213.205(1)(k), F.A.C.]

13.
At least 180 days prior to the expiration date of this operation permit, the permittee shall submit to this office four copies of the air permit application, DEP Form No. 62-210.900(1).

[Rule 62‑4.090(1), F.A.C.]

14. This Title V permit will be revised within a year of the effective date for the permit to specifically address the applicable requirements from 40 CFR 63, Subpart III.

Section III.  Emissions Unit(s) and Conditions.
Subsection A.  This section addresses the following emissions units.

E.U.  ID No. Brief Description


004
Production of Polyurethane Foam Products

The permittee operates a facility to manufacture polyurethane foam product. The slabstock polyurethane foam and rebond polyurethane foam production processes make foam products of different densities, color, and thickness.  The proportion of raw materials are modified for each batch to achieve the desired product specifications.  Support operations include foam fabrication, tank storage of chemicals, steam boiler operation, heating, cleaning, and maintenance.

The facility is subject to a methylene chloride emission limit of 180 tons per consecutive twelve months.

The following conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
A.1.  Capacity.  The chemicals used at the facility shall not exceed the following quantities during any twelve consecutive months:


methylene chloride

180 tons


isopropyl alcohol

240 gallons


mineral spirits

          1,000 pounds

[Rule 62-210.200, (PTE), F.A.C. and construction permits AC48-214902 and 0950225-003-AC]

Emission Limitations and Standards
A.2.  Visible emission limit is described in Facility-Wide condition 3, page 4.

[Rule 62-296.320(4)(b)1., F.A.C.]

A.3.  The maximum emissions during any twelve consecutive months shall not exceed:


methylene chloride

180 tons


toluene diisocyanate

 0.4 tons

 [Construction permits AC48-214902 and 0950225-003-AC]

Test Methods and Procedures

A.4.  The emissions unit(s) in this subsection are subject to the applicable requirements contained in 40 C.F.R. 63, Subpart A, as identified in Table 2 of 40 C.F.R. 63, Subpart III.  40 C.F.R.63 Subpart A is incorporated by reference and attached to this permit.

A.5.  The emissions unit(s) in this subsection are subject to the applicable requirements contained in 40 C.F.R. 63, Subpart III, which is incorporated by reference and attached to this permit.

A.6.  Each stack or vent shall demonstrate compliance with its visible emission limit in accordance with EPA Method 9 prior to permit expiration date. The test period shall be a minimum of 30 minutes.

[Rules 62-297.401, 62-297.310(4)(a)2., and 62-297.310(7)(a)4.a., F.A.C.]

A.7.  At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the compliance section of Orange County Environmental Protection Department. The notification must include the following information:  the date, time and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test;  and the name, company, and telephone number of the person conducting the test.

[Rule 62-297.310(7)(a)9, F.A.C.]

A.8.  Testing of emissions shall be conducted with the emissions unit operation at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impractical to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity;  in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.

[Rule 62-297.310(2)& (2) (b), F.A.C.]

Monitoring of Operations
A.9.  Determination of Process Variables.


(a) Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.


(b) Accuracy of Equipment.  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62-297.310(5), F.A.C.]

Recordkeeping and Reporting Requirements
A.10.  In order to demonstrate compliance with conditions numbers A1 and A3,  the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded. The log at a minimum shall contain the following:

Monthly
a)
month

b)
consecutive twelve month total of material usage rates which will equal the emission rate for that material.

[Rules 62‑4.070(3), and 62‑213.440(1)(b)2., F.A.C.]

A.11.  Supporting documentation, such as Material Safety Data Sheets, purchase orders, etc., shall be kept which includes sufficient information to determine compliance. Documentation of each chemical reclaimed will use a mass balance method to determine usage/emissions (amount used minus amount collected for disposal or recycle). The log and documents shall be kept at the facility for at least 5 years and made available to the Department. The monthly logs shall be completed by the end of the following month.

[Rules 62‑4.070(3), and 62‑213.440(1)(b)2.b., F.A.C.]

A.12.  Reports of the required test report shall be filed with the compliance section of Orange County Environmental Protection Department as soon as practical but no later than 45 days after the last test is completed.

[Rules 62-297.310(8), F.A.C.]
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