Leisure Bay Manufacturing

FINAL Permit No.: 0950252-006-AV

Spa and Billiard Table Facility


Section I.  Facility Information.

Subsection A.  Facility Description.
This facility manufacturers billiard tables and spas. The billiard table production includes painting, staining, and gluing of the tables. There are two paint and stain finishing booths, four paint and stain application machines, and two glue application tables.

Spa manufacturing and assembly occurs. There are four acrylic spa shell manufacturing booths and they are subject to MACT. In addition, there are spa parts, plumbing, and spa assembly. 

Also included in this permit are miscellaneous insignificant emission units and/or activities.

Based on the Title V permit application received November 30, 1998, this facility is a major source of hazardous air pollutants (HAPs).

Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U.  ID No./Brief Description


001
Billiard Table Manufacturing

002
Spa Manufacturing

003
Spa Shell Manufacturing

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.
The documents listed below are not a part of this permit, however, are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes 

These documents are on file with permitting authority:

Title V Permit Application received November 30, 1998.

Additional information request dated January 15, 1999.

Additional information request dated April 21, 1999.

Additional information received July 15, 1999. 

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  APPENDIX TV-3, TITLE V CONDITIONS (version dated 4/30/98), is a part of this permit. APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.

2.  Not Federally Enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards. General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity). EPA Method 9 is the method of compliance pursuant to Rule 62-297, F.A.C.

[Rule 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).  If required by 40 CFR 68, the permittee shall submit to the implementing agency:

     a.  a risk management plan (RMP) when, and if, such requirement becomes applicable; and

     b.  certification forms and/or RMPs according to the promulgated rule schedule.

[40 CFR 68]

5.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  To comply, procedures to minimize pollutant emissions shall include the following:



a)
tightly cover or close all VOC containers when they are not in use,



b)
tightly cover, where possible, all open troughs, basins, baths, tanks, etc. when they are not in use,



c)
maintain all piping, valves, fittings, etc. in good operating condition,



d)
prevent excessive air turbulence across exposed VOC's,



e)
immediately confine and clean up VOC spills and make sure certain wastes are placed in closed containers for reuse, recycling or proper disposal,



f)
maintain the high volume low-pressure spray guns at a minimum of 65% transfer efficiency,



g)
use a water-based biodegradable, concentrated cleaner in combination with a water soluble solvent for up to 80% of cleaning operations of tools and equipment.

[Rule 62-296.320(1)(a), F.A.C.]

6.  When appropriate, any recordings, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]
7. The permittee shall submit all compliance related notifications and reports required of this permit to the following office:




Florida Department of Environmental Protection 




3319 Maguire Blvd., Suite 232




Orlando, Florida  32803




Telephone: 407/894-7555

8.  Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:




United States Environmental Protection Agency




Region 4




Air, Pesticides & Toxics Management Division




Operating Permits Section

   


61 Forsyth Street




Atlanta, Georgia  30303




Telephone: 404/562-9099




Fax: 404/562-9095

9. Hours of Operation.  The facility is allowed to operate continuously.  

[Rule 62-210.200, (PTE), F.A.C. and construction permit 0950252-005-AC]

10. No person shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department [Rule 62‑296.320(1)(a), F.A.C.]. To comply, procedures to minimize pollutant emissions should include but not be limited to the following:


a)
tightly cover or close all VOC containers when they are not in use,

b)
tightly cover, where possible, all open troughs, basins, baths, tanks, etc. when they are not in use,


c)
maintain all piping, valves, fittings, etc. in good operating condition,


d)
prevent excessive air turbulence across exposed VOC's,

e)
immediately confine and clean up VOC spills and make sure certain wastes are placed in closed containers for reuse, recycling or proper disposal.

11. No person shall cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is defined as any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. [Rule 62‑296.320(2) F.A.C.]

12. Emission Limit.  The maximum facility VOC emission rate is limited to less than 97.2 tons per consecutive twelve months, single HAP emissions are limited to less than 97.2 tons per consecutive twelve months, and combined HAP emissions are limited to less than 97.2 tons per consecutive twelve months.

[Rule 62-210.200, (PTE), F.A.C., and construction permit 0950252-005-AC]

13.  Supporting documentation, such as Material Safety Data Sheets, purchase orders, EPA “As Supplied” data sheets, EPA Method 24, etc., shall be kept which includes sufficient information to determine compliance. Documentation of each chemical reclaimed will use a mass balance method to determine usage/emissions (amount used minus amount collected for disposal or recycle). The log and documents shall be kept at the facility for at least 5 years and made available to the Department. Daily logs shall be completed within 7 business days and the monthly logs shall be completed by the end of the following month.

[Rules 62‑4.070(3), and 62‑213.440(1)(b)2.b., F.A.C.]

14. Annual Operating Report.  A DEP Form No. 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" including the Emissions Report, shall be completed for each calendar year on or before March 1 of the following year and submitted to the air compliance section of this office.

[Rule 62-210.370(3), F.A.C.]

15. Annual Statement of Compliance. The permittee shall submit a statement of compliance with all terms and conditions of the permit.  Such statements shall be submitted to the Department and EPA annually from the signature date of the permit, or more frequently if specified by Rule 62‑213.440(2), F.A.C., or by any other applicable requirement.  Such statements shall be accompanied by a certification in accordance with Rule 62‑213.420(4), F.A.C.  The statement of compliance shall include all the provisions of 40 CFR 70.6(c)(5)(iii), incorporated by reference at Rule 62-204.800, F.A.C.

16. Annual Emissions Fee.  Each Title V source permitted to operate in Florida must pay between January 15 and March 1 of each year, upon written notice from the Department, an annual emissions fee in accordance with Rule 62-213.205, F.A.C., and the appropriate form and associated instructions.

[Rules 62-213.205 and 62-213.900(1), F.A.C.]

17. Annual Emissions Fee.  Any documentation of actual hours of operation, actual material or heat input, actual production amount, or actual emissions used to calculate the annual emissions fee shall be retained by the owner for a minimum of five (5) years and shall be made available to the Department upon request.

[Rule 62-213.205(1)(j), F.A.C.]

18. Annual Emissions Fee.  A completed DEP Form 62-213.900(1), F.A.C., “Major Air Pollution Source Annual Emissions Fee Form”, must be submitted by the responsible official with the annual emissions fee.

[Rule 62-213.205(1)(k), F.A.C.]

19. Renewal. At least 180 days prior to the expiration date of this operation permit, the permittee shall submit to this office four copies of an air permit application, DEP Form No. 62-210.900(1). [Rule 62-4.090(1), F.A.C.]

Test Methods and Procedures

20. Each particulate emission unit must be tested for visible emissions in accordance with DEP Method 9 [Rule 62-297.401, F.A.C.] within 30 days after being placed in operation.  The DEP Method 9 test shall last thirty minutes or the length of the batch/cycle.

21. At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the Orange County Environmental Protection Department. The notification must include the following information:  the date, time, and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company, and telephone number of the person conducting the test.  The Department may waive the 15-day notice requirement on a case by case basis.

[Rule 62-297.310(7)(a)9., F.A.C.]

22. Testing of emissions shall be conducted with the emissions unit operation at permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit.  If it is impractical to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity;  in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.

[Rule 62-297.310(2), F.A.C.]

23. Reports of the required compliance tests shall be filed with the Orange County Environmental Protection Department as soon as practical but no later than 45 days after the last test is completed.

[Rule 62-297.310(8)(b), F.A.C.]

Section III.  Emissions Unit(s) and Conditions.
Subsection A.  This section addresses the following emissions unit(s).

E.U. ID No./ Brief Description


001
Billiard Table Manufacturing 

The following conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
A1. Capacity. The total usage of the paint and stain shall not exceed 12,425 gallons per twelve consecutive months.
 [Rule 62-210.200, (PTE), F.A.C. and permit 0950252-004-AF]

Emission Limits

A2. The emission limitation for each unit which emits particulates is set forth in Rule 62‑296.320(4)(b)1., F.A.C. (limited to less than 20% opacity).

Reporting Requirements

A3. In order to demonstrate compliance with condition A1, the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded. The log at a minimum shall contain the following:

Monthly
a)
month

b)
consecutive twelve month total of paint, stain, and sealant usage.

[Rules 62‑4.070(3), and 62‑213.440(1)(b)2., F.A.C.]

Section III.  Emissions Unit(s) and Conditions.
Subsection B.  This section addresses the following emissions unit(s).

E.U. ID No./ Brief Description


002
Spa Manufacturing 

The following conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
B1. Capacity. The total usage of paints, solvents, and adhesives shall not exceed 3380 gallons per twelve consecutive months.
 [Rule 62-210.200, (PTE), F.A.C. and permit 0950252-004-AF]
Emission Limits

B2. The emission limitation for each unit which emits particulates is set forth in Rule 62‑296.320(4)(b)1., F.A.C. (limited to less than 20% opacity).

Reporting Requirements

B3. In order to demonstrate compliance with condition B1, the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded. The log at a minimum shall contain the following:

Monthly
a)
month

b)
consecutive 12 month total of paints, solvents, and adhesives

[Rules 62‑4.070(3), and 62‑213.440(1)(b)2., F.A.C.]

Section III.  Emissions Unit(s) and Conditions.
Subsection C.  This section addresses the following emissions unit(s).

E.U. ID No./ Brief Description


003
Spa Shell Manufacturing 

The following conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
C1. Capacity. The total usage of the Hyrizon Hybrid Foam Resin System shall not exceed 1729.6 tons per twelve consecutive months.
 [Rule 62-210.200, (PTE), F.A.C. and revised MACT September 7, 1999]

C2. The components of the Hyrizon Hybrid Foam Resin System shall meet the following mixing specifications:

Component                           
 Lbs. component/      
Lbs. styrene/100

                                     
100 lbs. system      
lbs. component
Hyrizon HA-1 (MDI)
18.3 + 5.0 percent
 0

Luperco ATC catalyst
  0.6 + 5.0 percent
 0

Esperox 570 catalyst
  0.3 + 5.0 percent
 0

Hyrizon HB-1(resin)
35.4 + 2.5 percent
10.1 + 2.5 percent 

Inert filler -1(CaCO3)
45.0 + 5.0 percent
 0

Inert filler -2(carbon black)
  0.3 + 5.0 percent
 0

Inert filler -3(ceramic powder)
  0.1 + 5.0 percent
 0

                  Total
100.00
10.1 + 2.5 percent 

Recordkeeping

C3. The styrene content of the Hyrizon HB-1 (resin) shall not exceed 28.5% by weight.

C4. The styrene emissions, from the four spray booths combined, shall not exceed 27.2 tons per twelve consecutive months.  The emissions are determined by multiplying 0.0157 times the amount of Hyrizon Hybrid Foam Resin System used yearly, in tons.

C5. The permittee shall record the styrene concentration of the Hyrizon HB-1 component from vendor’s analysis on each shipment.

C6. The permittee shall keep a log of each batch of Hyrizon Hybrid Foam Resin System mixed. The log shall include:


a. date of mix


b. amount, in pounds, of each component mixed


c. total amount mixed, in pounds.

C7. The permittee shall keep monthly totals and a consecutive twelve-month total, in tons, of the Hyrizon Hybrid Foam Resin System.

C8. In order to demonstrate compliance with condition C4, the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded. The log at a minimum shall contain the following:

Monthly
a)
month

b)
consecutive twelve month total of VOC and HAP emissions

[Rules 62‑4.070(3), and 62‑213.440(1)(b)2., F.A.C.]

Emission Limits

C9. The emission limitation for each unit which emits particulates is set forth in Rule 62‑296.320(4)(b)1., F.A.C. (limited to less than 20% opacity).
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