STATEMENT OF BASIS
Reliant Energy Osceola, L.L.C.

Reliant Energy Osceola, L.L.C. Facility

Facility ID No. 0970071
Osceola County

Title V Air Operation Permit Renewal
Permit No. 0970071-009-AV
This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, 62-213, and 62-214.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

The facility consists of the following:  The emissions units are three dual-fuel nominal 170 megawatt (MW) General Electric PG7241FA simple-cycle combustion turbine (CT)-electrical generators with three 75-foot stacks.  Emissions from the CT's are controlled by Dry Low nitrogen oxides (NOX) (DLN-2.6) combustors when operating on natural gas and wet injection when firing fuel oil.  Inherently clean fuels and good combustion practices are employed to control all pollutants.  The emissions units are regulated under Acid Rain, Phase II; NSPS - 40 CFR 60, Subpart GG, Standards of Performance for Stationary Gas Turbines, adopted and incorporated by reference in Rule 62-204.800(8), F.A.C.; Rule 62-212.400(2), F.A.C., Prevention of Significant Deterioration (PSD); Rule 62-212.400(4), F.A.C., Best Available Control Technology (BACT) Determination, dated December 28, 1999.  The simple-cycle combustion turbines began operation in 2002.  Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.  Based on the Title V permit revision application received on July 2, 2007, this facility is not a major source of hazardous air pollutants (HAP).

This facility reported no noncompliance items at the time of application.  This was verified by the Department’s Central District compliance personnel.  Minor changes were made to one permit specific condition (i.e., A.26.) to update the language to correspond with the latest American Society for Testing and Materials (ASTM) method designations.  Also, a comment was added to Specific Condition A.8. indicating that the initial test has been completed.

Although the applicant requested the following change to Specific Condition A.9. , this revision was not made to the Title V permit because it would require an air construction permit to implement: 

From :

A.9.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted provided (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  Operation below 50% output shall be limited to 2 hours per unit cycle (breaker closed to breaker open).

[Rule 62-210.700(1), F.A.C.; and, PSD-FL-273]
To:

A.9.  Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted provided (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.  Operation below 60% output shall be limited to 2 hours per unit cycle (breaker closed to breaker open).

[Rule 62-210.700(1), F.A.C.; and, PSD-FL-273]
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