Appendix J-1: Compliance Plan

Omni Waste of Osceola County, LLC DRAFT/PROPOSED Permit No.: 0970079-009-AV
J.E.D. Solid Waste Management Facility Facility 1D No.: 0970079

1. Compliance Tests: Each particulate matter emission point shall be tested to demonstrate initial
compliance with the applicable visible emissions standard listed in Specific Condition No. 6 of
construction permit 0970079-008-AC and Condition No. 8 of Appendix C of construction permit
0970079-008-AC. Visible emissions tests shall be conducted for the Drop from the Infeed Hopper to
Trammel Conveyor, Drop from Trammel Conveyor to Trammel Unit, and for the Diesel Engine. The
initial tests shall be conducted within 60 days after achieving permitted capacity, but not later
than 180 days after initial operation of the emission unit. The duration of each test shall be 30
minutes. The emission unit shall be tested prior to the expiration date of the Title V operation permit
thereafter.

[Rules 62-4.070(3) and 62-297.310(7)(a)1. and 4., F.A.C.]

2. Test Requirements: The permittee shall notify the Compliance Authority at least 15 days prior to any
required tests. The permittee shall indicate the date, time, and place of such tests, and the test contact
person who will be responsible for coordinating and having such test conducted for the owner or
operator. Tests shall be conducted in accordance with the applicable requirements specified in
Appendix D (Common Testing Requirements) of this permit.

[Rule 62-297.310(7)(a)9., F.A.C.]

3. Test Methods: Required tests shall be performed in accordance with the following reference
methods.

Method | Description of Method and Comments

EPA 9 | Visual Determination of the Opacity of Emissions from Stationary Sources

No other methods may be used unless prior written approval is received from the Department.
[Rules 62-204.800 and 62-297.100, F.A.C.]

4. The maximum operating rate for the emission unit is 50 tons per hour of shredder residue and firing
17.9 gallons per hour of No. 2 fuel oil. Testing of emissions shall be conducted with the emissions
unit operation at permitted capacity. Permitted capacity is defined as 90 to 100 percent of the
maximum operation rate allowed by the permit. If it is impractical to test at permitted capacity, an
emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent
emissions unit operation is limited to 110 percent of the test load until a new test is conducted. Once
the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days
for the purpose of additional compliance testing to regain the authority to operate at the permitted
capacity.

[Rule 62-297.310(2), F.A.C.]

5. The fuel sulfur content for liquid fuels shall be evaluated using ASTM methods ASTM D4057-88 and
one of ASTM D2622-94, ASTM D4294-98, ASTM D1552-95 or ASTM D129-91 or more recent
editions adopted and incorporated by reference in Rule 62-297.440(1), F.A.C. Alternately, after
written notification to and approval by the Department, the permittee may use other DEP Air
Program-approved methods, i.e. alternate sampling procedures, for sulfur in petroleum products.
[Rule 62-4.070, F.A.C.]
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6.) The permittee shall maintain records to demonstrate that the sulfur content, by weight, of each

shipment of new fuel oil and that the sulfur content was determined in accordance with the methods
listed in this permit. [Rule 62-4.070, F.A.C.]

Page 2 of 2



