











Appendix �Description��A�Abbreviations, Acronyms, Rule Citations, and Definitions��C�List of Insignificant Equipment and Activities��H�Permit History / ID Number Transfers��S�Summary Table 1-1 (Pollutant Standards and Terms) and Table 2-1 (Compliance Requirements)��TV-1�Title V Conditions��









�Abbreviations and Acronyms

°F�-   Degrees Fahrenheit��BACT�-   Best Available Control Technology��CFR �-   Code of Federal Regulations��DEP �-   State of Florida, Department of Environmental Protection��DARM �-   Division of Air Resource Management��EPA �-   United States Environmental Protection Agency��F.A.C. �-   Florida Administrative Code��F.S. �-   Florida Statutes��LAT. �-   Latitude��LONG. �-   Longitude��mmBTU �-   million British Thermal Units��MW �-   Megawatt��SOA �-   Specific Operating Agreement��UTM �-   Universal Transverse Mercator ��

Citations

The following examples illustrate the methods used in this permit to abbreviate and cite the references of rules, regulations, permit numbers, and identification numbers.



Code of Federal Regulations:

Example:	[40 CFR 60.334]

Where:		40		-   refers to Title 40

CFR		-   refers to the Code of Federal Regulations

60		-   refers to Part 60

60.334	-   refers to Regulation 60.334



Florida Administrative Code (F.A.C.) Rules:

Example:	[Rule 62-213.205, F.A.C.]

Where:		62		-   refers to Title 62 of the Florida Administrative Code (F.A.C.)

62-213	-   refers to Chapter 62-213, F.A.C.

62-213.205	-   refers to Rule 62-213.205, F.A.C.



Facility Identification (ID) Number:

Example:	Facility ID No.:  099-0001

Where:		099		-   3 digit number indicates that the facility is located in Palm Beach County

0221		-   4 digit number assigned by state database identifies specific facility



New Permit Numbers:

Example:	099-2222-001-AC or  099-2222-001-AV

Where:		AC		-   identifies permit as an Air Construction Permit

AV		-   identifies permit as a Title V Major Source Air Operation Permit

099		-   3 digit number indicates that the facility is located in Palm Beach County

2222		-   4 digit number assigned by state database identifies specific facility

001		-   3 digit sequential number assigned by the state database identifies specific permit project

Old Permit Numbers:

Example:	AC50-123456 or AO50-123456

Where:		AC		-   identifies permit as an Air Construction Permit

AO		-   identifies permit as an Air Operation Permit

123456	-   6 digit number assigned by state database identifies specific permit

Other Permit Numbers:

Example:	PSD-FL-185 or PA95-01

Where:		PSD-FL	-   identifies permitsas a Prevention of Significant Deterioration Permit issued by the Florida DEP

PA		-   identifies permit as a Power Plant Siting Act Permit

�(3)	Definitions.  The following words and phrases, when used in this notification form, shall have the following meanings:

(a)	"Ancillary Equipment" - The equipment used with a dry cleaning machine in a dry cleaning system, including emission control devices, pumps, filters, muck cookers, stills, solvent tanks, solvent containers, water separators, exhaust dampers, diverter valves, interconnecting piping, hoses, and ducts.

(b)	"Articles" - Any clothing, garments, textiles, fabrics, and leather goods that are dry cleaned.

(c)	"Area Source" - A perchloroethylene dry cleaning facility which consumes an amount of perchloroethylene less than or equal to 2,100 gallons per year for dry-to-dry machines only, or consumes less than or equal to 1,800 gallons per year and utilizes either only transfer or both dry-to-dry and transfer machines on-site, where the amount of perchloroethylene consumed is determined by purchase receipts or by the solvent consumption log in accordance with the requirements of section (6) of this part of the notification form.

(d)	"Biweekly" - Any consecutive 14-day period of time.

(e)	"Carbon Adsorber" - A bed of activated carbon into which an air-perchloroethylene gas-vapor stream is routed and which adsorbs the perchloroethylene on the carbon.

(f)	"Coin-operated Dry Cleaning Machine" - A dry cleaning machine that is operated solely by the customer.

(g)	"Colorimetric Detector Tube" - A glass tube (sealed prior to use) containing material impregnated with a chemical that is sensitive to perchloroethylene and is designed to measure the concentration of perchloroethylene in air.

(h)	"Construction" - The fabrication (on-site), erection, or installation of a dry cleaning system.

(i)	"Control Device" - Any device used to minimize perchloroethylene emissions, such as a refrigerated condenser or a carbon adsorber.

(j)	"Desorption" - The regeneration of a carbon adsorber by removal of the perchloroethylene adsorbed on the carbon.

(k)	"Diverter Valve" - A flow control device that prevents room air from passing through a refrigerated condenser when the door of the dry cleaning machine is open.

(l)	"Dry Cleaning" - The process of cleaning articles using perchloroethylene.

(m)	"Dry Cleaning Cycle" - The washing and drying of articles in a dry-to-dry machine or transfer machine system.

(n)	"Dry Cleaning Facility" - An establishment with one or more dry cleaning systems.

(o)	"Dry Cleaning Machine" - A dry-to-dry machine or each machine of a transfer machine system.

(p)	"Dry Cleaning Machine Drum" - The perforated container inside the dry cleaning machine that holds the articles during drycleaning.

(q)	"Dry Cleaning System" - A dry-to-dry machine and its ancillary equipment or a transfer machine system and its ancillary equipment.

(r)	"Dryer" - A machine used to remove perchloroethylene from articles by tumbling them in a heated air stream (see reclaimer).

(s)	"Dry-to-dry Machine" - A one-machine dry cleaning operation in which washing and drying are performed in the same machine.

(t)	"Episodic Exceedance" - Any exceedance of the perchloroethylene solvent consumption level which occurs three years or more after the most recent prior exceedance of the same type.

(u)	"Emissions Unit" - Any part or activity of a facility that emits or has the potential to emit any air pollutant.

(v)	"Exhaust Damper" - A flow control device that prevents the air-perchloroethylene gas-vapor stream from exiting the drycleaning machine into a carbon adsorber before room air is drawn into the dry cleaning machine.

(w)	"Existing" - Dry cleaning machines which were manufactured or initially purchased from the manufacturer on or before December 9, 1991.

(x)	"Filter" - A porous device through which perchloroethylene is passed to remove contaminants in suspension.  Examples include lint filter (button trap), cartridge filter, tubular filter, regenerative filter, prefilter, polishing filter, and spin disc filter.

(y)	"Heating Coil" - A device used to heat the air stream circulated from the dry cleaning machine drum, after perchloroethylene has been condensed from the air stream and before the stream reenters the dry cleaning machine drum.

(z)	"Large Area Source" - A dry cleaning facility which:

1.	Contains only dry-to-dry machines and consumes equal to or between 140 and 2,100 gallons per year of perchloroethylene.

2.	Contains only transfer machines and consumes equal to or between 200 and 1,800 gallons per year of perchloroethylene.

3.	Contains both dry-to-dry and transfer machines and consumes equal to or between 140 and 1,800 gallons per year of perchloroethylene.

(aa)	"Major Source" - A dry cleaning facility which consumes an amount of perchloroethylene exceeding 2,100 gallons per year for dry-to-dry machines only or exceeding 1,800 gallons per year for either transfer machines only or facilities containing both dry-to-dry and transfer machines.

(bb)	"Muck Cooker" - A device for heating perchloroethylene-laden waste material to volatilize and recover perchloroethylene.

(cc)	"New" - Dry cleaning machines which were manufactured or initially purchased from the manufacturer after December 9, 1991.

(dd)	"Perceptible Leaks" - Any perchloroethylene vapor or liquid leaks that are obvious from:

1.	The odor of perchloroethylene.

2.	Visual observation, such as of pools or droplets of  liquid.

3.	The detection of gas flow by passing fingers over the surface of the equipment.

4.	Instrument detection of emissions pursuant to the requirements of section (7) of this part.

(ee)	"Perchloroethylene Consumption" - The total volume of perchloroethylene purchased yearly by the facility or added to the machine, based upon purchase receipts or other reliable measures.

(ff)	"Reclaimer" - A machine used to remove perchloroethylene from articles by tumbling them in a heated air stream (see dryer).

(gg)	"Reconstruction" - The replacement of a washer, dryer, or reclaimer; or replacement of any components of a dry cleaning system to such an extent that the fixed capital cost of the new components exceeds 50 percent of the fixed capital cost that would be required to construct a comparable new system.

(hh)	"Refrigerated Condenser" - A vapor recovery system into which an air-perchloroethylene gas-vapor stream is routed and the perchloroethylene is condensed by cooling the gas-vapor stream.

(ii)	"Refrigerated Condenser Coil" - The coil containing the chilled liquid used to cool and condense the perchloroethylene.

(jj)	"Responsible Official" - One of the following:

1.	For a corporation: a president, secretary, treasurer, or vice-president of the corporation in charge of a principal business function, or any other person who performs similar policy or decision-making functions for the corporation, or a duly authorized representative of such person if the representative is responsible for the overall operation of one or more manufacturing, production, or operating facilities applying for or subject to a permit under Chapter 62-213, F.A.C.; 

2.	For a partnership: a general partner;

3.	For a sole proprietorship: the owner;

4.	For a municipality, state, federal, or other public agency: either a principal executive officer or ranking official.

(kk)	"Small Area Source" - A dry cleaning facility which:

1.	Contains only dry-to-dry machines and consumes less than 140 gallons per year of perchloroethylene.

2.	Contains only transfer machines and consumes less than 200 gallons per year of perchloroethylene.

3.	Contains both dry-to-dry and transfer machines and consumes less than 140 gallons per year of perchloroethylene.

(ll)	"Source" - Each dry cleaning facility.

(mm)	Still" - Any device used to volatilize and recover perchloroethylene from contaminated perchloroethylene.

(nn)	Temperature Sensor" - A thermometer or thermocouple used to measure temperature.

(oo)	"Transfer Machine System" - A multiple-machine dry cleaning operation in which washing and drying are performed in different machines.  Examples include:

1.	A washer and dryer(s)

2.	A washer and reclaimer(s), and/or

3.	A dry-to-dry machine and reclaimer(s) and/or dryer(s).

(pp)	Washer" - A machine used to clean articles by immersing them in perchloroethylene.  This includes a dry-to-dry machine when used with a reclaimer.

(qq)	"Water Separator" - A device used to recover perchloroethylene from a water-perchloroethylene mixture.

(rr)	"Year or Yearly" - Any consecutive 12-month period of time.
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