
March 2, 2000

Certified Mail # Z 541 193 426

RetuRn Receipt Requested

Mr. John A. Fanjul

Atlantic Sugar Association, Inc.

Post Office Box 1570

Belle Glade, Florida 33430

Re:  Palm Beach County-AP
      
DRAFT Title V Permit No.: 0990016-003-AV


Atlantic Sugar Association, Inc.


EMA- Everglades Agricultural Area

Dear Mr. Fanjul:

One copy of the DRAFT Title V Air Operation Permit for the operation of a Sugar  Mill,  located on State Road 880, 16 miles East of Belle Glade, Palm Beach County, is enclosed.  The permitting authority's “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” and the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” are also included.


The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” must be published as soon as possible.  Proof of publication, i.e., newspaper affidavit, must be provided to the permitting authority’s office within 7 (seven) days of publication.  Failure to publish the notice and provide proof of publication within the allotted time may result in the denial of the permit.


Please submit any written comments you wish to have considered concerning the permitting authority's proposed action to David M. Knowles, P.E., at the above letterhead address.  If you have any other questions, please contact Arthur E. Lyall at (941) 332-6975.


STATE OF FLORIDA DEPARTMENT 


OF ENVIRONMENTAL PROTECTION







_______________________________


Richard W. Cantrell


Director of


District Management

RWC/AEL/jw

Enclosures

In the Matter of an

Application for Permit by:

Atlantic Sugar Association Inc.                               
Draft Permit No.: 0990016-003-AV 

Post Office Box 1570                                          
Sugar Mill 

Belle Glade, Florida 33430                                        
Palm Beach County


INTENT TO ISSUE TITLE V AIR OPERATION PERMIT

The Department of Environmental Protection (permitting authority) gives notice of its intent to issue a Title V air operation permit (copy of DRAFT Permit attached) for the Title V source detailed in the application specified above, for the reasons stated below.


The applicant, Atlantic Sugar Association, Inc. applied on June 14, 1996 to the permitting authority for a Title V air operation permit for the Atlantic Sugar Mill 

located on State Road 880, 16 miles East of Belle Glade,  Palm Beach County.


The permitting authority has permitting jurisdiction under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  This source is not exempt from Title V permitting procedures.  The permitting authority has determined that a Title V air operation permit is required to commence or continue operations at the described facility.


The permitting authority intends to issue this Title V air operation permit based on the belief that reasonable assurances have been provided to indicate that operation of the source will not adversely impact air quality, and the source will comply with all appropriate provisions of Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-256, 62-257, 62-281, 62-296, and 62-297, F.A.C.


Pursuant to Sections 403.815 and 403.087, F.S., and Rules 62-110.106 and 62-210.350(3), F.A.C., you (the applicant) are required to publish at your own expense the enclosed “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT.”  The notice shall be published one time only as soon as possible in the legal advertisement section of a newspaper of general circulation in the area affected.  For the purpose of these rules, "publication in a newspaper of general circulation in the area affected" means publication in a newspaper meeting the requirements of Sections 50.011 and 50.031, F.S., in the county where the activity is to take place.  Where there is more than one newspaper of general circulation in the county, the newspaper used must be one with significant circulation in the area that may be affected by the permit.  If you are uncertain that a newspaper meets these requirements, please contact the permitting authority at the address or telephone number listed below.  The applicant shall provide proof of publication to the permitting authority’s office, Florida Department of Environmental Protection, Post Office Box 2549, Fort Myers, Florida 33902-2549, (Telephone: 941/332-6975; Fax: 941/332-6969) within 7 (seven) days of publication.  Failure to publish the notice and provide proof of publication within the allotted time may result in the denial of the permit pursuant to Rule 62-110.106, F.A.C.
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The permitting authority will issue the Title V PROPOSED Permit, and subsequent Title V FINAL Permit, in accordance with the conditions of the attached Title V DRAFT Permit unless a response received in accordance with the following procedures results in a different decision or significant change of terms or conditions.


The permitting authority will accept written comments concerning the proposed permit issuance action for a period of 30 (thirty) days from the date of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT.”  Written comments should be provided to the permitting authority office.  Any written comments filed shall be made available for public inspection.  If written comments received result in a significant change in this DRAFT Permit, the permitting authority shall issue a Revised DRAFT Permit and require, if applicable, another Public Notice.


A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S. The petition must contain the information set forth below and must be filed (received) in the  Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, Florida 32399-3000, (Telephone No. 850/488-9730; Fax: 850/487-4938).  Petitions filed by the permit applicant or any of the parties listed below must be filed within fourteen days of receipt of this notice of intent.  Petitions filed by any persons other than those entitled to written notice under Section 120.60(3), F.S.,  must be filed within fourteen days of publication of the public notice or within fourteen days of receipt of this notice of intent, whichever occurs first.  Under Section 120.60(3), F.S., however, any person who asked the permitting authority for notice of agency action may file a petition within fourteen days of receipt of that notice, regardless of the date of publication. A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.


A petition that disputes the material facts on which the permitting authority’s action is based must contain the following information:


(a) The name and address of each agency affected and each agency’s file or identification number, if known;



(b) The name, address, and telephone number of the petitioner; the name, address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination;


(c) A statement of how and when each petitioner received notice of the agency action or proposed action;

(d) A statement of all disputed issues of material fact. If there are none, the petition must so indicate;
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(e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends warrant reversal or modification of the agency’s proposed action;


(f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action; and

           (g) A statement of the relief sought by the petitioner, stating precisely the action petitioner wishes the agency to take with respect to the agency’s proposed action.


A petition that does not dispute the material facts upon which the permitting authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C. 


Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the permitting authority’s final action may be different from the position taken by it in this notice of intent.  Persons whose substantial interests will be affected by any such final decision of the permitting authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above. 
Mediation will not be available in this proceeding.


In addition to the above, a person subject to regulation has a right to apply to the Department of Environmental Protection for a variance from or waiver of the requirements of particular rules, on certain conditions, under Section 120.542, F.S.  The relief provided by this state statute applies only to state rules, not statutes, and not to any federal regulatory requirements.  Applying for a variance or waiver does not substitute or extend the time for filing a petition for an administrative hearing or exercising any other right that a person may have in relation to the action proposed in this notice of intent.


The application for a variance or waiver is made by filing a petition with the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida 32399-3000.  The petition must specify the following information:


(a) The name, address, and telephone number of the petitioner;


(b) The name, address, and telephone number of the attorney or qualified representative of the petitioner, if any;


(c) Each rule or portion of a rule from which a variance or waiver is requested;


(d) The citation to the statute underlying (implemented by) the rule identified in (c) above;


(e) The type of action requested;


(f) The specific facts that would justify a variance or waiver for the petitioner;


(g) The reason why the variance or waiver would serve the purposes of the underlying statute (implemented by the rule); and,


(h) A statement whether the variance or waiver is permanent or temporary and, if temporary, a statement of the dates showing the duration of the variance or waiver requested.


The Department will grant a variance or waiver when the petition demonstrates both that the application of the rule would create a substantial hardship or violate principles of fairness, as 

each of those terms is defined in Section 120.542(2), F.S., and that the purpose of the underlying statute will be or has been achieved by other means by the petitioner.
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Persons subject to regulation pursuant to any federally delegated or approved air program should be aware that Florida is specifically not authorized to issue variances or waivers from any requirements of any such federally delegated or approved program.  The requirements of the program remain fully enforceable by the Administrator of the United States Environmental Protection Agency and by any person under the Clean Air Act unless and until the Administrator separately approves any variance or waiver in accordance with the procedures of the federal program.


Finally, pursuant to 42 United States Code (U.S.C.) Section 7661d(b)(2), any person may petition the Administrator of the EPA within 60 (sixty) days of the expiration of the Administrator's 45 (forty-five) day review period as established at 42 U.S.C. Section 7661d(b)(1), to object to issuance of any permit.  Any petition shall be based only on objections to the permit that were raised with reasonable specificity during the 30 (thirty) day public comment period provided in this notice, unless the petitioner demonstrates to the Administrator of the EPA that it was impracticable to raise such objections within the comment period or unless the grounds for such objection arose after the comment period.  Filing of a petition with the Administrator of the EPA does not stay the effective date of any permit properly issued pursuant to the provisions of Chapter 62-213, F.A.C.  Petitions filed with the Administrator of EPA must meet the requirements of 42 U.S.C. Section 7661d(b)(2) and must be filed with the Administrator of the EPA at: U.S. EPA, 401 M Street, S.W., Washington, D.C.  20460.


Executed in Fort Myers, Florida.


STATE OF FLORIDA DEPARTMENT

                                                                     
OF ENVIRONMENTAL PROTECTION



Richard W. Cantrell

                                                                     
Director of


District Management

RWC/AEL/jw
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CERTIFICATE OF SERVICE
      
The undersigned duly designated deputy agency clerk hereby certifies that this INTENT TO ISSUE TITLE V AIR OPERATION PERMIT (including the PUBLIC NOTICE and the DRAFT permit) and all copies were sent by certified mail before the close of business on 



 to the person(s) listed:

Mr. John A. Fanjul, Vice President and General Manager

      
In addition, the undersigned duly designated deputy agency clerk hereby certifies that copies of this INTENT TO ISSUE TITLE V AIR OPERATION PERMIT (including the PUBLIC NOTICE and the DRAFT permit) were sent by U.S. mail on the same date to the person(s) listed or as otherwise noted:

David A. Buff, P.E., Golder Associates Inc.

Gregg Worley, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)
Elizabeth Bartlett, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)

Jim Stormer, Palm Beach County Health Department (INTERNET E-mail Memorandum)


Clerk Stamp


FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency Clerk, receipt of which is hereby acknowledged.


(Clerk)                                

   (Date)

PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT
STATE OF FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION
Title V DRAFT Permit No.: 0990016-003-AV

Atlantic Sugar Association, Inc.

Palm Beach County


The State of Florida Department of Environmental Protection (permitting authority) gives notice of its intent to issue a Title V air operation permit to Atlantic Sugar Association, Inc. for the Atlantic Sugar Mill located on State Road 880, 16 miles East of Belle Glade, Palm Beach County. 


The permitting authority will issue the Title V PROPOSED Permit, and subsequent Title V FINAL Permit, in accordance with the conditions of the Title V DRAFT Permit unless a response received in accordance with the following procedures results in a different decision or significant change of terms or conditions.


The permitting authority will accept written comments concerning the proposed Title V DRAFT Permit issuance action for a period of 30 (thirty) days from the date of publication of this Notice.  Written comments should be provided to the permitting authority’s office Florida Department of Environmental Protection, Post Office Box 2549, Fort Myers, Florida 33902-2549.  Any written comments filed shall be made available for public inspection.  If written comments received result in a significant change in this DRAFT Permit, the permitting authority shall issue a Revised DRAFT Permit and require, if applicable, another Public Notice.


A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57 of the Florida Statutes (F.S.).  The petition must contain the information set forth below and must be filed (received) in the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, Florida 32399-3000, (Telephone No. 850/488-9730; Fax: 850/487-4938).  Petitions filed by any persons other than those entitled to written notice under Section 120.60(3), F.S.,  must be filed within fourteen days of publication of the public notice or within fourteen days of receipt of the notice of intent, whichever occurs first.  Under Section 120.60(3), F.S., however, any person who asked the permitting authority for notice of agency action may file a petition within fourteen days of receipt of that notice, regardless of the date of publication.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the applicable time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention will be only at the approval of the presiding officer  upon the filing of a motion in compliance with Rule 28-106.205 of the Florida Administrative Code (F.A.C.).


A petition that disputes the material facts on which the permitting authority’s action is based must contain the following information:


(a) The name and address of each agency affected and each agency’s file or identification number, if known;


(b) The name, address and telephone number of the petitioner; name address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how petitioner’s substantial rights will be affected by the agency determination;


(c) A statement of how and when the petitioner received notice of the agency action or proposed action;


(d) A statement of  all disputed issues of material fact. If there are none, the petition must so state;


(e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends warrant reversal or modification of the agency’s proposed action;


(f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action; and

           (g) A statement of the relief sought by the petitioner, stating precisely the action petitioner wishes the agency to take with respect to the agency’s proposed action.


A petition that does not dispute the material facts upon which the permitting authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.


Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the permitting authority’s final action may be different from the position taken by it in this notice of intent.  Persons whose substantial interests will be affected by any such final decision of the permitting authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.


Mediation is not available for this proceeding.


In addition to the above, pursuant to 42 United States Code (U.S.C.) Section 7661d(b)(2), any person may petition the Administrator of the EPA within 60 (sixty) days of the expiration of the Administrator's 45 (forty-five) day review period as established at 42 U.S.C. Section 7661d(b)(1), to object to issuance of any permit.  Any petition shall be based only on objections to the permit that were raised with reasonable specificity during the 30 (thirty) day public comment period provided in this notice, unless the petitioner demonstrates to the Administrator of the EPA that it was impracticable to raise such objections within the comment period or unless the grounds for such objection arose after the comment period.  Filing of a petition with the Administrator of the EPA does not stay the effective date of any permit properly issued pursuant to the provisions of Chapter 62-213, F.A.C.  Petitions filed with the Administrator of EPA must meet the requirements of 42 U.S.C. Section 7661d(b)(2) and must be filed with the Administrator of the EPA at: U.S. EPA, 401 M Street, S.W., Washington, D.C.  20460.


A complete project file is available for public inspection during normal business hours, 8:00 a.m. to 5:00 p.m., Monday through Friday, except legal holidays, at:

Permitting Authority:
State of Florida Department of Environmental Protection

2295 Victoria Avenue, Suite 364W

Fort Myers, Florida  33901-3881

Telephone: (941) 332-6975

Fax: (941) 332-6969


The complete project file includes the DRAFT Permit, the application, and the information submitted by the responsible official, exclusive of confidential records under Section 403.111, F.S.  Interested persons may contact Arther E. Lyall at the above address, or call 941/332-6975 for additional information.

Atlantic Sugar Association
Facility ID No.: 0990016
Palm Beach County

Initial Title V Air Operation Permit

DRAFT Permit No.: 0990016-003-AV
Permitting Authority:

State of  Florida Department of Environmental Protection

Post Office Box 2549

Fort Myers, Florida 33902-2549

Telephone: (941) 332-6975

Fax: (941) 332-6969

Drafted on March 2, 2000

Initial Title V Air Operation Permit

DRAFT Permit No.:  0990016-003-AV
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PERMITTEE:                                       
DRAFT Permit No.: 0990016 -003-AV
Atlantic Sugar Association
Facility ID No.: 0990016


SIC Nos.: 2062

                               
Project:  Initial Title V Air Operation Permit

This permit is for the operation of the Atlantic Sugar Association Sugar Mill.  This facility is located on State Road 880, 16 miles East of Belle Glade, Palm Beach County; UTM Coordinates: Zone 17, 552.370 km East and  2945.21 km North; Latitude: 26(37’43” North and Longitude: 80(28’07” West.

Statement of Basis:  This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
Appendix U-1, List of Unregulated Emissions Units and/or Activities

Appendix I-1, List of Insignificant Emissions Units and/or Activities 

APPENDIX TV-3, TITLE V CONDITIONS version dated 04/30/99

APPENDIX SS-1, STACK SAMPLING FACILITIES version dated 10/07/96

TABLE 297.310-1, CALIBRATION SCHEDULE version dated 10/07/96


Effective Date:


Renewal Application Due Date:  








Expiration Date:  


STATE OF FLORIDA DEPARTMENT


OF ENVIRONMENTAL PROTECTION


DRAFT


Richard W. Cantrell



Director of 


District  Management

RWC/AEL/jw


Section I.  Facility Information.
Subsection A.  Facility Description.
This facility consists of a Sugar Mill and Boiling House where sugar cane is pressed, the raw juice is clarified, and then crystallized into raw sugar, and centrifuged.  Steam for this operation is furnished by 5 bagasse fueled boilers.  Besides bagasse, rice hulls and wood chips are burned as carbonaceous fuel.  These boilers also fire No. 6 residual fuel oil as supplementary fuel. 

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the initial Title V permit application received June 14, 1996, and subsequent additional information received, this facility is not a major source of hazardous air pollutants (HAPs).
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U. D No.
Brief Description

-001
Boiler No. 1

-002
Boiler No. 2

-003
Boiler No. 3

-004
Boiler No. 4

-005
Boiler No. 5

Unregulated Emissions Units and/or Activities

-007
Lime Silo

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes

These documents are on file with permitting authority:
Initial Title V Permit Application received June 14, 1996.

All Permits listed in Appendix H-1

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  
APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

2.  
Not federally enforceable.  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  
General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  
Prevention of Accidental Releases (Section 112(r) of CAA).
a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable ; and

b.  Regarding submittal of the RMP, if required, the permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C. 

[40 CFR 68]

Any required written reports, notifications, certifications, and data required to be sent to the DCA, should be sent to:

Department of Community Affairs

Division of Emergency Management

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2100

Telephone:  850/413-9921, Fax:  850/488-1739

Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434

Any required reports to be sent to the National Response Center, should be sent to:

National Response Center

EPA Office of Solid Waste and Emergency Response

USEPA (5305 W)

401 M Street, SW

Washington, D.C.  20460

Telephone:  1/800/424-8802

Send the required annual registration fee using approved forms made payable to:

Cashier

Department of Community Affairs

State Emergency Response Commission

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2149

[Part IV, Chapter 252, F.S. and Rule 9G-21, F.A.C.]

5.  
Unregulated Emissions Units and/or Activities.  Appendix U-1, List of Unregulated Emissions Units and/or Activities, is a part of this permit.

[Rule 62-213.440(1), F.A.C.]

6.  
Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

7.  
Not federally enforceable.  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department.  As of the date of this Title V permit, no vapor emission control devices or systems have been deemed necessary or ordered by the Department.

[Rule 62-296.320(1)(a), F.A.C.]

8.  
Not federally enforceable.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  
1.
The use of covered conveyors on the carbonaceous fuel handling systems.

2.
The use of enclosed material transfer points where feasible.

3.
 Minimization of the distance carbonaceous fuel is dropped during handling, where feasible.

4.
The use of windbreaks around the material handling equipment.

5.
The use of water as necessary to control boiler ash dust during disposal.

6.
Maintenance of paved areas as needed.

[Rule 62-296.320(4)(c)2., F.A.C.; DRAFT by applicant in the initial Title V permit application received June 14, 1996]

{Note:  This condition implements the requirements of Rules 62-296.320(4)(c)1., 3., & 4. F.A.C. (condition 58. of APPENDIX TV-3, TITLE V CONDITIONS.}”

9.   
When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

10.  
The permittee shall submit all compliance related notifications and reports required by this permit to the South District Office of the Department of Environmental Protection and the Air Pollution Control Section of the Palm Beach County Health Department (PBCHD) at:

Department of Environmental Protection
South District Office

Post Office Box 2549

Fort Myers, Florida 33902-2549

Telephone:  (941) 332-6975

Fax:  (941) 332-6969
 
Palm Beach County Health Department
Air Pollution Control Section

Post Office Box 29  

West Palm Beach, Florida  33402-0029

Telephone:  (561) 355-3136

Fax:  (561) 355-2442

11.  
Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303

Telephone:  404/562-9155, Fax:  404/562-9164

12.
Excess Emissions - Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

12.1.
Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.

12.2.
Considering operational variations in types of industrial equipment operations affected by this rule, the Department may adjust maximum and minimum factors to provide reasonable and practical regulatory controls consistent with the public interest.

12.3.
In case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department or the appropriate Local Program in accordance with Rule 62‑4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.

[Rule 62‑210.700(1), (4), (5), and (6), F.A.C.]

Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-001
Boiler No. 1

Boiler No. 1 is a dumping grate boiler fired with carbonaceous fuel (bagasse, wood chips, rice hulls) and supplemented with No. 6 residual fuel oil.

Particulate emissions are controlled by a Joy type Impingement Scrubber (equivalent to Type D).

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC;  Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
A.1.  
Permitted Capacity.  The operating steam production rate is 144,000 pounds per hour at 270 psig and 500ºF (or thermodynamically equivalent).  Maximum heat input (24 hour average) for bagasse and wood chips (wood/bark waste) is 280 MMBtu per hour , for rice hulls is 61.2 MMBtu per hour, and for No. 6 residual oil is 37.8 MMBtu per hour.  

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit 0990016-001-AC dated 2/22/96]

A.2.  
Methods of Operation – This boiler is designed to operate while combusting carbonaceous fuel (bagasse or wood chips) alone at a maximum heat input rate of 280 MMBtu/hr (maximum 24-hour average), No. 6 fuel oil alone at a maximum fuel oil heat input rate of 37.8 MMBtu/hr (maximum 24-hour average), or a combination of carbonaceous fuel and No. 6 fuel oil at a combined maximum heat input rate of 280 MMBtu/hr (maximum 24-hour average). Rice hulls can be burned at a rate not to exceed 5.0 tons per hour (61.2 MMBtu per hour) in combination with other fuels.  

[Rule 62-213.410, F.A.C. and Construction Permit 0990016-001-AC dated 2/22/96]

A.3.  
Hours of Operation.  The hours of operation for this emissions unit shall not exceed 4368  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit 0990016-001-AC dated 2/22/96]

Emission Limitations and Standards
A.4. 
Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour. (Visible emission limits for emissions units equipped with wet scrubbers shall be effective only if the visible emission measurement can be made without being substantially affected by plume mixing or moisture condensation.)

[Rule 62‑296.410(2)(b)1., F.A.C.]


A.5. 
Particulate Matter -  0.30 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rules 62-296.410(1)(b)2, F.A.C.]

A.6. 
Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 1 shall not exceed 2.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C.,  Amended Construction Permit 0990016-001-AC dated 5/22/98]

A.7. 
Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 1 shall not exceed 0.45 pounds per million Btu heat input while burning carbonaceous fuel

[Rule 62-296.570, F.A.C. and  Amended Construction Permit 0990016-001-AC dated 5/22/98]

A.8.  
Sulfur Dioxide:  Boiler No. 1 is permitted to burn No. 6 (residual) fuel oil with a maximum sulfur content of 2.5% by weight.

[Rule 62‑213.440(1)(b)1.b,  62-213.440(1)(d)4. F.A.C. and Construction Permit 0990016-001-AC, dated 2/22/96]

A.9.  
Compliance with the emission limits of A.5 through A.7 shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 1.  

Test Methods and Procedures
A.10. 
 All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]
A.11.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

A.12.   For this facility, compliance with fuel oil sulfur limits may be determined based on: 

a) certification from the fuel supplier, 

[Rule 62-297.310(7)(c), F.A.C. ] 

where the fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

or, 

b)  Based on analysis by one of the following methods:  ASTM Method D 129-91, D 1552, D 2622-94, or D 4294-90.

A.13. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7 or 7E, described in 40 CFR 60, Appendix A.

[Construction Permit 0990016-001-AC, dated 2/22/96,  Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

A.14.  
Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Amended Construction Permit 0990016-001-AC, dated 5/22/98, Rule 62-297.401(25), F.A.C., and Rule 62-296.570, F.A.C.]

Reasonable Assurances
A.15.  
The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as 

to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

[Rule 62-213.440(1)(b), F.A.C., and Construction Permit 0990016-001-AC, dated 2/22/96]
A.16.
The scrubber shall be operated at a one hour average pressure drop that is at least  80 percent of the average pressure drop existing during the last particulate compliance test. Operation below the specified minimum pressure drop is not a violation, in and of itself.  However, continued operation below the minimum pressure drop without corrective action may be considered circumvention of the air pollution control equipment.  

[Rules 62-213.400(1)(b), F.A.C.]

Recordkeeping and Reporting Requirements
A.17.
In order to document continuing compliance with Specific Conditions No. A.2.,  and No. A.8., records of the percent sulfur content of all fuel oil burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[Rules 62-4.070(3), F.A.C., Rule 62-213.440(1)(b), F.A.C., and Construction Permit 0990016-001-AC dated 2/22/96]

A.18.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Condition No. A.2, A.5., A.6., and A.7.   Heat input shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 1.
[Rule 62-210.200, F.A.C.  and Rule 62-213.440(1)(b), F.A.C. ]
A.19.
In order to document continuing compliance with Specific Condition No. A.15., and

A.16., records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(1)(b), F.A.C., and Construction Permit 0990016-001-AV dated 2/22/96]

A.20. 
This emissions unit is also subject to Specific Conditions F.1. through F.6. contained in Subsection F. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection B.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-002
Boiler No. 2

Boiler No. 2 is a dumping grate boiler fired with carbonaceous fuel (bagasse, wood chips, rice hulls) and supplemented with No. 6 residual fuel oil.

Particulate emissions are controlled by a Joy type Impingement Scrubber (equivalent to Type D).

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
B.1.  
Permitted Capacity.  The operating steam production rate is 144,000 pounds per hour at 270 psig and 550ºF (or thermodynamically equivalent).   Maximum heat input (24 hour average) for bagasse and wood chips (wood/bark ) is 280 MMBtu per hour , for rice hulls is 61.2 MMBtu per hour, and for No. 6 residual oil is 37.8 MMBtu per hour.  

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit 0990016-002-AC dated 2/22/96]

B.2.  
Methods of Operation – This boiler is designed to operate while combusting carbonaceous fuel (bagasse or wood chips) alone at a maximum heat input rate of 280 MMBtu/hr (maximum 24-hour average), No. 6 fuel oil alone at a maximum fuel oil heat input rate of 37.8 MMBtu/hr (maximum 24-hour average), or a combination of carbonaceous fuel and No. 6 fuel oil at a combined maximum heat input rate of 280 MMBtu/hr (maximum 24-hour average). Rice hulls can be burned at a rate not to exceed 5.0 tons per hour (61.2 MMBtu per hour) in combination with other fuels.  

[Rule 62-213.410, F.A.C. and Construction Permit 0990016-002-AC dated 2/22/96]

B.3.  
Hours of Operation.  The hours of operation for this emissions unit shall not exceed 4368  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit 0990016-002-AV dated 2/22/96]

Emission Limitations and Standards
B.4. 
Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour. (Visible emission limits for emissions units equipped with wet scrubbers shall be effective only if the visible emission measurement can be made without being substantially affected by plume mixing or moisture condensation.)

[Rule 62‑296.410(2)(b)1., F.A.C.]


B.5. 
Particulate Matter -  0.30 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rules 62-296.410(1)(b)2, F.A.C.]

B.6. 
Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 2 shall not exceed 2.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C., RACT determination and Amended Construction Permit 0990016-002-AV dated 5/22/98]

B.7. 
Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 2 shall not exceed 0.45 pounds per million Btu heat input while burning carbonaceous fuel

[Rule 62-296.570, F.A.C. and RACT determination and Amended Construction Permit 0990016-002-AV dated 5/22/98]

B.8.  
Sulfur Dioxide:  Boiler No. 2 is permitted to burn No. 6 (residual) fuel oil with a maximum sulfur content of 2.5% by weight.

[Rule 62‑213.440(1)(b)1.b,  62-213.440(1)(d)4. F.A.C. and Construction Permit 0990016-002-AC, dated 2/29/96]

B.9.  
Compliance with the emission limits of B.5 through B.7 shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 2.
Test Methods and Procedures
B.10.
All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]
B.11.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

Test Methods and Procedures
B.12. 
For this facility, compliance with fuel oil sulfur limits may be determined based on: 

a) certification from the fuel supplier, 

[Rule 62-297.310(7)(c), F.A.C. ] 

where the fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

or, 

b)  Based on analysis by one of the following methods:  ASTM Method D 129-91, D 1552, D 2622-94, or D 4294-90.

B.13. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7, and 7E, described in 40 CFR 60, Appendix A.

[Construction Permit 0990016-002-AC, dated 2/22/96,  Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

B.14. 
Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Amended Construction Permit 0990016-002-AC, dated 5/22/98, Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

 Reasonable Assurances
B.15.  
The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as 

to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

Rule 62-213.440(1)(b), F.A.C., and Construction Permit 0990016-002-AC, dated 2/22/96]
B.16.
The scrubber shall be operated at a one hour average pressure drop that is at least  80 percent of the average pressure drop existing during the last particulate compliance test. Operation below the specified minimum pressure drop is not a violation, in and of itself.  However, continued operation below the minimum pressure drop without corrective action may be considered circumvention of the air pollution control equipment. 

[Rules 62-213.400(1)(b), F.A.C.]

Recordkeeping and Reporting Requirements
B.17.
In order to document continuing compliance with Specific Conditions No. B.2.,  and No. B.8., records of the percent sulfur content of all fuel oil burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(1)(b), F.A.C., and Construction Permit 0990016-002-AC dated 2/22/96]

B.18.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Condition No. B.2, B.5., B.6., and B.7.  Heat input shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 2.

[Rule 62-210.200, F.A.C.  and Rule 62-213.440(1)(b), F.A.C. ]
B.19.
In order to document continuing compliance with Specific Condition No. B.15., and

B.16., records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(1)(b), F.A.C., and Construction Permit 0990016-002-AV dated 2/22/96]

B.20.  
This emissions unit is also subject to Specific Conditions F.1. through F.6. contained in Subsection F. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection C.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-003
Boiler No. 3

Boiler No. 3 is a cell boiler fired with carbonaceous fuel (bagasse, wood chips, rice hulls) and supplemented with No. 6 residual fuel oil.

Particulate emissions are controlled by a Joy type  Impingement Scrubber (equivalent to Type D, size 90).

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
C.1. 
Permitted Capacity.  The operating steam production rate is 130,000 pounds per hour at 270 psig and 550ºF  (or thermodynamically equivalent).  .  Maximum heat input (24 hour average) for bagasse and wood chips (wood/bark waste) is 260 MMBtu per hour , for rice hulls is 61.2 MMBtu per hour, and for No. 6 residual oil is 37.8 MMBtu per hour.  

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2033A dated 2/10/75]

C.2.  
Methods of Operation – This boiler is designed to operate while combusting carbonaceous fuel (bagasse or wood chips) alone at a maximum heat input rate of 260 MMBtu/hr (maximum 24-hour average), No. 6 fuel oil alone at a maximum fuel oil heat input rate of 37.8 MMBtu/hr (maximum 24-hour average), or a combination of carbonaceous fuel and No. 6 fuel oil at a combined maximum heat input rate of  260 MMBtu/hr (maximum 24-hour average). Rice hulls can be burned at a rate not to exceed 5.0 tons per hour (61.2 MMBtu per hour) in combination with other fuels.  

[Rule 62-213.410, F.A.C.]

C.3.  
Hours of Operation.  The hours of operation for this emissions unit are not restricted.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2033A dated 2/10/75]

Emission Limitations and Standards
C.4. 
Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour. (Visible emission limits for emissions units equipped with wet scrubbers shall be effective only if the visible emission measurement can be made without being substantially affected by plume mixing or moisture condensation.)

[Rule 62‑296.410(2)(b)1., F.A.C.]


C.5. 
Particulate Matter -  0.30 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rules 62-296.410(1)(b)2, F.A.C.]

C.6. 
Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 3 shall not exceed  1.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C.,  Construction Permit AC50-2033A, amended 5/22/98]

C.7. 
Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 3 shall not exceed 0.45 pounds per million Btu heat input while burning carbonaceous fuel

[Rule 62-296.570, F.A.C.  Construction Permit AC50-2033A, amended 5/22/98]

C.8.  
Sulfur Dioxide:  Boiler No. 3 is permitted to burn No. 6 (residual) fuel oil with a maximum sulfur content of 2.5% by weight.

[Rule 62‑213.440(1)(b)1.b,  62-213.440(1)(d)4. F.A.C. and Construction Permit AC50-2033A, dated 2/10/75]

C.9.  
Compliance with the emission limits of C.5 through C.7 shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 3.
Test Methods and Procedures
C.10.    All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]
C.11.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

C.12. 
For this facility, compliance with fuel oil sulfur limits may be determined based on: 

a) certification from the fuel supplier, 

[Rule 62-297.310(7)(c), F.A.C. ] 

where the fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

or, 

b)  Based on analysis by one of the following methods:  ASTM Method D 129-91, D 1552, D 2622-94, or D 4294-90.

C.13. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7 or 7E, described in 40 CFR 60, Appendix A.

[RACT determination and Construction Permit AC50-2033A, amended 5/22/98,  Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

C.14.  
Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[RACT determination and Construction Permit AC50-2033A, amended 5/22/98,  Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

Reasonable Assurances
C.15. 
The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as 

to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

[Rule 62-213.440(1)(b), F.A.C.]

C.16.
The scrubber shall be operated at a one hour average pressure drop that is at least  80 percent of the average pressure drop existing during the last particulate compliance test. Operation below the specified minimum pressure drop is not a violation, in and of itself.  However, continued operation below the minimum pressure drop without corrective action may be considered circumvention of the air pollution control equipment. 

[Rules 62-213.400(1)(b), F.A.C.]

Recordkeeping and Reporting Requirements
C.17.
In order to document continuing compliance with Specific Conditions No. C.2.,  and No. C.8., records of the percent sulfur content of all fuel oil burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(1)(b), F.A.C., and Construction Permit AC50-2033A dated 2/10/75]

C.18.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Condition No. C.2, C.5., C.6., and C.7.  Heat input shall be determined assuming a thermal efficiency of 55 percent for Boiler No.3.

[Rule 62-210.200, F.A.C.  and Rule 62-213.440(1)(b), F.A.C. ]
C.19.
In order to document continuing compliance with Specific Condition No. C.15., and

C.16., records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(1)(b), F.A.C., and Construction Permit AC50-2033A dated 2/10/75]

C.20.  
This emissions unit is also subject to Specific Conditions F.1. through F.6. contained in Subsection F. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection D.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-004
Boiler No. 4

Boiler No. 4 is a cell boiler fired with carbonaceous fuel (bagasse, wood chips, rice hulls) and supplemented with No. 6 residual fuel oil.

Particulate emissions are controlled by a Joy type  Impingement Scrubber (equivalent to Type D).

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters
D.1. 
Permitted Capacity.  The boiler maximum steam production capacity is 137,00 pounds per hour at 250 psig and 550ºF (or thermodynamically equivalent).  The boiler's operating steam production rate is 125,000 pounds per hour at 250 psig and 550ºF  (or thermodynamically equivalent and 24 hour average).  Maximum heat input (24 hour average) for bagasse and wood chips (wood/bark) is 254  MMBtu per hour , for rice hulls is 61.2 MMBtu per hour, and for No. 6 residual oil is 37.8 MMBtu per hour.  

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2333 dated 10/10/74]

D.2.  
Methods of Operation – This boiler is designed to operate while combusting carbonaceous fuel (bagasse or wood chips) alone at a maximum heat input rate of 254 MMBtu/hr (maximum 24-hour average), No. 6 fuel oil alone at a maximum fuel oil heat input rate of 37.8 MMBtu/hr (maximum 24-hour average), or a combination of carbonaceous fuel and No. 6 fuel oil at a combined maximum heat input rate of 254 MMBtu/hr (maximum 24-hour average). Rice hulls can be burned at a rate not to exceed 5.0 tons per hour (61.2 MMBtu per hour) in combination with other fuels.  

[Rule 62-213.410, F.A.C. and Construction Permit AC50-2333 dated 10/10/74, amended AO50-162864 dated 4/23/90 and 10/9/91]

D.3.  
Hours of Operation.  The hours of operation for this emissions unit shall not exceed 4368  hours/year. 

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-5363 dated 9/15/78]

Emission Limitations and Standards
D.4. 
Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour. (Visible emission limits for emissions units equipped with wet scrubbers shall be effective only if the visible emission measurement can be made without being substantially affected by plume mixing or moisture condensation.)

[Rule 62‑296.410(2)(b)1., F.A.C.]


D.5. 
Particulate Matter -  0.29 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rules 62-296.410(1)(b)2, F.A.C. and Construction Permit AC50-2333 dated 10/10/74]

D.6. 
Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 4 shall not exceed  1.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C., and Amended Construction Permit AC50-5363 dated 5/22/98]

D.7. 
Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 4 shall not exceed 0.45 pounds per million Btu heat input while burning carbonaceous fuel

[Rule 62-296.570, F.A.C.  and Amended Construction Permit AC50-5363 dated 5/22/98]

D.8.  
Sulfur Dioxide:  Boiler No. 4 is permitted to burn No. 6 (residual) fuel oil with a maximum sulfur content of 2.5% by weight.

[Rule 62‑213.440(1)(b)1.b,  62-213.440(1)(d)4. F.A.C. and Construction Permit AC50-2333 dated 10/10/74]

D.9.  
Compliance with the emission limits of D.5 through D.7 shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 4.
Test Methods and Procedures
D.10.   
Visible emissions tests are not required for this boiler.

[Permit amendment AO50-162864 dated 6/16/89]
D.11.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

D.12. 
For this facility, compliance with fuel oil sulfur limits may be determined based on: 

a) certification from the fuel supplier, 

[Rule 62-297.310(7)(c), F.A.C. ] 

where the fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

or, 

b)  Based on analysis by one of the following methods:  ASTM Method D 129-91, D 1552, D 2622-94, or D 4294-90.

D.13. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7 or 7E, described in 40 CFR 60, Appendix A.

[Construction Permit AC50-5363 amended 5/22/98,  Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

D.14.  
Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Construction Permit AC50-5363 amended 5/22/98, Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

Reasonable Assurances
D.15.  
The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as 

to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

[Rule 62-213.440(1)(b), F.A.C]

D.16.  
The scrubber shall be operated at a one hour average pressure drop that is at least  80 percent of the average pressure drop existing during the last particulate compliance test. Operation below the specified minimum pressure drop is not a violation, in and of itself.  However, continued operation below the minimum pressure drop without corrective action may be considered circumvention of the air pollution control equipment. 

[Rules 62-213.400(1)(b), F.A.C.]

Recordkeeping and Reporting Requirements
D.17.
In order to document continuing compliance with Specific Conditions No. D.2.,  and No. D.8., records of the percent sulfur content of all fuel oil burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[Rules 62-4.070(3), F.A.C., Rule 62-213.440(1)(b), F.A.C.]

D.18.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Condition No. D.2, D.5., D.6., and D.7.  Heat input shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 4.

[Rule 62-210.200, F.A.C.  and Rule 62-213.440(1)(b), F.A.C. ]
D.19.
In order to document continuing compliance with Specific Condition No. D.15 and D16, records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(1)(b), F.A.C., and Construction Permit AC50-2033A dated 2/10/75]

D.20.  
This emissions unit is also subject to Specific Conditions F.1. through F.6. contained in Subsection F. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection E.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-005
Boiler No. 5

Boiler No. 5 is a traveling grate boiler with an economizer fired with carbonaceous fuel (bagasse, wood chips, rice hulls) and supplemented with No. 6 residual fuel oil.

Particulate emissions are controlled by a Joy Turbulaire Impingement Scrubber Type D.

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:

Essential Potential to Emit (PTE) Parameters

E.1.   
Permitted Capacity.  The maximum steam production rate shall be 130,000 pounds per hour at 250 psig and  550ºF.  Maximum heat input (24 hour average) for bagasse and wood chips (wood/bark ) is 253 MMBtu per hour , for rice hulls is 61.2 MMBtu per hour, and for No. 6 residual oil is 37.8 MMBtu per hour.  

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.2.  
Methods of Operation – This boiler is designed to operate while combusting carbonaceous fuel (bagasse or wood chips) alone at a maximum heat input rate of 253 MMBtu/hr (maximum 24-hour average), No. 6 fuel oil alone at a maximum fuel oil heat input rate of 37.8 MMBtu/hr (maximum 24-hour average), or a combination of carbonaceous fuel and No. 6 fuel oil at a combined maximum heat input rate of 253 MMBtu/hr (maximum 24-hour average), as determined by an energy balance that assumes the boiler is 55 percent efficient.  Rice hulls can be burned at a rate not to exceed 5.0 tons per hour (61.2  MMBtu per hour) in combination with other fuels.  

[Rule 62-213.410, F.A.C. and Construction  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

Essential Potential to Emit (PTE) Parameters

E.3.  
Hours of Operation.  The hours of operation for Boiler No. 5 shall not exceed 3000 hours/ season.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

Emission Limitations and Standards

E.4.  
Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

[Rule 62‑296.410(2)(b)1., F.A.C.]


E.5. 
Particulate Matter -  0.15 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86] 

E.6. 
Volatile Organic Compounds (VOC) - 
Emissions of VOC from boiler No. 5 shall not exceed 0.25 pounds per million Btu heat input from carbonaceous fuel and 0.002 pounds per MMBtu heat input from fuel oil.

[Rule 62-296.570, F.A.C., and Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.7. 
Nitrogen Oxides (NOx) - 
Emissions of NOx from boiler No. 5 shall not exceed 0.16 pounds per million Btu heat input while burning carbonaceous fuel, and 0.40 pounds per million Btu heat input of fuel oil.

[Rule 62-296.570, F.A.C. and Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.8.1.  
Sulfur Dioxide:  Boiler No. 5 is permitted to burn No. 6 (residual) fuel oil with a maximum sulfur content of 1.0% by weight.

[Rule 62‑213.440(1)(b)1.b,  62-213.440(1)(d)4. F.A.C. and Construction  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.8.2.  Sulfur Dioxide: Emissions of SO2 from Boiler No. 5 shall not exceed  0.30 pounds per million Btu heat input from carbonaceous fuel and 1.1 pounds per million Btu heat input from fuel oil.

[Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.9.  
Carbon Monoxide: Emissions of CO from Boiler No. 5 shall not exceed 6.50 pounds per million Btu heat input from carbonaceous fuel, and 0.033 pounds per million Btu heat input from fuel oil.

[Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.10.  
Bagasse Handling System:  Visible emission from the bagasse handling system shall not exceed 10 percent opacity over any 6 minute period, as measured by EPA Referenced Method Nine, provided, however, that this visible emissions limit shall not apply during periods of high winds (wind speed of 18 miles per hour or greater) if reasonable precautions (covered conveyers, windbreaks, and the height of drop points are minimized) to control fugitive emissions have been taken.  The company shall maintain a meteorological instrument to record the wind speed at the plant site.

[Construction Permit AC50-137573/ PSD-FL-0009 dated May 2, 1988 AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.11.  
Compliance with the emission limits of E.5 through E.9 shall be determined by assuming a thermal efficiency of 55 percent for Boiler No. 5.

Test Methods and Procedures
E.12.   
All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]
E.13.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

E.14. 
For this facility, compliance with fuel oil sulfur limits may be determined based on: 

a) certification from the fuel supplier, 

[Rule 62-297.310(7)(c), F.A.C. ] 

where the fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

or, 

b)  Based on analysis by one of the following methods:  ASTM Method D 129-91, D 1552, D 2622-94, or D 4294-90.

E.15. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7 or 7E, described in 40 CFR 60, Appendix A.

[Construction Permit   AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86 , Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

E.16.  
Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Construction Permit   AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86, Rule 62-297.401(7), F.A.C., and Rule 62-296.570, F.A.C.]

E.17. 
Compliance test for carbon monoxide shall be determined using EPA Reference Method 10 described in 40 CFR 60, Appendix A.

[Construction Permit   AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86, and Rule 62-297.401(10), F.A.C..]

E.18.
Thermal efficiency test, using the ASME short-form procedure, shall be performed prior to renewing the operation permit (every 5 years). The tests shall be done while the tubes are clean and within 14 days of the compliance tests.  A current copy of the test report must be included with the application for renewal of the operation permit.

[Rule 62-213.440(1)(b), F.A.C., and Construction Permit   AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

Reasonable Assurances

E.19.   
The boiler shall be equipped with instruments to continuously record steam production, temperature, and pressure.  Steam parameter records shall be kept for a minimum of 5 years.
[Rules 62-213.400(1)(b), F.A.C. and Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.20.   The fuel oil system shall be equipped-with an integrating fuel oil flow meter or continuous recorder to measure the amount of fuel oil consumed by the boiler.  The measuring device shall be calibrated annually by a method approved by the Bureau of Air Regulation.

[Rules 62-213.400(1)(b), F.A.C. and Construction Permit  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.21.  
The scrubber control system shall be equipped with a sight glass with markings indicating the water level above or below the lip of the scrubber skirt. 

[Rules 62-213.400(1)(b), F.A.C. and Construction  AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.22.
Continue to maintain and operate the quick release nozzles that have been installed, inspect them once daily and maintain a log of nozzle condition.

[Rules 62-213.400(1)(b), F.A.C. and Construction Permit AC50-107181 dated 10/15/86 and PSD-FL-078 modified on 11/17/86]

E.23.
The scrubber shall be equipped with manometer or equivalent instrument to measure the total pressure drop of the flue gas stream across the scrubber, with pressure gauges to measure the water pressure at the spray nozzles, and with a flow meter or equivalent device (weir) to measure the quantity of water circulating through the scrubber.  The pH of the scrubber water at the scrubber inlet and outlet shall also be measured.  Data from these instruments shall be recorded each shift (every 8 hours) and available to regulatory agencies for 5 years.  During

particulate matter and sulfur dioxide compliance test, these parameters shall be recorded every 15 minutes.  The boiler shall not be operated if the pressure is less than 35 psig on 14 spray nozzles and 60 psig on 24 spray nozzles, the flow through the scrubber is less than 550 GPM, the pressure drop across the scrubber is less than the values shown below:

Steam Production (1 hour average)
Minimum Pressure Drop

      Up to 110,000 lbs/hr
6 inches water

110,000 - 115,000 lbs/hr
7 inches water

115,000 - 125,000 lbs/hr
8 inches water

125,000 - 130,000 lbs/hr
10 inches water

The restrictions on scrubber parameters are minimum allowable levels that apply except during startup, shutdown, and malfunction (limited 2 hours/24 hour period) or compliance testing.

These parameters may be changed by the Department (BAR) in the future if it can be shown that other values assure compliance.

[Rules 62-213.400(1)(b), F.A.C. and Construction Permit AC50-137573/ PSD-FL-0009 dated May 2, 1988]

E.24.    Manually check, and record, once per week readings at the inlet of the scrubber using a portable oxygen instrument.  Calibrate the oxygen instrument prior to each use to assure accurate readings.

[Rules 62-213.400(1)(b), F.A.C. and Construction Permit AC50-137573/ PSD-FL-0009 dated May 2, 1988]

Recordkeeping and Reporting Requirements
E.25.
In order to document continuing compliance with Specific Conditions No. E.2.,  and No. E.8.1., records of the percent sulfur content of all fuel oil burned and the quantities of fuel oil burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[Rules 62-4.070(3), F.A.C., Rule 62-213.440(1)(b), F.A.C., and Construction Permit AC50-137573/ PSD-FL-0009 dated May 2, 1988]

E.26.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Condition No. E.2., E.5., E.6., E.7., E.8., and E.9.  Heat input shall be determined by assuming a thermal efficiency of 55 percent for Boiler No.5.

[Rule 62-210.200, F.A.C.  and Rule 62-213.440(1)(b), F.A.C. ]
E.27.
In order to document continuing compliance with Specific Condition No. E.20, and

E.22., records shall be kept of the water level (sight glass readings), total pressure drop, inlet water pressure of the scrubber system, and the pH of the scrubber inlet and outlet water.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(1)(b), F.A.C., and Construction Permit AC50-137573/ PSD-FL-0009 dated May 2, 1988]

E.28. 
In order to document continuing compliance with Specific Condition No. E.21., a log of the nozzles conditions shall be kept for a period of 5 years and shall be available to the Department upon request.

[Construction Permit AC50-137573/ PSD-FL-0009 dated May 2, 1988]

E.29.  
This emissions unit is also subject to Specific Conditions F.1. through F.6. contained in Subsection F. Common Conditions.
Subsection F.  Common Conditions.

E.U. ID No.
Brief Description

-001
Boiler No. 1

-002
Boiler No. 2

-003
Boiler No. 3

-004
Boiler No. 4

-005
Boiler No. 5

The following conditions apply to the emissions unit(s) listed above:

Test Methods and Procedures
F.1. Fuel Oil Analysis

F.1.1.  Distillate oil means fuel oil that complies with the specifications for fuel oil numbers 1 or 2, as defined by the American Society for Testing and Materials in ASTM D396-78, ``Standard Specification for Fuel Oils'' (incorporated by reference--see Sec. 60.17). Sec. 60.41c Definitions.

F.1.2.  Residual oil means crude oil, fuel oil that does not comply with the specifications under the definition of distillate oil, and all fuel oil numbers 4, 5, and 6, as defined by the American Society for Testing and Materials in ASTM D396-78, ``Standard Specification for Fuel Oils'' (incorporated by reference--see Sec. 60.17).

F.1.3.  Sulfur The sulfur content of all fuel oils shall be determined by either  ASTM Method  D 129-91, or D 2622-94, or D 4294-90, or a comparable method approved by the Department.

[Rule 62-213.440(1)(b)1.b, F.A.C.]

F.2. Compliance Tests.

F.2.1.  Annual Compliance Tests. During each federal fiscal year (October 1 ‑‑ September 30), unless otherwise specified by rule, order, or permit, the owner or operator of each emissions unit shall have a formal compliance test conducted for:


a.  Visible emissions, if there is an applicable standard;


b.  Each of the following pollutants, if there is an applicable standard; Particulate Matter; Nitrogen Oxides; Sulfur Dioxide; and Carbon Monoxide.

[Rule 62-297.310(7)(a)4., F.A.C.]

F.2.2. 
Notification.  The owner or operator shall notify the Department, at least 15 days prior to the date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner or operator.

F.2.3.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(7)(b), F.A.C.]

Recordkeeping and Reporting Requirements
F.3. 
Compliance Test Reports.

(a)   The owner or operator of an emissions unit for which a compliance test is required shall file a report with the Department on the results of each such test.

(b)   The required test report shall be filed with the Department as soon as practical but no later than 45 days after the last sampling run of each test is completed.

(c)   The test report shall provide sufficient detail on the emissions unit tested and the test procedures used to allow the Department to determine if the test was properly conducted and the test results properly computed.  As a minimum, the test report, other than for an EPA or DEP Method 9 test, shall provide the following information:

 1. The type, location, and designation of the emissions unit tested.

 2.
The facility at which the emissions unit is located.

 3.
The owner or operator of the emissions unit.

 4.
The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run.

 5.
The means, raw data and computations used to determine the amount of fuels used and materials processed, if necessary to determine compliance with an applicable emission limiting standard.

 6. The type of air pollution control devices installed on the emissions unit, their general condition, their normal operating parameters (pressure drops, total operating current and GPM scrubber water), and their operating parameters during each test run.

 7.
A sketch of the duct within 8 stack diameters upstream and 2 stack diameters downstream of the sampling ports, including the distance to any upstream and downstream bends or other flow disturbances.

 8.
The date, starting time and duration of each sampling run.

 9.
The test procedures used, including any alternative procedures authorized pursuant to Rule 62‑297.620, F.A.C.   Where optional procedures are authorized in this chapter, indicate which option was used.

10. The number of points sampled and configuration and location of the sampling plane.

11. For each sampling point for each run, the dry gas meter reading, velocity head, pressure drop across the stack, temperatures, average meter temperatures and sample time per point.

12. The type, manufacturer and configuration of the sampling equipment used.

13. Data related to the required calibration of the test equipment.

14. Data on the identification, processing and weights of all filters used.

15. Data on the types and amounts of any chemical solutions used.

16. Data on the amount of pollutant collected from each sampling probe, the filters, and the impingers, are reported separately for the compliance test.

17. The names of individuals who furnished the process variable data, conducted the test, analyzed the samples and prepared the report.

18. All measured and calculated data required to be determined by each applicable test procedure for each run.

19. The detailed calculations for one run that relate the collected data to the calculated emission rate.

20. The applicable emission standard, and the resulting maximum allowable emission rate for the emissions unit, plus the test result in the same form and unit of measure.

21. A certification that, to the knowledge of the owner or his authorized agent, all data submitted are true and correct.  When a compliance test is conducted for the Department or its agent, the person who conducts the test shall provide the 

certification with respect to the test procedures used.  The owner or his authorized agent shall certify that all data required and provided to the person conducting the test are true and correct to his knowledge.

[Rule 62-297.310(8), F.A.C.]

F.4.  
Annual Operating Report   Pursuant to Rule 62-210.370(3), F.A.C. SCGC shall submit an Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) to the Department  (DEP) District or DEP-approved local air pollution control program office annually by March 1 of the following year unless otherwise indicated by permit condition or Department request.

[Rule 62-210.370(3), F.A.C.] 

Reasonable Assurances
FOSSIL FUEL
F.5.  
Proper oil flow meters shall be installed and maintained to monitor the fuel oil usage to the boilers.  Fuel oil meter readings on this boiler shall be read and logged at least once every  24 hours, unless fuel oil consumption is recorded continuously.  Each meter shall be calibrated annually by a method approved by the Department.  These records shall be kept for a period of five years for Department inspection.

[Rules 62‑213.440(1)(b)1.b., and 62-213.440(1)(d)4., F.A.C.]

F. 6.    Circumvention: -No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.

[Rule 62-210.650, F.A.C.]

Emergencies and Temporary Conditions

F.7.  
The permittee may bring a temporary boiler of up to 100 MMBtu/hr maximum heat input on-site in the event of a mechanical breakdown or other breakdown of Boiler Nos. 1 through 5 which renders such boiler(s) temporarily incapable of operation.  Only natural gas, propane, or No. 2 fuel oil with a maximum sulfur content of 0.5 percent may be fired in the temporary boiler.  The temporary boiler may only be operated when one of the other boilers (Boiler Nos. 1 through 5) are shutdown and not operational.  The permittee shall provide written notice to the Department prior to bringing such boiler on-site.  The notification shall provide the maximum heat input of the boiler, the fuels and sulfur content to be fired, and the expected duration of operation of the temporary boiler.  

F.7.1  
The temporary boiler shall be subject to the following emissions limits

F.7.1.a. Visible Emissions ‑ 20 percent opacity except for one six‑minute period per hour during which opacity shall not exceed 27 percent. 

F.7.1.b. Sulfur Dioxide ‑ If burning distillate oil (No. 2), sulfur content of the oil shall be ( 0.5% by weight.
F.7.2. 
Within 15 days of startup, Atlantic Sugar Association shall perform a visible emissions test using EPA Reference Method 9 to confirm compliance.

F.7.3.   The temporary status of the boiler shall not extend beyond the season.

Appendix I-1, List of Insignificant Emissions Units and/or Activities.
The facilities, emissions units, or pollutant-emitting activities listed in Rule 62-210.300(3)(a), F.A.C., Categorical Exemptions, are exempt from the permitting requirements of Chapters 62-210 and 62-4, F.A.C.; provided, however, that exempt emissions units shall be subject to any applicable emission limiting standards and the emissions from exempt emissions units or activities shall be considered in determining the potential emissions of the facility containing such emissions units.  Emissions units and pollutant-emitting activities exempt from permitting under Rule 62-210.300(3)(a), F.A.C., shall not be exempt from the permitting requirements of Chapter 62-213, F.A.C., if they are contained within a Title V source; however, such emissions units and activities shall be considered insignificant for Title V purposes provided they also meet the criteria of Rule 62-213.430(6)(b), F.A.C.  No emissions unit shall be entitled to an exemption from permitting under Rule 62.210.300(3)(a), F.A.C., if its emissions, in combination with the emissions of other units and activities at the facility, would cause the facility to emit or have the potential to emit any pollutant in such amount as to make the facility a Title V source.

The below listed emissions units and/or activities are considered insignificant pursuant to Rule 62-213.430(6), F.A.C.

   Emission Source



                                    Process Area

1.
Agricultural Shop                                                        
Agricultural Shop


2.
Auto repair/maintenance (non-painting)                                 Body Shop

3.
Boiler ash handling, disposal, and storage                          
Boiler house


4.
Boiler blowdown pipes/vents                                             
Boiler house
5.
Boiler water deaireator tank                                               
Boiler house

6.
Cane dumping, handling, and storage                            
Cane dumping area

7.
Cane knives, shredding, and conveying                           
Cane dumping area

8.
Alcohol (IPA) storage tanks                                                   
Chemical tank farm

9.
Lime slaker and slurry mix tank                                         
Chemical tank farm

10.
Lime storage silo with bag filter                                         
Chemical tank farm

11.
Muriatic acid and muriatic acid vapor                                 
Chemical tank farm   neutralization tanks

12.
Crop equipment and heavy equipment shops                  
Equipment shops

13.
 Bagacillo handling systems                                                
Facility-wide 

14.
Bagasse handling system
Facility-wide

15.
Batch mixers (<30 cu. ft.)                                                     
Facility-wide

16.
Cold cleaning devices (non-halonogenated solvent)           
Facility-wide

17.
Containers for oils/wax /grease                                             
Facility-wide

18.
Cooling towers                                                                     
Facility-wide

19.
Covered conveyors/drop points                                           
Facility-wide

20.
Diesel, gasoline, fuel oil, lube oil, waste and                      
Facility-wide 


used oil storage tanks

21.
Electric ovens for drying                                                    
Facility-wide

22.
Emergency generators
Facility-wide
23.
Gear boxes, reducers vents                                            
Facility-wide
Appendix I-1, List of Insignificant Emissions Units and/or Activities.
Emission Source



                        
Process Area

24.
Handling raw sugar                                                          
Facility-wide

25.
Molasses storage tanks
Facility-wide
26.
Oil/water separators                                                           
Facility-wide

27.
Painting operations                                                             
Facility-wide
28.
Portable diesel and waste oil storage tanks                        
Facility-wide

29.
Pressurized LPG tanks                                                        
Facility-wide

30.
Process water filtration intake screens Facility-wide             Facility-wide

31.
Process wide flanges and valves                                         
Facility-wide

32.
Scrubber water ponds and troughs                                      
Facility-wide

33.
Stationary internal combustion engines (general)               
Facility-wide

34.
Truck mounted welders                                                        
Facility-wide

35.
Vacuum cleaning systems                                                   
Facility-wide

36.
Vacuum filter cake ponds
Facility-wide

37.
Vehicle generated dust
Facility-wide

38.
Vents from hydraulics/lube oil reservoirs and pumps
Facility-wide

39.
Woodworking and metalworking operations
Facility-wide

40.
Grinding machine
Instrument shop

41.
Sewer and water treatment plants
Labor camp

42.
Diesel and gasoline fuel service pumps and loading arms
Petroleum tank farm


43.
Mechanical draft cooling tower (under construction)      
Water treatment

44.
Boiler water chemical mix, lime slurry, neutralization,
Water treatment plant

          and water clarification tanks

  45.     Water filters                                                                    
Water treatment plan

Appendix U-1, List of Unregulated Emissions Units and/or Activities.




Unregulated Emissions Units and/or Activities.  An emissions unit which emits no “emissions-limited pollutant” and which is subject to no unit-specific work practice standard, though it may be subject to regulations applied on a facility-wide basis (e.g., unconfined emissions, odor, general opacity) or to regulations that require only that it be able to prove exemption from unit-specific emissions or work practice standards.

1.   
During each federal fiscal year (October 1 ‑‑ September 30), unless otherwise specified by rule, order, or permit, the owner or operator of each emissions unit shall have a formal compliance test conducted for:


a.  Visible emissions, if there is an applicable standard;

 [Rule 62-297.310(7)(a) 4, F.A.C.] [Not federally enforceable]

2.   
All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:


a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62-297.401(9), F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.] [Not federally enforceable]


c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be thirty (30) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.] [Not federally enforceable]

The below listed emissions units and/or activities are neither ‘regulated emissions units’ nor ‘insignificant emissions units’.

E.U.  D No.
Brief Description of Emissions Units and/or Activity 

-007
Lime Storage Silo
The Lime Storage Silo is equipped with a Premier Pneumatics, Inc. Model F15214-117  baghouse filter.

(A)  Visible emissions limits 20 % opacity.

[Rule 62‑296.320(4)(b)1, F.A.C.]

Appendix H-1, Permit History/ID Number Changes

Atlantic Sugar Association, Inc.







Facility ID No.: 0990016

Atlantic Sugar Mill

Page 1 of 5
 
Permit History (for tracking purposes):

E.U.

ID No

001


Description

Boiler No. 1

 Initial Permit


Construction  Replace  Scrubber

Operation

Operation

Operation

Burn Rice Hulls

Operation

Increase heat input to 280 MMBtu/hr

RACT for VOCs & NOx

Permit No.

AO50-2031

AC50-2031A

AO50-2031A

AO50-7404

AO50-115034

AC50-2031A - amended

AO50-189612

AO50-189612 Modification

0990016-001-AC

0990016-001-AC & AO50-189612 amended


Issue Date
5/18/73

2/10/75

4/5/76

3/27/81

3/24/86

4/23/90

12/7/90

2/22/96

5/22/98


Expiration Date
7/1/75

11/30/75

4/5/81

3/1/86

3/24/91

3/24/91

12/7/95

2/22/97

2/22/97


Extended Date1, 2

12/22/75

1/30/76

03/20/96.

03/20/96
Revised Date(s)
10/9/91



Appendix H-1, Permit History/ID Number Changes
Atlantic Sugar Association, Inc.







Facility ID No.: 0990016

Atlantic Sugar Mill
Page 2 of 5 
Permit History (for tracking purposes):

E.U.

ID No

002


Description

Boiler No. 2

Initial Permit


Construct Scrubber


Operation

Operation

Operation

Burn Rice Hulls

Operation

Increase heat input to 280 MMBtu/hr

RACT for VOCs & NOx

Permit No.

AO50-2032

AC50-2032A

AO50-2032A

AO50-7405

AO50-115141

AC50-2032A - amended

AO50-189608

AO50-189608 Modification

0990016-002-AC

0990016-002-AC & AO50-189608 amended
Issue Date
5/18/73

2/10/75

4/5/76

3/27/81

3/25/86

4/23/90

12/7/90

2/22/96

5/22/98
Expiration Date

7/1/75

11/30/75

4/5/81

3/1/86

3/24/91

3/24/91

12/7/95

2/22/97

2/22/97


Extended Date1, 2
12/30/75

03/20/96

03/20/96
Revised Date(s)

4/3/86

10/9/91

Appendix H-1, Permit History/ID Number Changes
Atlantic Sugar Association, Inc.







Facility ID No.: 0990016

Atlantic Sugar Mill
Page 3 of 5


Permit History (for tracking purposes):

E.U.

ID No

003


Description

Boiler No. 3

 Initial Permit


Construct Scrubber


Operation

Operation

Operation

Burn Rice Hulls

Operation

RACT for VOCs & NOx

Permit No.

AO50-2033

AC50-2033A

AO50-2033A

AO50-7406

AO50-114767

AC50-2033A - amended

AO50-189610

AO50-189610 Modification

AC50-2033A & AO50-189612 amended


Issue Date
5/18/73

2/10/75

4/5/76

3/27/81

2/17/86

4/23/90

12/7/90

5/22/98


Expiration Date
7/1/75

11/30/75

4/5/81

3/1/86

2/17/91

3/24/91

12/7/95

2/22/97


Extended Date1, 2

12/30/75

03/20/96


Revised Date(s)
10/9/91

Appendix H-1, Permit History/ID Number Changes

Atlantic Sugar Association, Inc.







Facility ID No.: 0990016

Atlantic Sugar Mill
Page 4 of 5
Permit History (for tracking purposes):

E.U.

ID No

004


Description

Boiler No. 4

Construct Scrubber


Operation

Construct Replacement Scrubber

Operation

Operation

Operation

No VE test required

Burn Rice Hulls

Burn Wood Chips

RACT for VOCs & NOx

Permit No.

AC50-2333

AO50-2333A

AC50-5363

AO50-5867

AO50-87857

AO50-162864

AO50-162864  Modification

AO50-162864

AO50-162864

AC50-5363 & AO50-162864 amended


Issue Date
10/9/74

4/5/76

9/15/78

5/8/79

6/22/84

4/28/89

6/16/89

4/23/90

5/22/98


Expiration Date
4/31/75

4/5/81

12/31/78

5/8/84

6/22/89

4/28/94

4/28/94

3/24/91

2/22/97


Extended Date1, 2

6/15/75

03/20/96
Revised Date(s)
6/2/89

10/9/91

Appendix H-1, Permit History/ID Number Changes

Atlantic Sugar Association, Inc.







Facility ID No.: 0990016

Atlantic Sugar Mill

Page 5 of 5


Permit History (for tracking purposes):

E.U.

ID No

-005


Description
Boiler No. 5
Construction

PSD

Operation Permit (initial)

Construction Modification

PSD Modification

Operation Permit

Burn Rice Hulls

Burn Wood Chips 

Operation Permit
Permit No.

AC50-42389 RACT

PSD-FL-078

AO50-68741

AC50-107181

PSD-FL-078

AO50-132597

AC50-107181 amendment

AO50-132597 Modification

AO50-205996
Issue Date


10/6/81

12/4/81

12/1/83

10/15/86

11/17/86

4/29/87

4/23/90

10/9/91

3/12/92
Expiration Date
5/31/82

12/1/88

6/30/87

4/29/92

3/12/97
Extended

Date1, 2

03/20/96
Revised Date(s)
6/12/87

10/21/87

ID Number Changes (for tracking purposes):

From:  Facility ID No.: 52FTM500016

To:  Facility ID No.: 0990016

Notes:
1  -  AO permit(s) automatic extension(s) in Rule 62-210.300(2)(a)3.a., F.A.C., effective 03/21/96.

2  -  AC permit(s) automatic extension(s) in Rule 62-213.420(1)(a)4., F.A.C., effective 03/20/96.

{Rule 62-213.420(1)(b)2., F.A.C., allows Title V Sources to operate under valid permits that were in effect at the time of application until the Title V permit becomes effective}

STATEMENT OF BASIS

Atlantic Sugar Association, Inc.

Facility ID No.: 0990016

Palm Beach County

Initial Title V Air Operation Permit

DRAFT Permit No.: 0990016 -003-AV

This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4,62-210, and 62-213. The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This facility consists of 5 boilers which burn carbonaceous fuel (bagasse, wood chips, and rice hulls), and No. 6 (residual) fuel oil as a supplement. The facility processes sugar cane into raw sugar.

Emission units 001 to 005 are as follows:

Boilers No. 1, No. 2, No. 3, No. 4, and No. 5 are regulated under 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD); Rule 62-296.570, F.A.C., Reasonably Available Control Technology (RACT), and Rule 62-213.440(l)(b)b, F.A.C. Periodic Monitoring.

Emission unit 007 is as follows

The lime silo, is regulated under SIP related Rule 62-296.320(4)(b)1,F.A.C., General Pollutant Emission Limiting Standards, and Rule 62-297.310, F.A.C.,  General Test Requirements

Also included in this permit are miscellaneous unregulated/exempt emissions units and/or activities.

Based on the initial Title V permit application received June 14, 1996, this facility is not a major source of hazardous air pollutants (HAPs)

Table 1-1, Summary of Air Pollutant Standards and Terms


Atlantic Sugar Association
Permit No.: 0990016-003-AV
Sugar Mill
Facility ID No.: 0990016


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   


-001
Boiler No. 1


 Allowable Emissions
Equivalent Emissions


Pollutant

Name
Fuel(s)
Hours/year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory 

Citation(s)
See Permit

Conditions

PM
Bagasse
4368
0.3 lb/MMBtu


84.0
183.5
62-296.410(1)(b)s
A.5.

PM
#6 fuel oil
4368
0.1 lbs/MMBtu


  3.8

62-296.410(1)(b)2
A.5.












VE
Bagasse
4368
30% opacity




62-296.410(2)(b)1
A.4.












NOx
Bagasse
4368
0.45 lbs/MMBtu


126.0
275.2
62-296.570
A.7.












VOC
Bagasse
4368
2.5 lbs/MMBtu


700
1528.8
62-296.570
A.6.












SO2
#6 fuel oil
4368
2.5wgt % sulfur


52.5
188.1
62.213.440
A.8.


Bagasse
4368



38.9





































Notes:



Table 1-1, Summary of Air Pollutant Standards and Terms


Atlantic Sugar Association








Permit No.: 0990016-003-AV
Sugar Mill
Facility ID No.: 0990016


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   


-002
Boiler No. 2


 Allowable Emissions
Equivalent Emissions


Pollutant

Name
Fuel(s)
Hours/year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory 

Citation(s)
See Permit

Conditions

PM
Bagasse
4368
0.3 lb/MMBtu


84.0
183.5
62-296.410(1)(b)s
B.5.

PM
#6 fuel oil  
4368
0.1 lbs/MMBtu


  3.8

62-296.410(1)(b)2
B.5.












VE
Bagasse
4368
30% opacity




62-296.410(2)(b)1











B.4.

NOx
Bagasse
4368
0.45 lbs/MMBtu


126.0
275.2
62-296.570











B.7.

VOC
Bagasse
4368
2.5 lbs/MMBtu


700
1528.8
62-296.570











B.6.

SO2
#6 fuel oil
4368
2.5wgt % sulfur


52.5
188.1
62.213.440



Bagasse
4368



38.9


B.8.













































Notes:



Table 1-1, Summary of Air Pollutant Standards and Terms


Atlantic Sugar Association
 Permit No.: 0990016-003-AV
Sugar Mill
Facility ID No.: 0990016


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   


-003
Boiler No. 3


 Allowable Emissions
Equivalent Emissions


Pollutant

Name
Fuel(s)
Hours/year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory 

Citation(s)
See Permit

Conditions

PM
Bagasse
8760
0.3 lb/MMBtu


73.5
321.9
62-296.410(1)(b)s
C.5.

PM
#6 fuel oil
8760
0.1 lbs/MMBtu


  3.8

62-296.410(1)(b)2
C.5.












VE
Bagasse
8760
30% opacity




62-296.410(2)(b)1
C.4.












NOx
Bagasse
8760
0.45 lbs/MMBtu


110.3
483.1
62-296.570
C.7.












VOC
Bagasse
8760
1.5 lbs/MMBtu


367.5
1609.7
62-296.570
C.6.












SO2
#6 fuel oil
8760
2.5wgt % sulfur


52.5
357.0
62.213.440
C.8.


Bagasse
8760



34.3
















































Notes:



Table 1-1, Summary of Air Pollutant Standards and Terms


Atlantic Sugar Association

Permit No.: 0990016-003-AV
Sugar Mill
Facility ID No.: 0990016


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   


-004
Boiler No. 4


 Allowable Emissions
Equivalent Emissions


Pollutant

Name
Fuel(s)
Hours/year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory 

Citation(s)
See Permit

Conditions

PM
Bagasse
4368
0.29 lbs/MMBtu


73.7
161.0
62-296.410(1)(b)2
D.5.

PM
#6 fuel oil
4368
0.1 lbs/MMBtu


3.8
8.3
62-296.410(1)(b)2
D.5












VE
Combination
4368
30% opacity




62-296.410(2)(b)1
D.4.












NOx
Combination
4368
0.45 lbs/MMBtu


114.3
249.6
62-296.570
D.7.












VOC
Bagasse
4368
1.5 lbs/MMBtu


381.0
835.1
62-296.570
D.6












SO2
#6 fuel oil
4368
2.5wgt % sulfur


52.5
180.8
62.213.440
D.8.


Bagasse
4368



35.6
77.8
62.213.440














































Note's:



Table 1-1, Summary of Air Pollutant Standards and Terms


Atlantic Sugar Association

Permit No.: 0990016-003-AV
Sugar Mill
Facility ID No.: 0990016


This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   


-005
Boiler No. 5


 Allowable Emissions
Equivalent Emissions


Pollutant

Name
Fuel(s)
Hours/year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory 

Citation(s)
See Permit

Conditions

PM
Bagasse
3000
0.15 lbs/MMBtu


38
57
62-296.410(1)(b)2
E.5.

PM
#6 fuel oil
3000
0.1 lbs/MMBtu


2.51
3.8
62-296.410(1)(b)2
E.5.

VE
Combination
3000
30% opacity




62-296.410(1)(b)1
E.4.

NOx
Bagasse 

 
3000
0.16 lbs/MMBtu


40.5
60.7
62-296.570
E.7.

NOx
#6 fuel oil

0.4 lbs/MMBtu


15
22.7



VOC
Bagasse
3000
0.25 lbs/MMBtu


63.3
96
62-296.570
E.6.

SO2
#6 fuel oil
3000
1.0 wgt % sulfur


27.6
141
62-213.440
E.8.

SO2
Bagasse




75.9




CO
Bagasse
3000
6.5 lbs/MMBtu


1645
2467.5
62-212.400
E.9.

CO
# 6 fuel oil
3000
0.033 lbs/MMBtu


0.83
1.25
 













Notes:



Table 2-1, Summary of Compliance Requirements


Atlantic Sugar Association, Inc.

Permit No.: 0990016-003-AV
Sugar Mill

Facility ID No.: 0990016
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   




-001
Boiler No. 1

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse Or mixed


Methods 1-5
Annually
Mar. 15


A.10.










VE
Bagasse
Method 9
Annually
Mar. 15
60 minutes

A.9.










NOx
Bagasse Or mixed
Method 7 or 7E
Annually
Mar. 15


A.12.










VOC
Bagasse
Method 25 or 25A & 18
Annually
Mar. 15


A.13.










Scrubber pressure drop and inlet
Bagasse

Every 8 hours



A.15

water pressure



























 
 
 


 
 










Notes: Notes:* The “Equivalent Emissions” listed are for informational purpose only.

** CMS [ = ] continuous monitoring system



Table 2-1, Summary of Compliance Requirements


Atlantic Sugar Association, Inc.

Permit No.: 0990016-003-AV
Sugar Mill









Facility ID No.: 0990016
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   




-002
Boiler No. 2

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse Or mixed


Methods 1-5
Annually
Mar. 15


B.10.










VE
Bagasse
Method 9
Annually
Mar. 15
60 minutes

B.9.










NOx
Bagasse Or mixed
Method 7 or 7E
Annually
Mar. 15


B.12.










VOC
Bagasse
Method 25 or 25A & 18
Annually
Mar. 15


B.13.










Scrubber pressure drop and inlet
Bagasse

Every 8 hours



B.15

water pressure












































Notes: Notes:* The “Equivalent Emissions” listed are for informational purpose only.

** CMS [ = ] continuous monitoring system



Table 2-1, Summary of Compliance Requirements

Atlantic Sugar Association, Inc.

Permit No.: 0990016-003-AV
Sugar Mill

Facility ID No.: 0990016
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   




-003
Boiler No. 3

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse Or mixed


Methods 1-5
Annually
Mar. 15


C.10.










VE
Bagasse
Method 9
Annually
Mar. 15
60 minutes

C.9.










NOx
Bagasse Or mixed
Method 7 or 7E
Annually
Mar. 15


C.12.










VOC
Bagasse
Method 25 or 25A & 18
Annually
Mar. 15


C.13.










Scrubber pressure

drop and inlet
Bagasse

Every 8 hours



C.15

water pressure









 
 
 



 

 


 























Notes: Notes:* The “Equivalent Emissions” listed are for informational purpose only.

** CMS [ = ] continuous monitoring system



Table 2-1, Summary of Compliance Requirements


Atlantic Sugar Association, Inc.

Permit No.: 0990016-003-AV
Sugar Mill

Facility ID No.: 0990016
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   




-004
Boiler No. 4

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse Or mixed


Methods 1-5
Annually
Mar. 15


D.10










NOx
Bagasse Or mixed
Method 7 or 7E
Annually
Mar. 15


D.12.










VOC
Bagasse
Method 25 or 25A & 18
Annually
Mar. 15


D.13.










Scrubber pressure

drop and inlet
Bagasse

Every 8 hours



D.15

water pressure


















 
 
 



 

 


 
































Notes: Notes:* The “Equivalent Emissions” listed are for informational purpose only.

** CMS [ = ] continuous monitoring system



Table 2-1, Summary of Compliance Requirements


Atlantic Sugar Association, Inc.

Permit No.: 0990016-003-AV
Sugar Mill

Facility ID No.: 0990016
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms of conditions of this permit.

E.U. ID No.          Brief Description:   




-005
Boiler No. 5

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse Or mixed

OOrmixed


Methods 1-5
Annually
Mar. 15


E.12










VE
Bagasse
Method 9
Annually
Mar. 15
60 minutes

E.11.










NOx
Bagasse Or mixed
Method 7 or 7E
Annually
Mar. 15


E.14.










VOC
Bagasse
Method 25 or 25A & 18
Annually
Mar. 15


E.15










CO
Bagasse
Method 10
Annually
Mar. 15


E.16.










Boiler Thermal Efficiency


Bagasse
ASTM Short-form
At renewal of Permit



E.17.










Scrubber pressure drop and inlet
Bagasse

Every 8 hours



E.20.

water pressure

















Nozzle check
All

Daily



E.21.










Scrubber Inler Gas
Bagasse
Portable O2 meter
Weekly



E.23



















Notes:* The “Equivalent Emissions” listed are for informational purpose only.

** CMS [ = ] continuous monitoring system



