NOTICE OF ADMINISTRATIVELY CORRECTED TITLE V OPERATION PERMIT


September 25, 2000


Certified Mail 7000 0600 0023 1555 7821

RetuRn Receipt Requested

Mr. John A. Fanjul

Atlantic Sugar Association, Inc.

Post Office Box 1570

Belle Glade, Florida 33430

Re:  Palm Beach County-AP


Proposed Title V Permit No.: 0990016-003-AV



Atlantic Sugar Association, Inc.



Glades Sugar House



EMA- Everglades Agricultural Area


Enclosed are administratively corrected pages to the initial Title V operation permit, 0990016-003-AV for the operation of the Atlantic Sugar Association, Inc., sugar mill located on State Road 880, 16 miles east of Belle Glade, Palm Beach County.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code and Chapter 403, Florida Statutes (F.S.).  These changes and additions are made at the applicant's request dated September 20, 2000.


Any party to this order (permit) has the right to seek judicial review of it under Section 120.68 of the Florida Statutes, by the filing of a Notice of Appeal under Rule 9.110 of the Florida Rules of Appellate Procedure, with the clerk of the Department of Environmental Protection in the Office of General Counsel, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida 32399-3000; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within thirty days from the date this notice is filed with the clerk of the permitting authority.


Executed in Fort Myers Florida.


STATE OF FLORIDA DEPARTMENT 


OF ENVIRONMENTAL PROTECTION


Richard W. Cantrell


Director of


District Management

CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this NOTICE OF ADMINISTRATIVELY CORRECTED PERMIT (including the corrected page(s)) was sent by certified mail (*) and copies were mailed by U.S. Mail before the close of business on

 

 to the person(s) listed or as otherwise noted:

Mr. John A. Fanjul, Vice President and General Manager

David A. Buff, P.E., Golder Associates, Inc.

Hector Cardentey, Atlantic Sugar Association, Inc.

James Stormer, Palm Beach County Health Department 

Gregg Worley, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)
Elizabeth Bartlett, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)


Clerk Stamp


FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency Clerk, receipt of which is hereby acknowledged.


(Clerk)                                

   (Date)

RWC/DMK/jw

Condition Section I.  Facility Information., Subsection A. Facility Description., paragraph three, is hereby changed FROM: Based on the initial Title V permit application received June 14, 1996, and subsequent additional information received, this facility is not a major source of hazardous air pollutants (HAPS).

TO: Based on the initial Title V permit application received June 14, 1996, and subsequent additional information received, this facility is a major source of hazardous air pollutants (HAPS).

SECTION II. Facility-wide Conditions.  The following condition is hereby added:

12.4.  "The Department authorizes up to 7 hours of excess emissions during periods of warm startups and up to 12 hours for excess emissions during periods of cold startups, provided that best operational practices to minimize emissions are adhered to.  See Appendix SU-1 for the startup procedures and explanation of additional time for excess emissions during startup, as approved by the Department."

Condition 14.  Is hereby deleted.

Condition 13.  is changed FROM: "The following applicable requirements list in the application are included in the permit in a correct manner to the best knowledge of DEP and identified in the attached Appendix AR (Applicable Rules) Applicability List based on applicant submittal."

Condition 13. is changed TO: The following applicable and non-applicable requirements list is included in the permit in a correct manner to the best knowledge of DEP and identified in the attached appendices EU-01, EU-02, EU-03, EU-04, and EU-05, Rule Applicability for Atlantic Sugar Association.

SECTION III.  A. Boiler No. 1., Change fourth paragraph FROM: The operating steam production rate "has been placed in the permit to identify the capacity of the unit for purposes of confirming that emissions testing in conducted within 90 to 100 percent of the unit's rated capacity, and to aid in determining future rule applicability."

TO: The operating steam production rate "has been placed in the permit to identify the capacity of the unit for purposes of confirming that emissions testing is conducted within 90 to 100 percent of the unit's rated capacity, and to aid in determining future rule applicability."

Specific Conditions A.19., B.19., C.19., and D.19., are hereby deleted.

SECTION III.  D. Boiler No. 4., Change Specific Condition D.2. FROM: Methods of Operation - This boiler is designed to operate while combusting carbonaceous fuel (bagasse or wood chips) alone, No. 6 fuel oil alone, or a combination of carbonaceous fuel oil and No. 6 fuel oil.  Rice hulls can be burned at a rate not to exceed 5.0 tons per hours in combination with other fuels.

[Rule 62-213.410, f.a.c., and Construction Permit AC50-2333 dated 10/10/74, amended AO50-162864 dated 4/23/90 and 10/9/91]

TO: Methods of Operation - This boiler is designed to operate while combusting carbonaceous fuel (bagasse or wood chips) alone, No. 6 fuel oil alone, or a combination of carbonaceous fuel and No. 6 fuel oil.  Rice hulls can be burned at a rate not to exceed 5.0 tons per hour in combination with other fuels.  During startup procedures (which may take as much as 12 hours) the following additional fuels may be used: lumber, oily rags, oil soaked peat moss, and oil soaked paper towels.

Section III.E.  Boiler No. 5., In Conditions E.6. and E.7. Delete the reference to Rule 62-296.570, f.a.c.

Section III.E.  Boiler No. 5., Condition E.29. is hereby changed FROM: In order to document continuing compliance with Specific Condition No. E.25., records shall be kept of the water level (sight glass readings), total pressure drop, inlet water pressure of the scrubber system, and the pH of the scrubber inlet and outlet water.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(1)(b), f.a.c., and Construction Permit AC50-137573/PSD-FL-0009 dated May 2, 1988]

TO: In order to document continuing compliance with Specific Condition No. E.25., records shall be kept of the total pressure drop, inlet water pressure of the scrubber system, and the pH of the scrubber inlet and outlet water.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(1)(b), f.a.c., and Construction Permit AC50-137573/PSD-FL-0009 dated May 2, 1988]

Section III. F. Common Conditions., Condition F.2.1.b. is hereby changed FROM: b. Each of the following pollutants, if there is an applicable standard; Particulate Matter; Nitrogen Oxides; and Volatile Organic Compounds.

[Rule 62-297.310(7)(a)4., f.a.c.]

TO: b. Each of the following pollutants, if there is an applicable standard; Particulate Matter; Nitrogen Oxides; and Volatile Organic Compounds.  Boiler No. 5 does not require annual testing for VOC and NOx because testing of Boiler No. 5 is otherwise specified in Condition E.19. of this permit.

[Rule 62-297.310(7)(a)4., f.a.c.]

Please add to the Table of Contents Appendix SU-1, ASA's Boiler Startup Procedures.

In addition, add clarification to the Statement of Basis as follows: "Atlantic Sugar Association has demonstrated that boiler stabilization and optimization during warm and cold startup conditions is not achieved for 7 to 12 hours, respectively, and therefore the Department is authorizing longer periods for excess emissions during these startup periods."

Appendix SU-1, Startup Procedure 

Boilers Start-up procedure  (revised 6/19/00)

1. The scrubbers must be operational with the water level set at the normal operation position and the normal flow of water through the spray nozzles, before the combustion initiation. Coordinate the start up operation with the Chief Engineer or Head Supervisor. 

2. The fuel oil heater and pumps must be on.  The boilers must have the adequate water level in the drums and the feed water system must be operational. Report to the Electric Plant Operator your power requirements in advance.

3. Open the superheater vents.

4. The bagasse conveyors and feeders must be operational.

5. Enough lumber, oily rags and towel papers, and peat moss from spills cleaning, as well as bagasse must be set inside the furnace to provide the first heating. Ignite this initial charge with some diesel oil, if necessary.  This charge should burn for at least 1 hour before firing a fuel oil burner.  During cold start ups with no steam available, use compressed air for the oil atomization.

6. Sustain combustion for an hour with one burner and then add bagasse, wood chips, or fire additional burners to increase the heat supply for at least another hour in cold start-ups, to raise the pressure to 30 psig.; open a valve from the drum to use steam for burners atomization instead of compressed air where is possible.

7. Fire another burner if necessary to raise the pressure to 50 psig.  In no less than an hour, then open the non-return valve to have steam for the ID fan on cold start-ups. Close vents.

8. Start the Force Draft Fan.  Regulate the hot air flow with the dampers.  Keep feeding bagasse as needed to reach the working pressure in no less than three hours for cold start-ups.

Warning:  Cold start-ups should not be made in less than 7 hours from the first fire to normal working pressure of about 220 psig.  Normally, a cold start-up will require from 7 to 12 hours to complete.

Warm start-ups with steam and hot water available can be made in less time, typically 2 to 3 hours, depending on the boiler conditions.

Page 2 of 5

