August 23, 1999
CERTIFIED MAIL #Z 459 522 839

RETURN RECEIPT REQUESTED
Jose F. Alvarez

Vice President Planning and Plant Operations

Sugar Cane Growers Cooperative of Florida

Post Office Box 666

Belle Glade, Florida 33430-0666

Re:
Palm Beach County - AP

DRAFT Title V Permit No.: 0990026-002-AV


Glades Sugar House

EMA - Everglades Agricultural Area

Dear Mr. Alvarez:

One copy of the DRAFT Title V Air Operation Permit for the Glades Sugar House located at West Sugar House Road, One-half mile North of Airport Road, Belle Glade, Palm Beach County, is enclosed.  The permitting authority's “INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” and the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” are also included.


The “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT” must be published as soon as possible upon receipt of this letter.  Proof of publication, i.e., newspaper affidavit, must be provided to the permitting authority’s office within 7 (seven) days of publication.  Failure to publish the notice and provide proof of publication within the allotted time may result in the denial of the permit.

Please submit any written comments you wish to have considered concerning the permitting authority's proposed action to Philip A. Barbaccia, Air Program Administrator, at the above letterhead address.  If you have any other questions, please contact Arthur Lyall at (941) 332-6975.

Sincerely,

Margaret F. Highsmith

Director of

District Management

MFH/AEL/jw

Enclosures

In the Matter of an

Application for Permit by:

Sugar Cane Growers Cooperative of Florida
DRAFT Permit No.:0990026-002 -AV

Airport Road, P.O. Box 666
Glades Sugar House


Belle Glade, Florida 33430-0666
Palm Beach County

INTENT TO ISSUE TITLE V AIR OPERATION PERMIT

The Department of Environmental Protection (permitting authority) gives notice of its intent to issue a Title V air operation permit (copy of DRAFT Permit attached) for the Title V source detailed in the application specified above, for the reasons stated below.

The applicant, Sugar Cane Growers Cooperative of Florida, applied on July 17, 1996, to the permitting authority for a Title V air operation permit for the Glades Sugar House located at West Sugar House Road, One-half mile North of Airport Road, Belle Glade, Palm Beach County.


The permitting authority has permitting jurisdiction under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  This source is not exempt from Title V permitting procedures.  The permitting authority has determined that a Title V air operation permit is required to commence or continue operations at the described facility.


The permitting authority intends to issue this Title V air operation permit based on the belief that reasonable assurances have been provided to indicate that operation of the source will not adversely impact air quality, and the source will comply with all appropriate provisions of Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-256, 62-257, 62-281, 62-296, and 62-297, F.A.C.


Pursuant to Sections 403.815 and 403.087, F.S., and Rules 62-110.106 and 62-210.350(3), F.A.C., you (the applicant) are required to publish at your own expense the enclosed “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT.”  The notice shall be published one time only as soon as possible in the legal advertisement section of a newspaper of general circulation in the area affected.  For the purpose of these rules, "publication in a newspaper of general circulation in the area affected" means publication in a newspaper meeting the requirements of Sections 50.011 and 50.031, F.S., in the county where the activity is to take place.  Where there is more than one newspaper of general circulation in the county, the newspaper used must be one with significant circulation in the area that may be affected by the permit.  If you are uncertain that a newspaper meets these requirements, please contact the permitting authority at the address or telephone number listed below.  The applicant shall provide proof of publication to the permitting authority’s office, Florida Department of Environmental Protection, Post Office Box 2549, Fort Myers, Florida 33902-2549 (Telephone: 941/332-6975; Fax 941/332-6969) within 7 (seven) days of publication.  Failure to publish the notice and provide proof of publication within the allotted time may result in the denial of the permit pursuant to Rule 62-110.106, F.A.C.
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The permitting authority will issue the Title V PROPOSED Permit, and subsequent Title V FINAL Permit, in accordance with the conditions of the attached Title V DRAFT Permit unless a response received in accordance with the following procedures results in a different decision or significant change of terms or conditions.


The permitting authority will accept written comments concerning the proposed permit issuance action for a period of 30 (thirty) days from the date of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT.”  Written comments should be provided to the permitting authority office.  Any written comments filed shall be made available for public inspection.  If written comments received result in a significant change in this DRAFT Permit, the permitting authority shall issue a Revised DRAFT Permit and require, if applicable, another Public Notice.


A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the information set forth below and must be filed (received) in the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, Florida 32399-3000, (Telephone: 850/488-9730; Fax: 850/487-4938).  Petitions filed by the permit applicant or any of the parties listed below must be filed within fourteen days of receipt of this notice of intent.  Petitions filed by any persons other than those entitled to written notice under Section 120.60(3), F.S., must be filed within fourteen days of publication of the public notice or within fourteen days of receipt of this notice of intent, whichever occurs first.  Under Section 120.60(3), F.S., however, any person who asked the permitting authority for notice of agency action may file a petition within fourteen days of receipt of that notice, regardless of the date of publication.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.


A petition that disputes the material facts on which the permitting authority’s action is based must contain the following information:


(a) The name and address of each agency affected and each agency’s file or identification number, if known;


(b) The name, address, and telephone number of the petitioner; the name, address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination;


(c) A statement of how and when each petitioner received notice of the agency action or proposed action;


(d) A statement of all disputed issues of material fact.  If there are none, the petition must so indicate;
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(e) A concise statement of the ultimate facts alleged, as well as the rules and statutes which entitle the petitioner to relief;


(f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action; and,

(g)  A statement of the relief sought by the petitioner, stating precisely the action petitioner wishes the agency to take with respect to the agency’s proposed action.


A petition that does not dispute the material facts upon which the permitting authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.


Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the permitting authority’s final action may be different from the position taken by it in this notice of intent.  Persons whose substantial interests will be affected by any such final decision of the permitting authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above. 
Mediation will not be available in this proceeding.


In addition to the above, a person subject to regulation has a right to apply to the Department of Environmental Protection for a variance from or waiver of the requirements of particular rules, on certain conditions, under Section 120.542, F.S.  The relief provided by this state statute applies only to state rules, not statutes, and not to any federal regulatory requirements.  Applying for a variance or waiver does not substitute or extend the time for filing a petition for an administrative hearing or exercising any other right that a person may have in relation to the action proposed in this notice of intent.


The application for a variance or waiver is made by filing a petition with the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station #35, Tallahassee, Florida 32399-3000.  The petition must specify the following information:


(a) The name, address, and telephone number of the petitioner;


(b) The name, address, and telephone number of the attorney or qualified representative of the petitioner, if any;


(c) Each rule or portion of a rule from which a variance or waiver is requested;


(d) The citation to the statute underlying (implemented by) the rule identified in (c) above;


(e) The type of action requested;


(f) The specific facts that would justify a variance or waiver for the petitioner;


(g) The reason why the variance or waiver would serve the purposes of the underlying statute (implemented by the rule); and,


(h) A statement whether the variance or waiver is permanent or temporary and, if temporary, a statement of the dates showing the duration of the variance or waiver requested.


The Department will grant a variance or waiver when the petition demonstrates both that the application of the rule would create a substantial hardship or violate principles of fairness, as each of those terms is defined in Section 120.542(2), F.S., and that the purpose of the underlying statute will be or has been achieved by other means by the petitioner.
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Persons subject to regulation pursuant to any federally delegated or approved air program should be aware that Florida is specifically not authorized to issue variances or waivers from any requirements of any such federally delegated or approved program.  The requirements of the program remain fully enforceable by the Administrator of the United States Environmental Protection Agency and by any person under the Clean Air Act unless and until the Administrator separately approves any variance or waiver in accordance with the procedures of the federal program.


Finally, pursuant to 42 United States Code (U.S.C.) Section 7661d(b)(2), any person may petition the Administrator of the EPA within 60 (sixty) days of the expiration of the Administrator's 45 (forty-five) day review period as established at 42 U.S.C. Section 7661d(b)(1), to object to issuance of any permit.  Any petition shall be based only on objections to the permit that were raised with reasonable specificity during the 30 (thirty) day public comment period provided in this notice, unless the petitioner demonstrates to the Administrator of the EPA that it was impracticable to raise such objections within the comment period or unless the grounds for such objection arose after the comment period.  Filing of a petition with the Administrator of the EPA does not stay the effective date of any permit properly issued pursuant to the provisions of Chapter 62-213, F.A.C.  Petitions filed with the Administrator of EPA must meet the requirements of 42 U.S.C. Section 7661d(b)(2) and must be filed with the Administrator of the EPA at: U.S. EPA, 401 M Street, S.W., Washington, D.C.  20460.


Executed in Fort Myers, Florida.


STATE  OF FLORIDA DEPARTMENT


OF ENVIRONMENTAL PROTECTION


 DRAFT


Margaret F. Highsmith


Director of 


District Management

MFH/AEL/jw
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CERTIFICATE OF SERVICE
      The undersigned duly designated deputy agency clerk hereby certifies that this INTENT TO ISSUE TITLE V AIR OPERATION PERMIT (including the PUBLIC NOTICE and the DRAFT permit) and all copies were sent by certified mail before the close of business on ___________________ to the person(s) listed:

Jose F. Alvarez, V.P. Planning & Plant Operations, Sugar Cane Growers Cooperative of Florida

      In addition, the undersigned duly designated deputy agency clerk hereby certifies that copies of this INTENT TO ISSUE TITLE V AIR OPERATION PERMIT (including the PUBLIC NOTICE and the DRAFT permit) were sent by U.S. mail on the same date to the person(s) listed or as otherwise noted:

Jose F. Alvarez, P.E.

Mr. Gregg Worley, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)
Ms. Gracy Danois, U.S. EPA, Region 4 (INTERNET E-mail Memorandum)

Scott Sheplak Bureau of Air Regulation (INTERNET E-mail Memorandum)

Clerk Stamp

FILING AND ACKNOWLEDGMENT FILED, on  this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency Clerk, receipt of which is hereby acknowledged.

______________________________  __________

(Clerk)                               
Date)

PUBLIC NOTICE OF INTENT TO ISSUE TITLE V AIR OPERATION PERMIT
STATE OF FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION
Title V DRAFT Permit No.: 0990026-002-AV

Sugar Cane Growers Cooperative of Florida

Glades Sugar House

Palm Beach County


The State of Florida Department of Environmental Protection (permitting authority) gives notice of its intent to issue a Title V air operation permit to Sugar Cane Growers Cooperative of Florida for the Glades Sugar House located at West Sugar House Road, One-half mile North of Airport Road, Belle Glade, Palm Beach County.  The applicant’s name and address are: 

Sugar Cane Growers Cooperative of Florida, Glades Sugar House, Airport Road, P.O. Box 666

Belle Glade, Florida 33430-0666, and the Responsible Official is Jose F. Alvarez, V.P. Planning and  Operations at the same address.


The permitting authority will issue the Title V PROPOSED Permit, and subsequent Title V FINAL Permit, in accordance with the conditions of the Title V DRAFT Permit unless a response received in accordance with the following procedures results in a different decision or significant change of terms or conditions.


The permitting authority will accept written comments concerning the proposed Title V DRAFT Permit issuance action for a period of 30 (thirty) days from the date of publication of this Notice.  Written comments should be provided to the permitting authority’s office Department of Environmental Protection, Post Office Box 2549, Fort Myers, Florida 33902-2549.  Any written comments filed shall be made available for public inspection.  If written comments received result in a significant change in this DRAFT Permit, the permitting authority shall issue a Revised DRAFT Permit and require, if applicable, another Public Notice.


A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57 of the Florida Statutes (F.S.).  The petition must contain the information set forth below and must be filed (received) in the Office of General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station 35, Tallahassee, Florida 32399-3000, (Telephone: 850/488-9730; Fax: 850/487-4938).  Petitions filed by any persons other than those entitled to written notice under Section 120.60(3), F.S., must be filed within fourteen days of publication of the public notice or within fourteen days of receipt of the notice of intent, whichever occurs first.  Under Section 120.60(3), F.S., however, any person who asked the permitting authority for notice of agency action may file a petition within fourteen days of receipt of that notice, regardless of the date of publication.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the applicable time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205 of the Florida Administrative Code (F.A.C.).


A petition that disputes the material facts on which the permitting authority’s action is based must contain the following information:


(a) The name and address of each agency affected and each agency’s file or identification number, if known;


(b) The name, address and telephone number of the petitioner; name address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how petitioner’s substantial rights will be affected by the agency determination;


(c) A statement of how and when the petitioner received notice of the agency action or proposed action;


(d) A statement of all disputed issues of material fact. If there are none, the petition must so state;


(e) A concise statement of the ultimate facts alleged, as well as the rules and statutes which entitle petitioner to relief;


(f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action; and,

(g)  A statement of the relief sought by the petitioner, stating precisely the action petitioner wishes the agency to take with respect to the agency’s proposed action.


A petition that does not dispute the material facts upon which the permitting authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.


Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the permitting authority’s final action may be different from the position taken by it in this notice of intent.  Persons whose substantial interests will be affected by any such final decision of the permitting authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.


Mediation is not available for this proceeding.


In addition to the above, pursuant to 42 United States Code (U.S.C.) Section 7661d(b)(2), any person may petition the Administrator of the EPA within 60 (sixty) days of the expiration of the Administrator's 45 (forty-five) day review period as established at 42 U.S.C. Section 7661d(b)(1), to object to issuance of any permit.  Any petition shall be based only on objections to the permit that were raised with reasonable specificity during the 30 (thirty) day public comment period provided in this notice, unless the petitioner demonstrates to the Administrator of the EPA that it was impracticable to raise such objections within the comment period or unless the grounds for such objection arose after the comment period.  Filing of a petition with the Administrator of the EPA does not stay the effective date of any permit properly issued pursuant to the provisions of Chapter 62-213, F.A.C.  Petitions filed with the Administrator of EPA must meet the requirements of 42 U.S.C. Section 7661d(b)(2) and must be filed with the Administrator of the EPA at: U.S. EPA, 401 M Street, S.W., Washington, D.C.  20460.


A complete project file is available for public inspection during normal business hours, 8:00 a.m. to 5:00 p.m., Monday through Friday, except legal holidays, at:

Permitting Authority:
State of Florida Department of Environmental Protection

2295 Victoria Avenue, Suite 364W

Fort Myers, Florida 33901-3881

Telephone: (941) 332-6975

Fax: (941) 332-6969


The complete project file includes the DRAFT Permit, the application, and the information submitted by the responsible official, exclusive of confidential records under Section 403.111, F.S.  Interested persons may contact Jerry R. Smith, P.E., at the above address, or call 941/332-6975, for additional information.

Sugar Cane Growers Cooperative of Florida

Glades Sugar House

Facility ID No.:  0990026

Palm Beach County

Initial Title V Air Operation Permit

DRAFT Permit No.: 0990026-002-AV

Permitting Authority:
State of Florida, Department of Environmental Protection

South District

Division of Air Resources Management

Post Office Box 2549

Fort Myers, Florida 33902

Telephone 941/332-6975

Fax: 941/332-6969

Drafted on August 23, 1999

Initial Title V Air Operation Permit

DRAFT Permit No.: 0990026-002-AV
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Permittee:
 



DRAFT Permit No.:  0990026-002-AV

Sugar Cane Growers Cooperative

Facility ID No.:  0990026

of Florida




SIC Nos.:  20, 2061







Project: Initial Title V Air Operation Permit

This permit is for the operation of the Glades Sugar House.  This facility is located at West Sugar House Road, one-half mile North of Airport Road, Belle Glades, Palm Beach County; UTM Coordinates:  Zone 17, 534.90 km East and 2953.30 km North; Latitude:  26( 42’ 06” North and Longitude:  80( 38’ 57” West.

Statement of Basis:  This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210, and 62-213.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

Referenced attachments made a part of this permit:
Appendix U-1, List of Unregulated Emissions Units and/or Activities

Appendix I-1, List of Insignificant Emissions Units and/or Activities 

APPENDIX TV-3, TITLE V CONDITIONS version dated 04/30/99

APPENDIX SS-1, STACK SAMPLING FACILITIES version dated  10/07/96







Effective Date:   







Renewal Application Due Date:  



Expiration Date:   

 

STATE OF FLORIDA DEPARTMENT



OF ENVIRONMENTAL PROTECTION



DRAFT





Margaret F. Highsmith


Director of 


District Management



Post Office Box 2549



Fort Myers, Florida 33902-2549



(941) 332-6975


Section I.  Facility Information.
Subsection A.  Facility Description.
This facility consists of  Sugar Mill and Boiling House where sugar cane is pressed, the raw juice is clarified, and then crystallized, and centrifuged.  Steam for this operation is furnished by 6 bagasse fueled boilers.  These boilers also fire No. 6 residual fuel oil as supplementary fuel, and bagasse residue form a furfural processing facility adjacent to the mill. There are two painting facilities.

Also included in this permit are miscellaneous unregulated/insignificant emissions units and/or activities.
Based on the initial Title V permit application received June 17, 1996, this facility is a major source of hazardous air pollutants (HAPs).
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U.  ID No.
Brief Description

-001
Boiler No. 1

-002
Boiler No. 2

-003
Boiler No. 3

-004
Boiler No. 4

-005
Boiler No. 5

-006
Boiler No. 8

Unregulated Emissions Units and/or Activities

-007
Paint Spray Booth

-008
North and South Paint Booths

-009
Sugar Mill and Boiling House

Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Changes

These documents are on file with permitting authority:
Initial Title V Permit Application received June 17, 1996

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  
APPENDIX TV-3, TITLE V CONDITIONS, is a part of this permit.

{Permitting note:  APPENDIX TV-3, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.}

2.  
[Not federally enforceable.]  General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited.   No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.

[Rule 62-296.320(2), F.A.C.]

3.  
General Particulate Emission Limiting Standards.  General Visible Emissions Standard.
Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA).
a.  The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable ; and

b.  The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C. 

[40 CFR 68]

Any required written reports, notifications, certifications, and data required to be sent to the DCA, should be sent to:

Department of Community Affairs

Division of Emergency Management

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2100

Telephone:  850/413-9921, Fax:  850/488-1739

Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:


RMP Reporting Center

Post Office Box 3346

Merrifield, VA  22116-3346

Telephone:  703/816-4434 

Any required reports to be sent to the National Response Center, should be sent to:

National Response Center

EPA Office of Solid Waste and Emergency Response

USEPA (5305 W)

401 M Street, SW

Washington, D.C.  20460

Telephone:  1/800/424-8802

Send the required annual registration fee using approved forms made payable to:

Cashier

Department of Community Affairs

State Emergency Response Commission

2555 Shumard Oak Boulevard

Tallahassee, FL  32399-2149

[Part IV, Chapter 252, F.S. and Rule 9G-21, F.A.C.]

5.  
Unregulated Emissions Units and/or Activities.  Appendix U-1, List of Unregulated Emissions Units and/or Activities, is a part of this permit.

[Rule 62-213.440(1), F.A.C.]

6.  
Insignificant Emissions Units and/or Activities.  Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

7. 
[Not federally enforceable.]  General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. [insert any required systems]

[Rule 62-296.320(1)(a), F.A.C.; Proposed by applicant in the initial Title V permit application received [June 17, 1996]

8.  
[Not federally enforceable.]  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include:  Visible emissions from the bagasse handling pile shall not exceed 10% opacity over any 6 minute period as measured by EPA Reference Method 9.

[AC50-42476/PSD-FL-077]

{Note:  This condition implements the requirements of Rules 62-296.320(4)(c)1., 3., & 4. F.A.C. (condition 58. of APPENDIX TV-3, TITLE V CONDITIONS.}”

9.  
When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

10. The permittee shall submit all compliance related notifications and reports required of this permit to the South District office.

Department of Environmental Protection

South District

2295 Victoria Avenue, Suite 364

Fort Myers, Florida 33901

Telephone: 941/332-6975

Fax: 941/332-6969

11. Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency

Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303

Telephone:  404/562-9155, Fax:  404/562-9164

Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-001
Boiler No. 1

Boiler No. 1 is a traveling grate boiler fired with biomass (bagasse and residue) and fuel oil. It has a design capacity of 120,000 pounds per hour of steam.

Particulate emissions are controlled by a Multiclone Dust Collector followed by 2 parallel  Joy  Turbulaire Type D, Size 40D impingement wet scrubbers.

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62-296.700, F.A.C. (Reasonably Available Control Technology for PM); Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
A.1.   Permitted Capacity.  The steam production shall not exceed 175,000 pounds per hour at 400 psig and 585ºF.  Maximum heat input for bagasse is 334 MMBtu per hour , for residue is 297.36 MMBtu per hour, and for No. 6 residual oil is 229.52 MMBtu per hour.  Used oil can be fired at a rate not to exceed 6.04 MMBtu per hour.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2044A dated 2/10/75]

A.2.  Methods of Operation -  Boiler No. 1 is fired with residue, bagasse, and fuel oil, although at the present time there is no residue available. 

[Rule 62-213.410, F.A.C.]

A.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 7296  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

A.4.  Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

[Rule 62‑296.410(2)(b)1., F.A.C.]


Emission Limitations and Standards
A.5. Particulate Matter -  0.25 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

A.6. Volatile Organic Compounds (VOC) - 
Emissions of VOC from boiler No. 1 shall not exceed 1.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

A.7.1. Nitrogen Oxides (NOx) - 
Emissions of NOx from boiler No. 1 shall not exceed 0.45 pounds per million Btu heat input while burning bagasse.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

A.7.2. Nitrogen Oxides (NOx) - 
Emissions of NOx from boiler No. 1 shall not exceed 0.65 pounds per million Btu heat input while burning residue.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

A.7.3. Nitrogen Oxides (NOx) - 
Emissions of NOx from boiler No. 1 shall not exceed 0.50 pounds per million Btu heat input while burning No. 6 fuel oil.

[Rule 62-296.570(4)(b)9, F.A.C.  (RACT)]

A.8.1.  Sulfur Dioxide (SO2) - Total SO2 emissions from all operating boilers shall not exceed 14 tons per day.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

A.8.2.  Sulfur Dioxide (SO2) - Boiler No. 1 is permitted to burn No.6 (residual) fuel oil with a maximum sulfur content of 2.4% by weight. 

[Construction permit AC50-2044A dated 2/10/75]

Test Methods and Procedures
A.9.1. All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]

Test Methods and Procedures
A.9.2.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

A.9.3.   For this facility, compliance with fuel oil sulfur limits may be determined based on a certification from the fuel supplier. 

[Rule 62-297.310(7)(c), F.A.C. and 40 CFR 60.42c(h)]

and

Fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

[40 CFR 60.48c(f)]

A.9.4. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7, and 7E, described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

A.9.5.  Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

A.9.6.
Thermal efficiency test, using the ASME short-form procedure, shall be performed prior to renewing the operation permit (every 5 years).  A current copy of the test report must be included with the application for renewal of the operation permit.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

Recordkeeping and Reporting Requirements
A.10.1.
In order to document continuing compliance with Specific Conditions A.1., A.5., A.7.3., A.8.1., and  A.8.2.,  records of the percent sulfur content of all fuel burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC502044A dated 2/10/75]

Recordkeeping and Reporting Requirements
A.10.2.  A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Conditions No. A.5., A.6., and A.7. (et. seq)
A.10.3.
In order to document continuing compliance with Specific Condition No. A.11.1., and A.11.2., records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2044A dated 2/10/75

Reasonable Assurances
A.11.1 The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2044A dated 2/10/75]
A.11.2.
The scrubber shall be operated at a one hour average pressure drop that is at least 90 percent of the average pressure drop existing during the last particulate compliance test. 

[Rules 62-213.400(l)(b), F.A.C.]

A.11.3.
The short term (5-minute average) pressure drop of the scrubber must never be less than 75 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

A.12.  This emissions unit is also subject to Specific Conditions G.1. through G.5.4. contained in Subsection G. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection B.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-002
Boiler No. 2

Boiler No. 2 is a traveling grate boiler fired with biomass (bagasse and residue) and fuel oil. It has a design capacity of 120,000 pounds per hour of steam.

Particulate emissions are controlled by a Multiclone Dust Collector followed by 2 parallel  Joy  Turbulaire Type D, Size 40D impingement wet scrubbers.

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62-296.700, F.A.C. (Reasonably Available Control Technology for PM); Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
B.1.   Permitted Capacity.  The steam production shall not exceed 175,000 pounds per hour at 400 psig and 585ºF.  Maximum heat input for bagasse is 334 MMBtu per hour , for residue is 297.36 MMBtu per hour, and for No. 6 residual oil is 229.52 MMBtu per hour.  Used oil can be fired at a rate not to exceed 6.04 MMBtu per hour.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2045A dated 2/10/75]

B.2.  Methods of Operation -  Boiler No. 2 is fired with residue, bagasse, and fuel oil, although at the present time there is no residue available. 

[Rule 62-213.410, F.A.C.]

B.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 7296  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
B.4.  Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

[Rule 62‑296.410(2)(b)1., F.A.C.]


B.5. Particulate Matter -  0.25 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

B.6. Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 2 shall not exceed 1.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

B.7.1. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 2 shall not exceed 0.45 pounds per million Btu heat input while burning bagasse.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

B.7.2. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 2 shall not exceed 0.65 pounds per million Btu heat input while burning residue.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

B.7.3. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 2 shall not exceed 0.50 pounds per million Btu heat input while burning No. 6 fuel oil.

[Rule 62-296.570(4)(b)9, F.A.C.  (RACT)]

B.8.1.  Sulfur Dioxide (SO2) - Total SO2 emissions from all operating boilers shall not exceed 14 tons per day.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

B.8.2.  Sulfur Dioxide (SO2) - Boiler No. 2 is permitted to burn No.6 (residual) fuel oil with a maximum sulfur content of 2.4% by weight. 

[Construction permit AC50-2045A dated 2/10/75]

Test Methods and Procedures
B.9.1. All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

Test Methods and Procedures
c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]

Test Methods and Procedures
B.9.2.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401 (1 through 5), F.A.C.]

B.9.3.   For this facility, compliance with fuel oil sulfur limits may be determined based on a certification from the fuel supplier. 

[Rule 62-297.310(7)(c), F.A.C. and 40 CFR 60.42c(h)]

and

Fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

[40 CFR 60.48c(f)]

B.9.4. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7, and 7E, described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

B.9.5.  Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

B.9.6.
Thermal efficiency test, using the ASME short-form procedure, shall be performed prior to renewing the operation permit (every 5 years).  A current copy of the test report must be included with the application for renewal of the operation permit.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

Recordkeeping and Reporting Requirements
B.10.1.
  In order to document continuing compliance with Specific Conditions No. B.1., B.7.3., B.8.1., and No. B.8.2, records of the percent sulfur content of all fuel burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC502051A dated 2/10/75]

B.10.2.   A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Conditions No. B.5, B.6, and B.7. (et seq)

B.10.3.
In order to document continuing compliance with Specific Condition No. B.11.1. and B.11.2., records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2051A dated 2/10/75]
Reasonable Assurances
B.11.1 The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2045a dated  2/10/75]

B.11.2.
The scrubber shall be operated at a one hour average pressure drop that is at least 90 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

B.11.3.
The short term (5-minute average) pressure drop of the scrubber must never be less than 75 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

B.12.  This emissions unit is also subject to Specific Conditions G.1. through G.5.4. contained in Subsection G. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection C.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-003
Boiler No. 3

Boiler No. 3 is a dumping pit boiler fired with biomass (bagasse and residue) and fuel oil. It has a design capacity of 100,000 pounds per hour of steam.

Particulate emissions are controlled by a Multiclone Dust Collector followed by 2 parallel  Joy  Turbulaire Type D, Size 64D impingement wet scrubbers.

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62-296.700, F.A.C. (Reasonably Available Control Technology for PM); Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
C.1.  Permitted Capacity.  The steam production shall not exceed 120,000 pounds per hour at 400 psig and 585ºF.  Maximum heat input for residue is 203.4 MMBtu per hour and for No. 6 residual oil is 166.1 MMBtu per hour.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2045A dated 2/10/75]

C.2.  Methods of Operation -  Boiler No. 3 is fired with residue, bagasse, and fuel oil, although at the present time there is no residue available. Maximum heat input is 228.64 MMBtu/hr, and the maximum steam production rate is 125,000 lb/hr at 400 psig and 585ºF. 

[Rule 62-213.410, F.A.C.]

C.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 7296  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
C.4.  Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

[Rule 62‑296.410(2)(b)1., F.A.C.]


C.5. Particulate Matter -  0.25 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

C.6. Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 3 shall not exceed 1.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

C.7.1. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 3 shall not exceed 0.45 pounds per million Btu heat input while burning bagasse.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

C.7.2. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 3 shall not exceed 0.65 pounds per million Btu heat input while burning residue.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

C.7.3. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 3 shall not exceed 0.50 pounds per million Btu heat input while burning No. 6 fuel oil.

[Rule 62-296.570(4)(b)9, F.A.C.  (RACT)]

C.8.1.  Sulfur Dioxide (SO2) - Total SO2 emissions from all operating boilers shall not exceed 14 tons per day.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

C.8.2.  Sulfur Dioxide (SO2) - Boiler No. 3 is permitted to burn No.6 (residual) fuel oil with a maximum sulfur content of 2.4% by weight. 

[Construction permit AC50-2045A dated 2/10/75]

Test Methods and Procedures
C.9.1. All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

 [Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]

C.9.2.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

C.9.3.   For this facility, compliance with fuel oil sulfur limits may be determined based on a certification from the fuel supplier. 

[Rule 62-297.310(7)(c), F.A.C. and 40 CFR 60.42c(h)]

and

Fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

[40 CFR 60.48c(f)]

C.9.4. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7, and 7E, described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

C.9.5.  Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

C.9.6.
Thermal efficiency test, using the ASME short-form procedure, shall be performed prior to renewing the operation permit (every 5 years).  A current copy of the test report must be included with the application for renewal of the operation permit.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

Recordkeeping and Reporting Requirements
C.10.1.
In order to document continuing compliance with Specific Conditions No. C.1., C.7.3., C.8.1.,  and C.8.2.,  records of the percent sulfur content of all fuel burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC502046A dated 2/10/75]
C.10.2.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Sections C.5., C.6., and C.7. (et. seq).
C.10.3.
In order to document continuing compliance with Specific Condition No. C.11.1., and C.11.2.,  records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2046A dated 2/10/75]
Reasonable Assurances
C.11.1 The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2046A dated 2/10/75]
C.11.2.
The scrubber shall be operated at a one hour average pressure drop that is at least 90 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

C.11.3.
The short term (5-minute average) pressure drop of the scrubber must never be less than 75 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

C.12.  This emissions unit is also subject to Specific Conditions G.1. through G.5.4. contained in Subsection G. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection D.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-004
Boiler No. 4

Boiler No. 4 is a traveling grate  boiler fired with biomass (bagasse and residue) and fuel oil. It has a design capacity of 240,000 pounds per hour of steam.

Particulate emissions are controlled by a Multiclone Dust Collector followed by 3 parallel  Joy  Turbulaire Type D, Size 56D impingement wet scrubbers.

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62-296.700, F.A.C. (Reasonably Available Control Technology for PM); Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
D.1.   Permitted Capacity.  The steam production shall not exceed 300,000 pounds per hour at 400 psig and 585ºF.  Maximum heat input for bagasse is 571.68 MMBtu per hour , for residue is 503.03 MMBtu per hour, and for No. 6 residual oil is 392.85 MMBtu per hour.  Used oil can be fired at a rate not to exceed 6.04 MMBtu per hour.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2334 dated 10/14/74]

D.2.  Methods of Operation -  Boiler No. 4 is fired with residue, bagasse, and fuel oil, although at the present time there is no residue available. 

[Rule 62-213.410, F.A.C.]

D.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 7296  hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
D.4.  Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

[Rule 62‑296.410(2)(b)1., F.A.C.]


D.5. Particulate Matter -  0.25 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

D.6. Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 4 shall not exceed 1.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

D.7.1. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 4 shall not exceed 0.45 pounds per million Btu heat input while burning bagasse.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

D.7.2. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No.4 shall not exceed 0.65 pounds per million Btu heat input while burning residue.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

D.7.3. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 4 shall not exceed 0.50 pounds per million Btu heat input while burning No. 6 fuel oil.

[Rule 62-296.570(4)(b)9, F.A.C.  (RACT)]

D.8.1.  Sulfur Dioxide (SO2) - Total SO2 emissions from all operating boilers shall not exceed 14 tons per day.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

D.8.2.  Sulfur Dioxide (SO2) - Boiler No. 4 is permitted to burn No.6 (residual) fuel oil with a maximum sulfur content of 2.4% by weight. 

[Construction Permit AC50-2334 dated 10/14/74]

Test Methods and Procedures
D.9.1. All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]

D.9.2.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

D.9.3.   For this facility, compliance with fuel oil sulfur limits may be determined based on a certification from the fuel supplier. 

[Rule 62-297.310(7)(c), F.A.C. and 40 CFR 60.42c(h)]

and

Fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

[40 CFR 60.48c(f)]

D.9.4. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7, and 7E, described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

D.9.5.  Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

D.9.6.
Thermal efficiency test, using the ASME short-form procedure, shall be performed prior to renewing the operation permit (every 5 years).  A current copy of the test report must be included with the application for renewal of the operation permit.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

Recordkeeping and Reporting Requirements
D.10.1.
In order to document continuing compliance with Specific Conditions No. D.1., D.7.3., D.8.1.,  and D.8.2.,  records of the percent sulfur content of all fuel burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC502046A dated 2/10/75]
D.10.2.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Conditions No. D.5., D.6., and D.7. (et. seq).
D.10.3.
In order to document continuing compliance with Specific Condition No. D.11. (et. seq.), records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2046A dated 2/10/75]
Reasonable Assurances
D.11.1 The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2334 dated 10/14/74]

D.11.2.
The scrubber shall be operated at a one hour average pressure drop that is at least 90 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

D.11.3.
The short term (5-minute average) pressure drop of the scrubber must never be less than 75 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

D.12.  This emissions unit is also subject to Specific Conditions G.1. through G.5.4. contained in Subsection G. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection E.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-005
Boiler No. 5

Boiler No. 5 is a traveling grate boiler fired with biomass (bagasse and residue) and fuel oil. It has a design capacity of 160,000 pounds per hour of steam.

Particulate emissions are controlled by a Multiclone Dust Collector followed by 2 parallel  Joy  Turbulaire Type D; Size 56D impingement wet scrubbers.

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62-296.700, F.A.C. (Reasonably Available Control Technology for PM); Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
E.1.   Permitted Capacity.  The steam production shall not exceed 230,000 pounds per hour at 400 psig and 585ºF.  Maximum heat input for bagasse is 419.2 MMBtu per hour, for residue is 373.14 MMBtu per hour, and for No. 6 residual oil is 305.02 MMBtu per hour.  Used oil can be fired at a rate not to exceed 6.04 MMBtu per hour.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2047A dated 2/10/75] 

E.2.  Methods of Operation -  Boiler No. 5 is fired with residue, bagasse, and fuel oil, although at the present time there is no residue available. 

[Rule 62-213.410, F.A.C.]

E.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 7296 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
E.4.  Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

[Rule 62‑296.410(2)(b)1., F.A.C.]


E.5. Particulate Matter -  0.25 pounds per million Btu of heat input of carbonaceous fuel plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

E.6. Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 5 shall not exceed 1.5 pounds per million Btu heat input.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

E.7.1. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 5 shall not exceed 0.45 pounds per million Btu heat input while burning bagasse.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

E.7.2. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 5 shall not exceed 0.65 pounds per million Btu heat input while burning residue.

[Rule 62-296.570, F.A.C. and RACT determination dated 1/27/96]

E.7.3. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 5 shall not exceed 0.50 pounds per million Btu heat input while burning No. 6 fuel oil.

[Rule 62-296.570(4)(b)9, F.A.C.  (RACT)]

E.8.1.  Sulfur Dioxide (SO2) - Total SO2 emissions from all operating boilers shall not exceed 14 tons per day.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

E.8.2.  Sulfur Dioxide (SO2) - Boiler No. 5 is permitted to burn No.6 (residual) fuel oil with a maximum sulfur content of 2.4% by weight. 

[Construction Permit AC50-2047A dated 2/10/75] 

Test Methods and Procedures
E.9.1. All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]

E.9.2.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

E.9.3.   For this facility, compliance with fuel oil sulfur limits may be determined based on a certification from the fuel supplier. 

[ Rule 62-297.310(7)(c), F.A.C. and 40 CFR 60.42c(h)]

and

Fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

[40 CFR 60.48c(f)]

E.9.4. 
Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7, and 7E, described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

E.9.5.  Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

E.9.6.
Thermal efficiency test, using the ASME short-form procedure, shall be performed prior to renewing the operation permit (every 5 years).  A current copy of the test report must be included with the application for renewal of the operation permit.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

Recordkeeping and Reporting Requirements
E.10.1.
In order to document continuing compliance with Specific Conditions No. E.1., E.7.3., E.8.1.,  and E.8.2.,  records of the percent sulfur content of all fuel burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2047A dated 2/10/75] 

Recordkeeping and Reporting Requirements
E.10.2.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Conditions No. E.5., E.6., and E.7. (et. seq).
E.10.3.
In order to document continuing compliance with Specific Condition No. E.11. (et. seq.), records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2047A dated 2/10/75]
Reasonable Assurances
E.11.1 The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-2047A dated 2/10/75] 

E.11.2.
The scrubber shall be operated at a one hour average pressure drop that is at least 90 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

E.11.3.
The short term (5-minute average) pressure drop of the scrubber must never be less than 75 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

E.12. This emissions unit is also subject to Specific Conditions G.1. through G.5.4. contained in Subsection G. Common Conditions.
Section III.  Emissions Unit(s) and Conditions.

Subsection F.  This section addresses the following emissions unit(s).

E.U.  ID No.
Brief Description

-006
Boiler No. 8

Boiler No. 8 is a traveling grate boiler fired with biomass (bagasse and residue) and fuel oil. It has a design capacity of 264,000 pounds per hour of steam.

Particulate emissions are controlled by a Multiclone Dust Collector followed by 2 parallel  Joy  Turbulaire Type D; Size 40D impingement wet scrubbers.

{Permitting note(s): This emission unit is regulated under Rule 62-210.200, F.A.C.  (Potential to Emit); Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)); Rule 62-212.400(6), F.A.C., (Best Available Control Technology (BACT)); Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring); Rule 62-296.570, F.A.C. (Reasonably Available Control Technology for NOx and VOC; Rule 62-296.700, F.A.C. (Reasonably Available Control Technology for PM); Rule 62‑296.410, F.A.C. (Carbonaceous Fuel Burning Equipment.)}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
F.1.   Permitted Capacity.  The steam production shall not exceed 264,000 pounds per hour at 400 psig and 585ºF.  Maximum heat input for bagasse is 504 MMBtu per hour, for residue is 443.5 MMBtu per hour, and for No. 6 residual oil is 250.0 MMBtu per hour.  Used oil can be fired at a rate not to exceed 6.04 MMBtu per hour.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C. and Construction Permit AC50-2047A dated 2/10/75] 

F.2.  Methods of Operation -  Boiler No. 8 is fired with residue, bagasse, and fuel oil, although at the present time there is no residue available. 

[Rule 62-213.410, F.A.C.]

F.3.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 7296 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emission Limitations and Standards
F.4.  Visible Emissions - Number 1.5 on the Ringelmann Chart (30 percent opacity) except that a density of Ringelmann Number 2 (40 percent opacity) is permissible for not more than two minutes in any one hour.

[Rule 62‑296.410(2)(b)1., F.A.C.]


F.5. Particulate Matter -  Emissions shall not exceed  0.15 pounds per million Btu of heat input of carbonaceous fuel (75.6 pounds per hour) plus 0.1 pounds per million Btu heat input of fossil fuel.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)), Rule 62-212.400(6), F.A.C., (BACT),  and AC50-42476\PSD-FL-077 dated 11/28/81]

F.6. Volatile Organic Compounds (VOC) - 
Emissions of VOC from Boiler No. 8 shall not exceed 0.28 pounds per million Btu heat input.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)), Rule 62-212.400(6), F.A.C., (BACT),  and AC50-42476\PSD-FL-077 dated 11/28/81]

F.7.1. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 8 shall not exceed 123 pounds per hour.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)), Rule 62-212.400(6), F.A.C., (BACT),  and AC50-42476\PSD-FL-077 dated 11/28/81]

F.7.2. Nitrogen Oxides (NOx) - 
Emissions of NOx from Boiler No. 8 shall not exceed 0.50 pounds per million Btu heat input while burning No. 6 fuel oil.

[Rule 62-296.570(4)(b)9, F.A.C.  (RACT), Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)), Rule 62-212.400(6), F.A.C., (BACT),  and AC50-42476\PSD-FL-077 dated 11/28/81]

F.8.1.  Sulfur Dioxide (SO2) - Total SO2 emissions from all operating boilers shall not exceed 14 tons per day. Maximum SO2 emissions from boiler No. 8 shall not exceed 328 pounds per hour while burning fuel oil at a maximum heat input of 250MMBtu per hour.

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

F.8.2.  Sulfur Dioxide (SO2) - Boiler No. 8 is permitted to burn No.6 (residual) fuel oil with a maximum sulfur content of  1.0% by weight. 

[Rule 62-212.400, F.A.C., (Prevention of Significant Deterioration (PSD)) and AC50-42476\PSD-FL-077 dated 11/28/81]

F.8.3.   The permittee shall meter daily oil consumption by Unit 8 individually.  The total quantity of fuel oil consumed on a daily basis by Unit 8 shall be replaced by the addition to the system of an equal or greater amount of 1% or less sulfur fuel oil within 72 hours (excluding weekends).  Record shall be retained for five years.  The balance of the oil in the system should not exceed 2.4% sulfur.  For the purpose of simplicity, the fuel purchase scheme above will be in compliance when the total plant wide fuel oil consumption does not exceed 31,500* gallons per day.  In the event that the daily consumption of oil exceeds 31,500 gallons, the permittee must demonstrate compliance with the 14 ton per day limit by providing the amounts of bagasse, residue, and oil combusted, and the sulfur content of the oil for each such day.  The demonstration of compliance shall be based on the same assumptions used to derive the 

threshold oil consumption figure except that the actual sulfur content of the oil for each day shall be substituted for the 1.15%  value.

{*This threshold oil consumption figure is based upon the assumptions that the bagasse, residue and oil sulfur contents are 0.2%, 0.5% and 1.15%, respectively, and also SO2 emissions from bagasse and residue are 40% below the amounts calculated stoichicmetrically and all sulfur in fuel oil is emitted as SO2. If further tests show that the foregoing assumptions are significantly incorrect, the 31,500 gallons per day shall be adjusted accordingly.}

[Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81]

F.9.  Carbon Monoxide (CO) - Emissions shall not exceed 5.5 pounds per million Btu heat input while burning bagasse (assuming a 55% boiler thermal efficiency when burning bagasse) or 2,772 pounds per hour.

[Construction Permit Amendment 0990026-001-AC/PSD-FL-213, dated 6/4/96]

Test Methods and Procedures
F.10.1. All visible emissions tests performed pursuant to the requirements of this permit shall comply with the following provisions:

a. The test method for visible emissions shall be EPA Reference Method 9, incorporated and adopted by reference in Chapter 62‑297, F.A.C.


b. Test procedures shall meet all applicable requirements of Chapter 62‑297, F.A.C.

[Rule 62-296.320(4)(b)4.a., F.A.C.]

c.  The required minimum period of observation for an EPA Reference Method 9 compliance test shall be sixty (60) minutes.  The opacity test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62‑297.310(4) (a) 2., F.A.C.]

F.10.2.
Compliance test for particulate matter emissions shall be determined using EPA Reference Methods 1, 2, 3, 4, and 5, described in 40 CFR 60, Appendix A. Emissions units incorporating a scrubber for control of particulate matter shall use an acetone wash. 

[Rule 62-297.401(1 through 5), F.A.C.]

F.10.3.   For this facility, compliance with fuel oil sulfur limits may be determined based on a certification from the fuel supplier. 

[ Rule 62-297.310(7)(c), F.A.C. and 40 CFR 60.42c(h)]

and

Fuel supplier certification shall include the following information: 


(i)   The name of the oil supplier; and 


(ii)  A statement from the oil supplier listing the actual sulfur content of the oil and the place where the sample was collected.

[40 CFR 60.48c(f)]

F.10.4.  Compliance test for nitrogen oxide emissions shall be determined using EPA Reference Method 7, and 7E, described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

F.10.5.  Compliance test for volatile organic compounds emissions shall be determined using EPA Reference Methods 25, or 25A, modified to incorporate a dilution system as approved by the Department under the provisions of Rule 62-297.620, F.A.C.  If EPA Method 25A is employed, EPA Reference Method 18 may be used to quantify and subtract the methane fraction in the exhaust gases. Methods 25, 25A and 18 are described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C.,  Rule 62-296.570, F.A.C., and RACT determination dated 1/27/96]

F.10.6.
Thermal efficiency test, using the ASME short-form procedure, shall be performed prior to renewing the operation permit (every 5 years).  A current copy of the test report must be included with the application for renewal of the operation permit.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

F.10.7. Compliance test for carbon monoxide emissions shall be determined using EPA Reference Method 10, described in 40 CFR 60, Appendix A.

[Rule 62-297.401(7), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

Recordkeeping and Reporting Requirements
F.11.1.
In order to document continuing compliance with Specific Conditions No. F.1., F.7.2., F.8.2.,  and F.8.3.,  records of the percent sulfur content of all fuel burned and the quantities of fuel burned shall be kept.  The basis of these records of sulfur content shall be either as-shipped analyses from the vendor, or in the case of on-site blending, analyses of a fuel sample from the fuel storage tank(s) each time a shipment of fuel is received.  These records shall be kept for a period of 5 years and shall be available to the department upon request.

[ Rules 62-4.070(3), F.A.C., Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

F.11.2.
A record shall be kept of the steam flow from the boiler to determine the heat input for the purpose of compliance with the emission limits in Specific Conditions No. F.5., F.6., F.7.2., F.8.1., and F.9.
F.11.3.
In order to document continuing compliance with Specific Condition No. F.12. (et. seq.), records shall be kept of the total pressure drop, and inlet water pressure of the scrubber system.  These records shall be kept for 5 years for the Department's inspection.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

Reasonable Assurances
F.12.1 The scrubber control system shall be equipped with instrumentation to monitor total pressure drop and inlet water pressure.  Such instrumentation shall be properly maintained so as to be functional at all times.  Readings shall be logged every 8 hours while the boiler is in operation.

[Rule 62-213.440(l)(b), F.A.C., and Construction Permit AC50-42476\PSD-FL-077 dated 11/28/81] 

F.12.2.
The scrubber shall be operated at a one hour average pressure drop that is at least 90 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

F.12.3.
The short term (5-minute average) pressure drop of the scrubber must never be less than 75 percent of the average pressure drop existing during the last particulate compliance test. [Rules 62-213.400(l)(b), F.A.C.]

F.13. This emissions unit is also subject to Specific Conditions G.1. through G.5.4. contained in Subsection G. Common Conditions.
Subsection G.  Common Conditions.

E.U.  ID No.
Brief Description

-001
Boiler No. 1

-002
Boiler No. 2

-003
Boiler No. 3

-004
Boiler No. 4

-005
Boiler No. 5

-006
Boiler No. 8

The following conditions apply to the emissions unit(s) listed above:

G.1.  Circumventionxe "62‑210.650
Circumvention":  - No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.

[Rule 62‑210.650, F.A.C.]


G.2. Fuel Oil Analysis

G.2.1.  Distillate oil means fuel oil that complies with the specifications for fuel oil numbers 1 or 2, as defined by the American Society for Testing and Materials in ASTM D396-78, ``Standard Specification for Fuel Oils'' (incorporated by reference--see Sec. 60.17). Sec. 60.41c Definitions.

G.2.2.  Residual oil means crude oil, fuel oil that does not comply with the specifications under the definition of distillate oil, and all fuel oil numbers 4, 5, and 6, as defined by the American Society for Testing and Materials in ASTM D396-78, ``Standard Specification for Fuel Oils'' (incorporated by reference--see Sec. 60.17).

G.2.3.  Sulfur The sulfur content of all fuel oils shall be determined by either  ASTM Method  D 129-91, or D 2622-94, or D 4294-90, or a comparable method approved by the Department.

[Rule 62-213.440(1)(b)1.b, F.A.C.]

G.3. Compliance Tests.

G.3.1.  Annual Compliance Tests. During each federal fiscal year (October 1 ‑‑ September 30), unless otherwise specified by rule, order, or permit, the owner or operator of each emissions unit shall have a formal compliance test conducted for:


a.  Visible emissions, if there is an applicable standard;


b.  Each of the following pollutants, if there is an applicable standard; Particulate Matter; Nitrogen Oxides; Sulfur Dioxide; and Carbon Monoxide.

G.3.2. Notification.  The owner or operator shall notify the Department, at least 15 days prior to the date on which each formal compliance test is to begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner or operator.

G.3.3.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.  [Rule 62-297.310(7)(b), F.A.C.]

G.4. Compliance Test Reports.

(a)
The owner or operator of an emissions unit for which a compliance test is required shall file a report with the Department on the results of each such test.

(b)
The required test report shall be filed with the Department as soon as practical but no later than 45 days after the last sampling run of each test is completed.

(c)
The test report shall provide sufficient detail on the emissions unit tested and the test procedures used to allow the Department to determine if the test was properly conducted and the test results properly computed.  As a minimum, the test report, other than for an EPA or DEP Method 9 test, shall provide the following information:

 1.
The type, location, and designation of the emissions unit tested.

 2.
The facility at which the emissions unit is located.

 3.
The owner or operator of the emissions unit.

 4.
The normal type and amount of fuels used and materials processed, and the types and amounts of fuels used and material processed during each test run.

 5.
The means, raw data and computations used to determine the amount of fuels used and materials processed, if necessary to determine compliance with an applicable emission limiting standard.

 6. The type of air pollution control devices installed on the emissions unit, their general condition, their normal operating parameters (pressure drops, total operating current and GPM scrubber water), and their operating parameters during each test run.

 7.
A sketch of the duct within 8 stack diameters upstream and 2 stack diameters downstream of the sampling ports, including the distance to any upstream and downstream bends or other flow disturbances.

 8.
The date, starting time and duration of each sampling run.

 9.
The test procedures used, including any alternative procedures authorized pursuant to Rule 62‑297.620, F.A.C.   Where optional procedures are authorized in this chapter, indicate which option was used.

10. The number of points sampled and configuration and location of the sampling plane.

11. For each sampling point for each run, the dry gas meter reading, velocity head, pressure drop across the stack, temperatures, average meter temperatures and sample time per point.

12. The type, manufacturer and configuration of the sampling equipment used.

13. Data related to the required calibration of the test equipment.

14. Data on the identification, processing and weights of all filters used.

15. Data on the types and amounts of any chemical solutions used.

16. Data on the amount of pollutant collected from each sampling probe, the filters, and the impingers, are reported separately for the compliance test.

17. The names of individuals who furnished the process variable data, conducted the test, analyzed the samples and prepared the report.

18. All measured and calculated data required to be determined by each applicable test procedure for each run.

19. The detailed calculations for one run that relate the collected data to the calculated emission rate.

20. The applicable emission standard, and the resulting maximum allowable emission rate for the emissions unit, plus the test result in the same form and unit of measure.

21. A certification that, to the knowledge of the owner or his authorized agent, all data submitted are true and correct.  When a compliance test is conducted for the Department or its agent, the person who conducts the test shall provide the certification with respect to the test procedures used.  The owner or his authorized agent shall certify that all data required and provided to the person conducting the test are true and correct to his knowledge.

[Rule 62-297.310(8), F.A.C.]

G.5.    On-Specification Used Oil – Boiler No. 1 is permitted to burn on-specification used oil with a sulfur content no greater than 0.7 percent by weight.

G.5.1.  Used oil which fails to comply with any of the following specification levels is off-specification used oil as defined in 40 CFR 279, Subpart B:

1. Arsenic shall not exceed 5 ppm

2. Cadmium shall not exceed 2 ppm

3. Chromium shall not exceed 10 ppm

4. Lead shall not exceed 100 ppm

5. Total Halogens shall not exceed 4,000 ppm*

6. Flash point shall not be less than 100( F

*Note:   Used oil containing more than 1,000 ppm total halogens is presumed to be a hazardous waste under the rebuttable presumption provided under 40 CFR 279.10(b)(1). Such oil shall not be burned unless U.S. Sugar demonstrates through the use of DEP approved analytical methods that the used oil does not constitute a hazardous waste.

G.5.2.  At least one representative sample of used oil per crop season shall be analyzed for: heating value as generated (Btu/lb), sulfur, arsenic, cadmium, chromium, lead, total halogens, and flash point using DEP or ASTM approved methods.

G.5.3.  Results of used oil sampling and analysis shall be retained for 5 years

G.5.4.  On an annual basis, with the Annual Operation Report, Sugar Cane Growers Cooperative shall submit reports on the monthly quantities of used oil burned and the results from sample analysis performed to the Department’s South District Office and to the Palm Beach County Public Health Unit.

G.6.  Annual Operating Report   Pursuant to Rule 62-210.370(3), F.A.C. SCGC shall submit an Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) to the Department  (DEP) District or DEP-approved local air pollution control program office 

annually by March 1 of the following year unless otherwise indicated by permit condition or Department request.

[Rule 62-210.370(3), F.A.C.] 

Appendix U-1, List of Unregulated Emissions Units and/or Activities.

Sugar Cane Growers Cooperative of Florida
  
DRAFT Permit No.:  0990026-002-AV
Glades Sugar House                                          
Facility ID No.:  0990026



Unregulated Emissions Units and/or Activities.  An emissions unit which emits no “emissions-limited pollutant” and which is subject to no unit-specific work practice standard, though it may be subject to regulations applied on a facility-wide basis (e.g., unconfined emissions, odor, general opacity) or to regulations that require only that it be able to prove exemption from unit-specific emissions or work practice standards.

The below listed emissions units and/or activities are neither ‘regulated emissions units’ nor ‘insignificant emissions units’.

E.U.  ID No.
Brief Description of Emissions Units and/or Activity 

-007
Spray Booth:  A facility to apply petroleum based protective coatings to sugar cane trailers and to sugar cane wagons.  Limited to 24 tons per year of VOC which include HAPs.

(A)
 Visible emissions limit 20 % opacity.

[Rule 62‑296.320(4)(b)1, F.A.C.]

(B)           Record of solvent usage.
[Rule 62-213.440(1)(b), F.A.C. (Periodic Monitoring)]



-008 
North and South Spray Booths:  This facility consists of two paint spray booths used to coat trucks and automobiles as well as field painting of small process equipment used through-out the plant.  The unit uses less than 6 gallons per day of paint and solvents, but some of the solvents are HAPs.

(A)
 Visible emissions limit 20 % opacity.

[Rule 62‑296.320(4)(b)1, F.A.C.]



-009


Sugar Mill and Boiling House: The sugar mill and boiling house consists of bagacillo cyclones and handling system; centrifugals;  crystallizers; evaporator cleaning operations; evaporators; juice and clarified juice heaters (steam); lime slaker; mud filter vacuum pumps; processing tanks; rotary mud filters; and vacuum pans/receivers, and condensers; cane mills; and related operations.
    (A) Visible emissions limits 20 % opacity.

[Rule 62‑296.320(4)(b)1, F.A.C.]



Appendix I-1, List of Insignificant Emissions Units and/or Activities.
Sugar Cane Growers Cooperative of Florida
   
DRAFT Permit No.:  0990026-002-AV
Glades Sugar House                                          
Facility ID No.:  0990026



The facilities, emissions units, or pollutant-emitting activities listed in Rule 62-210.300(3)(a), F.A.C., Categorical Exemptions, are exempt from the permitting requirements of Chapters 62-210 and 62-4, F.A.C.; provided, however, that exempt emissions units shall be subject to any applicable emission limiting standards and the emissions from exempt emissions units or activities shall be considered in determining the potential emissions of the facility containing such emissions units.  Emissions units and pollutant-emitting activities exempt from permitting under Rule 62-210.300(3)(a), F.A.C., shall not be exempt from the permitting requirements of Chapter 62-213, F.A.C., if they are contained within a Title V source; however, such emissions units and activities shall be considered insignificant for Title V purposes provided they also meet the criteria of Rule 62-213.430(6)(b), F.A.C.  No emissions unit shall be entitled to an exemption from permitting under Rule 62.210.300(3)(a), F.A.C., if its emissions, in combination with the emissions of other units and activities at the facility, would cause the facility to emit or have the potential to emit any pollutant in such amount as to make the facility a Title V source.

The below listed emissions units and/or activities are considered insignificant pursuant to Rule 62-213.430(6), F.A.C.

Brief Description of Emissions Units and/or Activities

  EMISSION SOURCE                                                          PROCESS AREA

 1. Bagacillo cyclones
Boiling house

 2. Bagacillo handling system
Boiling house

 3. Crystallizers
Boiling house

 4. Cane juice heaters
Boiling house

 5. Centrifugals with mixers
Boiling house

 6. Clarified juice heaters
Boiling house

 7. Clarified juice tanks
Boiling house

 8. Clarifier tanks
Boiling house

 9. Coagulant mix tanks
Boiling house

10. Crystallizers
Boiling house

11. Evaporator cleaning operations
Boiling house

12. Magma holding tanks
Boiling house

13. Molasses storage tanks
Boiling house

14. Mud filter condensers/vacuum pumps
Boilinghouse

15. Mud mix tanks
Boilinghouse

16. Mud waste tanks
Boilinghouse

17. Pan condensers/steam injectors
Boilinghouse

18. Rotary vacuum filters/coagulant tanks
Boilinghouse

19. Sugar receiver tanks
Boilinghouse

20. Syrup storage tanks
Boilinghouse

21. Vacuum pumps                                                                   Boilinghouse

Appendix I-1, List of Insignificant Emissions Units and/or Activities.
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22. Molasses loadout surge tank

23. Agricultural shop operations
Agriculture   shops

24. Harvester blade remanufacture station
Agriculture   shops

25. Oil/water separator and holding tanks
Agriculture   shops

26. Used oil storage tanks (small)
Agriculture   shops

27. Boiler ash pit/handling


28. Boiler blowdown pipes/vents


29. Boiler water chemical prep tanks


30. Bunker C storage tanks


31. Deaerator

32. Painting of vehicles


33. Portable diesel air compressor (painting)

34. Used oil storage tanks

35. Cooling water inlet screen
36. cold cleanering devices

37. Containers for oils, wax, grease

38. Electric ovens for drying

39. Equipment for dust removal

40. Emergency generators

41. Gear boxes, reducer vents

42. oil separators/skinuner equipment

43. Process flanges and valves

44. Portable diesel air compressors

45. Portable welders

46. Pressurized propane tanks

47. Process water intake traveling screens

48. Pump vents

49. Scrubber water ponds

50. Stationary internal combustion engines

51. Used oil tanks/drums (covered)

52. Vacuum cleaning systems

53. Vehicle-generated dust

54. Vents from hydraulic/lube oil reservoirs


Cooling tower area

Agriculture  shops

Agriculture  shops

Agriculture  shops

Agriculture  shops

Boiler area

Boiler area

Boiler area

Boiler area

Boiler area

Outdoors

Outdoors

Facility-wide

Cooling tower area

Facility-wide
Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide

Facility-wide
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55. Diesel tanks (fire pumps)
Fire pump building




56. Diesel fuel dispensers
Fueling  facility

57. Diesel fuel dispensers
Fueling  facility

58. Gasoline dispensers
Fueling  facility

59. Gasoline storage tanks
Fueling  facility

60. Heavy truck diesel dispensers
Fueling  facility

61. Hydraulic fluid storage tanks
Fueling  facility

62. Kerosene storage tanks
Fueling  facility

63. Lube oil storage tanks

64. Oil/water separators
Fueling  facility

Fueling  facility

65. Sewage treatment plant
Sewage treatment plant




66. Industrial water plant
Industrial water plant




67. Electric generators
Power plant




68. Woodworking equipment (not vented)
Woodworking shop







Appendix H-1, Permit History/ID Number Changes

Sugar Cane Growers Cooperative of Florida










Facility ID No.:  0990026

Glades Sugar House                                   


Permit History (for tracking purposes):

E.U.

ID No

-001

-002

-003

-004


Description




  Boiler No. 1

Boiler No. 2

Boiler No. 3

Boiler No. 4



Permit No.

AC50-2044A

AO50-2044A

AO50-7326

AO50-115035

AO50-191721

RACT Determination

AC50-2045A

AO50-2045A

AO50-7322

AO50-115036

AO50-191731

RACT Determination

AC50-2046A

AO50-2046A

AO50-7323  

AO50-115037

AO50-191733

RACT Determination

AC50-2334

AO50-2334

AO50-7324

AO50-115039

AO50-191735

RACT Determination


Issue Date

2/10/75

2/2/76

3/18/81

2/10/86

2/8/91

1/27/96

2/10/75

2/2/76

3/18/81

2/10/86

2/8/91

1/27/96

2/10/75

2/2/76

3/18/81

2/10/86

2/8/91

1/27/96

10/14/74

2/2/76

3/18/81

2/11/86

2/8/91

1/27/96
Expiration Date

11/30/75

2/2/79

3/1/86

2/10/91

2/8/96

11/30/75

2/2/79

3/1/86

2/10/91

2/8/96

11/30/75

2/2/79

3/1/86

2/10/91

2/8/96

1/31/76

2/2/79

3/1/86

2/11/91

2/8/96


Extended Date1, 2

2/2/81

3/20/96

2/2/81

3/20/96

2/2/81

3/20/96

2/23/81

3/20/96


Revised Date(s)
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Sugar Cane Growers Cooperative of Florida










Facility ID No.:  0990026

Glades Sugar House                                   


Permit History (for tracking purposes):

E.U.

ID No

-005

None

None

-006
-007


Description

Boiler No. 5

Boiler No. 6

Boiler No. 7


Boiler No. 8










Spray Booth

Permit No.

AC50-2047A

AO50-2047A

AO50-7325

AO50-115043

AO50-191737

Ract Determination

AC-486

AO50-2216A

AO50-7321

Shut Down

AC50-2330

AO50-2330

AO50-7320

Shut Down

AC50-42476/PSD-FL-077

AO50-68945

AO50-147870

AC50-250421/PSD-FL-213

AC50-206962

AO50-222810
Issue Date
2/10/75

2/2/76

3/18/81

2/10/86

2/10/91

1/27/96

10/11/72

12/7/73

3/18/81

6/30/83

7/18/74

1/29/76

3/18/86

6/30/84

10/28/81

6/17/83

5/19/88

6/4/96

5/21/92

2/16/93
Expiration Date

11/30/75

2/10/79

3/1/86

2/10/91

2/8/96

6/30/73

3/1/75

3/1/86

12/31/74

1/29/79

3/1/86

5/31/83

6/17/88

5/19/93

3/31/97

5/30/93

2/15/98
Extended Date1, 2

2/2/81

3/20/96

11/30/75

2/28/75

1/29/81

3/20/96

3/20/96


Revised Date(s)
11/16/81

Notes:

1  -  AO permit(s) automatic extension(s) in Rule 62-210.300(2)(a)3.a., F.A.C., effective 03/21/96.
2  -  AC permit(s) automatic extension(s) in Rule 62-213.420(1)(a)4., F.A.C., effective 03/20/96.

{Rule 62-213.420(1)(b)2., F.A.C., allows Title V Sources to operate under valid permits that were in effect at the time of application until the Title V permit becomes effective}
E.U. ID No.          
Brief Description:   


-001

Boiler No. 1


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours

Per Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

PM
Bagasse
7296
0.25 lbs/MMBtu


83.52
304.69
62-212.400
A.5.



PM
# 6 fuel oil
7296
0.1 lbs/MMBtu


22.97
83.79
62-296.410(1)(b)2
A.5.












VE
Combination
7296
30 % opacity




62-296.410(1)(b)1
A.4.












NOx
Bagasse
7296
0.45 lbs/MMBtu


150.34
548.44
62-296.570
A.7.1.

NOx
Residue
7296
0.65 lbs/MMBtu


191.1
697.13
62-296.570
A.7.2.

NOx
# 6 fuel oil
7296
0.50 lbs/MMBtu




62-296.570
A.7.3.












VOC
Bagasse
7296
1.5 lbs/MMBtu


501.14
1,828.15
62-296.570
A.6.












SO2

# 6 fuel oil
7296
2.4 wgt % sulfur




62.213.440
A.6.2

SO2
Combination
7296
<= 14 tons/day




62-212.400 (PSD)
A.8.1.
























































 

 

 
 


 
 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



E.U. ID No.          
Brief Description:   


-002

Boiler No. 2


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours

Per Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

PM
Bagasse
7296
0.25 lbs/MMBtu


83.52
304.69
62-212.400
B.5.



PM
# 6 fuel oil
7296
0.1 lbs/MMBtu


22.97
83.79
62-296.410(1)(b)2
B.5.












VE
Combination
7296
30 % opacity




62-296.410(1)(b)1
B.4.












NOx
Bagasse
7296
0.45 lbs/MMBtu


150.34
548.44
62-296.570
B.7.1.

NOx
Residue
7296
0.65 lbs/MMBtu


191.1
697.13
62-296.570
B.7.2.

NOx
# 6 fuel oil
7296
0.50 lbs/MMBtu




62-296.570
B.7.3.












VOC
Bagasse
7296
1.5 lbs/MMBtu


501.14
1,828.15
62-296.570
B.6.












SO2

# 6 fuel oil
7296
2.4 wgt % sulfur




62.213.440
B.8.2

SO2
Combination
7296
<= 14 tons/day




62-212.400 (PSD)
B.8.1.
























































 

 

 
 


 
 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



E.U. ID No.          
Brief Description:   


-003

Boiler No. 3


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours

Per Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

PM
Bagasse
7296
0.25 lbs/MMBtu


57.16
126.21
62-212.400
C.5.



PM
# 6 fuel oil
7296
0.1 lbs/MMBtu


15.72
34.70
62-296.410(1)(b)2
C.5.












VE
Combination
7296
30 % opacity




62-296.410(1)(b)1
C.4.












NOx
Bagasse
7296
0.45 lbs/MMBtu


102.89
227.17
62-296.570
C.7.1.

NOx
Residue
7296
0.65 lbs/MMBtu


130.79
288.78
62-296.570
C.7.2.

NOx
# 6 fuel oil
7296
0.50 lbs/MMBtu




62-296.570
C.7.3.












VOC
Bagasse
7296
1.5 lbs/MMBtu


342.96
757.26
62-296.570
C.6.












SO2

# 6 fuel oil
7296
2.4 wgt % sulfur




62.213.440
C.8.2

SO2
Combination
7296
<= 14 tons/day




62-212.400 (PSD)
C.8.1.
























































 

 

 
 


 
 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



E.U. ID No.          
Brief Description:   


-004

Boiler No. 4


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours

Per Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

PM
Bagasse
7296
0.25 lbs/MMBtu


114.34
417.10
62-212.400
D.5.



PM
# 6 fuel oil
7296
0.1 lbs/MMBtu


39.29
143.31
62-296.410(1)(b)2
D.5.












VE
Combination
7296
30 % opacity




62-296.410(1)(b)1
D.4.












NOx
Bagasse
7296
0.45 lbs/MMBtu


256.27
938.47
62-296.570
D.7.1.

NOx
Residue
7296
0.65 lbs/MMBtu


326.97
1,192.78
62-296.570
D.7.2.

NOx
# 6 fuel oil
7296
0.50 lbs/MMBtu




62-296.570
D.7.3.












VOC
Bagasse
7296
1.5 lbs/MMBtu


857.52
3,128.23
62-296.570
D.6.












SO2

# 6 fuel oil
7296
2.4 wgt % sulfur




62.213.440
D.8.2

SO2
Combination
7296
<= 14 tons/day




62-212.400 (PSD)
D.8.1.
























































 

 

 
 


 
 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



E.U. ID No.          
Brief Description:   


-005

Boiler No. 5


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours

Per Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

PM
Bagasse
7296
0.25 lbs/MMBtu


104.8
382.31
62-212.400
E.5.



PM
# 6 fuel oil
7296
0.1 lbs/MMBtu


28.81
105.09
62-296.410(1)(b)2
E.5.












VE
Combination
7296
30 % opacity




62-296.410(1)(b)1
E.4.












NOx
Bagasse
7296
0.45 lbs/MMBtu


197.59
720.81
62-296.570
E.7.1.

NOx
Residue
7296
0.65 lbs/MMBtu


251.16
916.23
62-296.570
E.7.2.

NOx
# 6 fuel oil
7296
0.50 lbs/MMBtu




62-296.570
E.7.3.












VOC
Bagasse
7296
1.5 lbs/MMBtu


658.64
2,402.71
62-296.570
E.6.












SO2

# 6 fuel oil
7296
2.4 wgt % sulfur




62.213.440
E.8.2

SO2
Combination
7296
<= 14 tons/day




62-212.400 (PSD)
E.8.1.
























































 

 

 
 


 
 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.



E.U. ID No.          
Brief Description:   


-006

Boiler No. 8


Allowable Emissions
Equivalent Emissions


Pollutant Name
Fuel(s)
Hours

Per Year
Standard(s)
lbs/hour
TPY
lbs/hour
TPY
Regulatory Citation(s)
See Permit Conditions

PM
Bagasse
7296
0.15 lbs/MMBtu


75.60
276
62-212.400
F.5.











62-212.400(6)


PM
# 6 fuel oil
7296
0.1 lbs/MMBtu


25.00
91.20
62-296.410(1)(b)2
F.5.












VE
Combination
7296
30 % opacity




62-296.410(1)(b)1
F.4.












NOx
Bagmen
7296
0.45 lbs/MMBtu
123
449


62-212.400
F.7.1.

NOx
Residue
7296
0.65 lbs/MMBtu
123
449


62-212.400
F.7.2.

NOx
# 6 fuel oil
7296
0.50 lbs/MMBtu
123
449


62-212.400
F.7.3.












VOC
Bagasse
7296
1.5 lbs/MMBtu


140
511
62-212.400
F.6.









62-212.400(6)













SO2

# 6 fuel oil
7296
1.0 wgt % sulfur
328



62.213.440
F.8.1 &  F.8.2.

SO2
Combination
7296
<= 14 tons/day




62-212.400 (PSD)
F.8.1.












CO
Bagasse
7296
5.5 lbs/MMBtu
2772
10,112


62-212.400
F.9.


































 

 

 
 


 
 

Notes:

* The “Equivalent Emissions” listed are for informational purpose only.




E.U. ID No.         Brief Description:   





-001
Boiler No. 1

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse
Methods 1 - 5
Annually
January 30


A.9.2


Or mixed
















VE
Bagasse
Method 9
Annually
January 30
60 minutes

A.9.1










NOx
Bagasse
Method 7 or 7E
Annually
January 30


A.9.4


Or mixed
















VOC
Bagasse
Method 25 or 25A
Annually
January 30


A.9.5










Thermal efficiency
Bagasse
ASTM Short-form
Before pmt.



A.9.6


Or mixed

Renewal


















































Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system




E.U. ID No.          Brief Description:   





-002
Boiler No. 2

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse
Methods 1 - 5
Annually
January 30


B.9.2


Or mixed
















VE
Bagasse
Method 9
Annually
January 30
60 minutes

B.9.1










NOx
Bagasse
Method 7 or 7E
Annually
January 30


B.9.4


Or mixed
















VOC
Bagasse
Method 25 or 25A
Annually
January 30


B.9.5










Thermal efficiency
Bagasse
ASTM Short-form
Before pmt.



B.9.6


Or mixed

Renewal


















































Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system




E.U. ID No.  
Brief Description:   





-003
Boiler No. 3

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse
Methods 1 - 5
Annually
January 30


C.9.2


Or mixed
















VE
Bagasse
Method 9
Annually
January 30
60 minutes

C.9.1










NOx
Bagasse
Method 7 or 7E
Annually
January 30


C.9.4


Or mixed
















VOC
Bagasse
Method 25 or 25A
Annually
January 30


C.9.5










Thermal efficiency
Bagasse
ASTM Short-form
Before pmt.



C.9.6


Or mixed

Renewal


















































Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system




E.U. ID No.    Brief Description:   





-004
Boiler No. 4

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse
Methods 1 - 5
Annually
January 30


D.9.2


Or mixed
















VE
Bagasse
Method 9
Annually
January 30
60 minutes

D.9.1










NOx
Bagasse
Method 7 or 7E
Annually
January 30


D.9.4


Or mixed
















VOC
Bagasse
Method 25 or 25A
Annually
January 30


D.9.5










Thermal efficiency
Bagasse
ASTM Short-form
Before pmt.



D.9.6


Or mixed

Renewal


















































Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system




E.U. ID No.     Brief Description:   





-005
Boiler No. 5

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse
Methods 1 - 5
Annually
January 30


E.9.2


Or mixed
















VE
Bagasse
Method 9
Annually
January 30
60 minutes

E.9.1










NOx
Bagasse
Method 7 or 7E
Annually
January 30


E.9.4


Or mixed
















VOC
Bagasse
Method 25 or 25A
Annually
January 30


E.9.5










Thermal efficiency
Bagasse
ASTM Short-form
Before pmt.



E.9.6


Or mixed

Renewal


















































Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system




E.U. ID No.   
Brief Description:   





-006
Boiler No. 8

Pollutant Name or Parameter
Fuels
Compliance Method
Testing Time

Frequency
Frequency

Base Date*
Minimum Compliance Test Duration
CMS**
See Permit Condition(s)

PM
Bagasse
Methods 1 - 5
Annually
January 30


F.10.2.


Or mixed
















VE
Bagasse
Method 9
Annually
January 30
60 minutes

F.10.1.










NOx
Bagasse
Method 7 or 7E
Annually
January 30


F.10.4.


Or mixed
















VOC
Bagasse
Method 25 or 25A
Annually
January 30


F.10.5.










Thermal efficiency
Bagasse
ASTM Short-form
Before pmt.



F.10.6


Or mixed

Renewal














CO
Bagasse
Method 10
Annually
January 30


F.10.7.




























Notes:

 * The frequency base date is established for planning only; see Rule 62-297.310, F.A.C.

** CMS [ = ] continuous monitoring system



STATEMENT OF BASIS
Sugar Cane Growers Cooperative of Florida
Glades Sugar House
Facility ID No.: 0990026

Palm Beach County

Initial Title V Air Operation Permit

DRAFT Permit No.:  0990026-002-AV

This Title V air operation permit is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4,62-210, and 62-213. The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.

This facility consists of 6 boilers which burn bagasse, bagasse residue (from a furfural plant now defunct), and No. 6 (residual) fuel oil as a supplement.  The facility processes sugar cane into raw sugar.

Emission units 001 to 006 are as follows:

The 6 boilers are regulated under 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD); Rule 62-212.400(6), F.A.C., Best Available Control Technology (BACT), Rule 62-296.570, F.A.C., Reasonably Available Control Technology (RACT), and Rule 62-213.440(l)(b)b, F.A.C. Periodic Monitoring.

Emission units 007 and 008 are as follows

The paint spray booths is regulated under SIP related Rule 62-296.320(1) and (2), F.A.C., Rule 62-296.320(4)(b)1,F.A.C., General Pollutant Emission Limiting Standards, and Rule 62-297.310, F.A.C.,  General Test Requirements

Emission unit 009 is as follows:

The Sugar Mill and Boiling House processing operation are regulated under SIP related Rule 62-296.320(4)(b)1,F.A.C., General Pollutant Emission Limiting Standards, and Rule 62-297.310, F.A.C.,  General Test Requirements

Also included in this permit are miscellaneous unregulated/exempt emissions units and/or activities.

Based on the initial Title V permit application received June 14, 1996, this facility is a major source of hazardous air pollutants (HAPs).

