Appendix CP-1, Compliance Plan
Background
This facility had a noncompliance issue identified at the time of its Title V air oOperation permit renewal application (see below).  This issue was reported by the Palm Beach County Health Departments’ compliance personnel.

The noncompliance issue relates to the lack of permanent stack sampling platforms on some of this power generation facility’s emissions units.  Pursuant to Rule 62-297.310(6)(a), F.A.C., permanent stack sampling platforms are required at this facility to conduct annual compliance testing.  In this case, annual testing for NOx emissions is required.

During the latest facility compliance inspection, inspection personnel noticed that permanent stack sampling facilities were not present on some of the emission units.  There are no permanent stack sampling platforms on the following emissions units: the Combined Cycle Combustion Turbine (E.U. ID No. 11), the Diesel Generators (E.U. ID No. 001 to 005), and the Simple Cycle Combustion Turbine (E.U. ID No. U006). The Diesel Generators, which are peaking units, have historically rarely needed to have annual NOx emissions tests conducted because they have been operated less than 400 hours per year.  Likewise the Simple Cycle Gas Combustion Turbine (E.U. ID No. 006) has predominately operated at 400 hours or less per year thus not requiring NOx emissions testing.  The Combined Cycle Combustion Turbine (E.U. ID No. 011) has usually operated more than 400 hours per year and thus has required annual NOx emissions testing.

The diesel generators (E.U. ID No. 001 to E.U. ID No. 005) have been in operation since January of 1990.  Both of the cited combustion turbines (E.U. ID No. 006 and E.U. ID No. 011) have been in operation since the 1970s.  These turbine units were initially constructed and permitted in the 1970s and are not subject to NSPS.  At the time of construction and permitting, permanent stack sampling facilities were not required by rule.  Due to subsequent RACT rules for NOx emissions, a limit of 0.5 lb/MMBtu was imposed on these units (E.U. ID No. 006 and E.U. ID No. 011) with annual testing required when annual operations exceed 400 hours.

In the past, when 400 annual operational hours have been surpassed for any of the emissions units not having permanent stack sampling platforms, a temporary sampling platform (cherry picker) has been used.  During the many years of operation of these emission units not having permanent stack sampling facilities this compliance issue has never been cited before.
Compliance Plan [Rule 62-213.440(2), F.A.C]
The permittee shall use one of the two options below to remedy this situation:

1. Option-1:  Install permanent stack sampling facilities (platforms) on the Diesel Generators (E.U. ID No. 001 to E.U. ID No. 005), the Simple Cycle Combustion Turbine (E.U. ID No. 006), and the Combined Cycle Combustion Turbine (E.U. ID No. 011) prior to September 2008 when the next annual NOx emissions tests, if required, are scheduled to be conducted; or

2. Option-2:  Obtain an Alternative Sampling Procedure (ASP) from the Department allowing the current annual NOx emissions testing procedures to be continued.  To obtain an ASP, sufficient justification must be supplied to the Department to show why the applicable rule requirement should be waved.

On or before February 29, 2008 the permittee shall submit the request for the ASP to the Department.  Submit the request to the attention of Mr. Errin Pichard, P.E., Emissions Monitoring Section, Bureau of Air Monitoring and Mobile Sources, 2600 Blair Stone Road, Tallahassee Florida 32399-2400.  A copy of the request shall be submitted to the Bureau of Air Regulation at 2600 Blair Stone Road, Tallahassee, Florida 32399-2400 and to the compliance authority.

The ASP request and all associated submittals must be certified by the responsible official [Rule 62-213.420(4), F.A.C]
