FINAL DETERMINATION


PERMITTEE

South Florida Water Management District 
3301 Gun Club Road
West Palm Beach, Florida 33406

Permitting Authority

Florida Department of Health Palm Beach County - (Health Department)
800 Clematis St., 4th Floor
West Palm Beach, Florida 33401
PROJECT

FINAL Title V Air Operation Permit Renewal 

Permit No. 0990549-010-AV
Pump Station G-310

The purpose of this permitting project is to RENEW the Title V air Operation Permit No. 0990549-009-AV for Pump Station 
G-310.  The existing Pump Station G-310 is located at the extreme southwest corner of the Storm Water Treatment Area No.1 West (STA-1W), approximately 1300 feet north and 400 feet east of the southwest corner of Section 34, Township 44 South, and Range 39 East in Palm Beach County, Florida. The facility is located at UTM Coordinates:  Zone 17; 555.13 km E; 2941.96 km N; Latitude:  26( 35’ 50” North and Longitude:  80( 26’ 47” West.

NOTICE AND PUBLICATION

The Department distributed an Intent to Issue DRAFT/PROPOSED permit package on June 23, 2016.  The applicant published the Public Notice of Intent to Issue Air Permit Renewal in the Palm Beach Post on July 14, 2016.  The 
Department received the proof of publication on August 3rd , 2016.  A DRAFT/PROPOSED permit package was issued 
for Public comment and EPA review on June 23, 2016.

COMMENTS

No comments were received from EPA Region 4 office.

On June 27, 2016, the Health Department received comments from Jeffrey Smith, Lead Environmental Scientist of the South Florida Water Management District. The following summarizes the comments and the Department’s response.

1. Comment: Under Section III, Subsection A, comments under Emission Units description table on Page 8 of 31, the calculated hourly fuel consumption rate at 100% load for the two cited six cylinder engines should be up to 40 gals per 
hour refer to application (Appendix AR(AO)-09).  Permit indicates up to 32 gals per hour.
FROM: The engine was originally constructed and put into service on May 28, 1963 on the USS Lewis and Clark SSB. It is a six‐cylinder opposed piston engine firing ultra‐low (0.0015% sulfur by weight) sulfur distillate oil at up to 32 gallons per hour. The nameplate rating is 1,020 brake horsepower (bhp) versus a book rating of 751bhp. Rebuilt Fairbanks‐Morse 38D8‐1/8 engine coupled to a flood control pump. The engine was originally constructed and put into service May 28, 1963 on the USS Stonewall Jackson SSB (N) 634. It is a six‐cylinder opposed piston engine firing ultra‐low (0.0015% sulfur by weight) sulfur distillate oil at up to 32 gallons per hour. The nameplate rating is 751 bhp.

TO: The engine was originally constructed and put into service on May 28, 1963 on the USS Lewis and Clark SSB. It is a six‐cylinder opposed piston engine firing ultra‐low (0.0015% sulfur by weight) sulfur distillate oil at up to 40 gallons per hour. The nameplate rating is 1,020 brake horsepower (bhp) versus a book rating of 751 bhp. Rebuilt Fairbanks‐Morse 38D8‐1/8 engine coupled to a flood control pump. The engine was originally constructed and put into service May 28, 1963 on the USS Stonewall Jackson SSB (N) 634. It is a six‐cylinder opposed piston engine firing ultra‐low (0.0015% sulfur by weight) sulfur distillate oil at up to 40 gallons per hour. The nameplate rating is 751 bhp.

2. Comment: Under Section III, Subsection A, comments under Emission Units description table on Page 8 of 31, the calculated hourly fuel consumption rate at 100% load for the two cited ten cylinder engines should be up to 82 gals per hour refer to application (Appendix AR(AO)-09).  Permit indicates up to 80 gals per hour.


FROM: Two (2) Rebuilt Fairbanks‐Morse 38D8‐1/8 engines each coupled to a flood control pump. The engines were originally constructed and put into service on September 30, 1959 on the USS Bain Bridge CGN (N) 25. They are ten‐cylinder opposed piston engines firing ultra‐low (0.0015% sulfur by weight) distillate oil up to 80 gallons per hour. The nameplate ratings are 1,535 bhp each. Rebuilt Fairbanks‐Morse 38D8‐1/8 engine coupled to a flood control pump.
TO: Two (2) Rebuilt Fairbanks‐Morse 38D8‐1/8 engines each coupled to a flood control pump. The engines were originally constructed and put into service on September 30, 1959 on the USS Bain Bridge CGN (N) 25. They are ten‐cylinder opposed piston engines firing ultra‐low (0.0015% sulfur by weight) distillate oil up to 82 gallons per hour. The nameplate ratings are 1,535 bhp each. Rebuilt Fairbanks‐Morse 38D8‐1/8 engine coupled to a flood control pump.
Response:  Approved.  The requested changes were made.  


CONCLUSION

The FINAL action of the Department is to issue the permit with only minor changes listed above.
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