
Table 2-1, Summary of Compliance Requirements

Florida Power Corporation                                                                                                                                        Permit No.: 1010017-005-AV

Anclote Power Plant                                                                                                                                                  Facility ID No.: 1010017
This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

	E.U.#-001 & -002
	Fossil Fuel Fired Steam Generators

 #1 & #2


	Pollutant Name or Parameter
	Fuel(s)
	Compliance Method
	Testing Time or Frequency
	Frequency Base Date1
	Min. Compliance Test Time
	CMS2 
	See Permit Condition(s)

	Visible Emissions

Steady State

Soot Blowing or 

Load Changing
	F.O.

F.O.
	DEP Method 9

DEP Method 9
	Annual

Annual 
	#1-within 60 days of Jul. 28

#2-within 60 days of Aug. 24
	1 hour

1 hour
	NA
	A.16., A.17.

A.16., A.17.

	Particulate Matter

Steady State

Soot Blowing or 

Load Changing
	F.O.

F.O.
	EPA Methods 173, 5, 5B, 5F
	Annual

Annual
	#1-within 60 days of Jul. 28

#2-within 60 days of Aug. 24
	3 hour
	NA
	A.18.

A.18.

	Sulfur Dioxide
	F.O.
	Fuel sampling and analysis
	Each Delivery
	Each Delivery
	NA
	NA
	A.14., A.19., A.20.

	Arsenic, Cadmium, Chromium, Lead, Total Halogens, Flash Point, PCB 
	OSUO4
	SW 8465
	Each Delivery
	Each Delivery
	NA
	NA
	A.32.


1 - Frequency base date established for planning purposes only; see Rule 62-297.310, F.A.C.

2 - Continuous Monitoring System.

3 - EPA Method 17 may be used only if the stack gas exit temperature is less than 375 degrees F.

4 - On-Specification Used Oil.

5 - EPA Publication, Test Methods for Evaluating Solid Waste, Physical/Chemical Methods.


