
Progress Energy Florida, Inc. 
Anclote Power Plant 

Compliance Plan CP-1 
 

The permittee is authorized to construct and operate two new mechanical draft cooling towers, 12 
cells each, with the following nominal design characteristics:  a circulating flow rate of 660,000 
gallons per minute (330,000 gpm per tower); a design air flow of 36,000,000 acfm for both 
towers (18,000,000 per tower and 1,500,000 acfm per cell); drift eliminators and a drift rate of no 
more than 0.0005% of the circulating water flow for each tower.   
[Air Construction Permit 1010017-007-AC] 
 
Within 60 days of commencing operation, the permittee shall certify that the cooling towers were 
constructed and installed to achieve the specific drift rate of no more than 0.0005% of the 
circulating flow rate.   
[Air Construction Permit 1010017-007-AC] 
 



Filename: 1010017008 CP-1.doc 
Directory: C:\Documents and Settings\friday_b\Local Settings\Temp 
Template: C:\Documents and Settings\friday_b\Application 

Data\Microsoft\Templates\Normal.dot 
Title: Progress Energy Florida, Inc 
Subject:  
Author: Bull_R 
Keywords:  
Comments:  
Creation Date: 8/17/2006 8:49:00 AM 
Change Number: 4 
Last Saved On: 8/17/2006 1:06:00 PM 
Last Saved By: Bull_R 
Total Editing Time: 5 Minutes 
Last Printed On: 8/29/2006 9:56:00 AM 
As of Last Complete Printing 
 Number of Pages: 1 
 Number of Words: 126 (approx.) 
 Number of Characters: 696 (approx.) 

 


