Table 1-2, Summary of Air Pollutant Standards and Terms
Progress Energy Florida, Inc.
Permit No. 1010017-008-AV

Anclote Power Plant
Facility ID No. 1010017
Additional Standards for On-Specification Used Oil (OSUO)
E.U. ID Nos.     Brief Description
	-001
	Fossil Fuel Fired Steam Generator #1

	
	
	
	Allowable Emissions
	Equivalent
	Emissions 

	Pollutant Name
	Fuel(s)
	Hours/

Year*
	Standards
	lbs./

hour
	TPY
	lbs./hour
	TPY
	Regulatory Citation(s)
	See Permit Condition(s)

	Arsenic
	OSUO
	
	5.0 ppm
	
	
	
	
	
	

	Cadmium
	OSUO
	
	2.0 ppm
	
	
	
	
	
	

	Chromium
	OSUO
	
	10.0 ppm
	
	
	
	
	
	

	Lead
	OSUO
	
	100.0 ppm
	
	
	
	
	
	

	Total Halogens
	OSUO
	
	1000 ppm
	
	
	
	
	
	

	Flash Point
	OSUO
	
	> 100 degrees F
	
	
	
	
	
	

	PCB
	OSUO
	
	< 49 ppm
	
	
	
	
	
	

	SO2
	
	
	2.5 % by weight
	
	
	
	
	
	


	-002
	Fossil Fuel Fired Steam Generator #2

	
	
	
	Allowable Emissions
	Equivalent
	Emissions 

	Pollutant Name
	Fuel(s)
	Hours/

Year*
	Standards
	lbs./

hour
	TPY
	lbs./hour
	TPY
	Regulatory Citation(s)
	See Permit Condition(s)

	Arsenic
	OSUO
	
	5.0 ppm
	
	
	
	
	
	

	Cadmium
	OSUO
	
	2.0 ppm
	
	
	
	
	
	

	Chromium
	OSUO
	
	10.0 ppm
	
	
	
	
	
	

	Lead
	OSUO
	
	100.0 ppm
	
	
	
	
	
	

	Total Halogens
	OSUO
	
	1000 ppm
	
	
	
	
	
	

	Flash Point
	OSUO
	
	> 100 degrees F
	
	
	
	
	
	

	PCB
	OSUO
	
	< 49 ppm
	
	
	
	
	
	

	SO2
	
	
	2.5 % by weight
	
	
	
	
	
	


* The maximum quantity of used oil that may be burned in each emissions unit shall not exceed 10 percent of the total heat input (monthly) per emissions unit, or 30 million gallons per year cumulatively at the site.

This table summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.

