DRAFT Title V Permit Revision


This permitting action will revise the following specific conditions in current Title V air operating Permit No. 1010017-008-AV as follows.
A.14.1.  Sulfur Dioxide.  The permittee elected to demonstrate compliance by accepting a liquid fuel sulfur limit that will be verified with a by fuel analysis provided by the vendor.  This protocol is allowed because the emissions units do not have an operating flue gas desulfurization device.  See specific conditions A.10., A.19. and A.20.
[Rule 62-296.405(1)(f)1.b., F.A.C.; Appendix D of 40 CFR 75]
A.14.2.  Units 1 and 2 shall comply with the acid rain monitoring procedures in Appendix D of 40 CFR 75, “Optional SO2 Emissions Data Protocol for Gas-Fired and Oil-Fired Units”.  The following monitoring schedule for No. 1 – 6 fuel oil shall be followed:  For all shipments of fuel oil received for at the Anclote Power Plant Station, the permittee shall retain an analysis which reports the sulfur and ash content and heat content (HHV) of the fuel shipment.  The analysis shall be provided by the fuel vendor, permittee or other sources which follow the appropriate fuel test methods listed in Specific Condition A.20.1.  The analysis record shall specify the origin of the fuel sample, the methods by which the analyses were conducted, the person conducting the sampling and analysis, and the date of sampling and analysis.

[1010017-004-AC, Specific Condition F.2.; Appendix D of 40 CFR 75]

A.19.  Sulfur Dioxide.  The test methods for sulfur dioxide emissions shall be EPA Methods 6, 6A, 6B, or 6C, incorporated by reference in Chapter 62-297, F.A.C.  Fuel sampling and analysis may be used as an alternate sampling procedure if such a procedure is incorporated into the operation permit for the emissions unit.  If the emissions unit obtains an alternate procedure under the provisions of Rule 62-297.620, F.A.C., the procedure shall become a condition of the emissions unit’s permit.  The Department will retain the authority to require EPA Method 6 or 6C if it has reason to believe that exceedances of the sulfur dioxide emissions limiting standard are occurring.  Results of an approved fuel sampling and analysis program shall have the same effect as EPA Method 6 test results for purposes of demonstrating compliance or noncompliance with sulfur dioxide standards.  The permittee may use the EPA test methods, referenced above, to demonstrate compliance; however, as an alternate sampling procedure authorized by permit, the permittee elected to demonstrate compliance by accepting a liquid fuel sulfur limit that will be verified with a by fuel analysis and the monitoring provisions of Appendix D in 40 CFR 75 provided by the vendor upon each fuel delivery.  Data substitution techniques shall not be used to determine compliance with the fuel oil sulfur limits of this section.  See specific conditions A.9., A.10. and A.20.
[Rules 62-213.440, 62-296.405(1)(e)3. and 62-297.401, F.A.C.; and, Permits 1010017-001-AO and AO 51-254492A.; and Appendix D of 40 CFR 75]

A.20.3.  Compliance with the liquid fuel sulfur limit shall be verified by fuel analysis and the monitoring provisions of Appendix D in 40 CFR 75.  Data substitution techniques shall not be used to determine compliance with the fuel oil sulfur limits of this section.  a fuel analysis provided by the vendor or obtained by Progress Energy Florida, Inc. (PEF) upon each fuel delivery with the following exception:  In cases where No. 6 fuel oil is received with a sulfur content exceeding 1.5%, by weight, and blending is required to obtain a fuel mix equal to the applicable percent sulfur limit, an analysis of a fuel sample representative of fuel from the fuel storage tanks shall be obtained by PEF prior to firing oil at the plant.  Reports of percent sulfur content of these analyses shall be maintained at the power plant facility.

[1010017-004-AC, Specific Condition D.6.; and Appendix D of 40 CFR 75]
A.32.2.  The permittee shall install, calibrate, maintain, and operate continuous emission monitor in the stack monitoring systems to measure and record the nitrogen oxides emissions, sulfur dioxide emissions, and opacity from Units 1 and 2.  The continuous emissions monitoring systems must comply with the certification and quality assurance, and other applicable requirements from 40 CFR 75.  For SO2 emissions monitoring, the permittee elected to demonstrate compliance by using the procedures of Appendix D in 40 CFR 75, “Optional SO2 Emissions Data Protocol for Gas-Fired and Oil-Fired Units”, which are based on fuel monitoring sampling and analyses.  Periods of startup, shutdown, malfunction, and fuel switching shall be monitored, recorded, and reported as excess emissions when emission levels exceed the standards in Specific Conditions A.5., A.7., and A.10. following the format of 40 CFR 60.7.

[1010017-004-AC, Specific Condition F.1.; and Appendix D of 40 CFR 75]
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