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Dade City, Florida  33525
Project:  Title V Air Operation Permit 


                Renewal

The purpose of this permit is to  renew the Title V Air Operation Permit for the Pasco Cogeneration Ltd. facility.  This facility is located at 14850 Old State Road 23, Dade City, Pasco County; UTM Coordinates:  Zone 17, 383.5 km East and 3139.0 km North; Latitude:  28( 22’ 28” North and Longitude:  82( 11’ 21” West.

This Title V Air Operation Permit Renewal is issued under the provisions of Chapter 403, Florida Statutes (F.S.), and Florida Administrative Code (F.A.C.) Chapters 62-4, 62-210 and 62-213.  The above named permittee is hereby authorized to operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the permitting authority, in accordance with the terms and conditions of this permit.
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Section I.  Facility Information.
Subsection A.  Facility Description.
This facility consists of two combustion turbines (CT), each with a chiller system (to maintain inlet combustion air at 51 (F and 100% relative humidity), duct burners (DB) and heat recovery steam generators (HRSG).  Each of the combustion turbines is connected to an electric generator rated at 42 MW, while the two heat recovery steam generators furnish steam to a citrus processing facility and service a common steam turbine which is connected to a electric generator rated at 26.5 MW.  The gas turbines are fired with natural gas with No. 2 fuel oil as a backup fuel, and the duct burners are fired with natural gas only.  Nitrogen oxides (NOx) emissions from the CT’s are controlled by water injection.

Compliance Assurance Monitoring (CAM) is applicable to the two combustion turbines for the water injection NOx control systems.

Also included in this permit are miscellaneous unregulated/insignificant emissions units/activities.

Based on the Title V permit renewal application received July 29, 2004, this facility is not a major source of hazardous air pollutants (HAPs).  It is a major source of nitrogen oxides (NOx) and carbon monoxide (CO).
Subsection B.  Summary of Emissions Unit ID No(s). and Brief Description(s).

E.U.

ID No.
Brief  Description
001
Unit No. 1 - Combustion Turbine with chiller system, DB, and HRSG

002
Unit No. 2 - Combustion Turbine with chiller system, DB, and HRSG

Unregulated Emission Units and/or Activities
003
Fuel Oil Storage Tank (170,000 gal.)

004
Diesel Fuel Fired Emergency Generators (2 @ 1,275 kW)

005 
Facility-Wide Fugitive and Vent Emissions

Note :  Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

Subsection C.  Relevant Documents.

The documents listed below are not a part of this permit; however, they are specifically related to this permitting action.

These documents are provided to the permittee for information purposes only:
PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms

Table 2-1, Summary of Compliance Requirements

Appendix A-1, Abbreviations, Acronyms, Citations, and Identification Numbers

Appendix H-1, Permit History/ID Number Transfers

Statement of Basis

These documents are on file with permitting authority:
Title V Permit renewal application received July 29, 2004

Additional Information submitted December 14, 2004

Section II.  Facility-wide Conditions.

The following conditions apply facility-wide:  
1.  APPENDIX TV-4, TITLE V CONDITIONS, is a part of this permit.

(Permitting Note:  APPENDIX TV-4, TITLE V CONDITIONS, is distributed to the permittee only.  Other persons requesting copies of these conditions shall be provided one copy when requested or otherwise appropriate.)

2.  General Pollutant Emission Limiting Standards: Objectionable Odor Prohibited -  No person shall cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.    
[Rule 62-296.320(2), F.A.C.]

3.  General Particulate Emission Limiting Standards: General Visible Emissions (VE) Standard -  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  Prevention of Accidental Releases (Section 112(r) of CAA) -  

a. 
The permittee shall submit its Risk Management Plan (RMP) to the Chemical Emergency Preparedness and Prevention Office (CEPPO) RMP Reporting Center when, and if, such requirement becomes applicable.  Any Risk Management Plans, original submittals, revisions or updates to submittals, should be sent to:

RMP Reporting Center

Post Office Box 1515

Lanham-Seabrook, MD  20703-1515

Telephone:  301/429-5018

b.
The permittee shall submit to the permitting authority Title V certification forms or a compliance schedule in accordance with Rule 62-213.440(2), F.A.C.

[40 CFR 68]

5.  Unregulated Emissions Units and/or Activities - Appendix U-1, List of Unregulated Emissions Units and/or Activities, is a part of this permit.

[Rule 62-213.440(1), F.A.C.]
6.  Insignificant Emissions Units and/or Activities - Appendix I-1, List of Insignificant Emissions Units and/or Activities, is a part of this permit.

[Rules 62-213.440(1), 62-213.430(6), and 62-4.040(1)(b), F.A.C.]

7.  General Pollutant Emission Limiting Standards: Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions -  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department as follows: 

The following requirements are “not federally enforceable”

a.
All equipment, pipes, hoses, lids, fittings, etc., shall be operated/maintained in such a manner as to minimize leaks, fugitive emissions and spills of solvent materials.


b.
All VOC/OS from washings (equipment clean-up) shall be directed into containers that prevent evaporation into the atmosphere.


c.
Tightly cover or close all VOC containers when they are not in use.


d.
Prevent excessive air turbulence across exposed VOCs.


e.
Immediately confine and clean up VOC spills and make sure wastes are placed in closed containers for reuse, recycling or proper disposal. 

 [Rule 62-296.320(1)(a), F.A.C.]

8.  General Particulate Emission Limiting Standards: Unconfined Particulate Matter –

 All reasonable precautions shall be taken to prevent and control generation of unconfined (fugitive) emissions of particulate matter in accordance with the provisions in Rule 62-296.320(4)(c)3., F.A.C.  These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  Reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the following requirements (See also Condition 57. of Appendix TV-4, Title V Conditions):
The following requirements are “not federally enforceable”:

a.  maintenance of paved areas as needed;

b.
limiting access to plant property by unnecessary vehicles;

c.
limiting use of bagged chemical products to enclosed or semi-enclosed areas;

d.
storage of ZLD (zero liquid discharge) byproduct in covered enclosed containers.

[Rule 62-296.320(4)(c), F.A.C.; as proposed by the applicant in the Title V renewal application received 07/29/04]

9.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.

[Rule 62-213.440, F.A.C.]

10.  Annual Statement of Compliance - The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

(Permitting Note:  This condition implements the requirements of Rules 62-213.440(3)(a)2. & 3., F.A.C. (see Condition 51. of Appendix TV-4, Title V Conditions).)
11.  State Notifications/Reports - The permittee shall submit all compliance related notifications and reports required of this permit to the to the Air Compliance Section of the SW District office of the Department at the addresses shown below:

Department of Environmental Protection
Southwest District Office

3804 Coconut Palm Drive

Tampa, Florida 33619-8218

Telephone:  813/744-6100      

Fax:  813/744-6458

12.  USEPA Submittals - Any reports, data, notifications, certifications, and requests required to be sent to the United States Environmental Protection Agency, Region 4, should be sent to:

United States Environmental Protection Agency, Region 4

Air, Pesticides & Toxics Management Division

Air and EPCRA Enforcement Branch, Air Enforcement Section

61 Forsyth Street

Atlanta, Georgia  30303-8960

Telephone:  404/562-9155 

Fax:  404/562-9163
13.  Certification by Responsible Official (RO) - In addition to the professional engineering certification required for applications by Rule 62-4.050(3), F.A.C., any application form, report, compliance statement, compliance plan and compliance schedule submitted pursuant to Chapter 62-213, F.A.C., shall contain a certification signed by a responsible official that, based on information and belief formed after reasonable inquiry, the statements and information in the document are true, accurate, and complete.  Any responsible official who fails to submit any required information or who has submitted incorrect information shall, upon becoming aware of such failure or incorrect submittal, promptly submit such supplementary information or correct information.    

[Rule 62-213.420(4), F.A.C.]

14.  Operating Hours - This facility is permitted for continuous operation (i.e. 8,760 hours/year) for the activities described by this permit.  

[Rule 62-210.200(PTE), F.A.C.]
Additional Recordkeeping and Reporting Requirements

15.  Annual Operating Report (AOR) - The Annual Operating Report shall be submitted to the Air Program of the Department’s Southwest District office.  (See Appendix TV-4, Condition 24.)     
 [Rule 62-210.370(3), F.A.C.]

16.  Record Retention  - All of the records required by this facility shall be kept for the most recent 5-year period and made available to the Department upon request.  

[Rule 62-213.440(1)(b)2.b, F.A.C.]

17.  Record Maintenance - At a minimum, all records and logs required by this permit shall be updated monthly.   [Rule 62-4.070(3), F.A.C.]

(Note to Permittee: Also reference Appendix TV-4, items 12.(14)(b) and (c) and 43. for additional recordkeeping requirements.)

Excess Emissions

18.  Startup, Shutdown, Malfunction -  Excess emissions resulting from startup, shutdown or malfunction of any source shall be permitted providing (1) best operational practices to minimize emissions are adhered to (2) the duration of excess emissions shall be minimized but in no case exceed two hours in any 24 hour period unless specifically authorized by the Department for longer duration.

[Rule 62-210.700(1), F.A.C.]

(Permitting Note:  This rule is not applicable to sources subject to PSD, NSPS, or NESHAP regulations.)

19.  Preventable Excess Emissions Prohibited -  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.   [Rule 62-210.700(4), F.A.C.]

20.  Sudden and Unforeseeable Events - A statement that a situation arising from sudden and unforeseeable events beyond the control of the source which causes an exceedance of a technology-based emissions limitation because of unavoidable increases in emissions attributable to the situation and which requires immediate corrective action to restore normal operation, shall be an affirmative defense to an enforcement action in accordance with the provisions and requirements of 40 CFR 70.6(g)(2) and (3).

[Rule 62-213.440(1)(d)5, F.A.C.]

21.  Malfunction Reporting. - In case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department.   [Rule 62-210.700(6), F.A.C.]

Testing Requirements

22.  Stack Sampling Facilities - The requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C., Stationary Sources - Emission Monitoring, and 40 CFR 60, Appendix A.  (See attached Appendix SS-1 - Stack Sampling Facilities.)

[Rule 62-297.401, F.A.C.]

23.   Department Requested Compliance Tests - If the Department of Environmental Protection has reason to believe that any applicable emission standard is being violated, then the Department of Environmental Protection may require the permittee to conduct compliance tests which identify the nature and quantity of pollutant emissions and to provide a report on the results of the tests.    

[Rule 62-297.310(7)(b), F.A.C.]

24.  Compliance Test Notification. - The permittee shall notify the Air Compliance Section of the  Southwest District Office of the Department at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.

[Rule 62-297.310(7)(a)9, F.A.C.]

-- -- -- -- -- -- -- -- -- --
NOTES TO PERMITTEE:
Please reference the Permit No., Facility ID No., and appropriate Emissions Unit(s) ID No(s). on all correspondence, test report submittals, applications, etc.

PRIVATE 
Table 1-1, Summary of Air Pollutant Standards and Terms, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.
Table 2-1, Summary of Compliance Requirements, summarizes information for convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.
IMPORTANT: Please note the following Title V submittal requirements contained in Appendix TV-4 (TITLE V CONDITIONS):
(  Annual Operating Report (AOR) - see Appendix TV- 4, item 24

(  Annual Statement of Compliance - see Appendix TV-4, item 51

(  Permit Renewal Application - see Appendix TV-4, item 5

Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions units.

E.U. ID No.
Brief  Description

 - 001
Unit No. 1 - Combustion Turbine (CT) with chiller system, duct burner (DB), and heat recovery steam generator (HRSG).

 - 002
Unit No. 2 - Combustion Turbine (CT) with chiller system, DB and HRSG

This nominal 109 MW cogeneration facility consists of two identical GE LM-6000 combustion turbines (CT’s), each with each with a chiller system (to maintain inlet combustion air at 51 (F and 100% relative humidity), a duct burner (DB), and a Zurn heat recovery steam generator (HRSG).  Each of the combustion turbines is connected to an electric generator rated at 42 MW, while the two heat recovery steam generators furnish steam to a citrus processing facility and service a common steam turbine which is connected to a electric generator rated at 26.5 MW.  The gas turbines are fired with natural gas, with low sulfur No. 2 fuel oil as a backup fuel, at a maximum permitted heat input rate of 424 MMBtu/hour.  The duct burners are each fired with natural gas at a maximum permitted heat input rate of 90 MMBtu/hour.  Water injection is used to reduce NOx emissions from the combustion turbines when firing natural gas and low sulfur distillate oil.  Continuous Assurance Monitoring (CAM) applies for NOX.

Permitting note:  (IMPORTANT REGULATORY CLASSIFICATIONS - These emission units are regulated under NSPS - 40 CFR 60, Subpart GG, Standards of Performance for Stationary Gas Turbines, NSPS – 40 CFR 60 Subpart Dc, Standards of Performance for or Small Industrial-Commercial-Institutional Steam Generating Units (for the duct burners) and NSPS - 40 CFR 60, Subpart A, all adopted and incorporated by reference in Rule 62-204.800(8), F.A.C.; Rule 62-212.400, F.A.C., Prevention of Significant Deterioration; construction permit PSD-FL-177, and the Best Available Control Technology (BACT) Determination, dated November 20, 1991.  These units are not affected by the Acid Rain Program since they meet the requirements of 40 CFR 72.6(b)(4).  

-- -- -- -- -- -- -- -- --

The following conditions apply to the emissions units listed above:
Permitting Notes:  

· All references to construction permit AC51-196460 refer to permit AC51-196460 (PSD-FL-177) as amended on March 14, 1994 and April 25, 1994.

· All references to tons per year are defined as tons per any 12 consecutive month period.

· All temperatures cited in this Subsection refer to turbine inlet air temperatures.

Essential Potential to Emit (PTE) Parameters
A1.  Methods of Operation - Fuels 


a.  
Combustion Turbines (CT):  Only natural gas as the primary fuel, with an emergency backup fuel of distillate (No. 2) fuel oil having a maximum sulfur content of 0.1 percent by weight, shall be fired in the combustion turbines. 


b.
Duct Burners (DB):  Only natural gas shall be fired in the duct burners.

[Rules 62-4.160(2), 62-213.410(1), and 62-212.400, (BACT) F.A.C.; and construction permit AC51-196460]

A2.  Permitted Capacity - Maximum Heat Input Rate 


a.  Combustion Turbines (CT’s): 



1.
Natural Gas: The maximum heat input to each of the combustion turbines (CT), as determined using a lower heating value (LHV), shall not exceed 423 MMBtu/hr per CT at 51(F, nor 403 MMBtu/hr per CT at International Standards Organization (ISO) conditions (Note: ISO standard day conditions are 288°K, 60% humidity and 101 kilopascals pressure), while firing natural gas.


2.
Fuel Oil:  The maximum heat input to each of the combustion turbines (CT), as determined using a lower heating value (LHV), shall not exceed 424 MMBtu/hr per CT at 51(F, nor 406 MMBtu/hr per CT at International Standards Organization (ISO) conditions, while firing No. 2 (distillate) fuel oil..


b.
Duct Burners (DB):  The maximum heat input to each of the duct burners (DB), as determined using the higher heating value (HHV) (approximately 1054.5 Btu/ft3 for natural gas), shall not exceed 90 MMBtu/hr.

Note:  For  Emissions Unit Operating Rate Limitation After Testing see Condition No. A26.

[Rules 62-4.160(2), and 62-213.410(1), F.A.C.; construction permit AC51-196460]

A3.  Permitted Capacity - Maximum Fuel Usage 


a.  
Combustion Turbines (CT):   Maximum fuel oil utilization shall not exceed 2,921 gallons/hour per CT, nor 701,050 gallons/any 12 consecutive month period per CT (equivalent to 10 days (240 hours) per year at full load).


b.
Duct Burners (DB): Duct burner utilization shall be limited to the firing of a maximum of 525,000 MMBtu of natural gas/any 12 consecutive month period per DB.

[Rules 62-4.160(2), and 62-213.410(1), F.A.C.; construction permit AC51-196460]

A4.  Hours of Operation. These emission units are allowed to operate continuously (i.e., 8,760 hours/year).

[Rule 62-4.160(2), and Rule 62-210.200 (Definitions – Potential to Emit), F.A.C.,; and construction permit AC51-196460]
Emission Limitations and Standards

(Permitting Note:  The maximum annual “CT + DB” tons per year emission limitations below are based on a worst case scenario, and are the sum of the CT emissions while firing natural gas for 355 days, the CT emissions while firing fuel oil for 10 days, and the DB emissions at the maximum heat input for the above combinations of CT firing (the DB will only fire natural gas and only operate when the CT’s are firing natural gas).)
A5.  Federal New Source Performance Standard (NSPS) Requirements –  The combustion turbines (CT) and duct burners (DB) are subject to and shall comply with the requirements of Federal New Source Performance Standards (NSPS) 40 CFR 60 Subpart GG* (Standards of Performance for Stationary Gas Turbines), 40 CFR 60 Subpart Dc (Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units (applies to the duct burners)), and 40 CFR 60 Subpart A (General Provisions for 40 CFR 60) contained in the following attached appendices which are made a part of this permit:

        -
Appendix 40 CFR 60 Subpart GG* (Standards of Performance for Stationary Gas Turbines)  


(* Important Permitting Note: Subsequent to the issuance of the initial Title V permit for this facility, 40 CFR 60 Subpart GG was revised on October 17, 2000, and again on July 8, 2004.  The current version of Subpart GG included with this Title V renewal permit is different from the version that was included as part of the initial Title V permit.). 


Appendix 40 CFR 60 Subpart Dc (Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units)
        -
Appendix 40 CFR 60 Subpart A (General Provisions for 40 CFR 60)
(Permitting Note:  Some of the key requirements contained in the above NSPS Appendices have also been repeated in the conditions below. The specific conditions that are taken in part or in their entirety from the above New Source Performance Standards are indicated with the notation  {( NSPS Subpart GG (or A or Dc)}  inserted after the specific condition number and before the underlined condition subject caption.  The portions included as part of the specific conditions are not intended as, nor should they be considered as, a complete rendering or inclusion of all of the NSPS requirements.  See the above appendices for the complete version and context of these and other NSPS requirements.

[Rule 62-204.800(8), F.A.C.; 40 CFR 60 Subparts A, Dc, and GG]
A6.  Visible Emissions Limitation - Visible emissions (VE) from the combustion turbine/HRSG exhaust stacks shall not exceed 10% opacity. 

[Construction permit AC51-196460]

A7.   {( NSPS Subpart GG}  Nitrogen Oxides (NOx) Emission Limitations - Nitrogen oxides emissions shall not exceed the following: 


a.  
Combustion Turbines (CT’s) (mass (pounds per hour) limitations are total for both CT’s combined): 



1.
while firing natural gas:   




(a)  25 ppmvd at 15% oxygen (BACT limitation); nor




(b)  82.7 pounds per hour at 59(F and 60% relative humidity (ISO conditions); nor




(c)  85.5 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
while firing No. 2 (distillate) fuel oil:   




(a) 
42 ppmvd at 15% oxygen (BACT limitation); nor




(b)  
143.9 pounds per hour at 59(F and 60% relative humidity (ISO conditions); 





nor




(c)  
148.3 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


3. 
{( NSPS Subpart GG}  Pursuant to NSPS Subpart GG 40 CFR 60.332, no owner or operator subject to the provisions of this subpart shall cause to be discharged into the atmosphere from any stationary gas turbine, any gases which contain nitrogen oxides in excess of 75 ppm by volume at 15 percent oxygen, dry basis).  Stationary gas turbines using water or steam injection for control of NOX emissions are exempt from this requirement when ice fog is deemed a traffic hazard by the owner or operator of the gas turbine.   


[Rule 62-210.800(8), F.A.C.; 40 CFR 60.332(a)(1), 60.332(b) and 60.332(f)]





(NSPS 40 CFR 60 Subpart GG Note:  The BACT limitations contained in items 1. and 2. above are more stringent than the above NSPS Subpart GG limitation and demonstration of compliance with these BACT limitations will also document compliance with the NSPS requirements.)


b.  
Duct Burners  (mass (pounds per hour) limitations are total for both DB’s combined)



1.
while firing natural gas:   




(a) 
0.1 lb/MMBtu (BACT limitation); nor




(b) 
18.0 pounds per hour (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)

(continued)
A7.  (continued)

c.  
Combustion Turbines and Duct Burners (mass limitations are total for all CT’s and DB’s combined)



1.
while firing natural gas   (Note:  This is the only possible CT+DB scenario since if CT’s are firing on fuel oil (emergency fuel) then that means that natural gas supply is curtailed and DB’s cannot be operating.)    




(a)  
100.7 pounds per hour at 59(F and 60% relative humidity (ISO conditions);     

                            nor




(b)  
103.5 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
Maximum annual emissions:




(a)  
393.6 tons per year, at 59(F and 60% relative humidity (ISO conditions); nor




(b)  
404.7 tons per year, at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)

[Rules 62-204.800(8), and 62-212.400(BACT), F.A.C.; 40 CFR 60.332; and construction permit AC51-196460]

A8.  Carbon Monoxide (CO) Emission Limitations - Carbon Monoxide emissions shall not exceed the following: 


a. 
Combustion Turbines (mass (pounds per hour) limitations are total for both CT’s combined): 



1.
while firing natural gas:   




(a)  28 ppmvd (BACT limitation); nor




(b)  54.6 pounds per hour per year at 59(F; nor




(c)  56.0 pounds per hour per year at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
while firing No. 2 (distillate) fuel oil:   




(a) 
18 ppmvd (BACT limitation); nor




(b)  
33.0 pounds per hour at 59(F; nor




(c)  
34.5 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


(continued)
A8.  (continued)

b.  
Duct Burners  (mass (pounds per hour) limitations are total for both DB’s combined)



1.
while firing natural gas:   




(a) 
0.2 lb/MMBtu (BACT limitation); nor




(b) 
36.0 pounds per hour  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


c.  
Combustion Turbines and Duct Burners (mass limitations are totals for all CT’s and DB’s combined)



1.
while firing natural gas   (Note:  This is the only possible CT+DB scenario since if CT’s are firing on fuel oil (emergency fuel) then that means that natural gas supply is curtailed and DB’s cannot be operating.)    




(a)  
90.6 pounds per hour at 59(F; nor




(c)  
92.0 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
Maximum annual emissions:




(a)  
350.3 tons per year  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)

[Rule 62-212.400 (BACT), F.A.C.; and construction permit AC51-196460]

A9.  Particulate Matter (PM)/PM10) Emission Limitations - Particulate Matter emissions shall not exceed the following: 


a.  
Combustion Turbines (mass (lbs/hr) limitations are total for both CT’s combined): 



1.
while firing natural gas:   




(a)  0.0065 lb/MMBtu (BACT limitation); nor




(b)  5.0 pounds per hour  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
while firing No. 2 (distillate) fuel oil:   




(a)  0.026 lb/MMBtu (BACT limitation); nor




(b)  20.0 pounds per hour. (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


b.  
Duct Burners (mass limitations (pounds per hour) are total for both DB’s combined)



1.
while firing natural gas: 




(a) 
0.006 lb/MMBtu (BACT limitation); nor


(continued)

A9.b.(1)  (continued)



(b)
2.6 pounds per hour (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


c.  
Combustion Turbines and Duct Burners (mass limitations are total for all CT’s and DB’s combined)



1.
while firing natural gas   (Note:  This is the only possible CT+DB scenario since if CT’s are firing on fuel oil (emergency fuel) then that means that natural gas supply is curtailed and DB’s cannot be operating.)    




(a) 
7.6 pounds per hour.  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
Maximum annual emissions:




(a)  
27.0 tons per year  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature or operating configuration.)

[Rule 62-212.400 (BACT), F.A.C.; and construction permit AC51-196460]

A10.  Sulfur Dioxide (SO2) Emission Limitations - Sulfur dioxide emissions shall not exceed the following: 


a.  
Combustion Turbines  (mass limitations are total for both CT’s combined): 



1.
while firing No. 2 (distillate) fuel oil



(a) 
80.0 pounds per hour at 59(F; nor




(b)  
87.6 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)




(c)   21.0 tons per year F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


2.  {( NSPS Subpart GG}  Pursuant to NSPS Subpart GG 40 CFR 60.333, no owner or operator subject to the provisions of this subpart shall burn in any stationary gas turbine any fuel which contains total sulfur in excess of 0.8 percent by weight (8000 ppmw).

(NSPS Subpart GG Note:  Condition A11.a.1.(a) is based on 0.1 %S oil and is therefore more stringent than the above NSPS SO2 limitation.)

[Construction permit AC51-196460 (limits established by applicant); Rule 62-204.800(8), F.A.C.; 40 CFR 60.333]

A11.  Volatile Organic Compounds (VOC) Emission Limitations - Volatile organic compound emissions shall not exceed: 


a.  
Combustion Turbines  (mass limitations are total for CT’s both): 



1.
while firing natural gas:   




(a)  3.3 pounds per hour at 59(F; nor




(b)  3.4 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
while firing No. 2 (distillate) fuel oil:   




(a)  
8.3 pounds per hour at 59(F; nor




(b)  
8.7 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


b.  
Duct Burners (mass limitations are total for both DB’s combined)



1.
while firing natural gas:   




(a) 
5.4 pounds per hour (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)


c.  
Combustion Turbines and Duct Burners (mass limitations are total for all CT’s and DB’s combined)



1.
while firing natural gas   (Note:  This is the only possible CT+DB scenario since if CT’s are firing on fuel oil (emergency fuel) then that means that natural gas supply is curtailed and DB’s cannot be operating.)    




(a)  
8.7 pounds per hour at 59(F; nor




(c)  
8.8 pounds per hour at 51(F  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)



2.
Maximum annual emissions:




(a)  
30.8 tons per year  (Note:  This represents the Maximum Allowable Emission Limit and shall not be exceeded at any operating temperature and/or operating configuration.)

[Construction permit AC51-196460 (limits established by applicant)]

A12.  Sulfuric Acid Mist Emissions Limitations - Sulfuric Acid Mist emissions from both combustion turbines (CT’s) combined shall not exceed a total of 0.80 tons per year.   

[Construction permit AC51-196460 (limit established by applicant)]

A13.  {( NSPS Subpart A}  Circumvention of Standards -  No owner or operator subject to the provisions of 40 CFR 60 shall build, erect, install, or use any article, machine, equipment or process, the use of which conceals an emission which would otherwise constitute a violation of an applicable standard.  Such concealment includes, but is not limited to, the use of gaseous diluents to achieve compliance with an opacity standard or with a standard which is based on the concentration of a pollutant in the gases discharged to the atmosphere.    

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.12]

Emission Control Requirements

A14.  NOx Emission Controls - Water injection shall be utilized for control of  NOx emissions from the combustion turbines.  The water to fuel ratio shall be controlled by the CT water injection control system to the level necessary to insure compliance with Specific Condition No. A7. at various loads, as established and documented  by compliance stack testing.  The permittee shall not circumvent any air pollution control device or allow the emissions of air pollutants without the applicable air pollution control device operating properly.
[Rules 62-210.650 (Circumvention), and 62-212.400 (BACT), F.A.C.; and construction permit AC51-194460]

A15.  {( NSPS Subpart A}  Good Operating Practices to Minimize Emissions - At all times, including periods of startup, shutdown and malfunction, owners and operators shall, to the extent practicable, maintain and operate any affected facility including associated pollution control equipment in a manner consistent with good air pollution control practice for minimizing emissions.  Determination of whether acceptable operating and maintenance procedures are being used will be based on information available to the Administrator which may include, but is not limited to, monitoring results, opacity observations, review of operating and maintenance procedures, and inspection of the source.      

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.11(d)]

Compliance Testing Requirements

A16.  Annual Tests Required - For these emission units, annual compliance testing shall be conducted for visible emissions (VE), and nitrogen oxides (NOx) on or during the 60 day period prior to the date of September 9 of each year*.  Particulate/PM10 testing is only required if VE tests indicate an exceedance of the VE standard.  Volatile organic compound (VOC) testing is only required if the CO test (see specific condition below) indicates an exceedance of the CO standard.  Testing shall be conducted separately during operation of 

the combustion turbine only, and during combined operation of combustion turbine and
HRSG duct burner.  Testing shall be conducted while firing natural gas unless fuel oil has been used in that combustion turbine for more than 400 hours in the preceding 12-month

(continued)
A16.  (continued)
period (unlikely based on the restriction contained in Specific Condition No. A3. which limit use of fuel oil to the equivalent of 240 hours/year at full load), in which case testing during oil firing shall also be conducted.  A copy of the test data shall be submitted to the Air Compliance Section of the Southwest District Office within 45 days of such testing.

[Rules 62-297.310(7)(a)4. & 10(c) and 62-297.310(8), F.A.C.; and permits AC51-196460 & AO51-248540]

(* Permitting Note: Compliance test dates  for emission units in this permit are for planning purposes only.  Rule 62-297.310(7)(a)4, F.A.C. allows the permittee to 

conduct a formal compliance test any time during the federal fiscal year (October 1 - September 30).

A17.  Test required Prior to Renewal - Compliance testing for carbon monoxide (CO) shall be conducted once every 5 years during the 12-month period prior to submitting an application for renewal of this permit.  Testing shall be conducted separately during operation of the combustion turbine only, and during combined operation of combustion turbine and HRSG duct burner.  Testing shall be conducted while firing natural gas unless fuel oil has been used in that combustion turbine for more than 400 hours in the preceding 12-month period, in which case testing during oil firing shall also be conducted.  CO testing shall be conducted simultaneously with the once-every-5-years-prior- to-renewal NOx compliance testing (see Specific Condition Nos. A17. and A19).  CO testing is required at full load conditions only.  A copy of the test data shall be submitted to the Air Compliance Section of the Southwest District Office within 45 days of such testing or with the renewal application, whichever occurs first.  (See also Specific Condition Nos. A17. and A19. for special NOx test requirements prior to renewal.)
[Rules 62-297.310(7)(a)3 & 5 and 62-297.310(8), F.A.C.; and previous operation permits]

A18.  Visible Emissions (VE) Testing Requirements - The test method for VE shall be EPA Method 9, incorporated by reference in Chapter 62-297, F.A.C.  The visible emissions test shall be conducted by a certified observer and be a minimum of thirty (30) minutes in duration.  The test observation period shall include the period during which the highest opacity can reasonably be expected to occur and shall be conducted simultaneously during one of the runs of the NOx test (specifically during the high load run for the four load points NOx test done prior to renewal (see Specific Condition No. A19.)).

[Rules 62-213.440(1)(b), 62-297.310(4)(a)2, and 62-297.401, F.A.C.; and permit AC51-196460]

A19.  {( NSPS Subpart GG}  Nitrogen Oxides (NOx) Compliance Testing Requirements - The owner or operator shall determine compliance with the nitrogen oxides standard in 40 CFR 60.332 as follows: 


a. 
U.S. EPA. Method 20, or Method 7E and EPA Method 3 or 3E (40 CFR 60, Appendix A) shall be used to determine the nitrogen oxides and oxygen concentrations.  The span values shall be 300 ppm of nitrogen oxide and 21 percent oxygen.  


b.
The annual NOx stack test (see Specific Condition No. A16.) shall be conducted at 90-100% of peak load (see Specific Condition No. A26.), except for the annual test conducted during the 12 month period prior to renewal of this permit (see c. below).  Testing shall consist of one test with three one hour runs with the duct burner off (to determine turbine NOx emissions)*, and one test with three one hour runs with the duct burner on. 


c.
Once every five (5) years prior to renewal of this permit, the annual NOx test shall be conducted at each of the load conditions specified in 40 CFR 60.335(b)(2), i.e., 30, 50, 75, and 100 per cent of peak load (or at four points in the normal operating range of the gas turbine including the minimum point in the range and peak load) **.  All loads shall be corrected to ISO conditions in accordance with 40 CFR 6.335(b)(1) or using the appropriate equations supplied by the manufacturer.  Separate tests at 100% (peak) load shall be conducted with the duct burner off (to determine turbine NOx emissions)* and with the duct burner on *.  Testing at lower load levels shall be done with the duct burn off only. Each test (5 total - one for each of the four load levels with duct burner off, and one at peak load with duct burner on) shall consist of three 20 minutes runs at that load. 



(See also Specific Condition No. A20. for additional requirements during this NOx emission test)

(* NOx Testing Note:  In accordance with the provisions of 40 CFR 60.335(b)(3) (see Appendix 40 CFR 60 Subpart GG), the owner or operator may elect to measure the turbine NOX emissions after the duct burner (with the duct burner operating) rather than directly after the turbine (therefore no ‘duct burner off’ NOx test would be required).  If the owner or operator elects to use this alternative sampling location, the applicable NOX emission limits in Specific Condition No.  A7. and Sec.  60.332 for the combustion turbine must still be met.


(** CO/NOx Testing Note:  Due to the inverse effect of operating conditions on CO and NOx emissions (requiring balanced operating conditions to keep both below the allowable emission limits simultaneously), the once-every 5-years CO test shall be conducted simultaneously with this NOx testing - see Specific Condition No. A16. )

[Rules 62-204.800(8), and 297.310((2), F.A.C.; 40 CFR 60.335, construction permit AC51-196460, and testing protocol established with permittee]

A20.  {( NSPS Subpart GG}  Establishment of NOx Control Water-to-Fuel Curve - For purposes of demonstrating ongoing compliance with the NOx standard, the monitoring devices of 40 CFR 60.334(a) (see Appendix 40 CFR 60 Subpart GG) shall be used to determine the fuel consumption, and the water injection rate necessary to comply with the permitted NOX standard at 30, 50, 75 and 100 % of peak load (or at four points in the normal operating range of the gas turbine, including the minimum point in the range and peak load) as established during the initial performance stack testing of this unit and subsequent stack testing performed for this purpose.  This four point load testing will be used to verify or re-establish the water-to-fuel curve to be used as the basis for determining and controlling (via the turbine control system) the required water injection rate necessary for compliance with the NOx standard at each fuel firing rate/load level.  This water-to-fuel 

curve shall be re-established by stack testing at the four loads points once every 5 years prior to permit renewal (see Specific Condition No. A19.c.above), or more frequently should NOx emission limit exceedances make re-establishment of the curve necessary.  If the water-to-fuel curve has changed, the turbine control system shall be reprogrammed to reflect the changes and insure that the necessary water injection rates are achieved.  The compliance test report  for this testing shall include an updated water-to-fuel curve and a detailed discussion of any resulting changes made to the turbine control system (or an explanation of why no changes were required).    [Rules 62-4.070(3), 62-204.800(8),and 213.440(1)(b), F.A.C.; 40 CFR 60.334(g), 60.335(b)(2) and (b)(4)]

A21.  Carbon monoxide (CO) Compliance Test Method - Compliance with the CO standard shall be demonstrated using EPA Method 10 pursuant to Chapter 62-297, F.A.C. and 40 CFR 60 Appendix A.    

[Rules 62-213.440, 62-297.310, and 62-297.401, F.A.C.; and construction permit AC51-196460]

A22.  Sulfur Dioxide and Sulfuric Acid Mist Compliance Determinations - Compliance with the sulfur dioxide and sulfuric acid mist emission limits (pounds/hour and/or tons/year) for distillate fuel oil firing shall be determined by calculations based on fuel analysis using the methods in Specific Condition No. A.27.    [Rule 62-4.070(3), F.A.C.] 

A23.  Particulate Matter (PM) Test Method and Testing Waiver - The test methods for particulate matter emissions shall be EPA Method 5 or 17, incorporated by reference in Chapter 62-297, F.A.C.  However, if a visible emission test using EPA Method 9 shows that opacity is less than 10%, then annual stack testing for PM is waived for that federal fiscal year.   [Rules 62-213.440, 62-297.310, and 62-297.401, F.A.C.; permit AC51-196460]

A24.  Volatile organic compound  (VOC) - When required, compliance with the VOC standard shall be demonstrated by stack testing in accordance EPA Method 25A pursuant to Chapter 62-297, F.A.C. and 40 CFR 60 Appendix A, if required to be documented by  testing.   EPA Method 3 may be used to determine oxygen concentrations.  Compliance with the VOC limitations shall be assumed provided the carbon monoxide (CO) allowable emission rate is achieved.  VOC testing shall not be required provided that the CO  compliance test demonstrates emissions below the CO limits specified in this permit.

[Rules 62-213.440, 62-297.310, and 62-297.401, F.A.C.; construction permit AC51-196460]

A25.  {( NSPS Subpart GG}  Compliance Testing Conditions - Compliance tests shall be conducted under such conditions as the Administrator shall specify to the plant operator based on representative performance of the affected facility.  The owner or operator shall make available to the Administrator such records as may be necessary to determine the conditions of the performance tests.  Operations during periods of startup, shutdown, and malfunction shall not constitute representative conditions for the purpose of a performance test nor shall emissions in excess of the level of the applicable emission limit during periods of startup, shutdown, and malfunction be considered a violation of the applicable emission limit unless otherwise specified in the applicable standard.  

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.8(c)]

A26.  Operating Rate During Testing.- Testing of emissions shall be conducted with the emission unit operating at permitted capacity (except for NOx testing once every 5 years which will be conducted at 4 load levels - see Specific Condition No. A19.c.). Capacity is defined as 90-100 percent of the turbine’s rated (based on manufacturer’s curves or tables) heat input achievable for the average ambient (or conditioned) air temperature during the test.  If it is impracticable to test at capacity, then sources may be tested at less than capacity.  In such cases, the entire heat input vs. inlet temperature curve will be adjusted by the increment equal to the difference between the design heat input value and 110 percent of the value reached during the test.  Once the unit is so limited, then operation at higher capacities is allowed for no more than 30 consecutive days for the purposes of additional compliance testing to regain the permitted capacity in the permit.  In no case shall the process or production rate exceed the maximum permitted heat input rate.  Data, curves, and calculations necessary to demonstrate the heat input rate correction at both design and test conditions shall be submitted to the Department with the compliance test report. The actual heat input rate during the test shall be included in each test report.  Failure to include the actual process or production rate in the results may invalidate the test.  

[Rules 62-4.070(3), and 297.310(2)(a), F.A.C.]

A27.  {( NSPS Subpart GG}  Fuel Sulfur Content Determination - To determine compliance with fuel sulfur content limitations and meet the requirements of 40 CFR 60.334(h), the owner or operator shall use the following methods specified in 40 CFR 60.335(b) to determine the sulfur content of the fuel being burned.  The analysis may be performed by the owner or operator, a service contractor retained by the owner or operator, the fuel vendor, or any other qualified agency.


a.  For liquid fuels: ASTM D129-00, D2622-98, D4294-02, D1266-98, D5453-00 or D1552-01; or

b.
For gaseous fuels; ASTM D1072-80, 90 (Reapproved 1994); D3246-81, 92, 96; D4468-85 (Reapproved 2000); or D6667-01.

The applicable ranges of some ASTM methods mentioned above are not adequate to measure the levels of sulfur in some fuel gases.  Dilution of samples before analysis (with verification of the dilution ratio) may be used, subject to the approval of the Administrator.  The analysis may be performed by the owner or operator, a service contractor retained by the owner or operator, the fuel vendor, or any other qualified agency.

[Rules 62-204.800(8), and 62-297.440, F.A.C.; 40 CFR 60.335(b)(10) and (b)(11)]

A28.  {( NSPS Subpart GG}  Nitrogen Content Determination - To determine the fuel bound nitrogen content of fuel being fired (if an emission allowance is claimed for fuel bound nitrogen), the owner or operator may use equipment and procedures meeting the requirements of:

    
a. 
For liquid fuels, ASTM D2597-94 (Reapproved 1999), D6366-99, D4629-02, D5762-02; or

    
b.
For gaseous fuels, shall use analytical methods and procedures that are accurate to within 5 percent of the instrument range and are approved by the Administrator.

The analysis may be performed by the owner or operator, a service contractor retained by the owner or operator, the fuel vendor, or any other qualified agency.
[Rule 62-204.800(8), F.A.C.; 40 CFR 60.335(b)(9) and (b)(11)]

Monitoring Requirements

A29.  {( NSPS Subpart GG}   Water-to Fuel Ratio Monitors - The owner or operator of any stationary gas turbine subject to the provisions of 40 CFR 60, Subpart GG and using water injection to control NOX emissions shall install and operate a continuous monitoring system (CMS) to monitor and record the fuel consumption and the ratio of water to fuel being fired in the turbine.  This system shall be accurate to within +5.0 percent.     

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.334(a)]

A30.  {( NSPS Subpart GG}   Fuel Sulfur and Nitrogen Content Monitoring Requirements - The owner or operator of any stationary gas turbine subject to the provisions of 40 CFR 60, Subpart GG shall monitor sulfur content and nitrogen content (if the owner or operator claims an allowance for fuel bound nitrogen) of the fuel being fired in the turbine.  The frequency of determination of these values shall be as follows:


a. 
Fuel oil - For fuel oil, use one of the total sulfur sampling options and the associated sampling frequency described in sections 2.2.3, 2.2.4.1, 2.2.4.2, and 2.2.4.3 of appendix D to 40 CFR Part 75  (i.e., flow proportional sampling, daily sampling, sampling from the unit's storage tank after each addition of fuel to the tank, or sampling each delivery prior to combining it with fuel oil already in the intended storage tank). If an emission allowance is being claimed for fuel-bound nitrogen, the nitrogen content of the oil shall be determined and recorded once per unit operating day.

b. Gaseous fuel - Any applicable nitrogen content value of the gaseous fuel shall be determined and recorded once per unit operating day. For owners and operators that elect not to demonstrate sulfur content using options in 40 CFR 60.334(h)(3) (see c. below), and for which the fuel is supplied without intermediate bulk storage, the sulfur content value of the gaseous fuel shall be determined and recorded once per unit operating day.


(continued)
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c.
Owners, operators or fuel vendors may develop custom schedules for determination of the values based on the design and operation of the affected facility and the characteristics of the fuel supply.  Except as provided in paragraphs 40 CFR 60.334(i)(3)(i) and (i)(3)(ii) (see Appendix 40 CFR 60 Subpart GG), these custom schedules shall be substantiated with data and must be approved by the Administrator before they can be used to comply with 40 CFR 60.334(b).   

(Permitting Note: See Specific Condition No. A31 below. for the Custom Fuel Monitoring Schedule for Natural Gas for this facility)

d.
In accordance with 40 CFR 60.334(h)(3), the owner or operator may elect not to monitor the total sulfur content of the gaseous fuel combusted in the turbine, if the gaseous fuel is demonstrated to meet the definition of natural gas in 40 CFR 60.331(u), regardless of whether an existing custom schedule approved by the administrator for subpart GG requires such monitoring. The owner or operator shall use one of the following sources of information to make the required demonstration:

    
(i) The gas quality characteristics in a current, valid purchase contract, tariff sheet or transportation contract for the gaseous fuel, specifying that the maximum total sulfur content of the fuel is 20.0 grains/100 scf or less; or

    
(ii) Representative fuel sampling data which show that the sulfur content of the gaseous fuel does not exceed 20 grains/100 scf. At a minimum, the amount of fuel sampling data specified in section 2.3.1.4 or 2.3.2.4 of appendix D to part 75 of this chapter is required.

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.334(h) and (i)]

A31.  {( NSPS Subpart GG}  Custom Fuel Monitoring Schedule for Natural Gas - The permittee shall monitor sulfur content and nitrogen content of natural gas fired in the turbines as follows:

a.
Monitoring of fuel nitrogen content shall not be required when firing natural gas.

b.
Sulfur Monitoring:


1.
Analysis for fuel sulfur content of the natural gas shall be conducted using one of the approved ASTM reference methods for the measurement of sulfur in gaseous fuels, or an approved alternative method.  The reference methods are ASTM D1072-90(94)E-1,  ASTM D3031-81(86), ASTM D 3246-92, and ASTM D4084-94, or the latest edition of the above ASTM methods as referenced in 40 CFR 60.335(d).


(continued)
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2.
This custom fuel monitoring schedule became effective on May 2, 1994.  As of this date, sulfur monitoring was conducted twice monthly for six months.  If this monitoring shows little variability in the fuel sulfur content, and indicates consistent compliance with 40 CFR 60.333, then sulfur monitoring shall be conducted once per quarter for six quarters.  If monitoring data is provided by the applicant which demonstrates consistent compliance with the requirements herein, the applicant may begin monitoring as per the requirements of  b.3. below.


3.
If after the monitoring required in item b.2. above, or herein, the sulfur content of the fuel shows little variability and, calculated as sulfur dioxide, represents consistent compliance with the sulfur dioxide emission limits specified under 40 CFR 60.333, sample analysis shall be conducted twice per year.  This monitoring shall be conducted during the first and third quarters of each calendar year.


4.
Should any sulfur analysis as required in items b.2. or b.3. above indicate noncompliance with 40 CFR 60.333, the owner or operator shall notify the Department of such excess emissions and the custom schedule shall be re examined.  Sulfur monitoring shall be conducted weekly during the interim period when this custom schedule is being re-examined.

c.
If there is a change in fuel supply, the owner or operator must notify the Department of such change for re-examination of this custom schedule.  A substantial change in fuel quality shall be considered as a change in fuel supply.  Sulfur monitoring shall be conducted weekly during the interim period when this custom schedule is being re-examined.

d.
Records of sample analysis and fuel supply pertinent to this custom schedule shall be retained for a period of five (5) years, and be available for inspection by personnel of federal, state, and local air pollution control agencies.

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.334(i)(3) and construction permit AC51-196460 (see specifically 4/25/94 amendment)]

A32.  Determination of Process Variables.

a. Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.


(continued)
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b.
Accuracy of Equipment.  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.

[Rule 62-297.310(5), F.A.C.]

Recordkeeping Requirements

A33.  {( NSPS Subpart GG}  Fuel Use and Operating Rate Records - In order to demonstrate compliance with Specific Conditions No. A1., A2., and A3,, and with 40 CFR 60.48(g) (for the duct burners), the permittee shall maintain fuel usage and operating rate records at the facility. The log/records at a minimum shall contain the following for each CT and DB:

   CT  

 
No. 2 Fuel Oil Firing

a.
All CT operating periods during which No. 2 fuel oil was fired.  These records shall include date, CT unit ID, start time, and end time.


b.
On a calendar month basis for each CT, the total hours operated firing fuel oil (hours/month) , the quantity of fuel burned for the month (gallons/month), and a total for the most recent 12 consecutive month period (gallons/12 consecutive month period).



Natural gas Firing

c.
Total operating hours for each CT while firing natural gas for the month (hrs/month)


d.
On a calendar month basis, the quantity of natural gas burned in each CT’s for the month of record (Mcf/month)

   DB (permitted for natural gas only)

e.
Operating hours for each DB (hours/month)


f.
{( NSPS Subpart GG}  On a calendar month basis, the quantity of natural gas burned in each DB’s for the month of record (Mcf/month)


g.
On a calendar month basis, based on f. above and the higher heating value (HHV) of the natural gas (approximately 1054.5 Btu/ft3), a calculation of the total BTU’s fired in each DB for the month (MMBtu/month), and for the most recent 12 consecutive month period (MMBtu/12 consecutive month period).

[Rules 62‑4.070(3), 62-204.800(8), 62‑213.440(1)(b)2., F.A.C.; 40 CFR 60.48(g)]

A34.  {( NSPS Subpart A}  Retention of Records Related to Monitoring and Compliance Testing - The owner or operator subject to the provisions of 40 CFR 60 shall maintain a file of all measurements, including continuous monitoring system, monitoring device, and performance testing measurements; all continuous monitoring system performance evaluations; all continuous monitoring system or monitoring device calibration checks; adjustments and maintenance performed on these systems or devices; and, all other information required by 40 CFR 60 recorded in a permanent form suitable for inspection.    

[Rules 62-204.800(8), and 62-213.440(1)(b)2.b., F.A.C.; 40 CFR 60.7(f)]

Excess Emissions

A35.  {( NSPS Subpart A}  Excess Emission Reporting - The owner or operator required to install a continuous monitoring system (CMS) or monitoring device shall submit an excess emissions and monitoring systems performance report (excess emissions are defined in applicable subparts (see condition below)) and/or a summary report form [see 40 CFR 60.7(d)] to the Administrator semiannually, except when:  more frequent reporting is specifically required by an applicable subpart; or, the CMS data are to be used directly for compliance determination, in which case quarterly reports shall be submitted; or, the Administrator, on a case-by-case basis, determines that more frequent reporting is necessary to accurately assess the compliance status of the source.  All reports shall be postmarked by the 30th day following the end of each calendar half (or quarter, as appropriate).  Written reports of excess emissions shall include the following information:


a
The magnitude of excess emissions computed in accordance with 40 CFR 60.13(h), any conversion factor(s) used, and the date and time of commencement and completion of each time period of excess emissions.  The process operating time during the reporting period.


b.
Specific identification of each period of excess emissions that occurs during startups, shutdowns, and malfunctions of the affected facility.  The nature and cause of any malfunction (if known), the corrective action taken or preventative measures adopted.


c.
The date and time identifying each period during which the continuous monitoring system was inoperative except for zero and span checks and the nature of the system repairs or adjustments.


d.
When no excess emissions have occurred or the continuous monitoring system(s) have not been inoperative, repaired, or adjusted, such information shall be stated in the report.

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.7(c)(1), (2), (3), and (4)]

A36.   {( NSPS Subpart GG}  Definition of Excess Emissions - For the purpose of reports required under 40 CFR 60.7(c), periods of excess emissions that shall be reported are defined as follows: 

a. Nitrogen oxides.  Any one-hour period during which the average water-to-fuel ratio, as measured by the continuous monitoring system, falls below the water-to-fuel ratio 

A36.a  (continued)

determined to demonstrate compliance with the permitted nitrogen oxide standard by the initial performance test required in 40 CFR 60.8 or any period during which the fuel-bound nitrogen of the fuel is greater than the maximum nitrogen content allowed by the fuel-bound nitrogen allowance used during the initial performance test.  Each report shall include the average water-to-fuel ratio, average fuel consumption, 


ambient conditions, gas turbine load, and nitrogen content of the fuel during the period of excess emissions, and the graphs or figures developed under 40 CFR 60.335(a).


b. 
Sulfur Dioxide.  Any daily period during which the sulfur content of the fuel being fired in the gas turbine exceeds 0.1% by weight.

[Rule 62-296.800, F.A.C.; and 40 CFR 60.334(j)]
A37.   Excess Emissions Report Requirements - The summary report form shall contain the information and be in the format shown in Figure 1 - Summary Report-Gaseous and Opacity Excess Emission and Monitoring System Performance (attached) unless otherwise specified by the Administrator. One summary report form shall be submitted for each pollutant monitored at each affected facility.


a.
If the total duration of excess emissions for the reporting period is less than 1 percent of the total operating time for the reporting period and CMS downtime for the reporting period is less than 5 percent of the total operating time for the reporting period, only the summary report form shall be submitted and the excess emission report described in 40 CFR 60.7(c) need not be submitted unless requested by the Administrator.


b. 
If the total duration of excess emissions for the reporting period is 1 percent or greater of the total operating time for the reporting period or the total CMS downtime for the reporting period is 5 percent or greater of the total operating time for the reporting period, the summary report form and the excess emission report described in 40 CFR 60.7(c) shall both be submitted.

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.7(d)(1) and (2)]

Miscellaneous

A38.  {( NSPS Subpart A}  Definition of Administrator - For the purposes of Rule 62‑204.800(8), F.A.C., the definitions contained in the various provisions of 40 CFR 60, shall apply except that the term "Administrator" when used in 40 CFR 60, shall mean the Secretary or the Secretary's designee.

[Rule 62-204.800(8), F.A.C.; 40 CFR 60.2]
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